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To all whom it may concern: . 
Be it known that I, HIRAM B. ROCKHILL, a 

citizen of the United States, residingin the city 
and county of Philadelphia, State of Pennsyl 
vania, have invented a new and useful Im 
provement in Holders for Basins, &c., which 
improvement is fully set forth in the follow 
ing speci?cation and accompanying drawings. 
My invention relates to improvements in 

holders for basins, &c., and has for its object 
a device that can be readily attached to a 
window-sill and adapted to hold a basin, 
bucket, or other receptacle for water; and for 
this purpose it consists, ?rst, of an adjustable 
clamping device, and, second, of the combina 
tion of parts hereinafter described. 
Figure 1 represents a perspective View of 

a device embodying my invention. Fig. 2 
represents a central longitudinal section 
thereof. ' 

Similar letters of reference indicate corre 
sponding parts in the two ?gures. 
Referring to the drawings, A designates a 

clamping device consisting of two castings or 
pieces B and 0 adapted to move one on the 
other. The piece B is formed with depend 
ing jaws D, adapted to contact with one side 
of a window-sill. Connected with the said 
piece B, and on one end thereof, is a depend 
ing guiding-piece E, having openings F G in 
opposite sides, one of said openings, as F, be 
ing squared or angular, so as to hold the 
squared end of a clamping-bolt G’ and pre 
vent the rotation of the same. 
The casting or piece 0 is composed of a 

main portion H, and projecting portions J J, 
the portion H having a depending ear K, with 
an opening L for the clamping-bolt G’, and 
the projection J having jaws M, which con 
tact with the side of the sill opposite from 
that in contact with the jaws D of the piece 
B. The portion H has a flat or plane surface 
on its lower side, so as to be permitted to 
readily move upon the upper plane portion 
of the guide E, and the upper surfaces of the 
projecting portions J J are placed so as to be 
in contact with the under surface of the cast 
ing B. A shoulder N on the upper face of 
the part 0 is adapted to abut against the 
edge of the piece 13 and limit the inward 
movement of the said part. The inner sides 
of the projections J J are in contact with the 

sides of the piece E, thus aiding in guiding 
the jaws in their adjustment. A nut Q on 
the bolt G’, bearing against the ear K, oper 
ates the piece 0 so as to move it on the piece 
B, and thereby bring its jaws N M against 
the sill. 
On the bolt G’, between the rectangular 

part E and the ear K, is a coiled spring G2 
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for preventing the rattling of the parts when _ 
the same are removed from the sill. To the 
piece 13 are secured the two ends of a hoop 
or ring P, which serves as a support for a 
bucket or basin adapted to contain water for 
cleansing the window. The ring P is pref 
erably secured to the piece 13 by having the 
straight inner portion R of its end 8’ bent as 
an S, and inserted in the openings T in the 
same, the said part B bearing against a 
grooved or recessed portion thereof, whereby 
a spreading of the ring is prevented. 

It will be seen that the device can be read 
ily attached to windows having sills of differ 
ent sizes by means of the adjustable piece 0 
and the clamping bolt and nut, and that a 
basin or bucket for holding water may be 
held in the ring P at a convenient distance 
of the window on either the inner or the 
outer side thereof. 
Having thus described my invention, what‘ 

I claim as new, and desire to secure by Letters 
Patent, is— 

1. In a device for the purpose mentioned, 
the combination of a casting or piece having 
jaws and a guiding-piece with openings in 
opposite sides, a second casting with projec— 
tions having jaws and an ear having an open 
ing therein, a clamping bolt and nut, and a 
ring, the latter being secured to said ?rst 
mentioned casting, substantially as described. 

2. In a device for the purpose mentioned, 
the combination of two adjustable castings 
or pieces having jaws adapted to embrace a 
window-sill, a clamping bolt and nut, and a 
ring secured to one of said castings and 
adapted to hold a basin, the said castings be 
.ing guided on each other in their adjustment, 
substantially as described. 

3. In a device for the purpose mentioned, 
the combination of a clamping device having 
a piece with openings and grooves, and a ring 
having straight portions with bent ends, said 
ends entering said openings, and said straight 
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portions bearing against the walls of said 
grooves, substantially as and for the purpose 
described. 

4:. A device for the purpose mentioned, 
consisting of two castings, one of which is 
provided with depending jaws and a depend 
ing guiding-piece, the latter having an angu 
lar opening therein, the other casting having 
depending jaws and a depending ear, thelat 
ter with an opening, a bolt adapted to ?t in 
said angular opening and opening in de 
pending ear, a clamping-nut on said bolt, and 
ring secured to the ?rst-named casting, said 
parts being combined substantially as de 

_, scribed. 

5. A device for the purpose named, 0011 
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sisting of two castings, one provided with 
depending jaws and a guiding-piece, the lat 
ter with an angular opening, the other cast 
ing having depending jaws and a depending 
ear, a clamping-bolt with nut, the latter cast 
ing having a plane portion adapted to con 
tact with the guiding-piece of the ?rst-men 
tioned casting, and a- shoulder adapted to 
abut against the said ?rst-mentioned casting, 
and a supporting-ring secured to one of said 
castings, said parts being combined substan 
tially as described. . 

I-IIRAM B. ROOKHILL. 
Witnesses: 

JOHN A. WIEDERSHEIM, 
WM. 0. WIEDERSHEIM. 
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