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CONTAINER AND STORAGE SYSTEM FOR 
PHOTOGRAPHIC PRINTS AND NEGATIVES 

BACKGROUND 

1. Field of the Invention 
The present invention relates to a unique container 

for storing photographic prints and negatives which can 
be incorporated into a larger storage system. 
The Prior Art 
Various containers have been developed for use in 

storing and transporting photographic prints and nega 
tives after the film has been processed. One of the pri 
mary problems encountered by all prior containers was 
how to store both prints, with typical dimensions of 
about 3 X 5 inches (or about 8.5 cm>< 12.5 cm), and strips 
of negatives with typical dimensions of about 1%X4 
inches (or 3.5>< 10 cm), and potentially much larger. 
Indeed, strips of negatives could be as long as the entire 
roll of ?lm. 
The most commonly used method of storing and 

transporting prints and negatives is a simple envelope. 
The envelope is constructed so that it is wide enough to 
accommodate prints but at the same time is long enough 
to accommodate strips of negatives. As a result, both 
the prints and the negatives can potentially move about 
within the envelope and possibly become bent or 
creased, disorganized or even fall out of the envelope 
entirely. 
Envelopes now commonly in use contain two interior 

compartments. These compartments are formed by a 
sheet of paper or other material which forms the enve 
lope. The sheet is simply placed within the interior of 
the envelope so that the envelope is divided in half. This 
allows negatives to be placed in one compartment and 
prints to be placed in the other compartment. Even 
using the two compartment envelope, however, the 
prints and negatives can move within the envelope. 
There also exists the possibility that prints and negatives 
will be intermingled as they are removed from the enve 
lope and subsequently replaced within the envelope 
because both compartments are identical in size and 
there is no indication as to which compartment holds 
negatives and which compartment holds prints. 

Additional problems are encountered in storing and 
transporting prints and negatives in an envelope. Typi 
cal envelopes cannot be securely shut but rather depend 
on a simple ?ap in order to close. As a result the con 
tents of the envelope are left exposed to dust and mois 
ture. In the event the flap is lifted from the closed posi 
tion the contents of the envelope are able to fall out. 
The envelopes typically used for storing photographs 

and negatives are constructed of either paper or ?exible 
plastic. Neither material is able to provide protection to 
the contents of the envelope. The envelope is easily 
bent, crushed and twisted with the resultant possibility 
of damage to the contents, particularly to ?nished 
prints. In addition, the con?guration of such envelopes, 
especially while holding prints and negatives, is not 
adaptable to allow convenient storage and retrieval. 
Envelopes cannot be easily and neatly stacked, nor can 
they easily be placed into most types of conventional 
holders or storage systems. 
A further problem with most conventional envelopes 

is that it is not possible to easily identify the contents. 
Typiclly, the material used to construct the envelopes is 
opaque so that none of the photographs can be seen. 
Thus, one must open the envelope and pull out one or 
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2 
more photographs in order to accurately identify which 
photographs are contained wihtin the envelope. It is of 
course possible to mark the exterior of the envelope for 
identi?cation purposes, however, a more acceptable 
method of identi?cation would be to view one of the 
actual photographs. 

Generally, envelopes used to hold photographic 
prints are not attractive. When several envelopes are 
stored together the appearance is one of confusion and 
visual clutter. 
One prior device which has attempted to solve the 

problem of safe and adequate storage as well as the 
adverse visual impact of envelopes was a simple sheet of 
scored paperboard. The paperboard sheet ' could be 
folded into a box or container when the need arose. The 
box had two compartments. One compartment was 
designed to hold a container for prints and the other 
compartment was designed to hold negatives. Typi 
cally, the box was folded up as it was loaded with a set 
of prints and negatives. 

Several of the problems associated with envelopes 
remained with the folding paperboard box. The box, 
while more sturdy than an envelope, still was unable to 
adequately protect the contents. At the same time dust 
and moisture could easily reach the contents of the box. 
Unless a window was cut in the box to expose at least 
one print it was also impossible to see the contents of the 
box without opening. Therefore, the problem of identi 
?cation remained. 

Later attempts at providing an adequate container for 
prints and negatives used, as does the present invention, 
relatively rigid plastic materials. One such device em 
ployed a rectangular plastic box. The lid over the print 
compartment of the box pivoted and opened in a man 
ner similar to that of typical cassette tape containers. 
The prints basically move with the lid of the device. 
Therefore, as the lid pivots the prints are lifted out of 
the container. On the opposite end of the device is a 
separate compartment and lid adapted to holding nega 
tives. 
Another device employing a plastic container in 

cluded a mechanism whereby the prints could be slid 
out of one side of a plastic box. This device also in 
cluded a spring mechanism whereby the prints were 
forced upwardly against the top of the plastic box while 
the box was closed. This together with the use of clear 
plastic for the top of the box allowed the prints inside 
the box to be identi?ed. 

Several problems remained with these plastic boxes. 
Primary among the problems with these devices is the 
lack of ease and convenience of access to the prints. In 
the case of the box employing the spring mechanism, 
the prints must be slid out of the narrow side of the box 
while the spring mechanism is at the same time forcing 
the prints upwardly against the top of the box. The 
portion of the box which slides out is also dif?cult to 
grasp and move. In the case of the device which resem 
bles a cassette box all of the prints are pivoted with the 
lid each time the lid is opened. A person unfamiliar with 
this type of lid opening or not being attentive is prone to 
open the lid too quickly or incorrectly resulting in the 
contents being spewed out of the container. Thus, nei 
ther device is able to provide easy and convenient ac 
cess to their contents. 
An additional problem is that no previous container 

provided a completely satisfactory compartment for 
storing negatives. The box which resembles a cassette 
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tape box has a separate compartment together with a 
separate lid to accommodate negatives. It is dif?cult to 
position the negatives within the box. The two ends of 
a strip of negatives are slid beneath the print compart 
ment and a loop is formed at about the mid-point of the 
strip of negatives. This loop is then positioned within 
the special negative compartment. Such a system does 
not provide for ease in positioning the negatives within 
the box or in removing them. 
The box which employs the spring mechanism de 

scribed above makes no provision whatsoever for the 
storage of negatives. The negatives associated with the 
prints stored in the box must be stored separately. As a 
result, the chances of losing or misplacing the negatives 
is dramatically increased. 

It is apparent that what is needed in the art is a means 
of storing photographic prints and negatives which 
overcomes the problems described above in the prior 
art. It would be an advancement in the art to provide a 
container which both protects prints and negatives from 
moisture, dust and crushing, while at the same time 
provides ease of access to the contents. It would also be 
an advancement in the art to provide a container which 
conveniently stores both prints and negatives and 
which does so without allowing the prints and negatives 
undue freedom of movement within the container. It 
would be a further advancement in the art to provide 
such a container which is attractive and can easily be 
incorporated into a storage system whereby multiple 
containers may be stored neatly and conveniently to 
gether. Such an apparatus is disclosed and claimed be 
low. 

BRIEF SUMMARY AND OBJECTS OF THE 
INVENTION 

The present invention is a novel and unique container 
for use in storing photographic prints and negatives 
which can be incorporated into a multiple container 
storage system. It is expected that the basic container 
will be molded out of a thin but sturdy plastic material. 
The container is comprised primarily of a base and a lid. 
The base is molded so that a strip of negatives can ?t 
into the bottom of the container and those negatives 
will not have an excess of space in which to move. The 
base will also allow prints to be placed in the container 
above the negatives. The prints also are held in place so 
that excessive lateral or longitudinal movement is pre 
vented. 

Within the container the negatives will subtend the 
prints thus allowing both prints and negatives to be 
securely stored within a single compartment of a single 
container. The container is provided with a simple lid 
which ?ts over the upper portion of the container base 
and which stays securely in place until it is lifted off. It 
is preferred that the lid will be constructed of clear 
plastic material so that the contents of the container can 
be easily viewed and identi?ed. 
The container may also have a paper or paperboard 

insert which ?ts between the lid and the base but which 
has its center cut out to continue to allow visual identi? 
cation of the contents. The insert may be simply decora 
tive or it may contain information of an instructional or 
advertising nature. In addition, it is expected that the 
paper insert will help reduce the tendency of the prints 
to stick to the lid in the event static electricity develops 
within the container. 
The construction of the container allows prints and 

negatives to be stored without any signi?cant chance of 
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4 
damage. The lid of the container, while easily remov 
able, ?ts securely so that dust and moisture are effec 
tively kept out of the container. In addition, the rigid 
plastic construction of the container prevents damage to 
the prints and negatives by crushing or twisting. It will 
be appreciated that because of the generally rectangular 
shape of the container and because it is constructed of 
relatively rigid material the container can be easily 
stacked. Further, the container may be incorporated 
into a larger system whereby a plurality of containers 
may be placed in a rack or larger storage container. 
This allows several sets of prints to be stored together 
neatly and conveniently. 

It is therefore, a primary object of the present inven 
tionwto provide an apparatus for ef?ciently and conve 
niently storing photographic prints and negatives. 
More particularly, it is an object of the present inven 

tion to provide a container for storing photograhic 
prints and negatives which provides storage spaces 
which are approximately the same size as the prints and 
negatives so that the contents of the container are held 
securely in place. 

Another object of the invention is to provide a con 
tainer for storing photographic prints and negatives 
which provides ease of access and which allows the 
contents to be identi?ed visually while the container is 
closed. 
A further object of the invention is to provide a con 

tainer for storing photographic prints and negatives 
which protects its contents from dust, moisture, bend 
ing, tearing and other types of damage and which is also 
easy and inexpensive to manufacture. 
These and other objects of the invention will become 

apparent upon reading the following detailed descrip 
tion and appended claims, and upon reference to the 
accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of a preferred embodi 
ment of the container of this invention in a closed posi 
tion including the paper or paperboard insert. 

FIG. 2 is a top plan view of the base of the container 
illustrated in FIG. 1 with the lid and paper insert re 
moved to reveal a strip of negatives placed in a negative 
trough. 
FIG. 3 is a bottom plan view of the container illus 

trated in FIG. 1 which reveals the molded structure of 
the base from its under side. 
FIG. 4 is an exploded perspective view of the con 

tainer illustrated in FIG. 1 showing the lid, the paper 
insert and the base. 
FIG. 5 is a perspective view of the container illus 

trated in FIG. 1 with the lid and paper insert removed 
illustrating one method of removing photographic 
prints from the container. 

FIG. 6 is a front perspective view of the container 
illustrated in FIG. 1 with the lid and paper insert re 
moved illustrating an alternative method of removing 
photographic prints from the container. 
FIG. 7 is a front perspective view of a storage system 

incorporating containers ofthe type illustrated in FIGS. 
1 through 6. 
FIG. 8 is a front perspective view of an alternative 

embodiment of the device showing the lid in a partially 
open position. 

FIG. 9 is a top plan view of the base of the container 
illustrating an alternative embodiment of the present 
invention. 
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FIG. 10 is a top plan view of the base of the container 
illustrating an additional alternative embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The present invention can be best understood by 
reference to the drawings wherein like parts are desig 
nated with like numerals throughout. Referring more 
particularly to FIG. 1, the container of the present 
invention, generally designated 10, is shown. The pres 
ent invention is a container 10 for storing photographic 
prints and negatives and is generally comprised of a 
base 12, a lid 14 and an optional paper or paperboard 
insert 16. Insert 16 may have a window cut out of its 
center to allow visual inspection of the interior of the 
container. The three pieces are combined to form a 
uniquely functional container for the storage of photo 
graphic prints and negatives. 
FIG. 1 illustrates the container with lid 14 resting in 

a locked position on the top of base 12, with insert 16 
interposed in its position. Base 12 is molded with ears 17 
protruding slightly from each of its corners. Lid 14 has 
corresponding indentations 19 molded into its corners. 
As a result lid 14 can be easily and securely snapped on 
to base 12 and subsequently easily removed. 
As illustrated in FIG. 2, base 12 is molded in order to 

allow both prints and negatives to be easily, yet se 
curely, positioned with a single compartment of a single 
container. Neither the prints nor the negatives will be 
allowed any substantial excess space in which to move 
about. This is accomplished by the unique design of the 
base 12 of the container 10. 

Referring to FIG. 2, base 12 is shown in detail. Base 
12 has a ?oor 13 together with molded raised strips 18 
which run the length of the print compartment of base 
12 which is superimposed over a subtending negative 
trough 28. Raised strips 18 also help de?ne channels 19 
which are located in floor 13 which are created be 
tween raised strips 18 and the longitudinal inner walls 
26 of base 12. The raised strips 18 and the transverse 
inner walls 20 of the base 12 de?ne a storage trough 28 
for the negatives. A strip of negatives 22 is illustrated in 
FIG. 2 positioned within base 12. The raised strips 18 
are sufficiently elevated to allow the negatives 22 to rest 
on the floor 13 of container 10 while at the same time 
prints are able to rest on top of raised strips 18 as shown 
in FIG. 6. This can be done without any appreciable 
contact between the prints and negatives 22. 

Base 12 also has molded into each corner generally 
square raised corners 24 as illustrated in FIGS. 2, 4, 5 
and 6. Raised corners 24 are constructted so that they 
prevent excessive lateral movement by the photo 
graphic prints and negatives while they are resting in 
container 10. The raised corners 24 also act as a means 
for supporting and holding in place paper insert 16 
which in turn separates the prints from the lid 14. 

It will be appreciated that the base of the container 
can be con?gured in a variety of ways in order to be 
adaptable to various uses and for holding a variety of 
sizes of prints and negatives. FIGS. 9 and 10 illustrate 
alternative embodiments of the base of the container. 
However, both alternative embodiments employ the 
same concepts as used in the device illustrated in FIGS. 
1 through 6. 
FIG. 9 illustrates one alternative embodiment of the 

base of the device which is designated 50. As with the 
embodiment discussed above, this embodiment employs 
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6 
raised square corners 52, and the transverse inner walls 
54 of the base 50 to help define two negative troughs 56. 
The negative troughs 56 are further de?ned by a long 
raised strip 58 which bisects the base 50 running parallel 
to the longitudinal walls 62 of base 50. Completing the 
boundaries of the negative troughs 56 are two shorter 
raised strips 60 which run parallel to and abut the longi 
tudinal walls 62 of base 50. 
As is illustrated in FIG. 9, base 50 is con?gured so 

that two sets of strips of 35 millimeter negatives 22 can 
rest side by side in the negative trough 56 which are 
molded into base 50. As with the device shown in 
FIGS. 1 through 6 a corresponding set of prints can be 
placed into base 50 and rest on top of raised strips 58 and 
60. At the same time lateral and longitudinal movement 
by the prints will be limited by raised square corners 52 
and longitudinal walls 62. 
Another alternative embodiment of the container of 

the present invention is illustrated in FIG. 10. The base 
of this embodiment is generally designated 70. Base 70 is 
particularly adaptable to holding prints and negatives of 
the 110 ?lm size or ?lm disks. Again, however, base 70 
is comprised of the same basic elements as those of the 
other embodiments of the device described above. This 
base 70 also has molded raised square corners 72. In 
addition, base 70 has molded into it a series of raised 
strips 74. These strips 74 are arranged in base 70 so that 
negatives 76 can rest in base 70 in a generally longitudi 
nal direction, a generally transverse direction or, as 
illustrated in FIG. 10, in both directions simultaneously. 
In addition, base 70 has a relatively large open trough 
78 generally de?ned by raised strips 74 and the longitu 
dinal walls 80. This trough 78 is particularly adapted to 
receive a ?lm disk. 
FIGS. 5 and 6 illustrate photographic prints 25 within 

base 12. Prints 25 will extend over and rest upon raised 
strips 18 thereby extending past raised corners 24 in the 
direction indicated by arrows A in FIG. 2. The area in 
which the prints are held is generally de?ned by raised 
corners 24 and the longitudinal inner walls 26 of base 
12. This area is designed to be approximately the same 
size as the prints so that the prints are held reasonable 
securely within the container. 

In contrast to prior storage containers both prints 25 
and negatives 22 can be stored within the same com 
partment of the same container at the same time. As 
shown in FIGS. 2, 5 and 6, negatives 22 can be laid in 
the bottom of the container 10 within a trough 38 de 
?ned by transverse walls 20 and raised strips 18. The 
prints which correspond with that set of negatives can 
then be placed above the negatives. The prints, as dis 
cussed above, are held within the space de?ned by 
raised corners 24 and longitudinal walls 26. Further 
more, the prints rest on raised strips 18 so that they do 
not crush or put any pressure on the negatives 22 
thereby reducing the likelihood of scratching or damag 
ing the emulsion of the negative ?lm. As an additional 
precaution against scratching the negatives 22 it may be 
desirable to place a tissue (not shown) between the 
negatives 22 and prints 25. An entire roll of ?lm, includ 
ing negatives 22 and prints 25, can easily be stored 
within a single container. Therefore, the possibility of 
misplacing the negatives 22 on prints 25 is minimized. 
FIGS. 4, 5 and 6 also illustrate the ease with which 

the prints 25 and negatives 22 are accessed. The present 
invention does not employ any complicated and cum 
bersome slide and spring mechanism, neither does it 
require that all of the prints be lifted out of the container 
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each time the lid is opened. As illustrated in FIG. 4, lid 
14 is simply lifted off base 12. In the event an insert 16 
is used, insert 16 will also be lifted off base 12. Once this 
is accomplished prints 25 are readily accessible. 
FIG. 8 illustrates a possible alternative method of 

lifting the lid off of the container. The base of the con 
tainer illustrated in FIG. 8 is the same as base 50 in FIG. 
9. Base 50 has molded onto one end a tab 64. This tab 64 
is particularly designed to aid in removing lid 66 from 
base 50. Lid 66 can be grasped with one hand, using 
grips 68 which are molded into lid 66. At the same time 
the user’s other hand can press down on tab 64 thereby 
bending slightly base 50 and pivoting it downwardly. 
This allows lid 66 to be easily pivoted upwardly and 
removed from base 50. The embodiment illustrated in 
FIG. 10 includes a similar tab 82. 
As illustrated in FIG. 5, once the lid is removed from 

the base prints 25 can be lifted out by grasping two 
edges of the prints 25 and simply lifting prints 25 out of 
the container. The container provides plenty of space 
between the edge of prints 25 and the transverse inner 
walls 20 so that removing the prints 25 is a simple proce 
dure. An alternative method of removing prints 25 from 
the container 10 is by simply pressing on one corner of 
the print as illustrated in FIG. 6 thus tilting one edge of 
the print downwardly into channel 19. Once the oppo 
site edge of the print pivots upwardly it is simple to 
grasp and remove the print from the container. 

It can be seen, therefore, that the present invention 
allows prints and negatives to be easily placed within 
and easily removed from the container. There is no 
need to fold or roll the strips of negatives as was the 
case in many prior containers. In addition, the prints 25 
are simply laid within the container and need not be slid 
into a narrow compartment or inserted into the lid of 
the container as was often the case in prior devices. 
The floor 13 of base 12 of container 10 is illustrated in 

detail in FIG. 3. The raised strips 18 are shown as inden 
tations. The trough 28 for holding the negatives 22 is 
illustrated as a raised portion in this particular view. As 
discussed above this trough is generally de?ned by 
raised strip 18 and the transverse inner walls 20. Gener 
ally, the base is constructed of a single sheet of molded 
plastic so that raised portions as shown in FIGS. 2 and 
4, for example, are shown as indentations in FIG. 3. The 
contoured construction of base 12 provides in addition 
to appropriately sized storage areas, structural integrity 
which further allows base 12 to provide protection to its 
contents. 

Referring again to FIG. 1 the invention can be seen 
with lid 14 in place. It is expected that lid 14 will be 
constructed of a clear plastic material. This will allow a 
print 25 to be seen while the container is closed. This 
also allows insert 16 to be seen while the lid is in place 
so that a user can read the information contained on 
insert 16 without being required to open the container. 
Insert 16, however, is expected to have a window cut of 
its center. This provides for easy identi?cation of the 
contents of the container. The ability to view an actual 
point is the preferred method of identifying the contents 
of the container. In the present invention that method is 
available as well as the possibility of including identify 
ing information on insert 16. 
The container 10 of the present invention can be 

easily stored and can be incorporated into a larger stor 
age system. The container 10 can be constructed so that 
the top of lid 14 and the bottom of base 12 correspond 
to allow a series of containers 10 to be easily and se 
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curely stacked. Since the containers are constructed of 
rigid plastic, Several containers 10 can be easily and 
neatly stacked one on top of another or stored on end. 

It is also anticipated that container 10 will be incorpo 
rated into a larger storage system. FIG. 7 illustrates a 
possible embodiment of one such system. The system 
could incorporate a typical storage box 30. The box 30 
would be designed so that a plurality of containers 10 
could be stacked within box 30 either adjacently or slid 
into box 30 along runners 32 in slightly spaced relation. 
Runners 32 would be positioned within box 30 so that 
containers 10 will rest on runners 32 and be appropri 
ately positioned and spaced within box 30. Box 30 may 
also contain door 34 which can be opened or closed as 
desired. In addition, door 34 may contain a design so 
that the entire system is attractive when stored. Such a 
design may be a likeness of one or more books so that 
the container has the appearance of books stored on a 
book shelf. It will be appreciated that a large number of 
prints and negatives can be easily, neatly and ef?ciently 
stored in such a system. 

In the event the containers 10 are incorporated into 
such a storage system it may be desirable to place identi 
fying information on a sticker 35 attached to the outside 
of the container 10. FIG. 7 illustrates the use of such 
stickers 35. It will also be appreciated that the use of 
such stickers 35 could aid in the identi?cation of groups 
of prints and negatives as they are processed and even 
tually distributed to customers at retail establishments. 
The use of such a means of identi?cation would elimi 
nate the need to thumb through a series of sets of prints 
and negatives in order to locate the one desired. 

In summary, the present invention provides a simple 
and convenient means for storing photographic prints 
and negatives. The container 10 of the present invention 
is designed to provide storage space for both prints and 
negatives which conform to their size. The prints are 
stored in an area which approximates the size of a print 
and the negatives are stored in an area which approxi 
mates the size of a negative. Thus, prints and negatives 
can be stored together without allowing either an ex 
cess of space in which to move and without requiring 
that either be folded or inserted into a con?ned area and 
without taking up a large amount of storage space. 
The container 10 of the present invention also pro 

tects its contents from damage. Moisture and dust are 
kept out of the container 10 because lid 14 fits securely 
on base 12. At the same time the contents are protected 
from bending or crushing by the rigid construction of 
the container 10. In addition, a plurality of various com 
ponents of containers 10 can be neatly and compactly 
stored by incorporating them into a larger storage sys 
tem such as one employing a storage box 30. 

It will be appreciated that the apparatus and method 
of the present invention are capable of being incorpo 
rated in the form of a variety of embodiments, only a 
few of which have been illustrated and described above. 
The invention may be embodied in other speci?c forms 
without departing from its spirit or essential characteris 
tics. The described embodiments are to be considered in 
all respects only as illustrative and not restrictive and 
the scope of the invention is, therefore, indicated by the 
appended claims rather than by the foregoing descrip 
tion. All changes which come within the meaning and 
range of equivalency of the claims are to be embraced 
within their scope. 
What is claimed and desired to be secured by United 

States Letters Patent is: 



4,545,486 
1. A container for holding photographic prints and 

negatives, comprising: 
a substantially rectangular base having a contour 
which de?nes an interior area having transverse 
walls, longitudinal walls and a ?oor, said ?oor 
having at least one raised strip extending upwardly 
from the ?oor; 

a ?rst area for storing photographic negatives within 
the interior area, said ?rst area being de?ned by the 
?oor and said raised strips which extend upwardly 
from the ?oor; 

a second area for storing photographic prints within 
the interior area, said second area extending into 
the interior area to the top edge of said raised strips 
and being de?ned by said transverse and longitudi 
nal walls such that photographic prints are capable 
of resting between said walls upon said raised 
strips, said ?rst area being distinct from said second 
area, said ?rst and second areas being disposed 
within said interior area such that the ?rst area 
subtends the second area thereby the interior area 
is a capable of simultaneously receiving for storage 
both photographic negatives and photographic 
prints; and 

a removable lid for securely covering the interior 
area of said base. 

2. A container as de?ned in claim 1 wherein said lid is 
made of a transparent plastic material. 

3. A container as de?ned in claim 1 wherein said base 
is made of semi-rigid plastic material. 

4. A container as de?ned in claim 1 wherein said 
raised strips are spaced so that a strip of photographic 
negatives can rest on the floor between said raised strips 
or between one of said raised strips and one of the walls 
of said base. 

5. A container as de?ned in claim 4 wherein said ?rst 
area is further de?ned by the interior of the transverse 
walls of said base. 

6. A container as de?ned in claim 4 wherein said 
second area is further de?ned by the raised corners of 
said base. 

7. A container as de?ned in claim 1 further compris 
ing an insert for disposition between said base and said 
removable lid, said insert having a window. 

8. A container as de?ned in claim 1 wherein said base 
has ears which protrude slightly from its corners, which 
ears correspond to indentations in said lid such that said 
ears engage said indentations in snapping engagement to 
secure said lid onto said base. 

9. A container as de?ned in claim 1 wherein said base 
further comprises a tab for grasping to aid in the re 
moval of said lid from said base. 

10. A container as de?ned in claim 1 wherein the 
contour of said base and the contour of said lid are 
adapted to allow a plurality of containers to be securely 
stacked on top of one another. 

11. A container as de?ned in claim 1 wherein said ?rst 
area is structured to hold the negatives of a ?lm disk. 

12. A container as de?ned in claim 1 further compris 
ing at least one label for providing thereon printed or 
written information; said label being attached to the 
outside of said lid. 

13. A container as de?ned in claim 1 further compris 
ing at least one label for providing thereon printed or 
written information; said label being attached to the 
outside of said base. 

14. A container as de?ned in claim 1 wherein said 
raised strips are spaced so that a strip of photographic 
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negatives can rest on the ?oor between said raised 
strips. 

15. A container as de?ned in claim 1 wherein the 
containers are con?gurated such a plurality of contain 
ers are capable of being stacked one upon another. 

16. A container for holding photographic prints and 
negatives comprising: 

a substantially rectangular base having a contour 
which de?nes an interior area, said contour com 
prising transverse walls and longitudinal walls, a 
?oor, raised corners within said interior area, and 
raised strips extending upwardly from the ?oor for 
restricting movement of photographic prints and 
negatives disposed simultaneously within the inte 
rior area; 

a transparent lid constructed to ?t securely on said 
base over the interior area; and 

an insert for disposition between said base and said lid 
which rests on said raised corners. 

17. A container as de?ned in claim 16 wherein said 
interior area comprises a ?rst area for storage of photo 
graphic negatives and a second area for storage of pho 
tographic prints. 

18. A container as de?ned in claim 17 wherein said 
?rst area subtends said second area. 

19. A container as de?ned in claim 17 wherein said 
?rst area is a trough de?ned by the ?oor of said base, 
interior walls of said raised strips, and the interior of the 
transverse walls of said base. 

20. A container as de?ned in claim 17 wherein said 
second area is a structure de?ned by the longitudinal 
walls of said base, the raised corners of said base, and 
the raised strips; wherein said structure is capable of 
holding or supporting photographic prints within the 
second area. 

21. A container as de?ned in claim 17 wherein said 
?rst area is structured to hold the negatives of a ?lm 
disk. 

22. A container as de?ned in claim 16 wherein said lid 
is made of a transparent plastic material. 

23. A container as de?ned in claim 16 wherein said 
base is made of semi-rigid plastic material. 

24. A container as de?ned in claim 16 wherein said 
raised strips are spaced so that a strip of negatives can 
rest between said raised strips or between said raised 
strips and the walls of said base. 

25. A container as de?ned in claim 16 wherein said 
base has cars which protrude slightly from its corners, 
which ears correspond to indentations in said lid such 
that said ears engage said indentations in snapping en 
gagement to secure said lid onto said base. 

26. A container as de?ned in claim 16 wherein said 
base further comprises a tab for grasping to aid in the 
removal of said lid from said base. 

27. A container as further de?ned in claim 16 com 
prising at least one label for providing thereon printed 
or written information; said label being attached to said 
container. 

28. A system for storing photographic prints and 
negatives comprising: 

at least one container comprising a substantially rect 
angular base having a contour which de?nes an 
interior area, having transverse walls, longitudinal 
walls and a floor, said floor having at least one 
raised strip extending upwardly from the ?oor; 

a ?rst area for storing photographic negatives within 
the interior area, said ?rst area being de?ned by the 
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floor and said raised strips which extend upwardly 
from the floor; 

a second area within the interior area, for storing 
photographic prints, said second area extending 
into the interior area to the top edge of said raised 
strips and being de?ned by said longitudinal and 
transverse walls such that photographic prints are 
capable of resting upon said raised strips, said ?rst 
area being distinct from said second area wherein 
said ?rst and second areas are disposed within said 
interior area such that the ?rst area subtends the 
second area thereby the interior area is capable of 
simultaneously receiving for storage both photo 
graphic negatives and photographic prints; 

a removable lid for securely covering the interior 
area of said base; and 

a box for holding a plurality of said containers. 
29. A system as de?ned in claim 28 further compris 

ing at least one label for providing thereon printed or 
written information; said label being attached to the 
outside of said base. 

30. A system as de?ned in claim 28 further compris 
ing at least one label for providing thereon printed or 
written information; said label being attached to the 
outside of said lid. 

31. A system as de?ned in claim 28 further compris 
ing a plurality of runners within said box for holding 
said containers in a slidable spaced relationship, thereby 
enabling said containers to be slid into and out of said 
box. 
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32. A container for holding photographic prints and 

negatives, comprising: 
a substantially rectangular base having a contour 
which de?nes an interior area having transverse 
walls, longitudinal walls and a floor, said floor 
having at least one raised strip extending upwardly 
from the floor; 

a ?rst area for storing photographic negatives within 
the interior area, said ?rst area being de?ned by the 
floor and said raised strips which extend upwardly 
from the floor; 

a second area for storing photographic prints within 
the interior area, said second area extending into 
the interior area to the top edge of said raised strips 
and being de?ned by said transverse and longitudi 
nal walls such that photographic prints are capable 
of resting between said walls upon said raised 
strips, said ?rst area being distinct from said second 
area, said ?rst and second areas are disposed within 
said interior area such that the ?rst area subtends 
the second area thereby the interior area is capable 
of simultaneously receiving for storage both photo 
graphic negatives and photographic prints; 

a removable lid for securely covering the interior 
area of said base; and 

a plurality of photographic negatives resting on said 
?oor and disposed within said ?rst area and a plu 
rality of photographic prints resting on said raised 
strips and disposed within said second area. 

>l< * =l< * * 
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