
(No Model.\ J. F. BRUSO. 
SUPPLEMENTAL BASE FOR GRADUATE GLASSES. 

N0. 4'55,094.> _ _ Patented June 30; 1891. 

Mo 
K , g’ Ill/AA” m ; 1"’ ,lllll/ijijjélllll/lllll . \ 

: f M 

A ZQQQQW. I M 



IO 

15 

25' 

35 

45 

50 

UNITED STATES 
JOHN F. BRLTSO,‘OF \VORC 

PATENT OFFICE. 

ESTER, ~MASSACHUSE'I‘TS. 

SUPPLEMENTAL BASE FOR GRADUATE-GLASSES. 

SPECIFICATION forming part of Letters Patent No. 455,094, dated June 30, 1891. 

Application ?led March 18, 1891. 

To all whom it may concern: 
Be it known that 1, JOHN F. BRUSO, a, citi 

zen of the United States, residing at W’orces 
ter, in the county of ‘Vorcester and State of 
Massachusetts, have invented a new and use 
ful Supplemental Base for Graduate-Glasses, 
of which the following, together with the ac 
companying drawings, is a speci?cation suf 
?ciently full, clear, and exact to enable per 
sons skilled in the art to which this invention 
appertains to make and use the same. . 

Graduate-glasses such as used by chem 
ists, druggists and others for measuringliquid 
chemicals and drugs are usually made with a 
?ange or ?at spreading disk at their foot or 
base, and when in use the side of this foot is 
liable to be broken off by the shock of hastily 
setting down the graduate on a table or mar 
ble counter, or by contact with any article or 
substance, thus leaving the graduate-glass in 
such condition that it cannot stand upright, 
while the cup portion is uninjured. In prac 
tice the continual breakage of graduates in 
any business place yearly amounts to quite 
an item of expense and loss. 
The object of my present invention is to 

provide a supplemental bottom or supporting 
base for glass graduates, that can be readily 
attached to and detached from the graduate 
glass, and which will protect the glass base 
and prevent shock or breakage thereof when 
in use by contact with the table, marble 
counters, or with any other article or sub 
stance; also, to afford a supplemental base 
applicable for the support of a graduate the 
glass base of which has become broken or par 
tially destroyed, so that such graduate can be 
used while the cup portion remains unbroken, 
being provided with a yielding connection or 
spring-grip, whereby it is combined with the 
graduate-glass in a manner to be put on and 
taken off at will. 
To this end my invention consists in a sup 

plemental base or foot device formed of wire 
bent and shaped substantially as shown, and‘ 
in the combination of the same with a glass 
graduate, as herereinafter more fully set forth. 
In the drawings, Figure 1 is a perspective 

View illustrating my invention. Fig. 2 is a 
vertical section of the same. Fig. 3 is a hori 
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zontal section showing a plan of the supple 
mental base, and Fig. 4isasection ot' the sup 
porter at line on 00. ' . 

Referring to parts, A indicates the graduate 
glass, having the usual foot or base ?ange B, 
with neck-groove a at the junction of the cup 
and base,and provided with the usual gradu 
ated scale on its sides. D indicates the sup 
plemental base or guard-foot, which is made 
of wire bent to form a circle or foot-ring d of 
somewhat larger diameter than the glass base 
B, the wire at the side of said ring being 
turned upward, as at f, and carried across to 
the opposite side at a height above the plane 
of the ring, and then down and again con 
nected to the ring d,,as atf’, that part of the 
wire at the higher level being formed into 
a series of bends, substantially as shown, 
comprising a central circular loop 0, of proper 
dimension to clasp the neck aof the graduate 
glass, which is formed open at one‘ side 6 to 
admit the neck, the wires being turned back 
in loops h h and extended along the sides of 
the circle for some distance ‘and then bent, as 
at i, and returned in the opposite direction to 
a position near the upright portions,where by 
outward and downward bends m and m’ the 
horizontal portions meet and join the upright 
portions f and f’ in the manner illustrated, 
the whole being preferably formed of asingle 
piece of wire, or, if desired, of two pieces at 
tached together at the junction of said up 
right portions with the foot-ring d. 
This supplemental base is combined with 

the graduate-glass by slipping the loop 0 lat 
erally onto the neck a, which can readily be 
done without injury to the glass, or the same 
can be as readily removed when desired. The 
double return-bends h and t' serve as springs 
for holding the neck of the glass with a ?rm 
but yielding pressure. , 
The height of the clasp-loop 0 above the 

foot-ring d is greater than the thickness of 
the graduate-bottom, so that the glass base B 
is supported in a manner to prevent contact 
thereof with the table, counter, or surface on 
which the graduate is placed, the foot-ring d 
taking the brunt of, service and protecting the 
glass from shock and breakage. 
_ This supplemental base can also be applied 
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to a graduate after the base 1:3 has become 
broken, thus affording ameans whereby such 
baseless graduates can be made useful until 
the cup is destroyed. . - 

I am aware that wire stands of essentially 
different structure from that herein shown 
and described have been heretofore employed 
for supporting vases, jars, &c.; but I do not 
claim, broadly, a wire stand or base irrespect 
ive of its particular construction, combina 
tion, and use. 
\Vhat I claim, and desire to secure by Let 

ters Patent, is—— 
1. The supplemental base for graduate 

glasses, made from wire in the form shown 
and described, composed of the annular foot 
ring (1 and the clasp-loop c, disposed at a 
higher level and joined at the sides thereof 
to said foot-ring by the lateral spring-bends 

h and v1 and upright connecting portions ff’, 
substantiall y as and for the purpose set forth. 

2. The combination, with the graduate 
glass A, formed with the base-flange l3 and 
neck a, of the supplemental base 1), formed 
of wire and having the foot-ring d, the open 
clasp-loop c, with side bends 7L and i, that af 
ford yielding pressure on said loop, and the 
upright side connections ff", supporting said 
clasp-loop with the graduate base 13 above the 
plane of the foot~ring cl, substantially as 
shown and described. 
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“fitness my hand this 10th day of March, ' 
A. D. 1891. v 

‘ JOHN F. BRUSO. 

Witnesses: 
CHAS. H. BURLEIoI-I, 
ELLA P. BLENUs. 


