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PRESSURE AND TEMPERATURE SENSOR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to pressure sensors, and 

more particularly to pressure sensors which compensate 
for temperature variations and which can provide abso 
lute temperature readings for use, inter alia, in biomedi 
cal applications. 

2. Description of the Prior Art 
In the ?eld of physiological pressure measurement 

transducers and particularly as to miniature intra corpo 
real blood pressure measuring transducers, there pres 
ently are two kinds of transducers used for internal 
blood measurements in biological bodies. The most 
commonly used is the extra corporeal type wherein a 
lumen in a physiological catheter conducts pressure 
?uctuations from a site of interest inside the biological 
body to a transducer located outside the biological 
body. An inherent disadvantage of such a system is the 
possibility of blood clots forming in the catheter, which, 
if released in the body, could harm the subject. Also, 
any clot formation tends to occlude the catheter lumen 
resulting in dampened and distorted pressure waves 
which lead to erroneous or difficult to interpret signals 
from the transducer. These potential problems are usu 
ally controlled by intermittently or continuously flush 
ing the catheter with an anti-coagulant ?uid. The ?ush 
ing itself can cause problems by dislodging and dis 
charging into the biological body an already formed 
clot. Additionally, a bolus of air could accidently be 
introduced with the ?ushing liquid which could have a 
detrimental effect on the biological body. Further, the 
amount of ?ushing permissible is limited by the biologi 
cal body’s tolerance to the ?ushing liquid. Other disad 
vantages of external transducer systems are the possibil 
ity of erroneous blood pressure measurements caused 
by a difference in elevation of the external sensor and 
the site of pressure measurement in the body and by 
artifacts superimposed on the signal of interest caused 
by movement of the catheter, sometimes known as cath 
eter whip, distortion of the lumen of the catheter and by 
movement of the subject. 
Another type of commonly used internal blood pres 

sure measuring transducer is mounted in the catheter 
itself, usually at the distal end thereof. The catheter is 
inserted into the subject and is positioned at a site of 
interest. Since there is no liquid ?lled column, the afore 
described disadvantages and potential dangers of an 
external transducer system are eliminated. Further, the 
superior quality of signals from an invasive transducer 
permits very accurate determinations of the location 
and extent of such problems as heart valve malforma 
tions and malfunctions. The major disadvantages of 
presently available invasive pressure measurement 
transducers are their high cost of manufacture and rela 
tive fragility. 
Examples of such presently known biological trans 

ducers can be found in U.S. Pat. No. 3,550,583 to Chiku, 
U.S. Pat. No. 3,088,323 to Welkowitz, U.S. Pat. No. 
4,342,231 to Yamamoto, U.S. Pat. No. 3,710,781 to 
Huthcins, U.S. Pat. Nos. 3,724,274 and 3,748,623 to 
Millar, U.S. Pat. No. 4,023,562 to Hynecek, U.S. Pat. 
No. 4,191,193 to Seo, and U.S. Pat. No. 4,274,423 to 
Mizuno. Several of these patents show use of tempera 
ture compensation features so that the ultimate pressure 
readings are not subjected to inaccuracies because of 
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2 
temperature variations. However, none show or suggest 
the employment of the elements thereof to selectively 
make not only pressure compensated temperature read 
ings but also biological temperatures in the near vicinity 
of the transducer which are highly desirable in certain 
medical circumstances. 
The present invention overcomes the shortcomings 

of the prior art by providing a relatively inexpensive 
and reliable transducer capable of miniaturization for 
use in biomedical applications which also permits mea 
surement of biological temperatures as well as pressures 
compensated for temperature variations. 

Outside the biomedical arts U.S. Pat. No. 3,968,466 to 
Nakamura, US. Pat. No. 4,085,620 to Tanaka, U.S. Pat. 
No. 4,222,277 to Kurtz, and U.S. Pat. No. 4,320,664 to 
Rhen show the use of crystals with multiple strain sen 
sors or pick-ups. However, none of the references show 
or suggest the use of their crystals to measure biological 
temperature in addition to pressure and none show or 
suggest the use of a U-shaped crystal con?guration as is 
taught by the invention and as will be fully described. 

In numerous prior art devices separate piezoresistive 
crystals are employed to provide temperature compen 
sated pressure readings. This requires handling of more 
than one crystal and exacting mounting, both dif?cult in 
extremely small devices. Also, the crystals must be 
closely matched as to their resistive characteristics to 
assure accuracy. The present invention overcomes 
these problems by employing a U-shaped crystal that is 
con?gured to provide two inherently matched sensors. 
U-shaped crystals are presently used as single sensor 

elements when a pai'ticular length crystal is desired and 
would be too long for a chosen enclosure. The U 
shaped shape is exploited to get the desired length in a 
minimum space but such crystal con?gurations are used 
as a single sensing element in contrast to the present 
invention wherein a single U-shaped crystal is em 
ployed to provide dual and independent sensing ele 
ments. 

The use of U-shaped crystals is also known in piezo 
vibrator applications such as in U.S. Pat. No. 2,081,405 
to Mason and U.S. Pat. No. 3,683,213 to Staudte. Fur 
ther, U.S. Pat. No. 3,745,385 to Nakajima, U.S. Pat. No. 
4,166,269 to Stephens, and U.S. Pat. No. 4,327,350 to 
Erichsen show use of notched piezo crystals either for 
use with conventional sensors or in microresonator 
applications as in Staudte and Mason. 
Means for effecting transmission of forces to crystals 

are shown in U.S.‘Pat. No. 3,245,264 to Kaplan and U.S. 
Pat. No. 4,357,834 to Kimura. 

SUMMARY OF THE INVENTION 

Therefore, a primary object of the present invention 
is to provide a pressure and temperature sensor which is 
ideally suited for the miniaturization necessary for bio 
medical applications. 
A further object of the present invention is to provide 

a pressure and temperature sensor which can be inserted 
in a biological body by means of a catheter. 
A still further object of the present invention is to 

provide a pressure and temperature sensor wherein the 
pressure readings provided are compensated for tem 
perature variations. 

Still another object of the present invention is to 
provide a pressure and temperature sensor which pro 
vides not only temperature compensated pressure read 
ings but also biological temperature readings. 
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Still another further object of the present invention is 
to provide a pressure and temperature sensor which 
employs a specially con?gured gauge element that al 
lows for one piece handling during construction and 
avoids the need for close matching of diverse crystals. 
Another further object of the present invention is to 

provide a gauge element for use in a pressure and tem 
perature sensor which greatly simpli?es assembly. 
An additional object of the present invention is to 

provide a pressure and temperature sensor which in 
cludes a gauge element that is simple in design, rela 
tively inexpensive to manufacture, rugged in construc 
tion, and ef?cient in operation. 
These objects, as well as further objects and advan 

tages of the present invention will become readily ap 
parent after reading the ensuing description of a non 
limiting illustrative embodiment and viewing the ac 
companying drawings. 
A pressure and temperature sensor, according to the 

principles of the present invention, comprises a ?rst 
piezoresistive element; a second piezoresistive element; 
pressure imparting means for imparting pressures to be 
measured to one of the ?rst and second piezoresistive 
elements; resistor means exhibiting a predetermined 
value of resistance; ?rst means for sensing resistance 
exhibited by the ?rst and second piezoresistive elements 
and providing a temperature independent output corre 
sponding to the pressure to be measured; and second 
means for sensing resistance exhibited by the one of the 
?rst and second piezoresistive elements not having the 
pressures imparted thereto, and the resistor means, said 
second means providing on output independent of the 
pressures and corresponding to biological temperatures. 
The ?rst and second piezoresistive elements are prefera 
bly interconnected and take the form of a unitary sub 
stantially U-shaped member formed of a single site of a 
silicon crystal. 
A sensor for sensing phenomena such as, for instance, 

pressure and temperature, according to the principles of 
the present invention comprises a piezoresistive element 
taking the form of a substantially U-shaped memeber 
de?ning two interconnected legs, electrode means 
being connected to each of said legs and the intercon 
nection therebetween. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In order that the present invention may be more fully 
understood it will now be described, by way of exam 
ple, with reference to the accompanying drawing in 
which: 
FIG. 1 is an end view of one embodiment of the 

present invention; 
FIG. 2 is a cross-sectional view of the embodiment of 

FIG. 1 taken along the lines 2—2 of FIG. 1; 
FIG. 3 is the electrical circuit employed in the pres 

ent invention; 
FIG. 4 is a pictorial representation, in perspective, of 

another embodiment of the present invention; 
FIG. 5 is an enlarged fragmentary partially broken 

away view of the embodiment of FIG. 4. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring now to the ?gures, and more particularly 
to FIGS. 1 and 2 thereof, there is illustrated therein a 
pressure and temperature sensor 10 which incorporate 
the principles of the present invention. The pressure and 
temperature sensor 10 includes an elongated housing 12, 
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4 
preferably constructed of stainless steel or a like suitable 
material. Elongated housing 12 has an opening 14 at one 
end thereof in which is mounted a sensor mounting ring 
16, preferably constructed of fused quartz or a similar 
dimensionally stable material. The sensor mounting ring 
16 is secured in the opening 14 by a epoxy ?llet 18, 
although other suitable affixing means could be em 
ployed. 
The sensor mounting ring 16 serves to mount the 

sensor gauge element 20 which will hereinafter be de 
scribed in detail. The sensor mounting ring 16 has an 
opening 22 over which is sealed a flexible diaphragm 
constructed of surgical grade silicone rubber or the like. 
Positioned between the interior of the ?exible dia 
phragm 24 and the sensor gauge element 20 is a force 
summing plate 26 and a shaft 28. The force summing " 
plate 26 and the shaft 28 can be held in position in any 
suitable and conventional manner and for instance the 
force summing plate can be ?nally secured to the ?exi 
ble diaphragm 24 and the shaft 28 can be ?xedly secured 
to the force summing plate 26. 
As can best be seen in FIG. 1, the pressure gauge 

element 20 is substantially U-shaped and includes a 
median or bight portion 30 and leg portions 32 and 34. 
The sensor gauge element 20 is of the piezoresistive 
type and is constructed such as to form a monolithic 
bifurcated silicon strain gauge and is cut from a single 
site of a doped silicon crystal. An electrical contact 36 
is disposed on the sensor gauge element 20 at the bight 
portion 30 thereof, an electrical contact 38 is disposed 
on the sensor gauge element 20 at the end of the leg 
portion 32 thereof, and an electrical contact 40 is dis 
posed on the sensor gauge element 20 at the end of the 
leg 34 thereof. These electrical contacts 36 through 40 
are coupled to a circuit which will be hereinafter de 
scribed in conjunction with the illustration of FIG. 3. 
The sensor gauge element 20 is mounted in a conven 

tional manner on the sensor mounting ring 16 and is 
positioned so that only the leg portion 34 thereof is in 
contact with the shaft 28. As a result, when pressure 
acts upon the ?exible diaphragm 24, this force is im 
parted to the leg portion 34 of the sensor gauge element , 
20. The other leg portion 32 of the sensor element 20 is 
not exposed to any pressure except for the ambient 
environmental pressure within the housing 12. Insulated 
electrical leads are connected to the electrical contacts 
36, 38, and 40 and are joined in a cable 42 for connection 
to the circuit shown in FIG. 3. 
As a result of the fabrication of the piezoresistive 

sensor gauge element 20 from a single site of a doped 
silicon crystal, close matching of the effectively two 
created sensors, leg portions 32 and 34 is possible with 
out the necessity of extensive testing, selection, and 
matching of individually fabricated sensors. Further 
more, the necessity of handling more than one crystal 
during fabrication is eliminated, a particularly impor 
tant cost saving feature when employed in a miniature 
apparatus such as in necessary for biomedical applica 
tions. In addition, precise placement of more than one 
sensor gauge element is eliminated because the sensor 
elements are jointly formed in the fashion aforedes 
cribed and a compact con?guration is further provided 
as a result of the U-shape of the sensor gauge element 
20. 
As will now be described, the leg portions 32 and 34 

of the sensor gauge element 20 are connected in an 
electrical circuit 44, as illustrated in FIG. 3 such that the 
leg portion 32 serves as a biological temperature sensor 
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of tissue in the adjacent environment or a temperature 
compensator and the leg portion 34 serves as a pressure 
sensor, compensated for temperature variations. With 
speci?c reference to FIG. 3, the electrical circuit 44 is 
seen to comprise an essentially conventional Wheat 
stone bridge that includes an excitation supply 46 con 
nected on one end thereof to a current limiting resistor 
48 through an on/off switch 50 and on the other end 
thereof to another current limiting resistor 52. 
Also included in the Wheatstone bridge is a bridge 

output indicating meter 54, for example a millivolt me 
ter, and a ?xed bridge balancing resistor 56 and a vari 
able bridge balancing resistor 58. The junction of the 
?xed bridge balancing resistor 56 and the variable 
bridge resistor 58 is connected to one side of the bridge 
output indicating meter 54, the other side of the bridge 
output indicating meter 54 being connected to electrical 
contact 36 disposed on the bight portion 30 of the sensor 
gauge element 20. The current limiting resistor 48 is 
connected on the end thereof, not connected to the 
switch 50, to the junction of the ?xed bridge balancing 
resistor 56 and the electrical contact 38 disposed at the 
end of the leg portion 32 of the sensor gauge element 20. 
The end of the current limiting resistor 52, not con 
nected to the excitation supply 46, is connected to the 
bight portion of the variable bridge balancing resistor 
58 and the wiper of a double throw-single pole switch 
60. One pole 62 of the switch 60 is electrically con 
nected to the electrical contact 40 disposed on the leg 
portion 34 of the sensor gauge element 20. A ?xed resis 
tance 64 is connected between the other pole 66 of the 
switch 60 and the electrical contact 36 disposed at the 
bight portion 30 of the sensor gauge element 20. 

It should be readily apparent therefore that a conven 
tional Wheatstone bridge is provided with the exception 
of interchangeability between the sensor formed by the 
leg portion 34 of the sensor gauge element 20 and the 
?xed resistor 64. The bridge balancing resistor 58 is of 
the variable’ type, commonly called a potentiometer, to 
permit calibration. 
When the wiper of the switch 60 is in position as 

illustrated in FIG. 3, contacting pole 62, the leg portion 
34 of the sensor‘gauge element 20 is in the Wheatstone 
bridge and the output readable on the bridge output 
indicating meter 54 is indicative of the pressure im 
parted to the leg portion 34 but is compensated for 
changes in temperature by virtue of the inclusion of leg 
portion 32 in the bridge circuit 44. When the wiper of 
the switch 60 is positioned to be in contact with pole 66, 
then the ?xed resistance 64, selected to be of a suitable 
value, is placed in the Wheatstone bridge circuit 44 and 
the output indicated on the bridge output indicating 
meter 54 is indicative of the ambient environmental 
temperature of the surroundings of the housing 12 as 
sensed by the leg portion 32 of the sensor gauge element 
20. As a result, an apparatus is provided which will not 
only provide the user with pressure readings compen 
sated for temperature variations but which also will 
selectively give readings of environmental temperature 
uneffected by the effects of the pressure to be measured. 
Selection of the values of the current limiting resistors 
48 and 52 and the ?xed bridge balancing resistor 56 as 
well as the ?xed resistor 64 depend upon the speci?ca 
tions of the bridge output reading meter 54 and the 
excitation supply 46 as well as the resistive characteris 
tics of the sensor gauge element 20 and are well within 
the skill of one of ordinary skill in the art. It is contem 
plated that the switch 60 as well as the excitation supply 
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6 
46 will be located at some location outside the elon 
gated housing 12, preferably external to the biological 
body in which the pressure and temperature 10 is 
placed. However, it is to be understood that other con 
?gurations within the principles and scope of the inven 
tion are possible. 
FIG. 4 illustrates an alternate embodiment of the 

subject invention, a pressure and temperature sensor 
10'. Pressure and temperature sensor 10’ includes an 
elongated housing 12’, an opening 14' being disposed in 
a lateral elongated surface thereof. The opening 14’ has 
mounted therein a flexible diaphragm 24’. The sensor 
10’ behaves essentially as the sensor 10 with the only 
difference being the mechanical location of the ?exible 
diaphragm and the necessary internal differences within 
the housing 12’. With reference to FIG. 5, a fragmen 
tary portion of the sensor 10' can be seen to include a 
sensor mounting ring 16' and a sensor gauge element 
20’. The sensor gauge element 20’ includes a bight por 
tion 30' and leg portions 32' and 34’, bight portion 34’ 
being acted upon by a force summing plate 26’ via a 
shaft 28’ in essentially the same manner that the leg 
portion 34 of the sensor gauge element 20 is acted upon 
by the force summing plate 26 and shaft 28. An electri 
cal contact 36' is provided at the bight portion 30’ of the 
sensor gauge element 20’ and electrical contacts 38’ and 
40' are provided, respectively, at the ends of the leg 
portions 32’ and 34’ of the sensor gauge element 20'. 
The electrical contact 30’ is electrically connected to a 
wire 68, the electrical contact 38’ is electrically con 
nected to a wire 70, and the electrical contact 40’ is 
electrically connected to a wire 72, wires 68, 70, and 72 
all passing, in insulated fashion, through a cable 42'. 
Aside from the different mechanical arrangement of the 
sensor gauge element 20’ to the housing 12’, electrically 
the sensor gauge element 20' functions exactly as the 
sensor gauge element 20 in conjunction with a circuit 
substantially the same as illustrated in FIG. 3. It is of 
course to be understood that the principles of the pres 
ent invention can be employed in housings shaped other 
than the shapes of housings 12 and 12' and the subject 
invention may be incorporated in other broader applica 
tion apparatus within the principles and scope of the 
invention. 

It will be understood that various changes in the 
details, materials, arrangements of parts and operational 
conditions which have been here: indescribed and illus 
trated in order to explain the nature of the invention 
may be made by those skilled in the art within the prin 
ciples and scope of the invention. 
Having thus set forth the nature of the invention, 

what is claimed is: 
1. A pressure and temperature sensor comprising: 
a piezoresistive element having ?rst and second legs 

electrically interconnected at one end thereof; 
pressure imparting means for imparting pressures to 

be measured to only said ?rst leg; 
resistor means exhibiting a predetermined value of 

resistance; 
?rst means for sensing resistance exhibited by said 

?rst and second legs of said piezoresistive element 
such that temperature variations in said ?rst leg are 
compensated by corresponding temperature varia 
tions in said second leg to thereby provide an inher 
ently temperature independent output signal corre» 
sponding to said pressure to be measured; and 

second means for sensing resistance exhibited by said 
second leg and said resistor means, said second 
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means for providing a pressure independent output 
signal corresponding to environmental tempera 
ture. 

2. A pressure and temperature sensor in accordance 
with claim 1, wherein said piezoresistive element takes 
the form of a unitary substantially U-shaped member 
formed of a single site of a silicon crystal. 

3. A pressure and temperature sensor in accordance 
with claim 1, wherein said ?rst means and said second 
means include a Wheatstone bridge con?guration. 

4. A pressure and temperature sensor in accordance 
with claim 3, wherein said Wheatstone bridge con?gu 
ration includes ?rst and second legs having resistors of 
preselected values, said ?rst means for coupling said 
?rst and second legs of said piezoresistive element to 
said Wheatstone bridge con?guration as the third and 
fourth legs thereof. 

5. A pressure and temperature sensor in accordance 
with claim 4, wherein said Wheatstone bridge con?gu 
ration includes ?rst and second legs having resistors of 
preselected values, said second means for coupling said 
second leg and said resistor means to said Wheatstone 
bridge con?guration as the third and fourth legs 
thereof. 

6. A pressure and temperature sensor in accordance 
with claim 3, wherein said Wheatstone bridge con?gu 
ration includes ?rst and second legs having resistors of 
preselected values, said second means for coupling said 
second leg and said resistor means to said Wheatstone 
bridge con?guration as the third and fourth legs 
thereof. 

7. A pressure and temperature sensor in accordance 
with claim 1, additionally comprising a housing, said 
piezoresistive element and said pressure imparting 
means being disposed in said housing, and a resilient 
diaphragm being mounted in an opening in said hous 
ing. 

8, A pressure and temperature sensor in accordance 
with claim 7, wherein said housing is elongated to facili 
tate insertion into a body via a transcutaneous catheter. 
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9. A pressure and temperature sensor in accordance 

with claim 8, wherein said opening is disposed in an end 
of said housing. 

10. A pressure and temperature sensor in accordance 
with claim 8, wherein said opening is disposed in an 
elongated surface of said housing. 

11. A pressure and temperature sensor in accordance 
with claim 1, wherein said pressure imparting means 
comprises a flexible diaphragm a force summing plate 
disposed adjacent to said ?exible diaphragm, and a shaft 
interposed between said force summing plate and said 
?rst leg, inward de?ection of said ?exible diaphragm 
causing an exertion of force on said ?rst leg. 

12. A pressure. and temperature sensor comprising: 
a ?rst piezoresistive element; 
a second piezoresistive element electrically con 

nected to said ?rst piezoresistive element; 
pressure imparting means for imparting pressure to be 
measured to only said ?rst piezoresistive element; 

resistor means exhibiting a predetermined value of 
resistance; 

?rst means for sensing resistance exhibited by said 
?rst and second piezoresistive elements such that 
temperature variations in said ?rst element are 
compensated by corresponding temperature varia 
tions in said second leg to thereby provide an inher 
ently temperature independent output signal corre 
sponding to said pressure to be measured; and 

second means for sensing resistance exhibited by said 
second element and said resistor means, said second 
means providing a pressure independent output 
signal corresponding to environmental tempera 
tures. ' 

13. A pressure and temperature sensor in accordance 
with claim 12, wherein said ?rst and second piezoresis 
tive elements are formed as a unitary structure. 

14. A pressure and temperature sensor in accordance 
with claim 13, wherein said unitary structure is substan 
tially U-shaped. 

15. A pressure and temperature sensor in accordance 
with claim 14, wherein said unitary structure is formed 
of a single site of a silicone crystal. 

* * * * 1i 


