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CREEPER RAMP RACK 

BACKGROUND OF THE INVENTION 

The instant invention relates generally to work racks 
and more speci?cally it relates to a creeper-ramp rack 
to be stored in a pair of standards on a pick-up truck. 
Many people load heavy objects into the back of 

pick-up trucks such as lawn mowers, bicycles, motorcy~ 
cles, furniture, etc. There is no standard pick-up rack. 
They come in a multitude of styles. Once the grill is 
installed it does nothing but protect the back window 
glass. Since it has no other uses it is not desirable so 
accordingly it is in need of an improvement. 
Numerous work racks have been provided in prior 

art that are adapted to aid mechanics in making repairs. 
For example, US. Pat. Nos. 1,538,437; 2,843,391 and 
3,677,569 all are illustrative of such prior art. While 
these units may be suitable for the particular purpose to 
which they address, they would not be as suitable for 
the purposes of the present invention as heretofore de 
scribed. 

SUMMARY OF THE INVENTION 

A principle object of the present invention is to pro 
vide a creeper-ramp rack to be stored in a pair of stan 
dards on a pick-up truck to form a protective grill for 
rear window of the pick-up truck. 
Another object is to provide a creeper-ramp rack to 

form a ramp strong enough to support a man and a 
motorcycle. 
An additional object is to provide a creeper-ramp 

rack that has four snap on castors, one at each corner to 
form a creeper. 
A further object is to provide a creeper-ramp rack 

that is simple and easy to use. 
A still further object is to provide a creeper-ramp 

rack that is economical in cost to manufacture. 
Further objects'of the invention will appear as the 

description proceeds. 
To the accomplishment of the above and related 

objects, this invention may be embodied in the form 
illustrated in the accompanying drawings, attention 
being called to the fact, however, that the drawings are 
illustrative only, and that changes may be made in the 
speci?c construction illustrated and described within 
the scope of the appened claims. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

The ?gures thereon are brie?y described in the fol 
lowing manner: 
FIG. 1 is a perspective view showing the invention 

mounted on a ramp rack on the truck behind the rear 
window. ' 

FIG. 2 is a cross sectional view taken along line 2—2 
of FIG. 1. 
FIG. 3 is a top view of the ramp creeper device sup 

ported at the truck rear end for use as a ramp. 
FIG. 4 is a cross sectional view taken along line 4—l4 

of FIG. 3. - 

FIG. 5 is a perspective view of the ramp converted 
for use as a creeper. 

FIG. 6 is an exploded perspective view partly in 
section showing the means for converting the ramp into 
a creeper. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Turning now descriptively to the drawings, in which 
similar reference characters denote similar elements 
throughout the several views, the FIGS. 1 through 6 
illustrates a creeper-ramp rack 10 to be stored in a pair 
of standards 12 and 14 behind the rear window of a 
pick-up truck 16. The creeper-ramp rack 10 consists of 
a ?rst rectangular grillwork panel 20, a ?rst pair of 
C-shaped channel members 22 and 24, a second rectan 
gular grillwork panel 26 and a second pair of C-shaped 
channel members 28 and 30. The rack 10 when stored in 
standards 12 and 14 protects the rear window as seen in 
FIG. 1. 
The ?rst rectangular grillwork panel 20 has a top face 

32 and a bottom face 34. The channel members 22 and 
24 are af?xed to opposite sides 36 and 38 of the bottom 
face 34 of the ?rst panel 20. 
The second rectangular grillwork panel 26 has a top 

face 40 and a bottom face 42. The channel members 28 
and 30 are af?xed to opposite sides 44 and 46 of the 
bottom face 42 of the second panel 26. 
The second pair of channel members 28and 30 slide 

ably engage the oppositely ?rst pair of channel mem 
bers 22 and 24 (See FIG. 3) so as in one position to be 
stored in the pair of standards 12 and 14 on the pick-up 
truck 16 to form a protecting grill 48 for rear window of 
the pick-up truck 16 (see FIG. 1). In another position 
see FIG. 4 the creeper-ramp rack 10 is lengthened by 
slidingly engaging channel 24 with 28 and channel 22 
with 30 of the panels to be placed on rear end of truck 
bed 50 to form a ramp 52 strong enough to support a 
man and a motorcycle (see FIG. 3). 

In FIG. 5 the creeper-ramp rack 10 further contains 
four casters 54. Each castor 54 is mounted on into a 
corner 56 of either panel 20 or 26 on the channel mem 
bers 24 and 26 or 28 and 30. 

FIG. 6 shows the castor 54 in greater detail. A shaft 
58 is provided and has a transverse aperture 60 at top 
end 62 with bottom end 64 mounted to top of the castor 
54. A mounting plate 68 is attached to middle of the 
shaft 58. A positioning pin 70 is af?xed to top of the 
mounting plate 68 so that top 62 of the shaft 58 and the 
positioning pin 70 can enter apertures 72 and 74 in the 
channel member 22 or 28. A pin 76 will enter the trans 
verse aperture 60 at top end 62 of the shaft 58 when the 
shaft 58 is placed through aperture 72 in the channel 
member 22 or 28. The pin 76 holds the shaft 58 from 
falling out of the aperture 72 in the channel 22 or 28 
when the panel 20 or 26 is picked up off the ?oor. 
While certain novel features of this invention have 

been shown and described and are pointed out in the 
annexed claims, it will be understood that various omis 
sions, substitutions and changes in the forms and details 
of the device illustrated and in its. operation can be made 
by those skilled in the art without departing from the 
spirit of the invention. 
What is claimed is: 
1. A creeper ramp rack adapted to be stored in a pair I 

of standards located immediately behind the rear win 
dow, of a pick-up truck wherein said standards have 
oppositely disposed means for receiving said rack, com 
prising: 

(a) a ?rst rectangular grillwork panel having top and 
bottom faces; 

(b) a ?rst pair of C-shaped channels each having a 
?rst pair of spaced parallel sides, one of said ?rst 
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pair of spaced parallel sides of each C-shaped chan 
nel is affixed, in the longitudinal direction, on op 
posite ends of the bottom face of said first panel; 

(c) a second rectangular grillwork panel having top 
and bottom faces; and 

(d) a second pair of C-shaped channels each having a 
second pair of spaced parallel sides, one of said 
second pair of spaced“ parallel sides of each C 
shaped channel is af?xed, in the longitudinal direc 
tion, on opposite ends of the bottom face of said 
second panel, said ?rst pair and said second pair of 
C-shaped channels being disposed such that the 
other of said ?rst pair of spaced parallel sides is 
received within the space between the parallel 
sides of said second pair of C-shaped channels and 
the other of said second pair of spaced parallel sides 
is received within the space between the parallel 
sides of said ?rst pair of C-shaped channels so that 
the two pairs of C-shaped channels slideably en 
gage one another, whereby in one position said 
rack may be stored in said pair of standards on the 
pick-up truck to form a protecting grill for the rear 
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window of the pick-up truck and in another posi 
tion may be lengthened to be placed on the rear end 
of the truck bed to form a ramp. 

2. A creeper ramp rack as recited in claim 1, that 
further comprises four castors, each castor having 
means for mounting on each corner of said panels to 
form a creeper. 

3. A creeper ramp rack as recited in claim 2, wherein 
each said castor further comprises: i 

(a) a shaft having a transverse aperture at top end 
with bottom end mounted to top of said castor; 

(b) a mounting plate attached to middle of said shaft; 
(0) a positioning pin affixed to top of said mounting 

plate so that the top of said shaft and said position 
ing pin can enter apertures in said channel member; 
and 

(d) a pin to enter said transverse aperture at top end of 
said shaft when said shaft is placed through aper 
ture in said channel member, said pin holds said 
shaft from falling out of the aperture in said chan 
nel when said panel is picked up off ?oor. 
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