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LONGITUDINAL MODE STABILIZED LASER 

TECHNICAL FIELD 

This application relates to longitudinal mode stabi 
lized lasers and, in particular, to single longitudinal 
mode, semiconductor lasers. 

BACKGROUND OF THE INVENTION 

Single longitudinal mode operation of semiconductor 
lasers is a desirable property for many applications. 
Fundamental transverse mode operation has already 
been obtained using a variety of lateral con?nement 
laser con?gurations. Single longitudinal mode opera 
tion has been obtained with distributed feedback (DFB) 
structures without the need of a Fabry-Perot cavity 
resonator. Lasers of this type are described in U.S. Pat. 
No. 3,675,157. 
Because the spatial period of the DFB mechanism is 

half the optical guide wavelength, the fabrication of 
DFB lasers is quite dif?cult. In addition, the threshold 
currents generally are much higher than for lasers with 
cavity resonators. 
Another form of longitudinal mode control was dis 

closed by P. J. deWaard in his paper entitled “A Novel 
Single Mode Laser Having Periodic Variations in the 
Stripe Width (“Super DFB”),” which was presented at 
the Optical Communications Conference in Amsterdam, 
Netherlands, Sept. 17-19, 1979. In the laser described by 
deWaard, a combination of cavity resonator and a small 
amount of distributed feedback is used. To provide the 
DFB, the electrode contains three periodic variations in 
the width of the electrode as a means of controlling 
longitudinal mode behavior. Unlike the typical DFB 
con?guration, however, the period of the width varia 
tions is many multiples of half the optical wavelength. 
This relatively large variation in the dimension of the 
electrode has the advantage of simlifying the fabrication 
process. 
An improvment over the deWaard laser is described 

in the copending application by I. P. Kaminow, Ser. 
No. 285,253, ?led July 20, 1981, now U.S. Pat. No. 
4,400,813 issued on Aug. 23, 1983. In the Kaminow 
laser, longitudinal mode stabilization is achieved by 
notching the ridge portion of a ridge waveguide laser at 
periodic intervals along its entire length. Electrical 
contact is made only at the topmost portions of the 
ridge. By pumping the laser at periodically spaced re 
gions, only those longitudinal modes whose amplitude 
maxima conicide with the spatial distribution of the 
pumped regions are supported. 

It has been found, however, that one of the reasons 
the mode control obtained by the above-described tech 
niques is relatively weak is that the mode selective 
mechanism is located too far from the active region of 
the laser so that the high spatial frequency components 
of the periodic perturbation are very weak in the active 
region. A second reason is that these prior art devices 
depend on periodic gain variations and require large 
variations in gain in order to operate successfully. Since 
the maximum available gain is limited, approximately 
half the laser length must be weakly excited which, in 
turn, tends to limit the overall gain of the laser. 

In U.S. Pat. No. 4,257,011 distributed feedback is 
obtained by means of a Bragg diffraction grating which 
introduces variations in the complex refractive index of 
the wavepath. However, the desired spatial period of 
the grating, as disclosed in this patent, is as low an order 

5 

25 

45 

50 

55 

60 

65 

2 
as is permitted by the fabrication process. For example, 
in the illustrative embodiment described, for a 0.83 pm 
laser, the order is three. 

SUMMARY OF THE INVENTION 

Longitudinal mode stablization in semiconductor 
lasers is obtained by introducing periodic perturbations 
in the transmission characteristic of the waveguiding 
active medium. In accordance with the present inven 
tion, these perturbations have a spatial period corre 
sponding to many multiples of half a wavelength of the 
guided optical wave. In the illustrative embodiment to 
be described, a coarse Bragg diffraction grating is 
etched into the laser substrate. Whether or not a Fabry 
Perot resonant cavity is needed in addition depends 
upon the strength of the interaction between the optical 
wave and the grating. 

It is an advantage of the invention that by using a 
coarse grating, instead of the usual DFB grating of half 
an optical wavelength, the laser is much easier to fabri 
cate because of reduced dimensional tolerances. Advan 
tageously, the spatial period is equal to at least ten times 
half the optical wavelength. 

BRIEF DESCRIPTION OF THE DRAWING 

The FIGURE shows a semiconductor laser in accor 
dance with the present invention. 

'DETAILED DESCRIPTION 

Referring to the drawing, the FIGURE shows an 
illustrative mode-stabilized, semiconductor laser struc 
ture in accordance with the present invention. For pur 
poses of explanation, a ridge-type structure is used to 
obtain transverse mode con?nement. However, as will 
become apparent, the principles of the invention are 
readily applicable to other laser structures such as stripe 
lasers and buried heterostructure lasers. 
The basic ridge-type laser comprises, as shown in the 

FIGURE, a substrate layer 10, a ?rst cladding layer 11, 
an active layer 12, a second cladding layer 13, a ridge 
loading layer 14, and a cap 15. Metal electrodes 16 and 
17 are located along the exposed substrate and cap sur 
faces, respectively. The various layers are successively 
formed by well-known liquid, vaor-phase or other epi 
taxial technology. In an illustrative embodiment, the 
substrate is n-type InP; the ?rst cladding is n-type In 
GaAsP, having a band gap of 1.3 pm; the active layer is 
undoped InGaAsP, having a band gap of 1.5 pm; the 
second cladding is p-type InGaAsP, having a band gap 
of 1.3 pm; the ridge loading layer is p—-type InP; and 
the cap layer is p+-type InGaAsP. A Fabry-Perot 
resonant cavity can be formed by cleaving the end sur 
face 18 and 19 to form re?ecting mirrors or the Fabry 
Perot cavity can be eliminated by destroying the mirror 
re?ectivity using known methods. 
To introduce the desired longitudinal mode stabiliza 

tion, a periodic discontinuity is included along the di 
rection of wave propagation. In the illustrative embodi 
ment this discontinuity comprises a Bragg diffraction 
grating formed by ion milling or chemical etching a 
series of transverse grooves 10-1, 10-2, . . . 10-n along 
the upper surface of substrate 10. Thus, the illustrated 
interface between substrate 10 and the ?rst cladding 11 
is a square wave having a spatial period, A, given by 
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where m is an integer; A is the free-space wavelength of 
an optical wave; and N is the effective refractive index 
of the waveguide formed by the laser structure. In gen 
eral, however, the grating may have other periodic 
pro?les. 
As can be seen from equation (1), for any given value 

of A there are many combinations of m and A that satisfy 
the equation. However, in order to obtain the desired 
mode stabilization, one of these wavelengths must fall 
within the gain-bandwidth curve of the laser material. 
Assuming a gain-bandwidth, B, the probability of this 
occurring will be high if the spacing, AA, between opti 
cal wavelengths that satisfy equation (1) is equal to or 
slightly greater than B. If A)» is less than B, it is certain 
that at least one optical wavelength will satisfy the 
equation. However, if more than one optical wave 
length falls within the gain-bandwidth, multimode oper 
ation can occur. In order to determine the manner in 
which AA changes as a function of m for different values 
of A, the partial derivative of the wavelength is taken 
with respect to the integer m, which is typically a large 
number, thereby obtaining the relationship 

EXAMPLE 

Assuming laser operation in the region of 7t=l.53p. 
and, estimating N=3.5 for the particular materials used 
in the illustrative embodiments in can be calculated 
from equation (1) for various values of A. However, m 
must be an integer and, in particular, for the square 
wave perturbation used, in must be an odd integer. 
Accordingly, after making the calculations for m, the 
closest odd integer is selected and 7» is recalculated for 
each assumed value of A. The results of these calcula 
tions are given in TABLE I. Also shown in the change 
in wavelength, A7», for Am: 1 and Am=2, as calculated 
from equation (2). For a general grating pro?le, non 
vanishing spatial harmonics may be present for all m, 
i.e., Am: 1. 

(2) 

TABLE I 

A7. 

A m 1. (A m = 1) (A m = 2) 

4011 183 1.53011 83A 163A 
33 151 1.530 101 202 
22 101 1.524 149 29s 
16 73 1.534 207 414 
12 55 1.527 273 546 
9 41 1.536 366 732 
6 27 1.555 555 1110 
5 23 1.522 819 1638 

As indicated hereinabove, as a ?rst approximation for 
a preferred embodiment, one would like to have AA 
approximately equal to the gain-bandwidth of the laser 
medium. For the particular material used in the illustra 
tive embodiment, strong again can be obtained over a 
bandwidth of about 150 A. Referring to the table,a this 
would suggest a A of 4011., for which A)» is 163 A. A 
possible drawback with this design is that it utilizes a 
relatively high order (i.e., the l83rd) spatial harmonic, 
which might be too weak. A lower order spatial har 
monic (i.e., the 73rd) can be utilized when A equals 16. 
However, for this con?guration A7\ is equal to 414 A. 
This is quite a bit larger than the gain-bandwidth of 150 
A, in which case some sort of tuning, such as thermal 
tuning, may be required to insure that the desired spatial 
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harmonic falls near the peak of the gain-bandwidth of 
the laser medium. 
While the square wave grating has only odd spatial 

harmonics, Table I also includes calculations for A?» for 
all m (Am=1) as well. These were included for the 
general grating case as well as to recognize that higher 
order Bragg diffraction effects can give rise to laser 
activity even though there are no even spatial harmon 
ics of the grating present. In regard to weak Bragg 
resonance, it is important to note that a Fabry-Perot 
resonant cavity can be employed simultaneously with 
the coarse grating distributed feedback. The Fabry 
Perot resonance will serve to reinforce the mode reso 
nance of the distributed feedback and reduce the thresh 
old current. 

If the cavity length is L, the Fabry-Perot cavity 
modes are given by 

The cavity modes and the grating resonances coin 
cide only if 

L//\ =p/m (4) 

and if the phase of the grating is properly adjusted with 
respect to the Fabry-Perot mirrors. 
However, the width, 87x, of the grating resonance due 

to the ?nite grating length L is given by 

a>.=>t2/2NL (5) 

which is just equal to the spacing between Fabry-Perot 
cavity modes. 

Thus, there will always be a reasonable overlap of the 
cavity and grating resonances. 

In summary, stabilized, single longitudinal mode 
semiconductor laser operation can be obtained by 
means of a coarse perturbation in the transmission char 
acteristic of the passive wave guiding active medium. 
The resulting mode feedback can be further enhanced 
by placing the laser within a Fabry-Perot resonant cav 
ity. 
What is claimed is: 
1. A semiconductor laser comprising: ' 

an active medium; 
a ?rst cladding layer of p-type semiconductor mate 

rial; 
a second cladding layer of n-type medium semicon 

ductor material, said active medium being between 
said ?rst and second layers; 

?rst and second electrical contacts to said ?rst and 
second layers, respectively; 
and a feedback mechanism including periodic pertur 

bations in the transmission characteristic of said 
laser; 

characterized in that: 
the spatial period, A, of said perturbations is equal to 

at least ten times half the wavelength of the optical 
wave guided by said laser, said perturbations com 
prising refractive index changes of said laser. 

2. The laser according to claim 1 wherein 

where: 
)t is the free-space wavelength of the guided wave; 
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N is the effective refractive index of the waveguide 5- The laser aOCOrding t0 Claim 1 wh?l'ein the ends of 
fol-med by Said laser; and said laser form a Fabry-Perot cavity resonator. 

m is an integer equal to or greater than 10' . 6. The laser according to claim.1 comprising an ac 
. . . . tive layer of semiconductor materlal disposed between 

3. The laser according to claim 1 wherein said feed- . . . . 
k _ , .ff ‘ _ 5 said ?rst claddlng layer and said second cladding layer; 

bac mechamsm Is a Q‘agg d1 ‘jacnon grating‘ wherein at least one of said layers includes periodic 
4' The laser accordmg to Claim 1 wherem the feed‘ discontinuities longitudinally distributed along the 

back mechanism extends along the entire length, L, of direction of wave propagation. 
* * * said laser. * * 
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