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PURGE ITRAP TRAY 

This application is a continuation of application Ser. 
No. 443,993 ?led on Nov. 23,1982, now abandoned. 

FIELD OF THE INVENTION 

The ?eld of the present invention broadly encom 
passes that of trays for supporting and displaying food 
products. More particularly, the ?eld of the present 
invention is directed to trays for supporting and display 
ing a food product which exudes juices or other purge 
liquids. 

BACKGROUND OF THE INVENTION 

Research has shown that the liquids dripping from 
poultry are a focal point of bacterial spoilage within 
packaged fresh meat and other poultry products. The 
growth of micro-orgaisms, particularly bacteria and 
yeast, occurs at a very rapid rate in such exuded fluids. 
The exudate is objectionable from an appearance stand 
point, and moreover, the packed meat rapidly becomes 
objectionable because of odor and yeast growth even 
though the meat, itself, may be in a normal wholesome 
condition. Consequently, although the meat, itself, may 
be wholesome and acceptable, the ?uid exuded from the 
meat and contained within the package will cause the 
whole package of meat or poultry to be unsellable. 

It is very important in the display and sale of pack 
aged poultry and pre-cut meats that the package present 
a clean and wholesome appearance. The problem of 
maintaining such a clean and wholesome appearance is 
greatly aggravated by the fact that, as stated above, 
many meats, particularly pre-cut meats and poultry, 
exude moisture containing suspended solids which 
cause the package to appear unclean. Further problems 
arise in that this exudate often evaporates or is absorbed 
in the packaging materials and then the suspended solids 
may be deposited on the food product and/or on the 
package. Accordingly, it is desireable from both a 
health and an aesthetic standpoint to remove the purge 
juices not only from the vicinity of the packaged prod 
uct but also completely from view. 

It has been conventional practice to display meat, 
poultry, and other food products in individual packages 
which comprise a supporting tray with an absorbent 
pad of tissue-like paper wadding in the bottom of the 
tray to absorb any juices or liquids exuded from the 
food product. A transparent outer plastic wrapping is 
also usually employed to cover and totally surround the 
package. A major problem associated with packages of 
this sort, as stated above, is the fact that the exuded 
liquids support the rapid growth of bacteria. In many 
cases the bacteria migrate from the absorbent pad back 
to the food product itself and result in the spoilage and 
discoloration of the food product. Such spoilage and 
discoloration quickly renders the food product unsuit 
able for sale. 

In an effort to alleviate the above problems, and to 
extend the shelf-life of such food products, it has previ 
ously been proposed to employ an absorbent pad in the 
package which includes an imperforate plastic ?lm 
positioned above a layer of absorptive wadding in such 
manner that the plastic ?lm acts to retard the reverse 
migration of the liquids from the absorbent wadding 
back to the food product. Also, it has been previously 
proposed to position a non-absorptive barrier above the 
absorbent material for this purpose, note US. Pat. No. 
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2 
3,026,209 to Niblack et al. While the above package 
constructions do provide a spacial relationship between 
the exuded liquids in the pad and the food product, they 
nevertheless still permit the substantial migration of 
bacteria back to the food product and are thus not to 
tally satisfactory. 
Another proposal in this area is disclosed in U.S.‘Pat. 

Nos. 4,321,997 and 4,275,811 both to A. H. Miller. US. 
Pat. No. 4,275,811 discloses an absorbent pad which 
comprises a mat of liquid absorbent material, an imper 
forate, liquid impermeable upper sheet overlying and 
covering the mat of absorbent material, and a bottom 
sheet of liquid impermeable material underlying the 
mat. The peripheral edges of the upper and bottom 
sheets are sealed together to enclose the mat of absor 
bent material therebetween, and the bottom sheet in 
cludes a plurality of openings which permit passage of a 
liquid into the absorbent material so that the liquid is 
held, by the mat, out of contact with the food product. 
US. Pat. No. 4,321,997 essentially deals with an im 

provement on the structure disclosed in the US. Pat. 
No. 4,275,811 patent wherein the improvement includes 
spacer means disposed between the two sheets of mate 
rial thereby maintaining the separation of the sheets 
under the compressive load exerted by food products or 
the like resting thereon. Utilization of the spacer means 
minimizes the compression of the mat by the food prod 
uct and thus increases the ability of the mat to absorb 
and retain liquids while subjected to such a load. 
While the inventions disclosed in the patents to Miller 

have resulted in advancements within the present ?eld, 
a fundamental problem in this area continues to persist. 
This fundamental problem is the labor cost involved in 
inserting any type of pad into a tray. This cost encom 
passes not only the labor cost but, alternatively, the cost 
of purchasing and maintaining a machine which is 
adapted to place pads in each tray. A machine of this 
type is disclosed in US. Pat. No. 3,832,823 to Currie. Of 
course, an additional intrinsic cost is the cost of the pad 
itself. 

OBJECTS OF THE PRESENT INVENTION 

It is one object of the present invention to overcome 
the de?ciencies intrinsic in the prior art tray products 
discussed above. 
Another object of the present invention is to provide 

a new and improved packaging tray particularly suit 
able for packaging fresh poultry and other meats or 
juicy foods. 
A further object of the present invention is to provide 

a new and improved packaging tray having integral 
means for removal of excess ?uids from the vicinity of 
the food packaged therein. 

Still a further object of the present invention is to 
provide a packaging tray having a purge reservoir 
which isolates the purge or exudate from a food product 
resting on the tray. 

Yet another object of the present invention is to pro 
vide a packaging tray which presents a wholesome and 
clean appearance to a customer. 
One more object of the present invention is to pro 

vide a packing tray having a hidden purge trap or reser 
voir. 
An even further object of the present invention is to 

provide a process for manufacturing a packaging tray 
having a purge trap or reservoir which isolates the 
purge or exudate from a food product resting on the 
tray. 



4,576,278 
3 

It is also an object of the present invention to provide 
apparatus for manufacturing a packaging tray having a 
purge trap or reservoir which isolates the purge or 
exudate from a food product resting on the tray. 

Still further objects and the broad scope of applicabil 
ity of the present invention and its numerous cognate 
bene?ts and features will become apparent to those of 
ordinary skill in the art from the details given hereinaf 
ter. However, it should be understood that the follow 
ing detailed description and speci?c examples which 
indicate the presently preferred embodiments of the 
present invention are given by way of illustration only 
since various changes and modi?cations within the 
spirit and scope of the invention will become apparent 
to those of ordinary skill in the art from this detailed 
description. 

SUMMARY OF THE INVENTION 

The present invention encompasses a food tray for 
utilization in packaging a product or products which 
exude juices or other purge materials. More particu 
larly, the tray includes a sunken reservoir into which 
the juices or purge material may drain and be retained 
out of contact with the food product. The reservoir is 
formed by heat sealing a perforated liquid impermeable 
thermoplastic sheet in a liquid tight manner to a raised 
shoulder area of the tray to form a perforated false 
bottom through which the juices may drain. The ther 
moplastic sheet is further supported by standoffs which 
may be integral with the tray bottom and which rise up 
from the interior tray bottom. The volume of the reser 
voir can be varied, as desired, by varying the height that 
the shoulder area and standoffs are raised from the 
interior of the tray bottom. Additionally, the volume of 
the reservoir can be increased by recessing or sinking 
the reservoir area of the tray bottom to the extent that 
the corresponding exterior area of the tray bottom is 
lowered with respect to the peripheral exterior tray 
bottom area. In one embodiment the thermoplastic 
sheet material is opaque and the reservoir and juices 
contained therein remain hidden from the view of a 
customer. In a more preferred embodiment, the thermo 
plastic sheet is colored so as to correspond with the 
color of the tray and, therefore, the tray and sheet of 
thermoplastic material heat sealed thereto present a 
unitary appearance. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. I is a top plan view of a preferred embodiment 
of a food tray in accordance with the present invention. 
FIG. II is a cross-sectional view of the tray of FIG. I 

with the cross-sectional view being taken along the line 
A—A depicted in FIG. I. 
FIG. III is a cross-sectional view of the tray of FIG. 

I with the cross-section being taken along the line B-B 
depicted in FIG. I. 
FIG. IV is a bottom plan view of the tray of FIG. I. 
FIG. V is an isometric view of the tray depicted in 

FIG. I. 
FIG. VI is a schematic diagram of a preferred process 

for forming a food tray in accordance with the present 
invention. 
FIG. VII is a cross-sectional view of a preferred 

embodiment of a mold for utilization in forming the 
molded portion of a food tray in accordance with the 
present invention. 
FIG. VIII is a cross-sectional view of a preferred 

apparatus which, in accordance with the present inven 
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4 
tion, may be utilized to heat seal a border area of a 
perforated thermoplastic sheet to the shoulder area of a 
tray in‘ accordance with the present invention. 
FIG. IX is a top plan view of the apparatus of FIG. 

VIII taken from the perspective of point X as denoted 
in FIG. VIII. 
FIG. X is a cross-sectional view of the apparatus of 

FIG. IX taken along the line C—-C depicted in FIG. IX. 
FIG. XI is a cross-sectional view of the apparatus of 

FIG. IX taken along the line D—D depicted in FIG. 
IX. 
FIG. XII is a top plan view of a ?rst perforation 

pattern. 
FIG. XIII is a top plan view of a second perforation 

pattern. 
FIG. XIV is a top plan view of a third, perferred, 

perforation pattern. 
FIG. XV is a top plan view of a fourth perforation 

pattern. 
FIG. XVI is a front plan view of a second embodi 

ment of a tray support structure in accordance with the 
present invention. 

FIG. XVII is an end plan view of the second embodi 
ment of a tray support structure of FIG. XVI. 
FIG. XVIII is a cross-sectional view of an arrange 

ment for retaining a perforation pin on a cross plate. 
FIG. XIX is a cross-sectional view of a preferred 

embodiment of a transfer block in accordance with the 
present invention. 

DETAILED DESCRIPTION OF THE 
DRAWINGS AND PREFERRED 

EMBODIMENTS 

Turning now to the drawings wherein like reference 
numerals refer to like structure or like processing steps, 
it can be seen that FIG. V is an isometric view of a 
preferred embodiment of a product supporting tray 1 
manufactured in accordance with the teachings of the 
present invention. 
FIG. I is a top plan view of the tray 1 of FIG. V. Tray 

1 comprises a substantially horizontal lip 2 which ex 
tends entirely around the outer periphery of the top of 
the tray walls 3. The tray walls 3 may be vertical or 
somewhat inclined to a substantially planar or horizon 
tal raised shoulder area 4. The preferred tray embodi 
ment illustrated in FIG. I and the other product draw 
ings includes a shoulder area 4 of the tray 1 which is 
provided with two pairs of support ribs 5 which are 
approximately perpendicular to the longitudinal axis of 
the tray 1. In other words, support ribs 5 are approxi 
mately parallel to the lateral axis of the tray 1. The 
presence of support ribs 5 is not essential to the func 
tioning of the tray as will be described hereinafter, how 
ever, experimentation has disclosed that support ribs 5 
reduce the lateral deformation which the tray under 
goes when it and a product supported thereon is 
wrapped with wrapping material as is standard in the 
industry. Shoulder area 4 and support ribs 5 surround 
and are raised up from a sunken tray reservoir area 6. 
Numerous standoffs 7 rise up from reservoir area 6 to a 
height which is essentially the same as that of shoulder 
area 4 and support ribs 5. A sheet of thermoplastic ?lm 
8 is heat sealed about its border area 9 to shoulder area 
4 in a liquid tight manner. The thermoplastic sheet is 
further supported by support ribs 5 and, in particular, 
standoffs 7. The number and pattern of standoffs 7 is not 
critical except to the extent that the number and loca 
tion of standoffs 7 must be sufficient to, in combination 
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with shoulder area 4 and in this preferred embodiment, 
support ribs 5, support the thermoplastic sheet 8 and a 
product which may be placed thereon. Thus, the num 
ber, size, shape and pattern of standoffs 7 may vary 
depending upon the weight of the product which is to 
be supported. An adequate number of appropriately 
spaced and sized support ribs 5 could, if desired, be 
utilized as the sole standoff means. Thermoplastic sheet 
8 is perforated at numerous points by holes 11 which are 
designed so as to allow juices or other purge liquids 
exuding from a product placed thereon to pass, by capil 
lary action, down into reservoir area 6. Additionally, 
thermoplastic ?lm 8 is provided with a centrally located 
larger perforation 10 which is designed to allow free 
flow of juices or other purge liquids down into reser 
voir 6. The larger perforation 10 is centrally located to 
minimize the reverse ?ow of purge or other exuded 
liquids out of the reservoir 6 by way of perforation 10 
upon tilting of tray 1 by a consumer or other individual. 
No immediate reverse ?ow will occur by way of the 
capillary perforations 11 upon tilting of tray 1. Accord 
ingly, while the purge juices will readily accumulate 
within reservoir 6 the juices will still be retained in 
reservoir 6 even though tray 1 is tilted to a great degree. 
Of course, no reverse ?ow, whatsoever, will occur 
while the tray is in a planar position unless the reservoir 
6 has been completely ?lled with purge. 
FIGS. II and III are cross-sectional views of the tray 

1 of FIG. I taken along lines A—A and B-B, respec 
tively. These Figures further illustrate the same features 
which are present in FIG. I from different perspectives 
and thus further clarify the disclosed tray structure In 
these views the thickness of thermoplastic sheet 8 has 
been enlarged for purposes of clarity and such is also 
the case, where necessary, with regard to other features 
illustrated throughout the drawings. Additionally, if 
heat sealing is selected as the method for adhering bor 
der area 9 of sheet 8 to tray shoulder area 4, the border 
area 9 of sheet 8 will generally be fused into shoulder 
area 4. Accordingly, sheet 8 will usually not be elevated 
above the surface of shoulder area 4. 
FIG. IV is a bottom plan view of the tray of FIG. I. 

This view discloses the presence of tray bottom 12 
which includes, in this disclosed preferred embodiment, 
a pattern of indentations or dimples 13 which are cre 
ated during the formation of standoffs 7. FIGS. XVI 
and XVII are front and end plan views of another possi 
ble tray bottom 12 con?guration in accordance with the 
present invention. These Figures disclose an embodi 
ment where the reservoir area 6 of the tray has been 
recessed or sunken to the extent that the corresponding 
exterior tray bottom area 120 has been lowered with 
respect to the peripheral exterior tray bottom area 121). 
This recessin g increases the volume of reservoir 6. Pref 
erably, exterior tray bottom area 120 is not lowered to 
an extent where it interferes with the nesting of a stack 
of trays. 
Our research and experimentation has revealed that 

the pattern of capillary perforations 11 signi?cantly 
affects the flow rate of purgejuices or liquids down into 
reservoir 6. This fact was revealed by an experiment in 
which whole chicken breasts were placed on four trays 
wherein the thermoplastic sheet 8 had the perforation 
patterns illustrated in FIGS. XII, XIII, XIV and XV. 
The trays 1 and the supported product, i.e. chicken 
breasts, were overwrapped and placed in a lab refriger 
ator for approximately three days. The results of this 
experiment were as follows: 
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6 
In the sample utilizing the perforation pattern of FIG. 

XII only approximately one-third of the available purge 
liquids drained down in reservoir 6. This result was 
considered poor. It was noted that after all the chicken 
was removed the remaining liquid did, in fact, drain 
down into reservoir 6. 

In the sample utilizing the perforation pattern illus 
trated in FIG. XIII most of the available liquid had 
drained down into reservoir 6. This result was deemed 
fair. 

In the sample utilizing the perforation pattern illus 
trated in FIG. XIV all of the available liquid had 
drained down into the reservoir 6. This result was con 
sidered good. ‘ 

In the sample utilizing the perforation pattern de 
picted in FIG. XV all of the available liquid drained 
down into reservoir 6. However, this result was deemed 
inde?nite since it was determined that the originally 
available purge liquids had been drained from the 
chicken prior to its being placed on the tray. Accord 
ingly, the total purge liquid avalable for draining was 
somewhat limited in this sample. 
From this test it would appear that the perforation 

pattern of FIG. XIV would be preferred. 
The size, shape and geometric design formed by 

standoffs 7 is not critical to the present invention. Of 
course, the height of standoffs 7 will, to some extent, 
in?uence the total storage capacity of reservoir 6. In 
other words, the total volume available in reservoir 6 
will increase with the height that standoffs 7, shoulder 
area 4 and, if utilized, support ribs 5 are raised up from 
tray bottom reservoir area 6. In some cases standoffs 7 ‘ 
having variable heights may be desired. For example, 
the heights of the standoffs 7 may be slowly decreased 
toward the center of the tray 1 with the standoffs 7 
having the least height being located in the vicinity of 
large central perforation 10. Such a con?guration di 
rects and aids in the ?ow of the purge liquids or juices 
to free ?owing perforation 10 since the thermoplastic 
sheet 8 would be generally downwardly depressed in a 
funnel or cone fashion by the weight of a product 
placed thereon. Accordingly, the purge juices or other 
liquids would be directed by gravitational ?ow to the 
larger perforation 10. 
The standoffs 7 which are illustrated in the Figures 

are generally cylindrica in shape. Those skilled in the 
art will readily recognize that standoffs having different 
geometric shapes and forming various geometric pat 
terns are acceptable so long as adequate support of 
thermoplastic sheet 8 is provided. For example, stand 
offs having geometric shapes and patterns such as 
diamonds, circles, pyramides, rectangles and/or maze 
like ribs are within the scope of the present invention. 
The standoff means may even be limited to an adequate 
number and arrangement of support ribs 5 as is the case 
in one embodiment of the present invention wherein the 
sole standoff means consists of two pairs of support ribs 
5 with each rib extending in an offset, parallel and later 
ally overlapping fashion from opposing sides of the tray 
reservoir area 6. In any event, those skilled in the art 
will readily recognize that support ribs 5 merely illus 
trate a type of standoff which performs the function of 
providing lateral structural support to the tray in addi 
tion to otherwise supporting sheet 8. 
Among some of the type of plastic materials which 

are suitable for fabrication into the support portion of 
tray structures of the present invention are the polyole 
?ns such as polyethylene, polypropylene, polybutene, 










