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[57] ABSTRACT 
A rain sensor for an automotive wiper control system 
detects rain conditions to produce a rain condition in 
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RAIN SENSOR IN AN AUTOMATIC WIPER DRIVE 
CONTROL SYSTEM FOR AN AUTOMOTIVE 

VEHICLE 

BACKGROUND OF THE INVENTION 

The present invention relates generally to a rain sen 
sor for detecting rain conditions on the windshield of an 
automotive vehicle so that the drive ‘speed of the wind 
shield wipers can be adjusted according to the rain 
conditions. More speci?cally, the invention relates to a 
rain sensor in an automotive wiper speed control system 
which controls in particular the drive interval in the 
intermittent mode of a wiper drive system in accor 
dance with rain condition. 
A co-pending US patent application, Ser. No. 

527,776 ?led on Aug. 30, 1983, discloses a Wiper Speed 
Control System for an Automotive Windshield Wiper, 
and the same invention has, in turn, been disclosed in 
the corresponding European patent application No. 
831085972, ?led Aug. 31, 1983. The disclosed wind 
shield wiper speed control system controls the wiper 
driving speed according to rain conditions around the 
front windshield. The wiper speed control system in 
cludes a rain sensor for detecting rain conditions such as 
how heavily rain is falling and/ or the average size of the 
individual raindrops. In the present disclosure, includ 
ing the appended claims, the word “rain condition” is 
intended to include the meaning of the impact speed of 
rain drops onto the windshield and/or the rain sensor 
depending upon vehicle speed. 
The rain sensor is positioned near the front wind 

shield, for example, on the cowl top, the engine hood or 
the like, where rain falls in approximately the same 
manner as it does at the front windshield. The rain 
sensor is adapted to detect vibrations due to the impact 
of rain drops onto the sensor to produce a rain condition 
signal indicative of the detected rain conditions. 
The automotive vehicle has various vibration sources 

causing vibrations in the vehicle body, such as the en 
gine which creates vibrations as it runs and the suspen 
sion mechanism which tends to transmit vibrations from 
the road wheels to the vehicle body. Due to such vehi 
cle body vibrations, the rain sensor may be spuriously 
vibrated or oscillated to produce noise in the rain condi 
tion signal which may obscure the rain condition infor 
mation. Therefore, it is essential to provide a noise-free 
rain sensor which can satisfactorily and successfully 
avoid the in?uences of vehicle body vibrations. 

SUMMARY OF THE INVENTION 

Therefore, it is an object of the present invention to 
provide a rain sensor which can satisfactorily and suc 
cessfully avoid the in?uences of vehicle body vibrations 
and ensure detection of rain conditions. 
Another and more speci?c object of the invention is 

to provide a rain sensor which can accurately detect 
rain conditions near the front windshield for allowing 
precise wiper speed control by a wiper speed control 
system. 
Another object of the present invention is to provide 

a rain sensor with a waterproof housing which allows 
electrical components to be installed as close as possible 
to their signal sources. 
To accomplish the aforementioned and other objects 

of the present invention, a rain sensor according to the 
present invention is provided with a vibrator plate elas 
tically suspended within a sensor housing with an outer 
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2 
surface exposed to rain. A sensor element such as piezo 
electric element is attached to the vibrator plate to 
detect vibrations of the latter to produce the rain condi 
tion signals representative of the frequency and ampli 
tude of each vibration. 

In the preferred embodiment, an elastic member is 
provided for suspending the vibrator plate within the 
sensor housing. The elastic member is ?xed to the cir 
cumferential edge of the vibrator plate by way of the 
heat-welding process known as vulcanization and is also 
?xed to the sensor housing by vulcanization. Further, a 
seal member is provided for the sensor housing for 
waterproo?ng the sensor housing so that electrical sen 
sor circuitry including an ampli?er for amplifying the 
rain condition signal level can be housed within the 
sensor housing. 
According to one aspect of the invention, there is 

provided a rain sensor for detecting rain conditions and 
producing a rain condition indicative signal which var 
ies according to detected rain conditions, which com 
prises a sensor housing, a vibrator suspended within the 
sensor housing and having a sensor surface exposed to 
rain drops, the vibrator vibrating at an amplitude and 
frequency corresponding to the energy applied to the 
sensor surface by the impact of rain drops to produce 
the rain condition indicative signal corresponding to the 
vibrations, and a resilient member resiliently supporting 
the vibrator within the sensor housing while allowing 
vibration of the vibrator when rain drops impinge upon 
the sensor surface. 
According to another aspect, a rain sensor for an 

automotive wiper control system according to the in 
vention, comprises an essentially hollow sensor casing 
adapted to be ?xed to a vehicle body at a point at which 
rain falls in approximately the same manner as it does at 
a front windshield, a vibrator plate vibratingly sus 
pended within the sensor casing and having a sensor 
surface exposed from the sensor casing for receiving 
rain drops thereon, the vibrator plate adapted to vibrate 
at amplitude corresponding energy applied to the sen 
sor surface by collison of rain drops, a vibration sensi 
tive element associated with the vibrator plate for vibra 
tion therewith, the vibration sensitive element produc 
ing an electric signal having a value representative of 
the amplitude of vibration of the vibrator plate, a resil 
ient suspension member ?tted onto the sensor casing 
and the vibrator plate for resiliently suspending the 
vibrator plate with the vibration sensitive element for 
vibration in response to collision of rain drops, and a 
sensor circuit housed within the sensor casing and 
adapted to output a rain condition indicative signal 
having a value which varies with the variation of signal 
value produced by the vibration sensitive element. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention will be understood more fully 
from the detailed description given hereafter and from 
the accompanying drawings of the preferred embodi 
ments of the invention, which, however, should not be 
taken to limit the invention to the speci?c embodiments 
but are for explanation and understanding only. 

In the drawings: 
FIG. 1 is a perspective view of an automotive vehicle 

on which the preferred embodiment of a rain sensor 
according to the present invention is mounted; 
FIG. 2 is an enlarged perspective view of the pre 

ferred embodiment of the rain sensor of FIG. 1; 
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FIG. 3 is a schematic block diagram of a wiper speed 
control system to which the preferred embodiment of 
the rain sensor according to the present invention is 
applied; 
FIG. 4 is a longitudinal section of the ?rst embodi 

ment of the rain sensor taken along line A——A in FIG. 
2; 

FIG. 2 is a plan view of the ?rst embodiment of rain 
sensor of FIG. 4; , 
FIG. 6 is a plan view of the ?rst embodiment of the 

rain sensor of FIG. 4 with the upper sensor housing laid 
open; 
FIG. 7 is a cut-away side view of a ?rst base plate 

supporting a sensor circuit; 
FIG. 8 is an enlarged section of the portion of the 

sensor housing of the rain sensor encircled in FIG. 4; 
FIG. 9 is a section similar to FIG. 4 of a modi?cation 

of the ?rst embodiment of rain sensor of FIG. 4; 
FIG. 10 is a bottom view of the upper sensor housing 

of the modi?cation of FIG. 8; 
FIG. 11 is a longitudinal section of the second em 

bodiment of the rain sensor of FIG. 2, taken along line 
A—A of FIG. 2; 
FIG. 12 is a view similar to FIG. 6 of the rain sensor 

of FIG. 11, in which upper part and lower part have 
been separated and the upper part has been turned up 
side-down; 
FIG. 13 is a side elevation of the ?rst base plate, 

. similar to FIG. 7; 
FIG. 14 is'a bottom view of a second base plate in the 

. . sensor housing; and 

FIG. 15 is a front elevation of the second base plate of 
“ FIG. 14. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring now to the drawings, particularly to FIGS. 
1 and 2, a rain sensor 20 is generally mounted on the 

v;engine hood 22 or the cowl top panel near the front 
windshield 26 in order to detect rain conditions around 

~-the windshield. A sensor casing, which is generally 
represented by the reference numeral “28”, has an 
upper cover member 30. The upper cover member 30 
has the upper surface 32 tilted or inclined downwardly 
towards its front end. The tilt angle of the upper surface 
32 of the upper cover member 30 is preferably in the 
range of about 5° to 25°, which has been experimen 
tarily obtained to maximize sensitivity to rain condi 
tions. A generally circular opening 34 is formed in the 
upper cover member 30 so that the upper surface 38 of 
a vibrator, which is generally represented by the refer 
ence numeral “36”, can be exposed to the atmosphere. 
The vibrator 36 is elastically suspended from the sensor 
casing 28 in order to be able to vibrate when rain drops 
impinge thereupon. The vibrator 36 is adapted to- pro 
duce a vibration indicative signal having value which 
varies in dependence upon the amplitude and frequency 
of vibration which, in turn, depends upon the force of 
impact of rain drops onto the vibrator. 
The vibrator 36 is associated with a sensor circuit, 

schematically illustrated in FIG. 3, which is generally 
represented by the reference numeral “40”. This wiper 
drive control circuit has been disclosed in the aforemen 
tioned U.S. Pat. Ser. No. 527,776 corresponding to 
European patent application No. 831085972. The dis 
closure of the aforementioned copending Patent Appli 
cations is hereby incorporated by reference. 
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In summary, the vibration indicative signal produced 

by the vibrator 36 is fed to a control circuit 42 via an 
ampli?er 44 which is adapted to amplify the vibration 
indicative signal level suf?ciently for application to the 
control circuit. The control circuit processes the ampli 
?ed vibration indicative signal to derive the operational 
timing of a front windshield wiper 46 in accordance 
with detected rain conditions. 'In the shown embodi 
ment, the control circuit 42 determines the intervals 
between intermittent operation of the wiper 46 while 
operating in its INTERMITTENT mode. However, it 
would also be possible to control the wiper operation by 
varying the wiper speed according to rain conditions 
detected even when the wiper is operated in its LOW 
speed mode and/or HIGH-speed mode. 

In the case of controlling the intermittent-operation 
interval, the control circuit 42 outputs a driver signal 
whenever a summed or counted vibration indicative 
signal value becomes equal to or greater than a prede 
termined value. A driver circuit 48 is connected to the 
control circuit 42 to receive the driver signal to actuate 
a wiper motor 50 for one cycle of wiper operation each 
time the driver signal is received. 
FIG. 4 shows the detailed structure of the ?rst em 

bodiment of the rain sensor according to the present 
invention. The upper cover member 30 of the sensor 
casing engages a lower base member which is generally 
represented by the reference numeral “52” to form a 
waterproof sensor casing. The lower base member 52 
comprises a ?rst base 54 and a second base 56. The ?rst 
base 54 is adapted to support the sensor circuit includ 
ing the ampli?er 44 and the control circuit 42. The ?rst 
base 54 has a horizontal major section 58 and a circum 
ferential ?ange 60 which turns upwards from the cir 
cumferential edge of the major section. The second base 
56 also has a horizontal major section 62 mating with 
the lower surface of the major section 58 of the ?rst 
base 54, and a circumferential ?ange 64 bent down 
wards from the circumferential edge of the major sec 
tion. The mating surfaces of the ?rst and second bases 
54 and 56 are bonded together. 
The upper cover member 30 is formed with a down 

wardly or inwardly bent ?ange extending along the 
circumferential edge of the opening 34. An elastic rub 
ber 68 is ?tted to the lower or inner surface 70 of the 
upper cover member 30 around the circular opening 34. 
The elastic rubber is ?xed to the mating surface by way 
of vulcanization and engages the ?ange 66. The elastic 
rubber also engages the ?ange 60 of the ?rst base 54 to 
establish a waterproof seal therebetween. 
As shown in FIGS. 4 and 5, the vibrator 36 comprises 

a vibration plate 72 in the form of a circular disc and a 
vibration detector member 74 secured to the lower 
surface of the vibration plate. The vibration plate 72 has 
a smaller diameter d] than that (d2) of the circular open 
ing 34 in the upper cover member 30. The circumferen 
tial edged the vibration plate 72 is ?xedly secured to 
the elastic rubber 68 by way of vulcanization so that it 
remains free to vibrate or oscillate in response to colli 
son of rain drops onto the exposed surface 38. A number 
of elastic supports 76, which may be made of rubber or 
the like, extend from the upper surface of the major 
section 58 of the ?rst base 54. The elastic supports are 
located opposite the circumferential edge of the vibra 
tion plate 72 where the latter is vulcanized to the cir 
cumferential edge 78 of the elastic rubber 68. The elastic 
supports 76 are adapted to restrict the vibration of the 
vibration plate 72 in order to de?ne a resonating fre 
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quency of the vibrator 36 suitable for detecting rain 
conditions and to avoid the in?uence of vehicle body 
vibrations in cooperation with the elastic rubber. The 
elastic supports 76 are further intended to act as a stop 
per to restrict the travel of the vibrator 36 in response to 
external forces on its exposed surface. This satisfactorily 
and successfully prevents the elastic rubber around the 
vulcanized portion from being damaged by excessive 
movement of the vibration plate in response to external 
forces applied thereto. The elastic supports 76 are se 
cured to the ?rst base 54 by way of vulcanization or 
bonding to extend to the vibrator 36 from the ?rst base. 
As shown in FIGS. 4 and 6, the vibration detector 

member 74 is attached or bonded to the lower surface of 
the vibration plate 72 and comprises an electrically 
conductive plate 80 in intimate contact with the lower 
surface of the vibration plate 72, and a piezoelectric 
element 82 attached to the conductive plate 80. The 
piezoelectric element 82 is bonded to the lower surface 
of the conductive plate 80 by means of an appropriate 
glue or adhesive. The conductive plate 80 and the pi 
ezoelectric element 82 are connected to the sensor cir 
cuit 40 to supply the vibration indicative signal pro 
duced in response to vibrations due to collision of rain 
drops on the exposed surface 38 of the vibration plate 
72, via conductive wires 84 and 86 respectively. 
The sensor circuit 40 comprises a plated printed cir 

cuit board 88 with an integrated circuit 90, capacitors 
92, a resistor 94, and so forth. The plated printed circuit 
board, the integrated circuit 90, the capacitors 92, the 
resistor 94, and so forth also form the ampli?er 44. The 
control circuit 42 is also housed in the sensor casing 28. 
The control circuit 42 in the sensor casing 28 is con 
nected to the driver circuit 48 provided with the driver 
motor 50 outside of the sensor casing by means of a 
conductive wire 96. The conductive wire 96 extends 
through an opening 98 formed in the second base 56 and 
through an rubber grommet 100. 

In the preferred embodiment, the upper cover mem 
ber 30 and the lower base member 52 are made of elec 
trically conductive materials and are connected to each 
other by means of a conductive wire 102. In this way, 
the sensor casing 28 as an assembly is grounded to the 
vehicle body to eliminate the external or background 
noises to the sensor. 
As shown in FIG. 4, the second base 56 is formed 

with a downwardly bent strip portion 104 along its 
inner circumferential edge. In addition, the grommet 
100 is formed with a recess 106 in its outer periphery. A 
?tting bracket 108 with adhesive tape 110 stuck to its 
lower surface is simultaneously engageable with the 
strip portion 104 and the recess 106 of the grommet 100. 
The ?tting bracket 108 is ?xedly secured to the appro 
priate portion of the engine hood or cowl top panel by 
the adhesive tape 110. Thus, by engagement of the strip 
portion 104 and the recess 106 of the grommet with the 
?xing bracket4108, the sensor casing 28 is releasably 
secured to the engine hood or the cowl top panel. 

It should be appreciated that although the shown 
embodiment has three elastic supports arranged to elas 
tically support the vibrator and restrict its downward 
movement, the number of elastic supports and the shape 
of each elastic support and not limited to those of the 
shown embodiment. Furthermore, although the elastic 
supports in the shown embodiment are in constant 
contact with the vibrator to elastically support the latter 
in co-operation with the elastic rubber, it would be 
possible to position the top of the elastic support oppo 
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6 
site and slightly separated from the lower surface of the 
vibrator. In this case, the elastic supports would serve 
only as stoppers for the vibrator to restrict its down 
ward movement. 

In the preferred structure, a sealer 112 is provided in 
a space 114 de?ned between the ?rst and second bases 
54 and 56, as shown in FIG. 8. This sealer 112 acts to 
establish a waterproof seal between ?rst and second 
bases and the internal periphery of the upper cover 
member, and between the ?rst and second bases them 
selves. 
The rain sensor 20 constructed as set forth above can 

be released from the engine hood or the cowl top panel 
to which it is ?xed by disengaging the ?xing bracket 
from the strip portion of the second base and the recess 
of the grommet. In this case, the ?xing bracket will 
remain on the engine hood or the cow] top panel so that 
the sensor casing may again be installed. 

In the rain sensor operation, since the vibrator 36 is 
elastically supported by the elastic rubber, the vibra 
tions transmitted through the vehicle body to the sensor 
casing can be satisfactorily and successfully absorbed by 
the elastic rubber. Therefore, even when the vehicle 
body vibrates or oscillates due to engine vibrations, 
road shocks transmitted through the suspension mecha-' 
nism, shocks generated when the door are opened or 
closed, and so forth, the vibrator will vibrate only when 
rain drops hit or impinge on the exposed surface thereof 
with adequate force. Therefore, the vibration indicative 
signal will have a value accurately corresponding to 
rain conditions. As a result, the wiper intermittent oper 
ation control will exactly correspond to rain conditions. 
FIGS. 9 and 10 show a modi?cation of the aforemen 

tioned ?rst embodiment of the rain sensor. In this em 
bodiment, the elastic rubber 68 is formed with a groove 
69 opposite the circumferential edge of the circular 
opening 34. This groove 69 serves to ensure that the 
elastic rubber will be suf?ciently ?exible to absorb vi 
brations transmitted through the vehicle body. On the 
other hand, the upper cover member 30 is provided 
with four extensions 31 extending radially toward the 
center of the circular opening 34. The extensions 31 are 
positioned below the vibrator 36 with a given vertical 
clearance. The extensions 31 acts as a stopper to limit 
the downward travel of the vibrator when downward 
pressure is applied to the latter. These extentions may be 
regarded as a substitute for the elastic supports of the 
aforementioned ?rst embodiment. 
According to this modi?cation, since the elastic rub 

ber 68 is ensured of adequate ?exibility by the groove 
69, the magnitude of vibrations due to collision of rain 
drops onto the vibrator will be greater than in the afore 
mentioned ?rst embodiment. This results in improved 
sensitivity of the rain sensor. 
The second embodiment of the rain sensor according 

to the present invention is illustrated in FIGS. 11 to 15. 
In this second embodiment, a sensor casing 202 com 
prises an upper cover member 204 and a lower base 
member 206, as in the aforementioned ?rst embodiment. 
An elastic rubber 208 is vulcanized onto the inner or 
lower surface of the upper cover member 204 and is also 
vulcanized onto the lower surface of a vibration plate 
210 which constitutes a vibrator 212 together with an 
electrically conductive plate 214 and a piezoelectric 
element 216. The elastic rubber 208 thus elastically 
supports the vibrator 212, so that the vibrator 212 will 
be free to vibrate or oscillate in response to the energy 
of collision or impact of rain drops onto the exposed 
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upper or outer surface 218 of the vibration plate. As in 
the aforementioned embodiment of FIGS. 9 and 10, the 
elastic rubber 208 is formed with a groove 220 extend 
ing along the circumferential edge of a circular opening 
222. This groove 220 serves to add ?exibility to the 
elastic rubber to ensure that it will satisfactorily absorb 
vibrations transmitted through the vehicle body and to 
amplify the magnitude of vibrator vibrations to a suf? 
cient level. 
The upper cover member 204 is engageable in water 

proof fashion to the lower base member 206. The water 
proof connection is established by the elastic rubber 208 
engaging the upwardly bent ?ange 224 of a ?rst base 
226. A second base 228 with downwardly bent ?ange 
230 is ?xedly attached to the lower surface of the ?rst 
base 226 by means of an appropriate adhesive. The ?rst 
base 226 supports a plated printed circuit board 232 
which includes an integrated circuit 234, capacitors 236 
and 238, a resistor 240, and so forth. The integrated 
circuit 234, the capacitors 236 and 238 and the resistor 
240 constitute the ampli?er 44 of FIG. 3. The plated 
printed circuit board 232 also includes the control cir 
cuit 42 of FIG. 3 which produces the driver signal 
based on the detected rain conditions. 
The conductive plate 214 and the piezoelectric ele 

ment 216 are connected to the ampli?er 44 through an 
electrically conductive wire 237. In addition, the con 
troller 46 is connected to the wiper driver circuit 48 via 

.‘ an electrically conductive wire which extends through 
. an elastic grommet 239. The upper cover member 204 is 

5. connected to the print board 232 via a lead A and the 
'. base 206 is connected to the printed circuit board 232 

via a conductive welding B, and a grounding wire (not 
shown) connected to the print board 232 and passing 
through the grommet 239 to external ground. With this 
arrangement, the upper cover member and the lower 

" base member are grounded to eliminate external and/ or 
>"v background noise in the rain sensor. ‘ 

A sealer 242 ?lls in the space 244 de?ned by the ?rst 
and second bases 226 and 228 and the upper cover mem 

‘ vber 204. This sealer 242 ensures that the sensor casing 
will be waterproof and thus protects the internal cir 
cuitry in the sensor casing. 
As best shown in FIG. 11, the second base has a bent 

hook portion 246 engageable with an opening 248 
formed in a fastener plate 250. The fastener plate 250 is 
provided with three hooks 252, 254, and 256 extending 
downwards from its lower surface. Each hook 252, 254 
and 256 of the fastener plate 250 extends through a 
corresponding through opening 258 formed in a rubber 
mat 260 with a circumferential, upwardly-extending 
wall 262. The hooks 252, 254 and 256 are adapted to 
resiliently engage the vehicle body in order to secure 
the sensor casing 202 to the rubber mat 260 and so to the 
vehicle body. Alternatively, the rubber mat 260 may be 
elastically attached to the engine hood or cowl top 
panel to establish water-tight engagement therebe 
tween. The peripheral wall 262 of the rubber mat 260 is 
adapted to snugly ?t the outer periphery of the upper 
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cover member 204 in order to establish a waterproof 60 
seal therebetween. 
The ?rst base 226 is bent upwards along its lateral 

edges to form upward extensions 264 which serve as a 
stopper for the vibrator to restrict its downward move 
ment. The upper end of the upper extensions 264 are 
accordingly positioned a given distance below the vi 
bration plate 210. As in the aforementioned ?rst em 
bodiment, the extension 264 may prolong the life of the 
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elastic rubber by preventing excessive downward 
movement of the vibrator even when relatively strong 
external forces are applied thereto. 
As set forth above, according to the present inven 

tion, the rain sensor can produce a rain condition indica 
tive signal exactly corresponding to detected rain con 
ditions, and can satisfactorily and successfully eliminate 
the in?uences of external noise such as vehicle body 
vibrations. 

If necessary, the vibration plate can be formed in an 
appropriate shape or thickness to have a resonating 
frequency outside of the possible vibration range of the 
vehicle body vibrations, engine vibrations, road shocks, 
and so forth. ' 

While the present invention has been described in 
detail in terms of the speci?c embodiments, it should not 
be limited to those speci?c embodiments but can be 
modi?ed and/or embodied in other ways while still 
performing the sought operations and achieving the 
required advantages. Therefore, the invention should be 
understood or interpreted to include all of the possible 
modi?cations and/or embodiments which fall within 
the scope of the appended claims. 
What is claimed is: 
1. A rain sensor for detecting rain conditions to pro-' 

duce a rain condition indicative signal which varies 
according to detected rain conditions, comprising: 

a sensor housing; 
a vibrator suspended within said sensor housing and 

having a sensor surface exposed to the atmosphere 
so as to be accessible to rain drops, said vibrator 
being adapted to vibrate at an amplitude corre 
sponding to the energy applied to said sensor sur 
face by the impact of rain drops to produce said 
rain condition indicative signal having an ampli 

and 
a resilient member ?xed to the outer periphery of said 

vibrator and resiliently supporting said vibrator 
within said sensor housing for facilitating vibration 
of said vibrator when rain drops impinge upon said 
sensor surface. , 

2. A rain sensor for detecting rain conditions to pro 
duce a rain condition indicative signal which varies 
according to detected rain conditions, comprising: 

a sensor housing; 
a vibrator suspended within said sensor housing and 

having a sensor surface exposed to the atmosphere 
so as to be accessible to rain drops, said vibrator 
being adapted to vibrate at an amplitude corre 
sponding to the energy applied to said sensor sur 
face by the impact of rain drops to produce said 
rain condition indicative signal having an ampli 
tude corresponding to said vibration amplitude; 
and 

a resilient member resiliently supporting said vibrator 
within said sensor housing for facilitating vibration 
of said vibrator when rain drops impinge upon said 
sensor surface, said resilient member being ?xed to 
said sensor housing by means of vulcanization. 

3. A rain sensor for detecting rain conditions to pro 
duce a rain condition indicative signal which varies 
according to detected rain conditions, comprising: 

a sensor housing: 
a vibrator suspended within said sensor housing and 

having a sensor surface exposed to the atmosphere 
so as to be accessible to rain drops, said vibrator 
being adapted to vibrate at an amplitude corre 

tude corresponding to said vibration amplitude; 
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sponding to the energy applied to said sensor sur 
face by the impact of rain drops to produce said 
rain condition indicative signal having an ampli 
tude corresponding to said vibration amplitude; 
and ‘ 

a resilient member resiliently supporting said vibrator 
within said sensor housing for facilitating vibration 
of said vibrator when rain drops impinge upon said 
sensor surface, said resilient member being ?xed to 
said vibrator by means of vulcanization. 

4. The rain sensor as set forth in claim 1, wherein said 
resilient member is ?xed to said sensor housing by 
means of vulcanization, and is ?xed to the circumfer 
ence of said vibrator by means of vulcanization. 

5. The rain sensor as set forth in claim 4, wherein said 
resilient member has a portion con?gured to be more 
?exible than the remaining portion, said ?exible portion 
extending along the circumference of said vibrator and 
serving to support the vibration of said vibrator. 

6. The rain sensor as set forth in claim 1, which fur 
ther comprises a stopper means provided opposite said 
vibrator for restricting the movement of said vibrator. 

7. The rain sensor as set forth in claim 6, wherein said 
stopper means normally remains in contact with the 
surface of said vibrator opposite said sensor surface and 
is resiliently deformable to allow vibration of said vibra 
tor in response to the impact of rain drops. 

8. The rain sensor as set forth in claim 6, wherein said 
stopper means is separated from the lower surface of 
said vibrator by a given distance, thereby de?ning an 
allowable maximum amplitude of vibrator vibration. 

9. The rain sensor as set forth in claim 8, wherein said 
stopper means extends from a portion of said sensor 
housing adjacent said vibrator. 

10. The rain sensor as set forth in claim 8, wherein 
said sensor housing includes a base for supporting a 
sensor circuit, said base having an extended portion 
extending towards said vibrator, the upper end of said 
extended portion opposing said vibrator at a given dis 
tance from said vibrator. 

11. The rain sensor as set forth in claim 5, which 
further comprises a stopper means provided opposite 
said vibrator for restricting the vibrational movement of 
said vibrator to within a given range. 

12. The rain sensor as set forth in claim 11, wherein 
said sensor housing includes a base for supporting a 
sensor circuit, said base having an extended portion 
extending towards said vibrator, the upper end of said 
portion opposing saidvibrator at a given distance from 
said vibrator so as to de?ne said given vibration range. 

13. The rain sensor as set forth in claim 1, wherein 
said sensor housing comprises an upper cover and a 
lower base which has a circumferential edge engageable 
with the inner periphery of said upper cover in water 
proof fashion. 

14. The rain sensor as set forth in claim 13, wherein 
said lower base comprises ?rst and second base mem 
bers ?xed together along mating surfaces, said ?rst and 
second base members de?ning a space extending along 
their common circumference which is ?lled with a 
sealer to establish a watertight seal between said upper 
cover and said lower base. 

15. The rain sensor as set forth in claim 14, wherein 
said resilient member is made of rubber and extends to 
the circumferential edge of said lower base for engage 
ment therewith in waterproof fashion. 

16. The rain sensor as set forth in claim 5, wherein 
said sensor housing comprises an upper cover and a 
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lower base having a circumferential edge engageable 
with said upper cover in waterproof fashion. 

17. The rain sensor as set forth in claim 16, wherein 
said lower base comprises a ?rst and a second base 
member ?xed together along mating surfaces, said ?rst 
and second base members de?ning a space within the 
inner periphery of said upper cover, which space is 
?lled with a sealer to establish a watertight seal between 
said upper cover and said lower base. 

18. The rain sensor as set forth in claim 1, which 
further comprises a resilient seat ?xed to a portion of an 
automotive vehicle body and resiliently holding said 
sensor housing thereon. 

19. The rain sensor as set forth in claim 17, which 
further comprises a resilient seat ?xed to a portion of an 
automotive vehicle body and resiliently holding said 
sensor housing thereon. 

20. The rain sensor as set forth in claim 19, which is 
connected to an automotive wiper drive circuit for 
controlling operation of a wiper according to the de 
tected rain conditions. 

21. The rain sensor as set forth in claim 20, wherein 
said wiper drive circuit adjusts the interval of intermit 
tent operation of the wiper depending upon the de 
tected rain conditions. 

22. A rain sensor for an automotive wiper control 
system, comprising: 

an essentially hollow sensor casing adapted to be 
?xed to a vehicle body at a position at which rain 
falls in approximately the same manner as it does at 
the front windshield; 

a vibrator plate suspended for independent vibration 
within said sensor casing and having a sensor sur 
face exposed to the atmosphere for receiving rain 
drops thereon, said vibrator plate vibrating at an 
amplitude and frequency corresponding to the 
energy applied to the sensor surface by the impact 
of rain drops; 

a vibration sensitive element associated with said 
vibrator plate for vibration therwith, said vibration 
sensitive element producing an electrical signal 
representative of the vibration of said vibrator 
plate; 

a resilient suspension member ?xed to said sensor 
casing and said vibrator plate for resiliently sup 
porting said vibrator plate with said vibration sensi 
tive element while allowing vibration thereof in 
response to the impact of rain drops; and 

a sensor circuit housed within said sensor casing and 
adapted to output a rain condition indicative signal 
which varies in accordance with the signal pro 
duced by said vibration sensitive element. 

23. The rain sensor as set forth in claim 22, wherein 
said resilient suspension member is adapted to allow 
vibration of said vibrator plate in response to the impact 
of rain drops and simultaneously to absorb vibrations 
transmitted through the vehicle body. 

24. The rain sensor as set forth in claim 23, wherein 
said resilient suspension member is ?exible enough to 
allow the vibrator plate to vibrate with a suf?ciently 
high amplitude for detecting rain conditions. 

25. The rain sensor as set forth in claim 24, wherein 
said sensor circuit includes an ampli?er for amplifying 
the signal from said vibration sensitive element to a 
level applicable to said automotive wiper control sys 
tem. 

26. The rain sensor as set forth in claim 24, wherein 
said resilient suspension member is formed with a 
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groove extending along the circumferential edge of said 
vibrator plate so as to enhance the ?exibility of said 
resilient suspension member. 

27. The rain sensor as set forth in claim 22, wherein 
said sensor casing is watertight. 5 

28. The rain sensor as set forth in claim 27, which‘ - 
further comprises a resilient seat disposed between said 
sensor casing and said vehicle body for attaching said 
sensor casing to said vehicle body in a waterproof fash 
ion. 

29. The rain sensor as set forth in claim 27, wherein 
said casing comprises an upper cover and a lower base 
which is engageable with the former by means of a 
resilient seal for establishing watertight engagement 
therebetween. 

30. The rain sensor as set forth in claim 22, which 
further comprises a stopper opposing said vibrator plate 
for restricting the vibrational motion of the latter to 
within a given range. 

31. The rain sensor as set forth in claim 30, wherein 
said stopper comprises a resilient support extending 
upwards from the bottom of said sensor casing. 

32. The rain sensor as set forth in claim 31, wherein 
the top of said stopper contacts the lower surface of said 
vibrator plate and is adapted to resiliently deform to 
allow limitted vibration of said vibrator plate. 

33. The rain sensor as set forth in claim 29, wherein 
said stopper comprises a plurality of radially extending 
strips extending from the edge of said upper cover 
towards the center of said vibrator plate, said strips 
being separated vertically from the lower surface of 
said vibrator plate by a given distance. 

34. The rain sensor as set forth in claim 29, wherein 
said stopper means comprises a portion of said lower 
base bent upwardly so as to position the top thereof at 
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a given distance below the lower surface of said vibra 
tor plate. 

35. A rain sensor for an automotive wiper control 
system, comprising: 

a vibrator assembly exposed at least in part to rain, 
said vibrator assembly vibrating in accordance 
with the conditions of raindrop impact on its ex 
posed surface or surfaces and generating a vibra 
tion signal representative of the conditions of its 
vibration; 

a sensor housing attached to an automotive vehicle; 
electrical circuitry disposed within said housing for 

converting said vibration signal to a rain condition 
signal indicative of rain conditions at the exposed 
surface or surfaces of said vibrator assembly and 
outputting the rain condition signal to the automo 
tive wiper control system; 

a resilient member for attaching said vibrator assem 
bly to said housing while allowing the former to 
vibrate freely with respect to the latter and water 
proo?ng the housing in order to protect the electri 
cal circuitry from the rain impinging on the ex 
posed surface or surfaces of said vibrator assembly. 

36. The rain sensor of claim 35, further comprising‘ 
means for limiting the vibrational movement of said 
vibrator assembly to within a predetermined range. 

37. The rain sensor of claim 35, wherein the sensor 
housing is freely attachable to and detachable from a 
?xture in the body of the automotive vehicle. 

38. The rain sensor of claim 35, wherein at least one 
exposed surface of said vibrator assembly is canted so as 
to be approximately parallel to at least a portion of the 
front windshield of the automotive vehicle. 

* t * * it 


