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[57] ABSTRACT 
A frame material for a motor vehicle comprising a 
structure having an elongated hollow body of a rectan 
gular cross section and a honeycomb member having a 
multiplicity of independent chambers and arranged in 
the hollow body such that central axes of the chambers 
are directed substantially perpendicularly to longer 
sides of the rectangular cross section of the hollow 
body. A frame construction for use in a motor vehicle 
includes the frame material as a main frame intercon 
necting a head pipe and a rear fork pivot rectilinearly in 
side elevation. 

12 Claims, 17 Drawing Figures 
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MOTOR VEHICLE FRAME MATERIAL AND 
FRAME CONSTRUCTION USING THE SAME 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a frame material for 

motor vehicles such as, for example, two-wheeled or 
three-wheeled motorcycles, and a frame construction 
using such a frame material for use in motor vehicles, 
especially those provided with riding saddles. 

2. Description of the Prior Art 
Frames used as chassis for two-wheeled motorcycles 

and the like require that a head pipe by which a front 
fork for a front wheel is angularly movably supported 
and a pivot by which a rear fork or swing arm for a rear 
wheel is swingably supported are rigidly coupled by a 
frame construction which is lightweight. 

SUMMARY OF THE INVENTION 

Accordingly, it is an object of the present invention 
to provide a motor vehicle frame material which has a 
desired degree of rigidity, is lightweight, and can be 
manufactured in a greatly reduced number of steps, and 
also to provide a frame construction made of a frame 
material such as for use in a motor vehicle having a 
saddle seat such as a motorcycle. 
According to the present invention, a frame material 

for use in a motor vehicle includes a structure compris 
ing an elongated hollow body having a rectangular 
cross section and a honeycomb member disposed in the 
hollow body and having a multiplicity of independent 
?rst chambers, the honeycomb member being arranged 
such that the ?rst chambers have central axes directed 
substantially perpendicularly to longer sides of the rect 
angular cross section of the hollow body. The structure 
has at least one partition disposed in the hollow body 
and extending longitudinally therein, the partition de 
?ning a plurality of second chambers of a rectangular 
cross section extending longitudinally in the hollow 
body, the honeycomb member being arranged in each 
of the second chambers such that the central axes of the 
?rst chambers are directed substantially perpendicu 
larly to longer sides of the rectangular cross section of 
each of the second chambers. The structure has a cavity 
extending longitudinally in the hollow body and free of 
the honeycomb member. 

Further according to the present invention, a frame 
construction for use in a motor vehicle having front and 
rear forks includes a main frame including a head pipe 
for supporting the front fork angularly movably and a 
pivot for supporting the rear fork swingably, the main 
frame comprising a ?rst structure composed of an elon 
gated hollow body having a rectangular cross section 
and a honeycomb member disposed in the hollow body 
and having a multiplicity of independent divided cham 
bers, the honeycomb member being arranged such that 
the divided chambers have central axes directed sub 
stantially perpendicularly to longer sides of the rectan 
gular cross section of the hollow body, the main frame 
extending substantially rectilinearly in side elevation 
along a line interconnecting the head pipe and the pivot. 
The ?rst structure has a cavity extending longitudinally 
in the hollow body and free of the honeycomb member. 
The frame construction includes a rear frame having 
one end coupled to a rear upper surface of the main 
frame and extending upwardly in a rearward direction, 
the rear frame and the main frame being joined together 
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2 
through ?at surfaces having suf?cient areas. The rear 
frame is positionally adjustable in a longitudinal direc 
tion of the main frame on a surface thereof to which the 
rear frame is joined. A pair of the ?rst structures is 
arranged substantially symmetrically with respect to a 
vertical plane including a longitudinal central axis of the 
main frame, the ?rst structures having distal ends cou 
pled to the head pipe, and a cross member extending 
transversely and interconnecting the ?rst structures, the 
pair of ?rst structures and the cross member jointly 
constituting a substantially isosceles triangle con?gura 
tion with the head pipe located in plan at a vertex sub 
tending the cross member. The rear frame comprises a 
second structure composed of a honeycomb member 
and inner and outer plate members sandwiching the 
honeycomb member therebetween. A pair of the second 
structures is arranged substantially symmetrically with 
respect to the vertical plane including the longitudinal 
central axis of the main frame. The second structures 
include lower portions adjacent to ends thereof coupled 
to the main frame and spreading away from each other 
toward the ends coupled to the main frame. The outer 
plate members of the pair of second structures have 
lower edges joined to upper edges of inner sides of the 
pair of ?rst structures. The pair of second structures has 
intermediate portions arranged close to each other, 
there being included a rear cushion unit having an 
upper end supported between the intermediate portions. 
The above and other objects and features of the pres 

ent invention will become more apparent from the fol 
lowing description when taken in conjunction with the 
accompanying drawings in which preferred embodi 
ments of the present invention are shown by way of 
illustrative example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of a frame construction 
for use in a motor vehicle with a saddle seat, according 
to an embodiment of the present invention. 
FIG. 2 is a fragmentary perspective view, partly 

broken away, of a frame material employed in a main 
frame of the frame construction shown in FIG. 1. 
FIG. 3 is a cross-sectional view of a frame material 

according to a modi?cation. 
FIGS. 4 through 7 are fragmentary perspective views 

of frame materials according to various embodiments of 
the present invention. 
FIG. 8 is a view similar to FIG. 2, showing a frame 

material according to another embodiment of the inven~ 
tion. 
FIG. 9 is a view similar to FIG. 2, illustrating still 

another frame material with a reinforcement member 
attached to a side thereof. 

FIGS. 10(a), 10(b), 10(0), 10(d), and 10(e) are cross 
sectional views showing different reinforcement mem 
bers. 
FIG. 11 is a cross-sectional view of an assembly com 

prising of a main frame, a rear frame, and a rear cushion 
unit. 
FIG. 12 is a diagram schematically illustrative of a 

support structure for the rear cushion unit. 
FIG. 13 is a fragmentary enlarged perspective view 

of main and rear frames which are positionally adjust 
ably attached to each other. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

FIG. 1 illustrates a frame construction 1 for use in a 
motor vehicle having a saddle seat, such as a two 
wheeled or three~wheeled motorcycle, which is de 
signed for the driver to ride astride thereof. The frame 
construction ll generally includes a main frame 2 and a 
rear frame 3. The main frame 2 comprises a pair of 
integral panel structures 20, 2a which are arranged 
substantially symmetrically with respect to a vertical 
plane including a longitudinal central axis of the main 
frame 2. The main frame 2 is shaped to extend substan 
tially rectilinearly in side elevation as seen in the direc 
tion of the arrow A, that is, to lie substantially along a 
straight line interconnecting a vertically central point 
on a head pipe 4 attached to a front end of the main 
frame 2 and by which a front fork (not shown) is angu 
larly movably supported and a central axis of a pivot 5 
attached to a rear end of the rear frame 3 and by which 
a rear fork 6 is swingably supported. 

Conventional frames, typically cradle-shaped frames 
for use in motor vehicles with saddle seats, comprise 
box-shaped frame constructions composed of pipes of 
rectangular or round cross section for dispersing exter 
nal forces applied at various angles to the vehicle body. 
However, the frame construction of the present inven 
tion is in the form of a unitary frame structure, rather 
than being composed of many pipe members for bearing 

. applied forces. The main frame 2 has an integral struc 
ture and is capable of withstanding external forces ap 

‘ . plied at various angles thereto, as described hereinbe 
low. 
As shown in FIG. 2, each of the panels 20 of the main 

frame 2 is constructed of an elongated hollow body of a 
rectangular cross section comprising an outer plate 7 
and an inner channel member 8 which are pressed and 

; made of thin sheet steel, aluminum, FRP, or CFRP, and 
a honeycomb core 9 ?lled in a space 2b in the hollow 
body and having a multiplicity of independent cells or 

. chambers 9a. The honeycomb core 9 is disposed in the 
hollow body such that the chambers or isolated holes 9a 
open substantially perpendicularly to inner surfaces of 
the plate 7 and the channel member 8 or longer sides of 
the rectangular cross section of the hollow body, 
thereby achieving a mechanical strength inherent in the 
honeycomb structure for withstanding applied forces. 
With the honeycomb core 9 used as a reinforcement 
member in the frame panel, the panel can suf?ciently 
withstand external forces applied in the direction of the 
arrow (FIG. 2), is rendered lightweight, and provides a 
necessary cross section. The outer plate 7 and the inner 
channel members 8 are joined together by pop rivets 10 
staked on longitudinal edges thereof. 
The relationship between the panel 20 and the honey 

comb core 9 will now be described in greater detail. 
The rectangular cross section of the panel structure 
shown in FIG. 2 has a width and a height which are 
different from each other. If the panel structure were 
considered as being a single unitary beam with a width 
b mm greater than a height h mm, then the panel struc 
ture would have a poor rigidity or mechanical strength 
or section modulus against external forces applied in the 
direction of the arrow A shown in FIGS. 1 and 2. To 
cope with this problem, the honeycomb core 9 is ?lled 
in the panel structure such that the holes or cells 9a 
open perpendicularly to opposing walls of the plate 7 
and the channel member 8, thus providing an increased 
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4 
mechanical strength or rigidity against external forces 
imposed in the longitudinal direction of the holes 90. 
FIG. 3 shows a panel structure according to a modi? 

cation. In this modi?cation, a panel 2a’ of a main frame 
is positioned in close contact with an engine cover or a 
fuel tank E. The panel 2a’ includes an outer channel 
member 7’ opening toward and fastened to a side of the 
engine cover or fuel tank E. 

It will be understood that the smaller the dimension 
of the honeycomb core in the axial direction of the cells 
or holes 9a, the greater the rigidity of the honeycomb 
core as the reinforcement member against buckling 
stress. FIGS. 4 through 7 show frame materials or panel 
structures according to different embodiments of the 
invention, in which the internal space of the panel struc 
ture is divided by a partition or partitions into chambers 
or spaces ?lled with honeycomb cores with shorter 
cells or holes. 

In FIG. 4, an interior space in a panel 220 is divided 
by a horizontal longitudinal partition 220 into chambers 
22b, 22b extending longitudinally along the panel. Each 
of the chambers 22b has a cross-sectional shape having 
a width b1 mm and a height h1 mm, with b1> h1. Honey 
comb cores 29 are ?lled in the chambers 22b, respec 
tively, with honeycomb cells opening perpendicularly 
to the partition 22c. FIG. 5 shows a panel 320 having an 
interior space divided by two horizontal longitudinal 
partitions 32c into three chambers 32b ?lled with hon 
eycomb cores 39 having honeycomb cells opening per 
pendicularly to the paritions 32c. A panel 42a illustrated 
in FIG. 6 includes a vertical longitudinal partition 42c 
dividing an interior space into two chambers 42b ?lled 
with honeycomb cores 49 having honeycomb cells 
opening perpendicularly to the partition 42c. FIG. 7 
illustrates a panel 58a having an interior space divided 
by a diagonal longitudinal partition 520 into chambers 
52b of triangular cross section ?lled with honeycombs 
59 of triangular cross section having honecycomb cells 
opening toward the diagonal partition 52c. 
The panel structure according to the present inven 

tion is suitable for use not only as a frame material for a 
two-wheeled motorcycle but also as a chassis material 
for various motor vehicles such as agricultural ma 
chines. The panel structure is much more lightweight 
and can be designed and manufactured in a much 
smaller number of steps than conventional frame mate 
rials. The honeycomb panel structure has a heat insulat 
ing capability for preventing engine heat from affecting 
the driver riding astride of the motor vehicle. The num 
ber of partitions in the panel structure is selected to 
meet an external load imposed on the main frame. This 
provides for greater freedom in designing the frame 
construction. The panel structure is capable of meeting 
the requirements for an increased rigidity and a lighter 
weight, resulting in a large cost reduction. 
FIG. 8 illustrates a panel structure according to still 

another embodiment. A panel 62a includes a hollow 
body of rectangular cross section that is vertically elon 
gated. The hollow body has an interior space divided 
into an upper chamber 62b having a height b3 and ?lled 
with a honeycomb core 69 and a lower cavity 62d hav 
ing a height h4. In the cavity 62d, there are accommo 
dated an electric harness 65 and hydraulic and pneu 
matic tubes 66. The chamber 62b and the cavity 62d are 
divided by a partition 620 which allows the parts to be 
assembled easily and doubles as a reinforcement rib. 
The cavity 62d may be used partly as a parts storage 
chamber. 
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FIG. 9 shows a panel structure 2a serving as a frame 
material and including a reinforcement member 11 of a 
substantially channed-shaped cross section attached to 
one side thereof. The reinforcement member 11 may be 
disposed on an inner side, an outer side, or each of both 
sides of the panel 2a, and may extend continuously the 
full length of the panel 2a, or discontinuously or partly 
on the panel 20. The reinforcement member 11 may be 
welded or otherwise fastened to the panel 20. FIG. 1 
shows the reinforcement member 11 attached to an 
outer side of the panel 2a along substantially the entire 
length thereof as indicated by the dot-and-dash lines. 
The reinforcement member 11 may be of various 

cross-sectional shapes. FIGS. 10(a) and 10(b) show 
hollow reinforcement members 11 having rectangular 
and semicircular cross sections, respectively. FIG. 10(c) 
illustrates a solid bar-shaped reinforcement member 11 
mounted edgewise on the panel 2a. FIG. 10(d) shows 
three laterally-spaced solid bar-shaped reinforcement 
members 11 and mounted edgewise on the panel 2a. 
FIG. 10(e) illustrates a solid plate-shaped reinforcement 
member 11 mounted ?atwise on the panel 2a. 
The rear frame 3 mounted on a rear upper surface of 

the main frame 2 and extending upwardly in a rearward 
direction will be described with reference to FIG. 1. 
The rear frame 3 serves as a framework for supporting 
a driver’s seat or saddle thereon. The rear frame 3 com 
prises a pair of symmetrical pressed panel structures 3a, 
3a spaced from each other and each including a honey 
comb core 9 (FIG. 11) ?lled therein similar to the main 
frame 2. The panels 3a, 30 have lower edges fastened 
respectively to the panels 2a, 2a of the main frame 2 and 
also have lower front edges joined to a cross member 12 
transversely interconnecting the main frame panels 20, 
2a. Therefore, the main frame panels 2a, 2a and the rear 
frame panels 30, 3a are transversely coupled by the 
cross member 12. The cross member 12 is positioned 
such that the cross member 12 and the main frame pan 
els 2a, 2a jointly constitute a frame structure S in the 
form of substantially an isosceles triangle with the cross 
member 12 serving as the base and the head pipe 4 as a 
vertex subtending the cross member 12. 
The rear frame 3 is assembled as shown in FIG. 11. 

More speci?cally, the panels 3a, 30 include lower di 
verging portions 3b, 3b spreading progressively away 
from each other in a downward direction. Straight lines 
passing through and along the panel portions 3b, 3b and 
a line connecting upper edges of the main frame panels 
20, 2a which are spaced a distance W, jointly form a 
triangle O—C1-C2. The main and rear frames are de 
signed so that the weight of the rear frame 3 and stresses 
applied to the rear frame 3 are imposed on the main 
frame panels 20, 2a in a direction from the vertex 0 to 
provide very stable stress balancing in the frame con 
struction. The rear frame panels 3a, 311 include lower 
bent ?anges 13a, 13a of outer plates 13 and lower bent 
?anges 14a, 14a of inner plates 14. The ?anges 13a of 
the outer plates 13 are fastened such as by pop rivets or 
bolts 15 to rear upper surfaces 2e of the main frame 
panels 2a, 20, while the ?anges 14a of the inner plates 14 
are fastened such as by pop rivets or bolts 15 to rear 
inner surfaces of the main frame panels 2a, 2a. The 
panels 2a, 3a are coupled to each other through the rear 
upper surfaces 2e each having a suf?cient length L 
(FIG. 1) and area and the ?anges 13a. The upper edges 
of inner plates 8 of the main frame panels 20 and the 
lower edges of the outer plates 13 of the rear frame 
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6 
panels 3a are joined together at the vertexes C1, C2 of 
the triangle O—C1—C2. 
The rear frame panels 30, 30 have intermediate por 

tions located close to each other. A rear cushion unit 20 
has an upper end coupled by bolts 17 through rubber 
mounts 16 to the panels 3a, 30 at a position between the 
intermediate close portions, which corresponds to the 
vertex 0 of the triangle O—C1-C2. FIG. 12 schemati 
cally illustrates a quadrangular pyramid including one 
base having the length thereof equal to the length L of 
the ?anges 13a fastened to the panels 311, 3a and another 
base having the length thereof equal to the width W 
between the panels 20, 2a. The rear cushion unit 20 is 
suspended from the vertex of the quadrangular 
pyramid, which coincides with the vertex 0. This ar 
rangement provides very stable stress balancing in the 
overall frame construction to prevent any stress from 
being localized in any particular frame component. 
Designated at 18 is a support plate from which is sus 
pended a rear suspension including the rear cushion unit 
20. 
FIG. 13 is illustrative of a modi?cation in which a 

rear frame is positionally adjustably attached to a front 
frame. A main frame panel 720 includes a rear upper 
surface having a number of attachment holes 72c de 
?ned therein in the form of elliptical holes, through 
holes, or internally threaded holes spaced at equal inter 
vals or pitches. A rear frame panel 73a includes a ?ange 
73b having a number of attachment holes 730 de?ned 
therein in registry with the attachment holes 72c. The 
relative position between the main and rear frames can 
be varied by relatively displacing attachment holes 72c, 
73c in increments equal to the hole-to-hole intervals. 
The ?anges 72b, 73b are fastened by fasteners 71 (only 
one shown) such as bolts, rivets, or studs, for example, 
passing through the aligned attachment holes 72c, 730. 
If one of the paired attachment holes 72c, 73c is an 
oblong hole, then a bolt and nut is selected as a fastener 
for coupling the ?anges 72b. 73b. With this arrange 
ment, the positional adjustment of the rear frame with 
respect to the front frame can be carried out not only by 
a manufacturer’s factory or a repair shop but also by a 
user. 

Although there have been described what are at pres 
ent considered to be the preferred embodiments of the 
present invention, it will be understood that the inven 
tion may be embodied in other speci?c forms without 
departing from the spirit or essential characteristics 
thereof. The present embodiments are therefore to be 
considered in all aspects as illustrative, and not restric 
tive. The scope of the invention is indicated by the 
appended claims rather than by the foregoing descrip 
tion. 
What is claimed is: 
1. A frame construction for use in a motor vehicle 

having front and rear forks, comprising: 
(a) a main frame including a head pipe for supporting 

the front fork angularly movably and a pivot for 
supporting the rear fork swingably; 

(b) said main frame comprising a pair of right and left 
?rst structures and a cross member interconnecting 
said first structures, each said ?rst structure com 
prising an elongated hollow body having a rectan 
gular cross section and a honeycomb member dis 
posed in said hollow body and having a multiplic 
ity of independent divided chambers; 

(c) said honeycomb member being arranged such that 
said divided chambers have central axes directed 



4,585,086 
7 

substantially perpendicularly to longer sides of the 
rectangular cross section of said hollow body; 

(d) each said ?rst structure of said main frame extend 
ing substantially rectilinearly in side elevation 
along a line interconnecting said head pipe and said 
pivot; and 

(c) said pair of ?rst structures and said cross member 
jointly constituting substantially an isosceles trian 
gle with said head pipe located in plan at a vertex 
subtending said cross member. 

2. A frame construction according to claim 1, 
wherein said ?rst structure has a cavity extending longi 
tudinally in said hollow body and free of said honey 
comb member. 

3. A frame construction according to claim 1, includ 
ing a rear frame having one end coupled to a rear upper 
surface of said main frame and extending upwardly in a 
rearward direction, said rear frame and said main frame 
being joined together through flat surfaces having suf? 
cient areas. 

4. A frame construction according to claim 1, 
wherein each said ?rst structure has a reinforcement 
member attached to a side thereof and extending there 
along. 

5. A frame construction according to claim 4, 
wherein said reinforcement member extends along sub 
stantially the entire length of said ?rst structure with 
which it is associated. 

6. A frame construction for use in a motor vehicle 
having front and rear forks, comprisiugn 

(a) a main frame including a head pipe for supporting 
the front fork angularly movably and a pivot for 
supporting the rear fork swingably; 

(b) said main frame comprising a ?rst structure com 
prising an elongated hollow body having a rectan 
gular cross section and a honeycomb member dis 
posed in said hollow body and having a multiplic~ 
ity of independent divided chambers; 

(c) said honeycomb member being arranged such that 
said divided chambers have central axes directed 
substantially perpendicularly to longer sides of the 
rectangular cross section of said hollow body; 

(d) said main frame extending substantially rectilin= 
early in side elevation along a line interconnecting 
said head pipe and said pivot; and 

(e) a rear frame which is positionally adjustable in a 
longitudinal direction of said main frame on a sur 
face thereof to which said rear frame is joined. 

7. A frame construction for use in a motor vehicle 
having front and rear forks, comprising: 
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(a) a main frame including a head pipe for supporting 

the front fork angularly movably and a pivot for 
supporting the rear fork swingably; 

(b) said main frame comprising a ?rst structure com 
prising an elongated hollow body having a rectan 
gular cross section and a honeycomb member dis 
posed in said hollow body and having a multiplic 
ity of independent divided chambers; 

(c) said honeycomb member being arranged such that 
said divided chambers have central axes directed 
substantially perpendicularly to longer sides of the 
rectangular cross section of said hollow body; 

(d) said main frame extending substantially rectilin 
early in side elevation along a line interconnecting 
said head pipe and said pivot; and 

(e) said main frame comprises a pair of said ?rst struc 
tures arranged substantially symmetrically with 
respect to a vertical plane including a longitudinal 
central axis of the main frame, said ?rst structures 
having distal ends coupled to said head pipe, and a 
cross member extending transversely and intercon 
necting said ?rst structures, said pair of ?rst struc 
tures and said cross member jointly constituting 
substantially an isosceles triangle with said head 
pipe located in plan at a vertex subtending said 
cross member. 

8. A frame construction according to claim 7, 
wherein said rear frame comprises a second structure 
comprising a honeycomb member and inner and outer 
plate members sandwiching said honeycomb member 
therebetween. 

9. A frame construction according to claim 8, 
wherein said rear frame comprises a pair of said second 
structures arranged substantially symmetrically with 
respect to the vertical plane including the longitudinal 
central axis of said main frame. 

10. A frame construction according to claim 9, 
wherein said second structures include lower portions 
adjacent to ends thereof coupled to said main frame and 
spreading away from each other toward said ends cou 
pled to said main frame. 

11. A frame construction according to claim 10, 
V wherein said outer plate members of said pair of second 
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structures have lower edges joined to upper edges of 
inner sides of said pair of ?rst structures. 

12. A frame construction according to claim 10, 
wherein said pair of second structures have intermedi 
ate portions arranged close to each other, including a 
rear cushion unit having an upper end supported be 
tween said intermediate portions. 
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