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[5 7] ABSTRACT 
An economical full capacity integrated heat pump 
water system which utilizes the basic components of 
conventional heat pump systems and a hot water heat 
exchanger incorporated in the system. The invention 
may be operated in three refrigerant ?ow con?gura 
tions, with ?ve associated operational modes. In one 
con?guration, the refrigerant flow is from the compres 
sor, through the hot water heat exchanger, through the 
outdoor heat exchanger, through an expansion device, 
through the indoor heat exchanger and back to the 
compressor. In a second con?guration, the refrigerant 
?ow is from the compressor, through the hot water heat 
exchanger, through the indoor heat exchanger, through 
an expansion device, through the outdoor heat ex 
changer, and back to the compressor. In a third con?gu 
ration, for the water heating only mode, the refrigerant 
flow is from the compressor, through the hot water heat 
exchanger, through an expansion device designed spe 
ci?cally for the range of refrigerant temperatures for 
hot water heating, through the outdoor heat exchanger, 
and back to the compressor. 

14 Claims, 4 Drawing Figures 
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INTEGRATED HEAT PUMP WATER HEATER 

BACKGROUND OF THE INVENTION 

This invention pertains to combining space heating 
and cooling systems with water heating systems. More 
particularly, the present invention utilizes a heat pump 
to variously provide space heating or cooling, either 
alone or in conjunction with water heating, or water 
heating alone. 
The use of heat pumps to provide heat or cool air to 

an interior space dependent on the refrigerant flow path 
is well known. The basic elements of such systems in 
clude a compressor, an indoor heat exchanger, an out 
door heat exchanger and refrigerant expansion devices. 
Such a heat pump system is used to heat an interior 
space by directing refrigerant from the compressor or 
to be condensed in the indoor heat exchanger, then 
through an expansion device to the outdoor heat ex 
changer, where the refrigerant is evaporated and di 
rected to the compressor. The system may be used to 
cool the indoor space by redirecting the ?ow of refrig 
erant in the cycle such that the indoor heat exchanger is 
the evaporator and the outdoor heat exchanger is the 
condensor. 

Furthermore, it is known that heat pumps may be 
used to heat water for hot water storage systems. 

In order to provide a more economical system, as 
well as to conserve energy usage, a number of com 
bined systems have been proposed whereby water heat 
ing is incorporated in an interior air heat pump space 
conditioner. Such systems economize on construction 
by allowing some common elements, such as the com 
pressor and the outdoor heat exchanger, to serve both 
water heating and space conditioning functions. Such 
systems economize on energy usage, for example, by 
utilizing heat removed from the interior space during 
cooling to heat hot water, rather than discharging all of 
such heat as waste heat. . 

US. Pat. No. 4,249,390 to Jones disclosed a heat 
pump waste heating system which utilizes an additional 
water-refrigerant heat exchanger. This system does, not 
disclose a separate water heating cycle and does not 
provide for a dedicated refrigerant path to bypass the 
indoor air heat exchanger. 
US. Pat. No. 4,311,498 to Miller discloses a desuper 

heater control system which utilizes superheat to heat 
water in a refrigeration apparatus. This patent does not 
provide for heating of air. 
US. Pat. No. 4,399,664 to Derosier discloses a heat 

pump water heating system which utilizes two in-line 
heat exchangers which may be optionally utilized to 
control the amount of heat recovered by heating water. 
US. Pat. No. 4,448,037 to Hama et al. discloses a 

combined cooling, heating and hot water service sys 
tem. In this patent the heating of hot water is con 
strained to occur during times of the day when heating 
and cooling is not required. 
US. Pat. No. 4,492,092 to Sinoral et al. discloses a 

combined cooling, heating and hot water system 
wherein the water heating portion of the system has 
controls to maintain safe hot water temperatures for 
domestic use. 
US. Pat. No. 4,507,938 to Hama et al. discloses a 

combined heating, cooling and hot water heating sys 
tem with dual refrigeration devices. 
US. Pat. No. 4,514,990 to Sulkowski discloses a com 

bined heating, cooling and hot water heating system 
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2 
which requires an extra condensor to remove excess 
heat from the refrigerant when the system is in the 
water heating only mode. 
A need still exists in the ?eld of combined heat pump 

hot water service systems for an economical and practi 
cal system. The prior art either requires additional 
major components, restricts the use of water heating, or 
does not provide a dedicated path to allow for water 
heating without operation of the space conditioning. 
Furthermore, conventional heating and air conditioning 
expansion valves are not appropriate for use under con 
ditions of water heating alone, and will result in unsta 
ble or limited operation. 

SUMMARY OF THE INVENTION 

The present invention provides an economical full 
capability integrated heat pump water heater system 
which utilizes the basic components of conventional 
heat pump systems; that is, a compressor, an indoor heat 
exchanger unit, an outdoor heat exchanger unit, neces 
sary expansion devices for each direction of refrigerant 
?ow, and the necessary piping, valves and controls. In 
addition, a hot water heat exchanger is incorporated in 
the system. Beyond these essential parts, this invention 
requires only the additional valves, controls and expan 
sion device to provide a dedicated expansion path for 
the refrigerant in the water heating only mode of opera 
tion, and a controllable restriction on the flow of water 
to the heat exchanger during the heating or cooling 
modes. In addition, the fan for moving air through the 
outdoor heat exchanger may have adjustable speeds to 
prevent overloading of the compressor from excessive 
evaporator pressure during the water heating only 
mode when the outside air temperature is high. 
The invention may be operated in three refrigerant 

?ow con?gurations, with ?ve associated operational 
modes. In one con?guration, the refrigerant flow is 
from the compressor, through the hot water heat ex 
changer, through the outdoor heat exchanger, through 
an expansion device, through the indoor heat ex 
changer, and back to the compressor. Two operational 
modes can occur in this con?guration: cooling the inte 
rior air alone or in conjunction with heating water. 

In a second con?guration, the refrigerant ?ow is from 
the compressor, through the hot water heat exchanger, 
through the indoor heat exchanger, through an expan 
sion device, through the outdoor heat exchanger, and 
back to the compressor. Two additional operational 
modes can occur in this con?guration: heating the inte 
rior air alone or in conjunction with water heating. 
The third con?guration, for the water heating only 

mode, comprises a refrigerant flow from the compres 
sor, through the hot water heat exchanger, through an 
expansion device designed speci?cally for the range of 
refrigerant temperatures for hot water heating, through 
the outdoor heat exchanger, back to the compressor. 
The expansion valve may be of the capillary tube type. 

In the various heating and cooling modes, the ?ow of 
the hot water through the hot water heat exchanger is 
restricted so that superheat is removed from the refrig 
erant, but so that is is not fully condensed. Unrestricted 
?ow during the water-heating only mode can allow full 
condensing of the refrigerant in the hot water heat 
exchanger, depending on water temperature. 

Therefore, it is an object of the present invention to 
provide a heat pump system which provides space heat 
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ing or space cooling alone or with water heating, and 
water heating alone. 

It is a further object of this invention to provide such 
an integrated heat pump water heating system which is 
economical in construction. 

It is yet a further object to provide such an integrated 
heat pump water heating system which conserves en 
ergy by bene?cially utilizing waste heat to heat water. 
These and other objects and advantages will appear 

from the following description with reference to the 
drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram of the refrigerant ?ow 
portion of an integrated heat pump water heater system, 
showing a ?rst refrigerant ?ow con?guration. 
FIG. 2 is a schematic diagram of the refrigerant flow 

portion of an integrated heat pump water heater system, 
showing a second refrigerant ?ow con?guration. 
FIG. 3 is a schematic diagram of the refrigerant ?ow 

portion of an integrated heat pump water heater system, 
showing a third refrigerant ?ow con?guration. 
FIG. 4 is a schematic diagram of the hot water flow 

portion of an integrated heat pump water heater system. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The preferred embodiment is now described with 
reference to the drawings, in which like numbers indi 
cate like parts throughout the views. 
FIG. 1 is a schematic diagram of the refrigerant ?ow 

portion of the heat pump water heater system, showing 
the path and direction of flow, by means of arrows 11, 
when the system is con?gured to provide cooling to the 
interior space. The compressor 12 supplies hot, super 
heated refrigerant under high pressure through refriger 
ant line 13 to a refrigerant-to-water heat exchanger 14. 
The hot gas is transported through refrigerant line 15 to 
the reversing valve 16. This valve directs the hot gas to 
the outdoor coil 17 and fan unit 18 where refrigerant 
heat is removed to the outdoor ambient air and the 
refrigerant is condensed to a high pressure liquid. The 
high pressure liquid is transported through refrigerant 
line 19 and a check valve 20 to the expansion device 21 
located at the indoor coil 22 and blower unit 23. The 
expansion device reduces the pressure on the refrigerant 
thereby throttling the refrigerant from a high pressure, 
high temperature liquid to a low pressure, low tempera 
ture refrigerant. This refrigerant is then evaporated by 
the indoor refrigerant to air coil 22 by removing heat 
from the indoor air as the indoor blower 23 circulates 
air over the coil. The low pressure gas is transported 
through refrigerant line 24 and then through check 
valve 34 to reversing valve 16. the reversing valve 16 
then directs the refrigerant to the suction accumulator 
26, which is then returned to compressor 12 where the 
low pressure gas is compressed to a high pressure, high 
temperature gas for the next cycle. It is important to 
note the refrigerant circuit including refrigerant line 27, 
solenoid valve 28, and ?xed restriction expansion de 
vice 30 is made inactive in this mode by solenoid valve 
28 being closed. 
Water may be substituted for air as the heat exchange 

medium in the outdoor heat exchanger, in which case 
the outdoor coil and fan unit will be replaed by a heat 
exchanger. The water may be supplied by a closed loop 
system where the water is heated or cooled by the 
ground after circulating through the heat exchanger. 
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4 
The water may also be supplied by an external source of 
water, such as a lake or pond. 
The con?guration in FIG. 1 can be utilized to pro 

vide space cooling, with or without the water heating 
function. When no water is circulated through the 
water side of the refrigerant-to-water heat exchanger 
14, no water is heated and the system acts simply as a 
space cooler. By circulating water through heat ex 
changer 14, the water is heated by removing some or all 
of the superheat from the refrigerant. The outdoor coil 
17 and fan unit 18 operates to complete condensation of 
the refrigerant. 

FIG. 2 shows the con?guration of the refrigerant 
flow for space heating. This circuit arrangement is es 
sentially the same as the space heating mode for a con 
ventional space conditioning heat pump. The compres 
sor 12 supplies hot, superheated refrigerant under high 
pressure through refrigerant line 13 to the refrigerant 
to-water heat exchanger 14. The hot gas is transported 
through refrigerant line 15 to the reversing valve 16. 
This valve directs the refrigerant through solenoid 
valve 25, which is open in this mode, to the indoor coil 
22 and blower unit 23 where indoor air is circulated 
over the coil, removing heat from the refrigerant 
thereby condensing it to a liquid. The refrigerant then is 
transported through check valve 31 and refrigerant line 
32 to expansion device valve 33. The expansion device 
33 throttles the refrigerant from a high presure, high 
temperature state to a low pressure, low temperature 
state. It then travels through refrigerant line 19 to the 
outdoor coil 17 and fan unit 18 where heat from circu 
lated outdoor air evaporates the refrigerant. This low 
pressure refrigerant gas then goes to reversing valve 16 
where it is directed to the suction accumulator 26 and 
then returned to compressor 12, where the low pressure 
gas is compressed to a high pressure, high temperature 
gas to complete the cycle. As with the cooling con?gu 
ration, refrigerant line 27 and its in-line components 28 
and 30 are inactive since solenoid valve 28 is in its nor 
mally closed position. 

Again, water heating will depend on whether or not 
water is circulated through the refrigerant-to-water 
heat exchanger 14. If water is circulated, it removes part 
or all of the refrigerant superheat. The indoor coil 22 
and blower unit 23 is also operable to complete refriger 
ant condensing and thereby provide space heating. 
The con?guration to supply water heating only is 

shown schematically in FIG. 3. In this mode all of the 
refrigerant’s heat is taken for water heating and outdoor 
air is utilized for refrigerant evaporation. The indoor 
coil 22 and blower unit 23 and associated subcircuit 
components are isolated from the refrigeration circuit 
by closing solenoid valve 25. The outdoor fan 18 may 
be operated at a reduced speed at high outdoor temper 
atures to prevent overloading the compressor. Com 
pressor 12 supplies hot, superheated refrigerant under 
high pressure through refrigerant line 13 to refrigerant 
to=water heat exchanger 14. Water is circulated through 
this heat exchanger removing heat for water heating 
suf?cient to condense the refrigerant. The high pressure 
liquid refrigerant is transported through refrigerant line 
15 to refrigerant line 27 through solenoid valve 28, 
which is open in this mode. The high pressure refriger 
ant passes through a dedicated expansion device 30 that 
throttles the refrigerant from a high pressure, high tem 
perature state to a low pressure, low temperature state. 
The refrigerant then goes to outdoor coil 17 and fan unit 
18 where heat from the outdoor air evaporates it. The 
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low pressure gas goes to reversing valve 16 where it is 
directed to suction accumulator 26 and ?nally back to 
compressor 12. The compressor compresses the low 
pressure gas to a high pressure superheated gas to com 
plete the cycle. In this mode of operation, since the 
indoor coil 22 is isolated from the high pressure side of 
the circuit, any residual liquid refrigerant in this coil and 
associated lines 24 and 32 is removed by flow through 
expansion device 33 at junction 35 because of the lower 
pressure in the circuit between the expansion device 30 
and the suction port of compressor 12. This is important 
for proper management of the refrigerant for satisfac 
tory system operation. 
By placing the hot water heating dedicated line 27 

and expansion device 30 ahead of the reversing valve 
16, the need to circulate refrigerant in the liquid state 
through reversing valve 16 is avoided. However, the 
hot water heating dedicated line 27 and expansion de 
vice 30 may be used after reversing valve 16. 

Also, the dedicated expansion device 30 allows stable 
system operation in this mode. The use of the same 
expansion device 33 utilized for space heating is unsatis 
factory for this mode since its capacity is too great for 
dedicated water heating, within the desirable operating 
parameters. Preferably, the dedicated expansion device 
30 is a ?xed restriction expansion device and may com 
prise a capillary tube. 
FIG. 4 shows the water heating plumbing schematic 

for the integrated heat pump water heater system. 
Water is drawn from the hot water tank 40 by circulat 
ing pump 41. Water leaves the tank via coaxial ?tting 42 
and ?ows through the heat exchanger supply pipe 43 to 
the suction port of circulating pump 41. It then goes 
through either valve 44 or hydronic zone valve 45. 
From this parallel circuit, water is supplied to refriger 
ant-to-water heat exchanger coil 14 and picks up heat. 
The hot water ?ows from the heat exchanger via water 
line 46 to coaxial ?tting 42 and is discharged into hot 
water tank 40. Hydronic zone valve 45 is closed when 
the system is either heating or cooling the interior air. In 
this case, the valve 44, which may be a globe valve or a 
thermostatic control valve, permits a reduced water 
flow rate to limit heat removal from the refrigerant for 
water heating to prevent condensing the refrigerant 
while operating in this mode. In the water heating only 
mode, an increased water ?ow rate is provided by open 
ing hydronic zone valve 45 for increased heat removal 
for water heating since, in this mode, full condensing is 
done by refrigerant-to-water heat exchanger 14. Other 
means for controlling the water ?ow rate such as a 
variable speed pump or a ?ow control valve, both con 
trolled by water temperature, may be employed equally 
satisfactorily. 
While the invention has been described in detail with 

particular reference to the preferred embodiment 
thereof, it will be understood that variations and modi? 
cations can be effected within the spirit and scope of the 
invention as previously described and as de?ned by the 
claims. 
What is claimed is: ‘ 

1. An integrated heat pump water heater system for 
providing either heating or cooling of an interior space, 
and heating water in conjunction with either the heat 
ing or cooling cycle or independently, by means of a 
refrigerant ?owing through the system, comprising: 

a compressor; 
a ?rst heat exchanger means for providing heat to the 

interior space in the heating cycle and for remov 

5 

5 

20 

25 

30 

40 

45 

55 

60 

65 

6 
ing heat during the cooling cycle by heat transfer 
with a refrigerant therein; 

a second heat exchanger means for transferring heat 
to or from a refrigerant therein by heat exchanger 
with an exterior medium; 

a third heat exchanger means for transferring heat 
from a refrigerant therein to water circulated 
therethrough; 

a ?rst expansion device; 
a second expansion device; 
a third expansion device; 
refrigerant flow connection means connected be 
tween said compressor, said heat exchanger means, 
and said expansion devices which may be control 
lably connected in alternate con?gurations 
whereby, 

in a ?rst con?guration the refrigerant flow is sequen 
tially from said compressor, through said third heat 
exchanger means, through said second heat ex 
changer means, through said ?rst expansion device, 
through said ?rst heat exchanger means, and back 
to said compressor, 

in a second con?guration the refrigerant ?ow is se 
quentially from said compressor, through said third 
heat exchanger means, through said ?rst heat ex 
changer means, through said second expansion 
device, through said second heat exchanger means, 
and back to said compressor, 

in a third con?guration the refrigerant flow is sequen 
tially from said compressor, through said third heat 
exchanger means, through said third expansion 
device, through said second heat exchanger means, 
and back to said compressor; 

?ow connection control means for con?guring said 
refrigerant flow connection means; and 

cycle control means for controlling the operation of 
said compressor and the rate of ?ow of water 
through said third heat exchanger means based on 
the con?guration of the system, the temperature of 
the water to be heated, and the temperature of the 
interior space. 

2. The system of claim 1, wherein said third expan 
sion device is sized for refrigerant flow in the third 
con?guration of said refrigerant ?ow connection 
means, where water is heated in said third heat ex 
changer. 

3. The system of claim 1, wherein said refrigerant 
flow connection means comprises a reversing valve, 
and wherein said third heat exchanger means and said 
third expansion device are directly connected by said 
refrigerant ?ow connection means without said revers 
ing valve therebetween, such that when the system is in 
said third con?guration condensed refrigerant from said 
third heat exchanger means does not flow through said 
reversing valve. 

4. The system of claim 2, wherein said third expan 
sion device is a capillary tube. 

5. The system of claim 3, wherein said third expan 
sion device is a capillary tube. 

6. The system of claim 4, wherein said ?rst and sec 
ond expansion devices are thermostatic expansion 
valves. 

7. The system of claim 4, wherein said ?rst and sec 
ond expansion devices comprise a single two-way ex 
pansion device. 

8. The system of claim 1, wherein said second heat 
exchanger means comprises a variable speed fan for 
causing ambient air to flow through said heat exchanger 



7 
means, and wherein said cycle control means further 
controls the speed of said variable speed fan to adjust 
the amount of heat transferred between the ambient air 
and the refrigerant. 

9. The system of claim 2, wherein said second heat 
exchanger means comprises a variable speed fan for 
causing‘ ambient air to flow through said heat exchanger 
means, and wherein said cycle control means further 
controls the speed of said variable speed fan to adjust 
the amount of heat transferred between the ambient air 
and the refrigerant. 

10. The system of claim 4, wherein said second heat 
exchanger means comprises a variable speed fan for 
causing ambient air to ?ow through said heat exchanger 
means, and wherein said cycle control means further 
controls the speed of said variable speed fan to adjust 
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8 
the amount of heat transferred between the ambient air 
and the refrigerant. 

11. The system of claim 1, wherein said second heat 
exchanger means transfers heat to or from a refrigerant 
therein and the exterior ambient air. 

12. The system of claim 1, wherein said second heat 
exchanger means transfers heat to or from a refrigerant 
therein and water. 

13. The system of claim 12, wherein said water in said 
second heat exchanger means is provided by a closed 
loop system wherein the water is cooled or heated in 
the ground after passing through said heat exchanger 
means. 

14. The system of claim 12, wherein said water in said 
second heat exchanger means is provided from an exter 
nal source of water in a once-through system. 

* I? it 1‘ 1k 


