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To aZZ whom it may concern. 
Be it known that we, SAMUEL REGINALD 

CONWAY and JOHN SAMUEL WHITE, subjects 
of the Queen of Great Britain, residing at 39 
lVood Street, Oheapside, London, England, 
have invented a certain new and useful Im 
provement in Gloves, (for which we have ob 
tained a patent in Great Britain, No. 203, 
dated January 5, 1891,) of which the follow 
ing is a full, clear, and exact speci?cation. 
This invention has for its object to provide 

a new and improved glove wherein the top 
or wrist portion is strengthened to prevent it 
from tearing when pulling on the glove. To 
accomplish this object our invention involves 
the features of construction and the combina 
tion and arrangement of devices hereinafter 
described and claimed, reference being made 
to the accompanying drawings, in which— 
Figure 1 is a plan View of a glove con 

structed in accordance with our invention. 
Fig. 2 is a similar view showing the Wrist 
portion in an open position, and Fig. 3 is a 
similar view showing the glove partially 
turned inside out to more clearly exhibit the 
strengthening-section at the front of the wrist 
portion. 
In order to enable those skilled in the art 

to make and use our invention We will now 
describe the same in detail, referring to the‘ 
drawings, wherein— 
The numeral 1 indicates a glove-body and 

2 a stout strengthening-section attached to 
the top of the glove on the inside of the 
wrist portion. This strengthening-section 
extends to and terminates a short distance 
below the bottom 3 of the slit 4, where it is 
secured by a line of stitches running across 
the palm portion of the glove, and prefer 
ably it is of a width sufficient to extend from 
the side seam 5 to the crease 6 of the glove. 
The strengthening-section is attached by the 
stitches which form the side seam 5 and by the 

stitches 7 of the seam round the‘ top of the 
thumb-piece. Those portions of the stren gth 
ening-piece which extend along the crease 6 
and from the thumb-piece across the palm to 
the side seam -5 are preferably secured by a 
double row of stitches. 

If desired, the back of the glove-body at 
the wrist portion may be strengthened by a 
supplemental section 8 of stout material, 
which is stitched to the glove~body on the 
lines 9, 10, 11, and 12. This back-strength 
ening piece may be of any shape suitable for 
the conditions required. 
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By extending the strengthening-section 2 ‘ 
across the palm of the glove, below the bot 
tom 3 of the slit 4, and stitching the inner 
end portion of the said section across the 
palm portion in juxtaposition to the bottom 
of the slit the glove is made strong and sub 
stantial at its weakest portion, while such 
section 2 also strengthens the wrist portion 
of the glove and prevents it from tearing 
when pulling on the glove. 
The invention is particularly useful in the 

manufacture of ?ne kid gloves which are 
not lined throughout. By terminating the 
strengthening-section 2 at a point below but 
in juxtaposition to the bottom of the slit 4 
and stitching such section to the glove across 
the palm portion from the crease G to the 
thumb-piece this section 2 ful?lls all the con 
ditions required to strengthen the glove at 
the inside of the wrist portion, while the ?n 
gers, back portion of the body, and the palm 
portion may be left unlined the same as in 
?ne kid gloves in ordinary use. 

. Having thus described our invention, what 
we claim is— 

1. A glove having a slit and a strengthen 
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ing-section arranged on the inside of its wrist . 
portion and terminating below the bottom'of 
the slit and stitched to the glove across the 
palmportion thereof in juxtaposition to the 
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