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To all whom it may concern. 
Be it known that I, ALFRED HERBERT STE 

VENS, a citizen of the United States, residing 
in the city of Philadelphia, in the county of 
Philadelphia and State of Pennsylvania, have 
invented certain new and useful Improve 
ments in a Combined \Vritin g and Moistenin g 
Device, of which the following is a speci?ca 

. tion. 
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My invention has relation to combined writ 
ing and moistening appliances adapted to be 
carried in the pocket. 
The principal object of my invention is to 

provide a compact, inexpensive, and durable 
pocket combination device adapted for Writ 
ing with a pen or pencil, erasing, and for 
moistening stamps or other articles. 
My invention consists of a combined writ 

ing and moistening device comprising a tube 
partitioned to form a socket and a liquid-re 
ceptacle, a writing-instrument detachably ?t 
ting the socket, a nipple provided with a seat 
and detachably ?tting the receptacle and 
having absorbent material protruding there 
from, and a cap detachably ?tting the seat to 
shield the absorbent material and close the 
liquid-receptacle. 
My invention further consists of a combined 

writing and moistening device comprising a 
tube transversely partitioned to form a socket 
and a'liquid-receptacle, a Writing-instrument 
detachably ?tting said socket, a perforated 
diaphragm in said receptacle, a nipple pro— 
vided with a seat and detachably ?tting said 
receptacle and having absorbent material 
protruding therefrom, and a cap adapted to 
be ?tted onto said seat to shield the absorb 
ent material of said nipple; and my invention 
further consists in theimprovements herein 
after described, and pointed out in the claims. 
The nature and particular characteristic 

features of my invention will be more fully 
understood from the following description, 
taken in connection with the accompanying 
drawings, forming part hereof, and'in which— 
Figure 1 is an elevation of a combined 

writing and moistening device embodying 
features of my invention and showing the 
moistening appliance in a closed and my 
writing-instrument in an open or operative 
position and with an eraser at the opposite 
end thereof concealed within the body of the 

device. Fig. 2 is a longitudinal central sec 
tion of Fig. 1, showing the construction of 
the interior of the device of my invention. 55 
Fig. 3 is an elevation of a combined writing ’ 
and moistening device embodying a modi?- ' 
cation of my invention, showing a writing-in 
strument comprising a pen and pencil and 
also showing the cap provided witha rubber 
or other form of eraser; and Fig. 4 is a longi 
tudinal central section of Fig. 3, showing the 
moistening appliance in an operative posi 
tion. ' . 

In the drawings, a is a tube adapted to be 
held in the hand in the same manner that an 
ordinary pen-holder is held during the oper 
ation of writing and of such length that it 
may be conveniently inserted into a waistcoat 
or other pocket. The tube a is divided by 
means of a transversely-ranging partition a" 
into a socket a2 and a liquid-receptacle d3 for 
a purpose to be presently described. 

a5 is a transversely-ranging diaphragm at 
tached to the interior wall of the receptacle 
a3 and provided with a small aperture 0,6 for 
controlling the passage of the liquid there 
from. The wall a7 of the aperture a“ is pref 

' era-bly beveled or formed sloping in order to 
afford a tight joint between the diaphragm 
a5 and the lower portion of a nipple b, which 

60 

65 

80 

is preferably formed tapering, as at b’, so as _ 
to ?t snugly the wall a7 of the diaphragm. 
This nipple b is adapted to be ?tted into the 
upper portion of the receptacle (t3 and is pro 
vided with a ?ange 122, which forms a seat for 
a detachable cap d. e is an absorbent sub? 
stance or material, preferably sponge, which 
is inserted into the nipple b and protruding 
beyond the upper extremity thereof. 
Referring now to Figs. 1 and 2,fis a pen 

cil provided with a rubber or other type of 
eraser f2 and adapted to be detachably ?tted 
into the socket o2, so that either the pencil or 
the rubber, as required, may be caused to as 
sume a position in the tube a for use. 

In Figs. 3 and 4, g is a carrier provided with 
a pen g’ and with a pencil g2 and adapted to 
be detachably ?tted into the socket 602, so that 
either the pen or pencil, as required, may be 
caused to protrude from the tube, as will be 
readily understood by reference to the draw 
ings. g3 is a ?ange formed on the carrier g 
and adapted to engage with the lower portion 
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of the tube a, in order to limit the motion of 
the carrier g therein. In this instance the cap 
(Z is provided with a rubber tip or other form 
of eraser d’ and with a ?ange d2 for affordinga 
convenient means for grasping the cap with 
the ?ngers. 

In use the receptacle a3 is ?lled with water, 
mucilage, or other preferred liquid or ?uids, 
as is indicated at h in Figs. 2 and 4., by re 
moving the nipple b and with it the cap (I, 
whereupon the cap and nipple after ?lling 
are returned to place. i 
The hereinbefore-described device may be 

employed as a writing-instrument by placing 
the cap d upon the nipple b to protect the 
absorbent material e, as shown in Figs. 1, 2, 
and 3, and then causing the pencils f or g2, 
pen g’, or rubber f2 to protrude from the 
lower portion of the tube a, as indicated in 
the drawings. I 
To employ the device as a moistener, the 

pen 9’ or pencil f may be inserted into the 
socket a2 and the cap at removed from the 
nipple b, whereupon the liquid contained in 
the receptacle a3 may be caused to ?ow in 
small quantity past the diaphragm (is onto and 
into the absorbent material e by the simple 
operation of reversing the tube a. The ab 
sorbent material 6 thus moistened may then 
be employed in any convenient manner for 
transferring a portion of the liquid or fluid to 
the articles to be gummed or moistened. 

It will be obvious that modi?cations may 
be made in details of the invention without 
departing from the spirit thereof. For exam 
ple, the conical or tapering Wall a7 or the dia 
phragm a5 may be dispensed with, and hence 
I do not limit myself to the exact construc 
tion and arrangement of parts, as hereinbe 
fore explained; but, 
Having thus described the nature and ob 

jects of the invention, what I claim as new, 
and desire to secure by Letters Patent, is;_ 

1. A combined writing and moistening de 
vice comprising an integral tube partitioned 
to form a socket and a receptacle, a writing 
instrument detachably ?tting said socket, a 
nipple comprising a shell having open ex 
tremities, whereof one is ?tted into and en 
gages the interior side walls of the open ex 
tremity of the receptacle and the other con 
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tains absorbent material protruding there 
from, said nipple being provided with an an 
nular ?ange or seat engaging the open ex 
tremity of said receptacle, and a cap detach 
ably ?tting said seat, substantially as and for 
the purposes set forth. 

2. A combined writing and moistening de 
vice comprising an integral tube partitioned 
to form a socket and a liquid or ?uid recep 
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tacle, a reversible writing-instrument com-V 
prising a pencil and pen detachably ?tting 
said, socket, a nipple comprising a cylindrical 
shell having open extremities, whereof one 
is ?tted into and engages the interior side 
walls of the open end of the receptacle and 
the other contains absorbent material pro 
trudingtherefrom, said nipple being provided 
with an annular ?ange or seat engaging the 
open extremity of said receptacle, and a cap 
provided withan eraser and detachably ?t 
ting said seat, substantially‘ as and for the 
purposes set forth. 

3. A combined writing and moistening de 
vice comprising a tube transversely parti 
tioned to form a socket and a liquid-recepta 
cle, a pencil detachably ?tting said socket, a 
perforated diaphragm in said receptacle, a 
nipple provided with a seat and detachably 
?tting said receptacle, absorbent material 
protruding from said nipple, and acap adapt 
ed to be ?tted onto said seat, substantially as 
and for the purposes set forth. 

4. A combined writing and moistening de 
vice comprising a tube transversely parti 
tioned to form a socket and a liquid-recepta~ 
ole, a writing-instrument detachably ?tting 
said socket, a diaphragm provided with a 
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conical opening, a nipple detachably ?tting > 
said receptacle and provided with a seat and 
with a conical extremity engaging the open 
ing in said diaphragm, absorbent material 
protruding from said nipple, and acap adapt 
ed to be ?tted onto said seat, substantially as 
and for the purposes set forth. 
In witness whereof I have hereunto set my 

signature in the presence of two subscribing 
witnesses. 

ALFRED HERBERT STEVENS. 
Witnesses: 

HERMANN BORMANN, 
RICHARD O. MAXWELL. 


