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To aZZ whom it may concern. 
Be it known that I,- C‘HARLEs EDWARD 

> METZGER, a citizen of the United States, and 
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a resident of ‘Villiamsport, in the county of 
Lyconiing and State of Pennsylvania, have 
lnvented certain new and useful Improve 
ments in Umbrellas or Parasols, of which the 
following is a speci?cation. 
My invention relates to improvements in 

umbrellas or parasols,and more particularly 
to improvements in the construction of the 
notch and the rib and in the manner of se 
curing the rib to the notch, and is an im 
provement upon Patent No. 430,251, granted 
to me 011 September 9, 1890. 
My invention consists of a notch furnished 

with sockets, the opposite walls of each socket 
being perfectly straight and parallel to each 
other and adapted to receive and hold the 
end of the rib, which is furnished with a cy 
lindrical or approximately cylindrical head 
having ?at sides adapted to bear against the 
?at walls of_the socket. 
My invention further consists in a device 

for closing the upper parts of the sockets in 
the notch, so as to retain the heads on the 
ribs in place within the sockets, and in the 
peculiar construction or crook upon the up 
per part of the rib, whereby the rib is caused 
to lie directly alongside the stick when the 
umbrella is closed and prevents the upper 
part of the rib from cha?ng and cutting the 
cover. 

In the accompanying drawings, forming 
part of this speci?cation, and in which simi 
lar letters of reference indicate similar parts 
throughout the several views, Figure 1 is a 
side elevation of upper part of umbrella 
stick, showing the notch and upper part of 
ribs; Fig. 2, an enlarged sectional elevation 
of the upper part of stick and notch; Fig. 3, 
a view of upper part of a rib; Fig. 4, a top 
plan of notch; Fig. 5, abottom plan of notch, 
and Fig. 6 a plan of cap for closing upper part 
of notch. 
A is the umbrella-stick; B, my improved 

notch; G, the rib, and D the cap for closing 
the upper part of sockets in the notch. 
My notch B is constructed of metal. It is 

furnished with a central aperture a, through 
which the stick passes, and it is secured to' 
the stick in the usual manner. 

Z) are equidistant sockets in notch B for re 
ceiving and holding the ends of the ribs. 
These sockets are preferably milled out or 
cast in the notch, and'the opposite sides of 
each socket are perfectly ?at and preferahl y 
parallel to each other. c are slots upon the 
front and bottom of the sockets, through which 
the neck or. upper part of the rib passes, and 
which allow the rib to be raised and lowered 
to open or close the umbrella. 
The upper part of the rib C is furnished 

with a cylindrical head (Z, the axis of which 
is placed at right angles to the axis of the 
rib. The ends of this cylindrical head are 
perfectly hat and are at right angles to its 
axis. The cylindrical head (Z is of a length 
exactly equal to the width of the sockets Z), 
so that when this head is placed within the 
sockets the ?at ends of the head will bear 
against the ?at side walls of the sockets, and 
the rib will hence have great rigidity when in 
place. I have described and illustrated the 
head (Z as cylindrical in shape, and I prefer 
this construction as it better ?lls the sockets 
b; but it will be understood that the head 
may, if desired, have a spherical form with 
?at sides to bear against the walls of the 
sockets. - 

As the sockets b have an inside as well as 
outside and end walls, I have made the up 
per part of the rib with an inward crook, so 
as to cause the rib to lie directlyalongside the 
stick A when the umbrella is folded up. This 
arrangement of the ribs not only permits the 
umbrella to be folded into a very small space. 
but also keeps the upper part of the rib from 
touching and cha?ng the cover when the um 
brella is raised or lowered. 
The heads of the ribs being placed in the 

sockets Z), I drop the cap D upon the tops of 
the dividing-walls between the sockets and 
then bend the front walls, which are some 
what higher than the end walls, o'ver this cap, 
as shown in Fig. 2, securely locking this cap 
and the ribs in place. 
The cap I) is preferably furnished with a 

50 

55 

65. 

75 

85 

9O 

95 



IO 

(0 

beveled edge, as shown, so that the outside 
walls of they sockets b may be more easily‘ 
bent over it; 
My notch, When attached to the stick and 

carrying the ribs, presents no sharp surfaces 
to cut or chafe the cover, as is the case with 
the notch generally in use. 
The slots 0 upon the front of the notch are ' 

of sufficient length to allow the umbrella or. 
parasol to turn inside out Without breaking’ 
or injuring it. ‘ 
Broken ribs may be very readily removed 

from and new- ribs placed in the sockets in- ‘ 
the notch by raising the cap Dsuf?ciently to, ‘ 
allow the passage of the head dot‘ the rib be 
tween it and the upper part of notch. 
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Having thus described my invention, I 
claim— I‘ 
The combination, in an umbrella or para 

sol, of the stick, a notch furnished with sock 
ets having perpendicular dividing-Walls and 
front walls somewhat higher than the divid 
iing-Walls, slotsin the front Walls opposite the 
sockets, ribs with ?at-sided heads, and a ?at 
vdislcof metal adapted tolie on the dividing 
‘walls and to be held in place by bendingin the 
upper end of the front walls, all substantially 
:as and for the purposes set forth. 

0. E. M‘ETZ'GER. 
Witnessesz: 

JOHN H. ROZEMA, 
A. J. BENJAMIN. 


