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[57] ABSTRACT 
There is a disclosed a belt buckle holder which is 
adapted to be mounted ?ush against a wall. The holder 
comprises a front portion having a planar surface. The 
front portion contains a plurality of perforations, each 
adapted to receive the tongue of a belt buckle. A back 
portion is provided which is af?xed to the back of the 
front portion. This back portion covers the perforations 
in the front portion to prevent the tongues of belt buck 
les inserted therein from scratching the surface underly 
ing the back portion of the belt buckle holder when 
mounted on a wall. 

6 Claims, 5 Drawing Figures 
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BELT BUCKLE RACK 

BACKGROUND OF THE INVENTION 
This invention relates to a belt buckle holder adapted 

to be mounted ?ush against a wall. 
Perforated panels are commonly mounted on walls 

and ?xtures of various kinds and con?gurations are 
hooked into the perforations of the panels for support 
ing merchandise, tools, kitchen utensils, and other ob 
jects. The ?xtures, which extend completely through 
the perforations of the panel from front to back, are 
likely to cause scratching of the underlying surface. 

SUMMARY OF THE INVENTION 

A belt buckle holder is provided which is adapted to 
be mounted ?ush against a wall. The holder comprises 
a front portion having a planar surface. The front por 
tion contains a plurality of perforations, each adapted to 
receive the tongue of a belt buckle. A back portion is 
provided which is af?xed to the back of the front por 
tion. This back portion covers the perforations in the 
front portion to prevent the tongues of belt buckles 
inserted therein from scratching the surface underlying 
the back portion of the belt buckle holder when 
mounted on a wall. 

BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a plan view of the front of the belt buckle 

rack. ' 

FIG. 2 is a plan view of the side of the belt buckle 
rack. The other side is identical. 
FIG. 3 is a plan view of the back of the belt buckle 

rack. ' 

FIG. 4 is a partial cross-sectional view of the belt 
buckle rack taken along line 4-4 of FIG. 1. 
FIG. 5 is a partial cross-sectional view taken along 

line 5-5 of FIG. 3. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Referring to FIGS. 1, 2, and 3, there is shown a belt 
buckle holder 10 comprising a headpiece 12 and a body 
piece 14. The body piece 14 comprises a planar front 
portion 16 and a planar back portion 18. The front por 
tion contains a plurality of perforations 20, each of 
which is adapted to receive the tongue of a belt buckle. 
Belt buckles which may be mounted in the perforations 
are, e.g., conventional Western-type belt buckles which 
are detachable from the belt itself. The provision of a 
large number of belt buckles permits a great deal of 
variance and appearance of the wearer while requiring 
only a single belt. The belt buckles per se are conven 
tional and do not form a part of this invention. 
The back portion 18 of the body piece 14 covers the 

entire back of the front portion 16. It may be af?xed to 
the front portion 16 by means of glue and/or stitching 
around the edges of the holder. The back portion 18 
covers the perforations 20 in the front portion 16, 
thereby preventing the tongues of belt buckles which 
are inserted into the perforations from scratching the 
wall surface underlying the back portion of the belt 
buckle holder. This is illustrated in FIG. 4 and shows 
that a perforation 20 does not extend all the way 
through the thickness of the body piece 14. It will be 
understood that back portion 18 is af?xed to the front 
portion 16 only at the edges thereof, i.e., they are not 
integral throughout the entire portion of the body piece 
14 so as to provide space between front portion 16 and 
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back portion 18 into which the tongue of a belt buckle 
may extend. The tongue of a belt buckle extends 
through the perforation 20 and either up, down or side 
ways in the space between front portion 16 and back 
portion 18. 
The front portion may be, for example, genuine cow 

hide, to which sealer may be applied to prevent aging. 
Typically, the front portion 16 may be seven inches 
wide and 24 inches long. The size may be varied to ' 

_ accommodate fewer or more belt buckles. The front 
portion may be tooled and personalized with a name or 
initials. It may contain two vertical rows of perforations 
as shown, or a single row of perforations. 
The back portion 18 may comprise a much lighter 

piece of leather or some other material. It is the same 
dimensions as the front portion 16 and, as previously 
described, is glued or sewn to the back of the front 
portion along the edges thereof. 
The headpiece 12 may be made of wood, such as oak, 

with the edges tooled. It may be varnished in its natural 
color. Typically, the headpiece 12 is eight inches wide, 
2 inch thick, and 11 inches high. As shown in FIGS. 3 
and 5, the lower portion of the back of the headpiece 12 
may be mortised so that the body piece 14 ?ts into the 
mortised portion, thus presenting a flush surface on the 
back side. The body piece 14 may be secured to the 
headpiece 12 by means of screws 22. The headpiece 12 
is also provided with perforations 24 which extend only 
a portion of the way through the headpiece to permit 
mounting of the holder onto fastening means, e.g., 
screws, mounted in a wall. 
FIG. 5 illustrates holder 10 in use. The tongue of belt 

buckle 30 is received within a slot 20, retaining belt 
buckle 30 in holder 10. 
What is claimed is: 
1. A belt buckle holder comprising: 
a decorative head piece designed to be mounted on a 

support surface; and 
a body piece comprised of a front and back element, 

each having a ?at front and back surface; 
said body piece being attached to said head piece and 

extending downward therefrom; 
said front element overlying said back element; 
said front element having holes therethrough being 
exposed on said front element’s ?at front surface to 
receive tongues of belt buckles; 

said back element being continuous behind said holes; ' 
said head piece being comprised of wood a rigid 

material and said body piece being comprised of 
leather a ?exible material; 

said head piece having a mortised lower edge, said 
body piece engaging said mortised lower edge such 
that the back surfaces of said head piece and said 
body piece are in substantially the same plane. 

2. A belt buckle holder according to claim 1 wherein 
said back element completely underlies said front ele 
ment. 

3. 'A belt buckle holder according to claim 2 wherein 
said front and back elements are of the same approxi 
mate size and shape. 

4. A belt buckle holder according to claim 3 wherein 
the back element is a continuous piece of material. 

5. A belt buckle holder according to claim 3 wherein 
said back element is attached to said front element. 

6. A belt buckle holder according to claim 5 wherein 
said back element is attached to the front element only 
along the periphery of said elements. 
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