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To all whom it may concern. 
Be it known that ‘I, JOHN FRIES, of New 

York city, New York, have invented an Im 
proved Powder-Distributer, of which the fol 
lowing is a speci?cation. 
This invention relates to a powder~distrib 

uter to be used by barbers for rubbing chalk 
or powder upon the face of a person after he 
has been shaved. The powder is secured to 
one side of a number of sheets formed into a 

_ pad, and which is attached to a handle of pe 
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sheet, and thus infection is 

culiar construction. When one of the sheets 
has been used up orhas become contaminated, 
it is removed and replaced by the'next clean 

avoided. ‘ 
The invention consists in the various fea 

tures of improvement more fully pointed out 
in the ‘claims. _ i 

In the accompanying drawings, Figure 1 is 
alongitudinal section of my improved powder 
distributer, and Fig. 2 an elevation of the 
831119. 
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‘ The letter‘a. represents a handle provided 
7 with a curved or outwardly-bulged head a’. 
This head constitutes the seat for a pad com 
posed of a number of sheets b, secured to the 
backing b’. Each of the sheets I) is coated on 

. its upper side with chalk or other powder that 
is to be rubbed upon the skin. 
In order to secure the pad to the head a’, 

the latter is provided at its front edge with a 
slot a2, that receives the end of the backing b’, 

' such backing projecting somewhat beyond 
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the sheets I). The slot 02 extends the entire 
width of the pad, so as to properly engage the 

backing from end to end. A set-screwo, pass- 7 
ing through a tapped hole of head a’, pushes 
a vertically-movable plate 0’, that is placed in 
the slot a2 up against‘ the backing b’, and thus 
properly locks the backing in place. At the 
opposite end the pad is held in place by a 
clamping-jaw d, hinged to the handle and 
held down upon the pad bya pair of bent 
springs 01’. A button d2 serves to raise the 
‘jaw. off the pad against the action of'the 
springs whenever the top sheet is to be re 
moved. ‘ 7 

It will be observed that by raising the clamp 
oif the pad the top sheet can be quickly torn 
o?, inasmuch as it will be entirely exposed 
from end to end. This is ‘due to the fact that 
only one end of7the pad is held down by the 
clamp, while at the other end the backing I)’ 
only is locked in place, the sheets themselves 
being not locked to the head or handle. 
What I claim is— - 
.1. The combination of handle at, having 

bulged head a’, slotted at M, with the set 
screw 0, and with the jaw d and springs d’, 
substantially as speci?ed. 
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2. The combination of a handle at, having ' 
bulged head a’, slotted at a2, with set-screw c, 
spring-jaw d, and pad I) b’, the backing b’ 
of which projects beyond the sheets at one end . 
to enter the slot, substantially as speci?ed. 

JOHN FRIES. 
Witnesses: . - 

F. v. BRIESEN, 
WM. ‘SOHULZ, 


