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[57] ABSTRACT 
Optical functions such as Q-switching, mode locking, 
cavity dumping, and modulation are generated by a 
simple laser arrangement which includes a gain medium 
and an electrically controllable, optical waveguide de 
vice optically coupled to the gain medium. The gain 
medium and waveguide device are either interposed 
between two re?ective surfaces or coupled by a wave 
guide in order to form a single composite cavity laser 
structure. 

7 Claims, 3 Drawing Figures 
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COMPOSITE CAVITY LASER UTILIZING AN 
INTRA-CAVITY ELECTROOPTIC WAVEGUIDE 

DEVICE 

BACKGROUND OF THE INVENTION 

This invention relates to the ?eld of optical sources 
and, in particular, to composite cavity lasers. 

Lasers have been utilized in such applications as com 
munications, manufacturing, and testing. Each applica 
tion requires somewhat different operating characteris 
tics or functions from the laser. In one application, it 
may be necessary to generate very narrow, high power 
pulses while, in another application, it is necessary to 
generate frequency-shift-keyed pulses. In yet another 
application, it may be necessary to tune the laser to any 
wavelength in the gain envelope. 
While various techniques are known for providing 

the desired characteristics, each technique requires that 
the laser be incorporated into a new con?guration of 
elements. For example, mode locking laser arrange 
ments which produce narrow pulses are quite different 
from modulation arrangements which produce frequen 
cy-shift-keyed or chirped pulses. Because of these dif 
ferences, it has not been possible to provide the desired 
characteristics or functions from a single laser arrange 
ment. 

SUMMARY OF THE INVENTION 

Various optical functions are generated in accor 
dance with the present invention by a simple laser ar 
rangement which includes a gain medium and an elec 
trically controllable, optical waveguide device optically 
coupled to the gain medium. The gain medium and 
waveguide device are either interposed between two 
re?ective surfaces or coupled by a waveguide in order 
to form a composite cavity laser structure, that is, the 
laser is comprised of only a single cavity. 

BRIEF DESCRIPTION OF THE DRAWING 

A more complete understanding of the invention may 
be obtained by reading the following description of 
speci?c illustrative embodiments of the invention in 
conjunction with the appended drawing in which: 
FIGS. 1 and 2 are schematic illustrations of compos 

ite cavity lasers in accordance with the present inven 
tion, and 
FIG. 3 is an illustration of a speci?c embodiment of 

the laser shown in FIG. 1. 

DETAILED DESCRIPTION 

FIG. 1 shows an illustrative embodiment of the in 
vention which includes gain medium 10, coupling ele 
ment 20 and electrooptic waveguide device 30 inter 
posed between re?ectors 40 and 50. Surface 11 of gain 
medium 10 and surface 31 on electrooptic waveguide 
device 30 are coated with antire?ective material to 
eliminate unwanted re?ections and facilitate coupling 
of gain medium 10 to device 30. As such, the embodi 
ment shown in FIG. 1 is a single composite cavity opto 
electronic device wherein device 30 is an intracavity 
element. 
Gain medium 10 includes an active gain medium such 

as a semiconductor heterostructure having mirror facets 
perpendicular to the propagation direction. Another 
suitable gain medium is a length of optical ?ber injected 
with a gas such as molecular hydrogen, oxygen or nitro 
gen. The latter type of gain medium is described in J. 
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Stone et al., Optics Letters, Vol. 7, p. 297 (1982). Gain 
medium 10 also includes an electrical or optical pump 
coupled to the active gain medium to cause a known 
condition necessary for stimulated emission of light 
therefrom. 

Surface 11 of gain medium 10 is coated with antire 
?ective material to promote ef?cient optical coupling 
within the cavity while minimizing unwanted re?ec 
tions. From experimental practice, the modal re?ectiv 
ity on surface 11 is generally less than l0-3. Qualita 
tively, this means that gain medium 10 cannot be 
pumped to lase in an extra-cavity environment. 

Coupling element 20 is between gain medium 10 and 
electrooptic waveguide device 30. It is shown in dashed 
outline because it is an optional element. From experi 
mental practice, it is known that lensed optical ?bers or 
lens arrangements are well adapted for coupling light to 
and from each of gain medium 10 and electrooptic 
waveguide device 30. However, it is also possible to 
butt-couple gain medium 10 to electrooptic waveguide 
device 30 or merely leave an air gap therebetween. 

Electrooptic waveguide device 30 is optically cou 
pled to gain medium 10 via surface 31. Antire?ection 
coating may be applied to surface 31 to enhance cou 
pling efficiency. Electrooptic waveguide device 30 
includes one or more optical waveguides which are 
electrically controllable to produce a desired effect 
such as high speed switching, tunable wavelength ?lter 
ing and polarization conversion, for example. Each 
effect is employed to generate a particular function for 
the composite cavity laser. For a survey of different 
electrooptic waveguide devices, see R. Alferness, Jour 
nal of Quantum Electronics, Vol. QE-l7, No. 6, pp. 
946-976 (1981). 

In an example from experimental practice, electroop 
tic waveguide device 30 includes one or more titanium 
diffused waveguides in Z-cut, Y-propagating lithium 
niobate. While other materials may be employed for 
waveguide device 30, the exemplary materials are 
known to give good results. 

Re?ectors 40 and .50 are re?ective surfaces which 
delineate and complete the laser cavity. Re?ector 40 is 
shown adjacent to a surface of gain medium 10; re?ec 
tor 40 can be realized as an integral mirror such as a 
cleaved facet, for example, or as a re?ective mirror 
coating or as a spaced apart re?ective surface such as a 
spherical or parabolic mirror, for example. Re?ector 50 
is shown adjacent to electrooptic waveguide device 30. 
This re?ector is usually formed by coating an end of 
one waveguide on the edge of device 30 through which 
optical energy exits the device. Other re?ective sur 
faces such as the spaced apart re?ectors described 
above are suitable as re?ector 50. When the output is 
taken from electrooptic waveguide device 30, the re 
?ectance of re?ector 40 is chosen to provide much 
higher re?ection than transmission. On the other hand, 
re?ector 50 may exhibit a re?ectance which allows 
either high re?ection or high transmission in accor 
dance with the function to be performed by the com 
posite cavity laser. Re?ectors 40 and 50 may be com 
prised of metallic materials such as gold, multilayer 
metallic materials such as chromium and gold, or thin 
multilayer dielectric materials. 
FIG. 2 is an alternate embodiment of the composite 

cavity laser shown in FIG. 1. Re?ectors 40 and 50 from 
FIG. 1 are replaced by an optical waveguide 60 as 
shown in FIG. 2. The laser in FIG. 2 exhibits a ring or 
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folded cavity structure. This structure is particularly 
useful for restricting the optical energy building up in 
the cavity to have substantially unidirectional propaga 
tion as noted by arrow 61. As a result, the optical en 
ergy passes through electrooptic waveguide device 30 
in a single direction. 

Optical waveguide 60 is realized most advanta 
geously as an optical ?ber coupled to gain medium 10 
and electrooptic waveguide device 30. 
With respect to FIGS. 1 and 2, electrooptic wave 

guide device 30 is controlled to vary the loss of the laser 
cavity effectively from 0 percent to 100 percent. By 
varying the loss of the cavity, electrooptic waveguide 
device 30 in combination with gain medium 10 and 
re?ectors 40, 50 or waveguide 60 can provide such 
useful functions as Q-switching, mode locking, cavity 
dumping, modulation and wavelength selective tuning 
or the like. An arrangement for mode locking is shown 
in FIG. 3. Arrangements for generating other functions 

5 

are described below in reference to a particular type of 20 
electrooptic waveguide device. In providing these func 
tions, the present composite cavity laser has an impor 
tant advantage over other lasers. First, electrooptic 
waveguide device 30 is a broadband device and, there 
fore, device 30 controls the speed of operation. This is 
in contrast to other lasers whose speeds are limited by 
the active gain medium. 
FIG. 3 shows a speci?c embodiment of the composite 

cavity laser shown in FIG. 1. The laser includes a stripe 
geometry, double heterostructure, semiconductor laser 
diode 110 having antire?ective coated facet 111 and 
re?ective mirror facet 140. Pumping current I] is deliv 
ered to diode 110. Coupling element 120 is a lensed 
single mode ?ber directly attached to surface 131 on 
electrooptic waveguide device 130. Electrooptic wave 
guide device 130 is a waveguide directional coupler 
switch. Device 130 includes cross over waveguide 132 
and straight-through waveguide 133. Electrodes 134 
and 135 over waveguides 132 and 133, respectively, 
receive a supplied signal V1 which controls con?gura 
tion of the switch. Re?ector 150 is metallic (e.g., gold) 
and is deposited on the end of cross-over waveguide 
132. Optical energy is output from the laser via output 
136. Output 136 can be coupled to an optical ?ber, for 
example. 
Mode looking for the laser shown in FIG. 3 is 

achieved by biasing device 130 via signal V1 for approx 
imately 50 percent coupling from waveguide 133 into 
waveguide 132. Signal V1 also includes an RF compo 
nent which drives device 130 at a fundamental or har 
monic of the round trip frequency for the cavity. This 
frequency is determined as c/2L where L is the optical 
length of cavity. Diode 110 is dc biased above thresh 
old. In an example from experimental practice, this laser 
was mode locked to produce a train of narrow pulses 
(~22 psec at full width half maximum) at 7.2 GHz 
(fourth harmonic) and 1.8 GI-Iz (fundamental) repeti 
tion rates. 
For the laser shown in FIG. 3, it should be obvious to 

those skilled in the art that re?ector 150 could be placed 
over the end of waveguide 133 so that cross over wave 
guide 132 could generate the output signal. Of course, 
this modi?cation may necessitate a change in signal V1. 

Additionally, the laser shown in FIG. 3 is also capa 
ble of providing the function of cavity dumping. This is 
accomplished by operating device 130 in the cross over 
mode so that all optical energy is trapped in the cavity 
between re?ectors 140 and 150. At prescribed time 
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4 
intervals via signal V1, device 130 is changed to the 
straight-through mode so that the optical energy is 
dumped out on waveguide 133 at output 136. Of course, 
cavity dumping can be optimized by coating surface 140 
to exhibit high re?ectance, for example. 
As described above, the composite cavity laser 

shown in FIG. 3 is a special case of the laser shown in 
FIG. 1. The laser in FIG. 3, which provides a mode 
locking function and a cavity dumping function, re 
sulted from a substitution of a waveguide directional 
coupler for the electrooptic waveguide device in FIG. 
1. This and other substitutions can be performed on the 
lasers in FIGS. 1 and 2 to change the function of the 
lasers. These substitutions are described below with 
respect to each group of electrooptic waveguide device 
and to the expected functions performed by the com 
posite cavity laser including such a device. 
One group of electrooptic waveguide devices is that 

of amplitude modulators. Amplitude modulators are 
shown in an article from Optics Letters, Vol. 2, No. 2, 
pp. 45-47 (1978) and in U.S. Pat. Nos. 3,877,781; 
4,005,927; 4,012,113; 4,111,523; 4,157,860; 4,243,295; 
4,251,130; 4,372,643; 4,380,364; and 4,381,139. These 
electrooptic waveguide devices can be substituted for 
device 30 in FIGS. 1 and 2 to produce such iunctions as 
mode locking, Q-switching or power control for the 
composite cavity laser. Another group of devices is that 
of the 2X 2 switch. Within that group is a set of devices 
characterized by electrodes which are velocity 
matched. Switches are shown in the article from Optics 
Letters, Vol. 2, No. 2. pp. 45-47 (1978), in U.S. Pat. Nos. 
4,005,927; 4,012,113; 4,146,297; 4,157,860; 4,243,295; 
4,251,130; 4,273,411; 4,372,643; 4,380,364; and 4,381,139 
and in a copending application for U.S. Pat., Ser. No. 
487,249, ?led by R. Alferness on Apr. 21, 1983. The 
Alferness et a1. application describes the advantages of 
using a velocity matched electrode structure. These 
switches are useful for mode locking and combined 
mode locking and cavity dumping. Also, the switches 
can be used for making a Q-switched ring laser. For 
switches, re?ector 50 is placed over the end of either 
the straight through waveguide or the cross over wave 
guide. 
Tunable ?lters form yet another group of devices. 

These include directional coupler ?lters and mode con 
verter, wavelength dependent ?lters. These devices are 
useful for making the composite cavity laser continu 
ously tunable over a broadband of wavelengths. They 
are also employed for mode locking with wavelength 
control. Filters are described in U.S. Pat. Nos. 
4,039,249; 4,146,297; 4,273,411; and 4,390,236 and in a 
copending application for U.S. Pat., Ser. No. 506,456, 
?led by R. C. Alferness on June 21, 1983, now U.S. Pat. 
No. 4,533,207. 
Another group of devices is formed by polarization 

controllers. These devices are useful in ring lasers 
which utilize a polarization non-maintaining fiber as 
waveguide 60. Polarization controllers are described in 
U.S. Pat. No. 4,384,760, for example. 
A ?nal group of devices is known as phase shifters. 

These devices are used for shifting the composite cavity 
laser Fabry-Perot modes. Phase shifters are shown in 
the article and many of the other references cited above. 
The list of references cited above is not all inclusive 

and has been given for purposes of illustration and in 
corporation not for purposes of limitation. Also, the 
functions given are meant to be exemplary but not limit 
ing. 
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While it has been shown throughout this speci?cation 
that the electrooptic waveguide device is electrically 
controllable, it should be clear to those skilled in the art 
that the gain medium is either optically or electrically 
controllable. In one example, this can be used advanta 
geously to perform double mode locking by controlling 
both the gain medium and the electrooptic waveguide 
device. 
What is claimed is: 
1. An optoelectonic device including ?rst and second 

re?ective surfaces forming a single resonant cavity 
therebetween, a gain medium interposed between said 
re?ective surfaces, an electrooptic waveguide means 
including at least one optical waveguide being optically 
coupled to the gain medium, the electrooptic wave 
guide means being interposed between the gain medium 
and the second re?ective surface, and the electroopic 
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6 
waveguide means being electrically controllable for 
varying a predetermined characteristic therein. 

2. The device as de?ned in claim 1 further including 
means for coupling the gain medium to the electrooptic 
waveguide means. 

3. The device as de?ned in claim 1 wherein the elec 
trooptic waveguide means is an amplitude modulator. 

4. The device as de?ned in claim 1 wherein the elec 
trooptic waveguide means is a directional coupler 
switch. 

5. The device as de?ned in claim 1 wherein the elec 
trooptic waveguide means is a tunable ?lter. 

6. The device as de?ned in claim 1 wherein the elec-' 
trooptic waveguide means is a polarization controller. 

7. The device as de?ned in claim 1 wherein the elec 
trooptic waveguide means is a phase shifter. 

* * i it 8 


