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[57] ABSTRACT 
Remote adjusting means are provided for a vehicle 
headlamp. The vehicle headlamp has at least three pe 
ripherally spaced mounting means each securable to 
vehicle structure. One of the mounting means includes a 
ball and socket pivot structure permitting the vehicle 
headlamp to be adjusted for vertical and horizontal 
focusing. Cable actuated screws are provided for the 
other two mounting means to permit remote adjusting 
of the headlamp. 

2 Claims, 6 Drawing Figures 
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REMOTE ADJUSTING MEANS FOR A VEHICLE 
HEADLAMP 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to remote adjusting means for a 

vehicle headlamp and more particularly to screw actu 
ating cable structure connected at one end to a vehicle 
headlamp adjusting screw and terminating in driving 
means at the other end at a location remote from the 
vehicle headlamp. ‘ 

2. Prior Art 
It is necessary that vehicle headlamps be adjustable. 

The headlamp beam should be adjusted to provide the 
driver with maximum road visibility. 

Traditionally, vehicle headlamps have had a three 
point mounting system. The headlamp is pivotally con 
nected to the vehicle at one point permitting the vehicle 
headlamp to be adjusted for vertical and horizontal 
focusing. The other two mounting points have had 
adjusting means thereon for focusing the headlamp 
horizontally and vertically. The adjusting structure has, 
in the past, been manually adjusted by a service techni 
cian who is able to manipulate the adjusting structure 
directly at the location of the headlamps. 
Modern vehicle headlamps structure has made it 

increasingly dif?cult to provide access for the service 
technician directly at the location of the headlamps. 
This problem is solved in accordance with the present 
invention by providing cable extensions from the head 
lamps which terminate in a remote location accessible 
to a technician for adjusting the headlamps without 
having to adjust structure located directly in the area of 
the headlamps. This permits the headlamps to be conve 
niently adjusted without inhibiting the design and con 
struction of the headlamps. 

SUMMARY OF THE INVENTION 

Remote adjusting means are provided for a vehicle 
headlamp. The headlamp is of the type having at least 
three peripherally spaced mounting means each secur 
able to vehicle structure. One of the mounting means 
includes pivot structure permitting the vehicle head 
lamps to be adjusted for vertical and horizontal focus 
ing. The other two mounting means each include nut 
and screw structure for adjustment of the vehicle head 
lamp. A ?exible cable is connected at one end to each 
nut and screw structure. The cables extend from the nut 
and screw structures and terminate at the other end at a 
location remote from the vehicle headlamp. Each cable 
has driving means at the termination thereof permitting 
rotation of the cable at the remote location to actuate 
the nut and screw means for adjustment of the vehicle 
headlamp. 
Each of the other two mounting means comprises a 

nut ?xedly and non-rotatably secured to vehicle struc 
ture. A screw threadingly engages the nut. Bracket 
structure is provided on the vehicle headlamp. The 
screw is ?xedly and freely rotatably connected to the 
bracket structure. A cable is connected to the screw for 
threading thereof into and out of the nut for adjustment 
of the vehicle headlamp. A connector connects the 
cable to the screw. The connector comprises an elon 
gated element having a reentrant opening at each end. 
Each reentrant opening de?nes a wrench engageable 
socket. The ends of the screw and cable each have 
wrench engageable heads. Each of the heads is non 
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rotatably received in one of the sockets whereby turn 
ing of the cable will result in turning of the screw. A 
tubular portion of smaller diameter than the threaded 
portion of the screw extends axially outwardly from the 
reentrant opening which receives the head of the screw. 
The tubular portion has axially extending slits therein. 
A threaded portion of the screw is force-?tted into the 
tubular portion with the slits of the tubular portion 
permitting suf?cient de?ection to receive and thereafter 
grasp the threaded portion to retain the threaded por 
tion in place. The head of the cable is bonded to the 
connector to retain the head in place. 
The driving means comprises a snap-?t connector 

securable to vehicle structure. The snap-?t connector 
has an opening therethrough. A driver element is 
?xedly and freely rotatably received in one end of said 
opening. The driver element has a tool engageable head 
positioned outside of the opening. The cable is received 
in the other end of the opening and is ?xedly and non 
rotatably secured in place. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. l is a side elevational view of a headlamp with 
the remote adjusting means of the present invention 
secured thereto; 
FIG. 2 is a side elevational view on an enlarged scale 

of the driving means for the cable as shown in FIG. l 
with portions broken away for the purpose of clarity; 
FIG. 3 is a sectional view taken substantially along 

the line 3-—3 of FIG. 2 looking in the direction of the 
arrows; 
FIG. 4 is a view of the lower bracket connection of 

the cable to the headlamp on an enlarged scale with 
respect to FIG. ll; 
FIG. 5 is a sectional view on an enlarged scale taken 

substantially along the line 5-5 of FIG. 4 looking in the 
direction of the arrows; and 
FIG. 6 is a front view with respect to FIG. T illustrat 

ing the cable connection and pivot connection for the 
headlamp. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring to FIG. 1, it will be noted that the vehicle 
headlamp 10 comprises a lens 12 which is mounted on a 
casing structure 14. Bulb and re?ector structures are 
provided within casing 14. Electrical terminal structure 
16 is provided for energizing the headlamp. 
The headlamp 10 is attached by a three-point suspen 

sion mounting to structure of the vehicle. As will be 
come apparent hereafter, the attitude may be separately 
and independently adjusted for vertical and horizontal 
focus. One suitable mounting system is illustrated in 
U.S. Pat. No. 4,188,655, Tallon et 211, issued Feb. 12, 
1980. In this system, mounting means are provided to 
effect headlamp adjustment about a coplanar pair of 
mutually perpendicular and intersecting axes, one of 
which passes through the geometric center of the head 
lamp. However, this speci?c structure is not necessary 
to effectuate the present invention, the present inven 
tion being useful in constructions wherein the mounting 
means do not effect adjustment of the headlamp about a 
coplanar pair of mutually perpendicular and intersect 
ing axes. It is only necessary that a pair of mounting or 
suspension points be provided for the lamp so that verti 
cal and horizontal focusing of the headlamp is possible. 



4,709,306 
3 .. 

Other conventional mounting means as are currently 
employed in the automotive industry may be used. 
The headlamp 10 has at least three peripherally 

spaced mounting means 18, 20, 22 each of which is 
secured to vehicle structure. One of the mounting 
means 18 includes pivot structure permitting the vehicle 
headlamp to be adjusted for vertical and horizontal 
focusing. As will be noted, the mounting means 18 in 
cludes a bracket 24 which is secured to the underside of 
the casing structure 14. The bracket 24 carries a ball 26 
on the lower end thereof. The ball 26 is received in a 
socket 28. This ball and socket relationship permits the 
usual pivoting in vertical and horizontal planes. The 
socket 28 has secured to the underside thereof a 
threaded element 30 which passes through an opening 
32 in vehicle structure 34. Nuts 36, 38 are provided on 
the threaded element 30 above and below the vehicle 
structure 34. This arrangement permits initial vertical 
adjustment of the vehicle headlamp 10 while securing 
the headlamp 10 in ?xed relationship to the vehicle 
structure. 
The other two mounting means 20, 22 each include a 

nut 40, 42 and screw 44, 46 structure for adjustment of 
the vehicle headlamp 10 to control vertical and hori 
zontal focusing. The nut 40 is secured to vehicle struc 
ture 48 while the nut 42 is secured to vehicle structure 
50. A ?exible cable 52, 54 is connected at one end at a 
screw 44, 46. A connector 56, 58 is provided for this 
purpose. The cables 52, 54 extend from the nut and 
screw structures and terminate at the other end at a 
location remote from the vehicle headlamp. This loca 
tion may be any desired position in, for example, the 
engine compartment or under the dash board of a vehi 
cle. Each cable has a driving means 60, 62 at the termi 
nation thereof. The driving means permit rotation of the 
cable at the remote location to actuate the nut and, 
screw means for adjustment of the vehicle headlamp. 
The driving means 60, 62 are secured to vehicle struc 
ture 64. As will be seen in FIG. 6, the cable 54, which 
controls adjustment of the headlamp in the horizontal 
plane, is connected to mounting means 22 a distance to 
one side of the ball and socket mounting means 18. The 
cable 52 is connected to mounting means 20 which is 
positioned at approximately the center of the headlamp 
10 to control adjustment of the headlamp in the vertical 
plane. However, as previously mentioned, it is not nec 
essary to have this connection at the exact center of the 
headlamp. 
Each of the screws 44, 46 is connected to a bracket 

66, 68, the brackets being connected to the casing 14, 
preferably molded integrally therewith. As will be 
noted in FIGS. 1 and 5, each screw has enlarged spaced 
apart head portions 70, 72, 74, 76 positioned on opposite 
sides of bracket openings 75, 77 which retain the screws 
to the brackets in a ?xed relationship while permitting 
free rotation of the screws with respect to the brackets. 
As shown in FIG. 1, a slot 79 is provided for insertion 
of the screws into the bracket openings. As will be 
appreciated, threading of the screws in one direction 
will effect adjustment in that direction inasmuch as the 
headlamp is also pulled in that direction while threading 
of the screws in the other direction will have the oppo 
site effect, thereby permitting adjustment of the head 
lamp as desired. As shown in FIG. 5, the head portions 
are curved, the openings are of larger diameter than the 
screws and bracket portions near the openings are 
dished as shown at 81 to permit rolling of the screws. 
This permits limited give of one screw connection when 
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the other screw is threaded in or out without, however, 
signi?cantly altering the focus of the headlamp. 
The nuts 40, 42 are the same and therefore only the 

nut 42 will be described. The nut 42 is best illustrated in 
FIGS. 1 and 5. As will be therein noted, the nut 42, 
which is preferably fabricated of plastic, includes a 
flared portion 78 having slits 80 in the walls thereof. 
The slits 80 permit inward de?ection of the side walls of 
the ?ared portion 78 thus permitting a snap-in ?t 
through the opening 82 provided in vehicle structure 
50. Angularly directed foot portions 84, 86 are provided 
on the nut 42 and press against the vehicle structure 50 
after conical portion 78 has been forced through open 
ing 82 thus holding the nut ?rmly in place. The nut, 
being generally rectangular, is nonrotatable with re 
spect to the vehicle structure. 
The nut 42 has a central tubular portion 88 which is 

internally threaded to threadingly receive the screw 46. 
The screws are secured to the cables by means of the 

connectors 56, 58 as previously mentioned. Again, in 
view of the fact that both connectors are the same, only 
the connector 58 will be described. As will be noted in 
FIG. 5, the connector 58 comprises an elongated ele 
ment and has a reentrant opening 90, 92 at each end. 
Each reentrant opening has internal ?ats to de?ne a 
wrench engageable socket of the type used with Allen 
wrenches. The ends 94, 96 of the screw 46 and cable 54 
have similar ?ats whereby when the heads are inserted 
into the sockets, turning forces from the cable will be 
applied to the screw to thereby turn the screw. A tubu 
lar portion 98 of smaller diameter than the threaded 
portion of the screw 46 extends axially outwardly from 
the reentrant opening 90. The tubular portion 98 has an 
axially extending slit 100 therein. The threaded portion 
of the screw 46 immediately adjacent the head 94 is 
force ?tted into the tubular portion with the slit 100 
permitting suf?cient de?ection to receive and thereafter 
grasp the threaded portion to retain the threaded por 
tion and thereby the screw 46 in place. The head 96 of 
the cable is bonded, by means of a suitable adhesive, 
within the reentrant opening 92 to retain the head 96 
and thereby the cable in place. 
As previously mentioned, the cables 52, 54 are con 

nected to vehicle structure 64 by means of the driving 
means 60, 62. Again, since both driving means are the 
same, only the structure of the driving means 62 will be 
described. This is best seen in FIGS. 1, 2 and 3. The 
driving means 62 includes a connector'63 which has an 
outwardly ?ared generally rectangular lower portion , 
102 which has slits 103 to permit the wall portions to 
?ex inwardly and permit a snap-in ?t through opening 
108. Flexible feet 110, 112 press on the opposite side of 
the vehicle structure 64 after snap-?tting of the connec 
tor 63 to thereby retain the connector in place. An 
opening 114 is provided through the connector. A 
driver element 116 is provided on the top of the connec 
tor. The driver element has a tool engageable head 118 
externally of the connector. The head 118 may have, for 
example, a star shaped'indentation for engagement by 
means of a suitable screw drive blade, alternately, the 
head 118 may be made in a wrench engageable form. 
The driver element 116 has a portion 120 located within 
opening 114. The portion 120 has a socket 122 with 
internal ?ats to make the socket wrench engageable as 
previously described in connected with the connector 
58. The end 124 of the cable 54 has mating flats thereon 
to de?ne a wrench engageable head which is received 
within the socket 122 to form a non-rotatable connec 
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tion therewith. Turning of the driver element 116 will 
result in turning of the cable 54. The end 124 of the 
cable is preferably bonded or swaged in place. The 
?exible cables 52, 54 may be any of those currently 
available on the market, such as wire rope or solid wire. 
A plastic tubular sheath 126, 1128 covers each of the 
cables. The driver element 116 is undercut at 134 to 
receive collar portion 136 of the connector 63 to 
thereby retain the driver element 116 ?xedly in place 
while permitting free rotation thereof. 
Having thus described our invention, we claim: 
ll. Remote adjusting means for a vehicle headlamp, 

the headlamp having at least three peripheral mounting 
means each securable to vehicle structure, one of the 
mounting means including pivot structure permitting 
the vehicle headlamp to be adjusted for vgrtical and 
horizontal focusing, the other mounting means each 
including nut and screw structure for said adjustment of 
the vehicle headlamp, a ?exible cable connected at one 
end to each nut and screw structure, each of said other 
two mounting means comprising a nut ?xedly and non 
rotatably securable to vehicle structure, a screw thread 
ably engaging the nut, bracket structure on the vehicle 
headlamp, the screw being ?xedly and freely rotatably 
connected to the bracket structure, one of the cables 
being connected to the screw for threading thereof into 
and out of the nut for said adjustment of the vehicle 
headlamp, a connector connecting each cable to each 
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screw, each connector comprising an elongated element 
having a reentrant opening at each end, each reentrant 
opening de?ning a wrench engageable socket, the ends 
of the screw and cable having wrench engageable heads 
thereon, each of the heads being non-rotatably received 
in one of the sockets whereby turning of the cable will 
result vin turning of the screw, a tubular portion of 
smaller diameter than the threaded portion of the screw 
extending axially outwardly from the reentrant opening 
which receives the head of the screw, said tubular por 
tion having axially extending slits therein, a threaded 
portion of the screw being forced ?tted into the tubular 
portion with the slits of the tubular portion permitting 
suf?cient de?ection to receive and thereafter grasp the 
threaded portion retain the threaded portion in place, 
said cables extending from the nut and screw structures 
and terminating at the other end at a location remote 
from the vehicle headlamp, each cable having driving 
means at the termination thereof permitting rotation of 
the cable at the remote location to actuate the nut and 
screw means for said adjustment of the vehicle head 
lamp. 

2. Remote adjusting means for a vehicle headlamp as 
de?ned in claim ll, further characterized in that the head 
of the cable is bonded to the connector retain the head 
in place. 

ll: 1; =l= =l= it 


