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[57] ABSTRACT 

Instead of controlling an output voltage of a charging 
generator with a ?xed value in a voltage regulator 
which turns a current ?owing through a ?eld coil of the 
charging generator on and off, the output voltage level 
of the generator can be adjusted by signals from exter 
nal sensors, so that the generator can be subjected to 
?ne control dependent upon the conditions under 
which a car carrying the generator is run, and the con 
ditions under which the storage battery is being charged 
by the charging generator. 

6 Claims, 3 Drawing Figures 
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DEVICE FOR CONTROLLING A CHARGING 
GENERATOR 

This is a continuation of application Ser. No. 472,465, 
?led 03/07/83 now abandoned. 

BACKGROUND OF THE INVENTION 

The present invention relates to a device for control 
ling a charging generator. 

Conventional devices for controlling charging gener 
ators include a voltage regulator which controls an 
output voltage of the charging generator so as to equal 
a prescribed voltage based on a value ?xed in the volt 
age regulator itself. Such a control device however fails 
to effect ?ne control of the charging generator output 
voltage. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide an 
apparatus for effecting ?ne control of a charging gener 
ator. 
According to the present invention, an apparatus for 

controlling a charging generator includes a voltage 
regulator for switching a current to a ?eld coil of the 
charging generator on and off to control an output 
voltage from the generator so as to equal a reference 
voltage, and a reference voltage output device operable 
to indicate any desired reference voltage value to the 
voltage regulator. The reference voltage in the voltage 
regulator which controls the output voltage of the 
charging generator can be varied in response to the 
conditions under which the car is running and the con 
dition in which the storage battery is being charged, 
thereby performing ?ne control of the charging genera 
tor. 
The above and other objects, features and advantages 

of the present invention will become more apparent 
from the following description when taken in conjunc 
tion with the accompanying drawings in which pre 
ferred embodiments of the present invention are shown 
by way of illustrative example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram of a conventional device 
for controlling a charging generator; 
FIG. 2 is a circuit diagram of a device for controlling 

a charging generator according to a ?rst embodiment of 
the present invention; and 
FIG. 3 is a circuit diagram of a device for controlling 

a charging generator according to a second embodi 
ment of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The construction and operation of a prior device for 
controlling a charging generator will be described with 
reference to FIG. 1. 
When a key-operated switch 5 is closed to start an 

engine, a base current is supplied from a storage battery 
through the key-operated switch 5 and a resistor 109 to 
a pair of Darlington-connected transistors 302, 303 
which are rendered conductive. When the transistors 
302, 303 are energized, a ?eld current flows through a 
?eld coil 102 in a loop composed of the storage battery 
4, the key-operated switch 5, a charging indicator lamp 
6, the resistor 309, the ?eld coil 102, and the transistors 
302, 302, thus generating a ?eld magnetomotive force. 
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2 
When the engine is started at this time, a generator is 
driven and an ac. output is induced in armature coils 
101 dependent upon the engine RPM. The induced a.c. 
output is recti?ed by a full-wave recti?er 2. If the recti 
?ed output is lower than a ?rst present value, a zener 
diode 306 remains nonconductive as the potential at a 
voltage dividing point of voltage dividing resistors 307, 
308 is low. Accordingly, the ?eld current continues to 
be supplied to the ?eld coil 102, and the output voltage 
of the generator 1 increases as the RPM thereof in 
creases. When the output voltage of the generator 1 
exceeds the ?rst preset value, the potential at the volt 
age dividing point of the voltage divider becomes larger 
to the point where the zener diode 306 is rendered con 
ductive, whereupon a base current is supplied to the 
transistor 305 which is then made conductive. Upon 
conduction of the transistor 305, the transistors 302, 303 
are de-energized to cutoff the current ?owing through 
the ?eld coil 102. The output voltage from the genera 
tor 1 now begins to be lowered. When the output volt 
age from the generator 1 drops to lower than the ?rst 
preset value, the zener diode 306 and the transistor 305 
are again turned off, and the transistors 302, 303 are 
again turned on to energize the ?eld coil 102. The out 
put voltage of the generator 1 is thus increased once 
again. 
The above cycle of operation will be repeated to 

control the output voltage of the generator 1 so as to be 
kept at the ?rst preset value, for charging the storage 
battery 4 at such a controlled voltage. At this time, the 
output voltage at the second recti?er output terminal 
202 is substantially equalized with the ?rst preset value. 
Since there is now almost no potential difference be 
tween the second recti?er output terminal 202 and the 
storage battery 4, the charging indicator lamp 6 is 
turned off indicating that the storage battery 4 is being 
charged. 
With the foregoing prior apparatus, the ?rst preset 

value is ?xed within the voltage regulator 3, and cannot 
be changed as desired from the outside for ?ne control 
of the output voltage of the generator in response to the 
conditions under which the car is running and the con 
ditions under which the storage battery 4 is being 
charged. 
An apparatus for controling a charging generator 

according to an embodiment of the present invention 
will now be described with reference to FIG. 2. 
A three-phase a.c. generator 1 is installed on a car 

(not shown) and is drivable by the engine (not shown). 
The generator 1 has three-phase star-connected arma 
ture coils 101 and a ?eld coil 102. An a.c. output from 
the generator 1 is recti?ed by a full-wave recti?er 2 
having a ?rst recti?er output terminal 201, a second 
recti?er output terminal 202, and a ground terminal 203. 
A voltage regulator 3 serves to control the output volt 
age from the generator 1 so as to equal a ?rst preset 
value by controlling a ?eld current flowing through the 
?eld coil 102. 
The voltage regulator 3 comprises a surge absorber 

diode 301 connected across the ?eld coil 102, a pair of 
Darlington-connected power transistors 302, 303 for 
turning the current passing through the ?eld coil 102 on 
and off, a resistor 304 connected to the base of the tran 
sistor 303, a pair of series-connected resistors 307, 308 
forming a voltage divider, and an initial excitation resis 
tor 309 connected in parallel to a charging indicator 
lamp 6 and capable of supplying an initial excitation 
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current to the generator 1 when the charging indicator 
lamp 6 is disconnected. 
The voltage regulator 3 also includes a comparator 

310 for comparing the divided voltage from the second 
recti?er output terminal 202 with a reference voltage to 
turn the Darlington-connected transistors 302, 303 on 
and off, a reference voltage input terminal 311, and a 
pair of se ?es-connected resistors 312, 313 consituting a 
voltage divider for the reference voltage. A reference 
voltage output device 7 serves to compute input data 
from a variety of sensors and issue an optimum voltage 
setting as a. reference voltage to the voltage regulator 3 
through a reference voltage output terminal 701. The 
storage battery 4 to be charged is connected via a key 
operated switch 5 to the charging indicator lamp 6. 
The operation of the apparatus thus constructed is as 

follows: When the key-operated switch 5 is closed to 
start the engine, a ?eld current flows through the ?eld 
coil 102 in a loop composed of the storage battery 4, the 
key-operated switch 5, the charging indicator lamp 6, 
the initial excitation resistor 309, the ?eld coil 102, and 
the transistors 302, 303. A magnetomotive force is then 
induced across the ?eld coil 102, and at the same time 
the charging indicator lamp 6 is lighted. When the en 
gine is started at this time, the generator 1 is driven and 
a recti?ed output voltage from the generator 1 is inc 
duced at the second recti?er output terminal 202 depen: 
dent on the RPM of the generator 1. When a voltage V 
at the dividing point between the resistors 307, 308 

7 dependent on the voltage at the second recti?er output 
terminal 202 is smaller than a voltage Vm at the divid 
ing point between the resistors 312, 313 dependent on 
the reference voltage, the output from the comparator 
310 is turned off to keep the transistors 302, 303 ener 
gized. The output voltage from the generator 1 contin 
ues to increase as the RPM thereof increases. 
When the voltage V exceeds the voltage Vm as the 

RPM of the generator 1 further increases, the output 
from the comparator 310 is turned on to de-energize the 

"transistors 302, 303, whereupon the current which has 
‘ been passing through the ?eld coil 102 is cut off, reduc 
ing the output voltage of the generator 1. When the 
output voltage from the generator 1 drops to lower than 
the reference voltage, the comparator 310 is again de 
energized to render the transistors 302, 303 nonconduc 
tive to thereby energize the ?eld coil 102. The output 
voltage from the generator 1 is thus caused to rise again. 
The above cycle of operation is repeated to control 

the output voltage of the generator 1 to equal the refer 
ence voltage. The storage battery 4 is charged by the 
voltage thus controlled. At this time, the voltage differ 
ence across the charging indicator lamp 6 falls substan 
tially to zero, and hence the charging indicator lamp 6 
is turned off, a condition which indicates that the stor 
age battery 4 is being charged. While in the illustrated 
embodiment a ?xed reference voltage value is given by 
the reference voltage output device 7 to the reference 
voltage input terminal 311, a ?xed current may be 
passed such that the voltage between the reference 
voltage input terminal 311 and ground can serve as a 
reference voltage corresponding to the ?xed current. 
With this arrangement, the reference voltage at the 
reference voltage input terminal 311 is expressed by the 
product of the added series resistances of the resistors 
312, 313 and the ?xed current. . 

FIG. 3 shows an apparatus according to another 
embodiment of the present invention. The voltage regu 
lator 30 is of the same construction as that of the voltage 
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4 
regulator 3 shown in FIG. 2 except that the comparator 
310 is replaced with a zener diode 306 and a pair of 
diodes 320, 321 connected in the form of an OR gate. A 
reference voltage output device 7 serves to compute 
input data from a variety of sensors and issues an opti 
mum voltage setting as a reference voltage through a 
reference voltage output terminal 701. 
A control switching unit 8 serves to place the voltage 

regulator 30 selectively in a separately controlled mode 
in which the voltage regulator 30 is controlled by inputs 
from the sensors and in a selfwcontrolled mode in which 
the voltage regulator 30 is controlled by an internal 
fixed value independently of the inputs from the sen 
sors. More speci?cally, the voltage regulator 30 is in the 
separately controlled mode when the reference voltage 
from the reference voltage output device 7 falls within 
a preset effective range, and in the self-controlled mode 
when the reference voltage is outside the preset effec 
tive range. 
The control switching unit 8 has a reference voltage 

input terminal 801, a self-controlled mode command 
output terminal 802 which goes low and grounds a 
point A when in the separately controlled mode and 
goes high and directs a self-controlled mode command 
to the voltage regulator 30 when in the self-controlled 
mode, and a separately controlled mode command out 
put terminal 803 which goes low and grounds a point B 
when in the self-controlled mode and goes high and 
directs a separately controlled mode command to the 
point B when in the separately controlled mode. A 
separate-control unit 9 is composed of a comparator 901 
for comparing a divided voltage from the second recti 
?er output terminal 202 with a reference voltage exter 
nally commanded and for commanding the voltage 
regulator 30 to switch the ?eld coil 102 on and off when 
in the separately controlled mode, a resistor 902 con 
nected to an output terminal of the comparator 901, a 
pair of series-connected resistors 903, 304 forming a 
voltage divider for the voltage at the second recti?er 
output terminal 202, a pair of series-connected resistors 
905, 906 forming a voltage divider for the reference 
voltage, and a reference voltage input terminal 907. 
The apparatus of the foregoing construction will 

operate as follows: When the key-operated switch 5 is 
closed for starting the engine, a ?eld current is passed 
through the ?eld coil 102 in a loop composed of the 
storage battery 4, the key operated switch 5, the charg 
ing indicator lamp 6, the initial excitation resistor 309, 
the ?eld coil 102, and the transistors 302, 303, thus pro 
ducing a ?eld magnetomotive force and turning on the 
charging indicator lamp 6. When the reference voltage 
applied from the reference voltage output device 7 falls 
within a preset effective range in the control switching 
unit 8, the latter applies a signal of the logic level L to 
the point A and a signal of the logic level H to the point 
B. The voltage regulator 30 is now placed in the sepa 
rately controlled mode in which the output voltage 
from the generator 1 is controlled so as to equal the 
reference voltage which is externally commanded. 
When the engine is started at this time, the generator 

1 is energized to induce the recti?ed output voltage at 
the second recti?er output terminal 202 dependent upon 
the RPM of the generator 1. When the recti?ed output 
voltage generated is below the reference value, the 
output from the comparator 901 is turned on. Since both 
the points A, B are grounded, the transistor 305 is sup 
plied with no base current, and hence is de-energized. 
When the transistor 305 is turned off, the transistors 302, 
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303 are supplied with a base current through the resistor 
304 and kept energized. As a result, the output voltage 
from the generator 1 keeps on increasing as the RPM of 
the generator 1 increases. When the voltage at the sec 
ond recti?er output terminal 202 exceeds the reference 
voltage as the RPM increases, the comparator 901 is 
turned off. The transistor 305 is now rendered conduc 
tive by being supplied with a base current via the resis 
tor 902, the diode 320 and the zener diode 306. The 
transistors 302, 303 are then turned off, and the current 
having been passed through the ?eld coil 102 is sup 
pressed through the diode 301. Simultaneously, the 
output voltage from the generator 1 is lowered below 
the reference voltage, whereupon the comparator 901 is 
turned on again and the transistors 302, 303 are ren 
dered conductive. The ?eld coil 102 is again energized 
to allow the output voltage from the generator 1 to 
increase. The foregoing cycle of operation is repeated 
to control the output voltage from the generator 1 to 
equal the reference voltage. At this time, the charging 
indicator lamp 6 is de-energized as the voltage differ 
ence thereacross is substantially nil, indicating that the 
storage battery 4 is being charged. When the reference 
voltage from the reference voltage output device 7 
happens to be outside the preset effective voltage range 
due to malfunctioning of the reference voltage output 
device 7 or disconnection of the reference voltage input 
terminal 907, the control switching unit 8 delivers a 
signal of the H level to the point A and a signal of the 
L level to the point B, putting the voltage regulator 30 
in the self-controlled mode. The subsequent operation is 
the same as that of the conventional apparatus shown in 
FIG. 1, and will not be here described. 
While in the above embodiment the ?xed reference 

voltage is applied by the reference voltage output de 
vice 7 to the reference voltage input terminal 907 of the 
separate-control unit 9, a ?xed current may be passed to 
produce a voltage between the reference voltage input 
terminal 907 and ground, the voltage serving as a refer 
ence voltage corresponding to the ?xed current thus 
supplied. At this time, the reference voltage at the refer 
ence voltage input terminal 907 is expressed by the 
product of the added series resistances of the resistors 
905, 906 and the ?xed current. 
With the arrangement of the present invention, as 

described above, the output voltage from the generator 
is controlled so as to be equal to a reference voltage 
which is externally commanded by a corresponding 
?xed voltage or current applied by the reference volt 
age output device. The output voltage from the charg 
ing generator can thus be controlled to a desired volt 
age as set in response to inputs from various sensors 
such, for example, as a car speed sensor or a sensor for 
detecting the storage battery charging conditions. 
Therefore, the charging generator can be subjected to 
?ner control as compared with the prior apparatus in 
which the ?rst preset value was ?xedly set by the volt 
age regulator. 
Although certain preferred embodiments have been 

shown and described, it should be understood that 
many changes and modi?cations may be made therein 
without departing from the scope of the appended 
claims. 
What is claimed is: 
1. An apparatus for controlling a charging generator 

on a vehicle, said generator having armature coils and a 
?eld coil for charging a storage battery, comprising: 

(a) a recti?er for rectifying an a.c. output induced in 
the armature coils into a dc. output for charging 
the storage battery; 
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(b) a voltage regulator for turning a current ?owing 

through the ?eld coils of the charging generator on 
and off to control and output voltage of the charg 
ing generator so as to be maintained at a reference 
voltage, said voltage regulator comprising a tran 
sistor for controlling the conduction of the ?eld 
coil of the charging generator, and a comparator 
comparing the output of the recti?er with the ref 
erence voltage to produce an output for turning 
said transistor on and off; and 

(0) reference voltage output means for setting a de 
sired reference voltage for said voltage regulator; 
sensor means responsive to engine speed of said 
vehicle and charging of said storage battery and 
providing inputs to reference voltage output means 
for setting said reference voltage for said voltage 
regulator, and said voltage regulator including 
means for providing a plurality of modes of control 
are determined by whether said set reference volt 
age as a function of said inputs is inside or outside 
a preset voltage range. 

2. An apparatus as claimed in claim 1, including 
means for controlling said voltage regulator using said 
set reference voltage only when the latter falls within a 
preset voltage range. 

3. An apparatus as claimed in claim 1, including 
means for controlling said voltage regulator using an 
internally fixed reference value when said set reference 
voltage falls outside a preset voltage range. 

4. An apparatus as claimed in claim 1, including 
means for controlling said voltage regulator using said 
set reference voltage when the latter falls within a pre 
set voltage range, and using an internally ?xed refer 
ence value when said set reference voltage falls outside 
a preset voltage range. 

5. An apparatus for controlling a charging generator 
on a vehicle, said generator having armature coils and a 
?eld coil for charging a storage battery, comprising: 

(a) a recti?er for rectifying an a.c. output induced in 
the armature coils into a dc. output for charging 
the storage battery; ' 

(b) a voltage regulator for turning a current ?owing 
through the ?eld coil of the charging generator on 
and off to thereby control an output voltage of the 
charging generator to equal a ?rst preset value 
when in a self-control mode and to equal an exter 
nally commanded reference voltage when in a 
separately controlled mode; 

(0) a separate-control unit for turning the current 
?owing through the ?eld coil on and off when in 
said separately controlled mode; _ 

(d) reference voltage output means for commanding 
an external reference voltage to said separate-con 
trol unit; and 

(e) a control switching unit for placing said voltage 
regulator in said self controlled mode when said 
externally commanded reference voltage falls out 
side said preset voltage range; wherein said voltage 
regulator comprises a transistor for controlling the 
conduction of the ?eld coil of the charging genera 
tor, said separate-control unit comprising a com 
parator for comparing the output voltage of the 
charging generator with said externally com 
manded reference voltage and producing an output 
for turning said transistor in said voltage regulator 
on and off. 

6. An apparatus as claimed in claim 5, wherein said 
reference voltage output means for setting said refer 
ence voltage for said voltage regulator receives inputs 
from sensors responsive to vehicle speed and charging 
of said storage battery. 
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