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LOAD DEPENDENT CURRENT LIMITER FOR 
THE POWER SUPPLY OF A MULTI-MODULE 

ELECTRONIC SYSTEM 

This is a continuation of application Ser. No. 
06/759,569 ?led July 26, 1985 and now abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The current invention relates to power supply cur 

rent limiters, and more particularly to a load-dependent 
current limiter for the power supply of a multi-module 
electronic system. 

2. Description of the Prior Art 
Power supplies for an electronic system are designed 

to match the power needs of each particular system. 
However, for multi-module electronic systems the 
power supply must match the power needs of all the 
modules at once. The result is that when not all the 
modules are used there is excess power available from 
the power supply before shutdown. This excess power 
may be inadvertantly tapped at localized spots due to 
metal chips or whiskers which might get into the equip 
ment. This excess power then appears as localized heat 
which can damage the modules, or even start a ?re. 
These hazards are more pronounced when the elec 
tronic system is being serviced. 
What is desired is a means for limiting the excess 

power supply current to a value which will not pose a 
safety hazard to either equipment users or service per 
sonnel. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention provides a load 
dependent current limiter for the power supply of a 
multi-module electronic system. Each module has a 
programming resistor connected between the power 
supply voltage and a reference bus. The voltage of the 
reference bus is compared with a sense voltage that is 
substantially representative of the total power supply 
current. When the sense voltage exceeds the reference 
bus voltage, indicative of tapping excess power, a signal 
is sent to shut down the power supply. 

Objects, advantages and novel features of the present 
invention will be apparent from the following detailed 
description when read in conjunction with the ap 
pended claims and attached drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic view of a load-dependent cur 
rent limit according to the present invention. 
FIG. 2 is a schematic view of an alternate embodi 

ment of a comparator circuit for the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring now to FIG. 1 a circuit for providing load 
dependent current limiting of a power supply 8 for a 
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multi-module electronic system is shown. A plurality of 60 
electronic modules 10,, each have a programming resis 
tor Rm between a power supply output voltage V, and 
a reference bus 12. A current is developed through a 
reference resistor R"; from each module resulting in a 
reference voltage Vmf. The programming resistor Rm, 
is chosen so-that the current through Rmx is propor 
tional to the current required by that module 10 from, 
V,,. If the programming resistors Rm are much larger 

65 

2 
than Rrgf, the total current flowing through Rrefclosely 
approximates a current identically proportional to the 
total required power supply current. A comparator 14 
compares the reference voltage Vwf with the voltage 
Vsme developed across a sensing resistor Rsme by the 
output current Ips of the power supply. If V,eme>V,ef, 
the comparator 14, a high gain ampli?er, sends a signal 
16 to the power supply 8 to indicate an overcurrent 
fault. Thus, if the output‘current I,” exceeds the level 
required by the sum of the modules being powered, the 
power supply responds accordingly. 
An alternative sensing circuit 20 is shown in FIG. 2. 

The voltages VMfand Vsem are summed by resistors Rd. 
Again if VSem>Vm? the negative input of the compara 
tor 14 falls below ground and the comparator signals 
the power supply. 
The reference resistor Rref may be replaced by an 

operational ampli?er to sum the currents from the pro 
gramming resistors Rmx. The constant of proportional 
ity is set by a feedback resistor on the operational ampli 
?er. 
For a digitally-controlled power supply each module 

10 communicates a digitally-encoded signal to the 
power supply which represents the current required by 
that module. Also start-up current requirements, volt 
age levels and/or tolerances, and any other information 
affecting supply operation may be communicated. If 
any of these requirements varied signi?cantly with time, 
that fact may also be easily communicated and acted 
upon in a similar manner. 
Thus, the present invention provides a current limit 

proportional to the expected load so that excess avail 
able power from the power supply output is minimized 
for all loads. 
What is claimed is: 
1. Electronic apparatus comprising: 
a plurality of load modules each comprising a load 

element for utilizing current supplied to the load 
module and a programming element for generating 
a signal representative of the current requirement 
of the load element, 

a power supply circuit connected to the load modules 
for supplying current thereto, the power supply 
circuit having a control terminal for receiving a 
shutdown signal and being operative to interrupt 
the supply of current to the load modules on re 
ceipt of a shutdown signal, 

reference means for utilizing the signals generated by 
the programming elements of the respective load 
modules to generate a signal representative of the 
total current requirement of the load elements of all 
of said modules, 

sensing means for generating'a signal that is represen 
tative of the total current output of the power 
supply circuit, and 

comparison means for utilizing the signals generated 
by the reference means and the sensing means to 
compare the total current requirement of the load 
elements of all of said modules with the total cur 
rent supplied to the load modules by the power 
supply circuit, the comparison means providing a 
shutdown signal to the control terminal of the 
power supply circuit when an overcurrent condi 
tion is indicated. 

2. Electronic apparatus according to claim 1, wherein 
the power supply circuit has ?rst and second power 
supply terminals for supplying current to the load mod 
ules and the programming element of each load module 
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comprises a programming resistor which is connected 
between the ?rst power supply terminal -of the power 
supply circuit and a reference bus. 

3. Electronic apparatus according to claim 2, wherein 
the reference means comprise a reference resistor con 
nected between the reference bus and the second power 
supply terminal of the power supply circuit, the sensing 
means comprise a sensing resistor through which a 
current substantially equal to the total current supplied 
by the power supply circuit flows, and the comparison 
means comprise a comparator having a ?rst input termi 
nal connected to the reference bus, a second input ter= 
minal connected to the sensing resistor, and an output 
terminal connected to the control terminal of the power 
supply circuit. ‘ 

4. Apparatus according to claim 2, wherein the refer 
ence means comprise a reference resistor connected 
between the reference bus and the second power supply 
terminal of the power supply circuit, the sensing means 
comprise a sensing resistor through which a current 
substantially equal to the total current supplied by the 
power supply circuit flows, and the comparison means 
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4 
comprise summing means for summing a reference volt 
age across the reference resistor and a sense voltage 
across the sensing resistor to produce an essentially zero 
voltage output and means for detecting when said es 
sentially zero voltage output increases due to an over~= 
current condition and providing a shutdown signal to 
the control terminal of the power supply circuit. 

5. Apparatus according to claim 4, wherein the sum 
ming means comprise a resistive voltage divider net 
work connected between the reference resistor and the 
sensing resistor. 

6. Apparatus according to claim 2, wherein the refer 
ence means comprise a reference resistor connected 
between the reference bus and the second power supply 
terminal of the power supply circuit, the resistance 
value of the reference resistor being much less than the 
resistance value of each of the programming resistors. 

7. Apparatus according to claim 3, wherein the resis 
tance value of the reference resistor is much less than 
the resistance value of each of the programming resis 
tors. 
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