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[5 7] ABSTRACT 
Control apparatus for controlling a windscreen wiper in 
accordance with the mean moisture level on the wind 
screen includes a microprocessor 9 arranged to detect 
via input 22 the time a wiper motor 1 takes to sweep the 
windscreen. The microprocessor calculates an appro 
priate delay in dependence on the detected sweep time 
and then causes a subsequent sweep via transistor 4. The 
delay is varied automatically by the microprocessor so 
as to rapidly clear the windscreen and then stop the 
wiper. 

9 Claims, 2 Drawing Figures 
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WINDSCREEN WIPER CONTROL 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a method and apparatus for 

controlling a windscreen wiper, for example for a 
motor vehicle. 

2. Description of Related Art 
The self-evident objective of a windscreen wiper 

system is to maximise the driver’s visibility of the road 
ahead. Whilst under conditions of heavy rainfall this 
objective is likely to demand the highest possible sweep 
rate, under light rainfall conditions the sweep rate must 
be reduced to avoid smearing, blade judder and exces 
sive wear in the system. Known methods for adjusting 
the sweep rate are variation of the sweep time (a multi 
ple speed wiper motor) and variation of the delay be 
tween consecutive sweep cycles. Known systems incor 
porate switched motor speeds, switched delays and 
variable delays, all of which are controlled manually by 
the driver. Manual adjustment of sweep rate is a source 
of distraction to the driver, particularly in heavy traffic. 

It is also known to employ optical or electrical sens 
ing means for the detection of moisture on a windscreen 
for the purpose of activating windscreen wipers. How 
ever, such devices have not provided an economical 
and effective means of controlling windscreen wipers to 
optimise visibility and manual intervention by the 
driver has still been required. It is an object of the in 
vention to provide a method and apparatus for control 
ling a windscreen wiper which is effective automati 
cally to adjust the rate of operation of the wiper in 
dependence on the mean moisture level on the wind 
screen. 

SUMMARY OF THE INVENTION 

According to the invention there is provided a 
method of controlling a windscreen wiper comprising 
adjusting the delay between sweeps of the wiper in 
dependence on the time the wiper takes to sweep the 
screen. Preferably each single sweep is timed and the 
delay between successive sweeps is adjusted. However, 
it would be possible to time bursts of two or more 
sweeps of the wiper and adjust the delay between the 
bursts. 
The invention is based on the recognition that the 

sweep time of a windscreen wiper depends on the wet 
ness of the screen. Dry conditions demand a higher 
torque from the wiper motor than wet conditions and 
an electric or other motor which is limited in torque 
operates at a slightly lower speed under dry conditions 
than under wet conditions, the speed increasing mono 
tonically between the two extremes. The speed and 
variation of speed with wetness have been found to be 
substantially independent of aerodynamic conditions. 
Thus by adjusting the delay between sweeps of the 
wiper in dependence on the sweep time the overall 
sweep rate of the wipers varies according to the wetness 
of the screen. 

Preferably the sweep time is determined by monitor 
ing operation of a limit switch of the wiper motor, for 
example a self-park switch which is closed after the start 
of each sweep cycle (the motion of the wiper from the 
parked position to the maximum point of travel and 
back to the parked position) and opened at the end of 
the sweep cycle. For example, the period between the 
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2 
time the motor starts and the time the limit switch oper 
ates at the end of a sweep cycle may be determined. 

Various methods could be employed for determining 
the delay in terms of the sweep time. Preferably esti 
mated maximum and minimum sweep time values are 
established, and the delay is determined by the relation 
of the measured sweep time to the maximum and mini 
mum values. The delay could be determined from the 
sweep time by an open loop method in accordance with 
a function established by an analogue function generat 
ing circuit or digitally by means of a look-up table or 
algorithmic method, i. e. a scale of delay times is estab 
lished for values of the measured sweep time between 
the maximum and minimum values. Alternatively, a 
closed loop technique could be used in which a desired 
sweep time is established (corresponding of course to a 
desired screen wetness) and the delay time is established 
in accordance with the difference between the mea 
sured sweep time and the desired sweep time. Prefera 
bly the established values of the maximum and mini 
mum sweep times are automatically updated during 
operation. These values will of course vary with vary 
ing battery voltage and slowly with mechanical wear. 
They will also have different values for each individual 
vehicle. The estimated or expected maximum and mini 
mum values can be altered in dependence on the battery 
voltage by a scheduled computation, i.e. the relation is 
?rst determined empirically and then applied in real 
time. Parameter estimation techniques can be used to 
re?ect changes due to wear. For example, if a sweep 
time below the expected minimum is encountered for a 
particular range of battery voltage the expected mini 
mum value is altered to the new minimum found in 
practice. In one scheme of operation the estimated mini 
mum sweep time is established on the basis of a ?rst 
measured sweep time, the estimated maximum sweep 
time is established at a value higher than the minimum 
value by a predetermined amount, and the minimum 
value is automatically updated on the basis of the newly 
measured value when a sweep time is measured which is 
below the current estimated minimum value. These 
methods enable a windscreen wiper controller to auto 
matically accomodate variations in battery voltage and 
mechanical wear and even major changes in the compo 
nents, such as the replacement of the wiper motor or the 
wiper blades. 

In addition to controlling the delay between sweeps 
of the wiper, it would be possible to switch the wiper 
motor to a different speed under certain conditions. For 
example, if a particularly low value of the sweep time 
indicative of heavy rainfall is detected, the wiper motor 
could be switched to a higher speed. 

In a practical system it is necessary to provide con 
trols whereby the driver can at least override the system 
by switching to continuous operation or by switching 
the wipers off. In a further development of the inven 
tion the sweep time/delay pro?le (in an open loop sys 
tem) or the demanded wetness (in a closed loop system) 
could be modi?ed in accordance with the frequency of 
these actions by the driver. The modi?cation would be 
in a direction to reduce the occurrence of the actions: 
for example, if the driver often overrides the system by 
switching to continuous operation the demanded wet 
ness could be set lower. 

Preferably the wiper control method is initiated by 
the driver but alternatively an electrical or optical mois 
ture detector could be employed to initiate the control 
whereby no driver action at all would be required. 



4,733,142 
3 

Viewed from another aspect, the invention provides a 
windscreen wiper comprising a motor for sweeping a 
windscreen wiper blade across a windscreen and elec 
tronic control apparatus arranged to control the opera 
tion of the motor so as to provide a delay between 
sweeps of the wiper blade, which delay varies in depen 
dence on the time the wiper blade takes to sweep the 
screen. Preferably the control apparatus has an input 
electrically coupled to‘ the motor so as to receive a 
signal when the motor is running. The wiper may in 
clude a limit switch arranged to be actuated at the end 
of a sweep and the control apparatus may be connected 
to the limit switch and arranged to end the timing of the 
sweep on actuation of the limit switch. The limit switch 
may be a self-park switch arranged to stop the motor at 
the end of its sweep. Preferably the control apparatus 
includes a microprocessor arranged to determine the 
time the wiper blade takes to sweep the screen, to calcu 
late a delay between successive sweeps of the wiper 
blade and to control the motor accordingly. 
Such apparatus may provide a windscreen wiper 

which is able automatically to adapt to a wide variety of 
conditions and to keep the windscreen cleared without 
intervention of the driver, whilst the apparatus may be 
economical to construct, at least compared to the provi 
sion of multi-speed motors, adjustable delay units and 
the like. 

BRIEF DESCRIPTION OF THE DRAWINGS 

An embodiment of the invention will now be de 
' ;, scribed by way of example and with reference to the 

accompanying drawings in which: 
FIG. 1 is an electrical circuit diagram of a windscreen 

I wiper according to the invention; and 
FIG. 2 is a ?ow chart of the routine executed by the 

' microprocessor of the circuit of FIG. 1. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Referring to FIG. 1, a vehicle windscreen wiper 
= includes a wiper motor 1 and an associated self-park 

' switch 2 which is closed during the sweep of the wiper 
blade but opens at the parked position at one extreme of 
the sweep. An electronic control circuit for controlling 
the operation of the motor 1 comprises a microproces 
sor 9 which is provided with a conventional crystal 8. 
An integrated circuit voltage regulator 10 and capacitor 
18 provide a regulated 5 volts supply for the micro 
processor 9, which supply also de?nes a logical high 
level for some of the microprocessor inputs. Speci? 
cally, microprocessor input 19 is supplied with a logical 
high level via resistor 20 until a spring-loaded push-to 
start switch 21 is actuated. Initiation of the micro 
processor program in this manner causes the output of a 
pulse to transistor 4 which is thereby rendered conduc 
tive causing the motor 1 to begin its operation. The 
pulse provided by the microprocessor is of suf?cient 
length, e.g. 100 ms, to maintain the motion of the motor 
until the switch 2 closes to latch the motor in operation. 
If desired, the transistor 4 could be arranged to drive a 
relay having contacts connected in parallel with switch 
2 

Input terminal 22 of microprocessor 9 receives a 
signal from the self-park switch 2 which is at a low level 
while the motor is running but reverts to the high level 
in the parked position of the motor. The microprocessor 
calculates the time of the sweep of the wiper and thence 
calculates an appropriate delay before a second pulse is 
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4 
applied to transistor 4. Diodes 3, 6 and 7 are protection 
diodes. At some point during each sweep of the wiper 
the microprocessor outputs a brief pulse to transistor 17 
which discharges capacitor 16. The capacitor 16 then 
begins to charge from the battery supply via resistor 15 
and comparators 13 and 14 provide respective inputs to 
the microprocessor when two different voltage levels 
on the capacitor 16 are reached. Comparator 13 pro 
vides an input when the voltage of capacitor 16 reaches 
5 volts and comparator 14 provides an input when the 
voltage reaches a higher level determined by zener 
diode 12 which is supplied by resistor 11. The times 
taken to reach these two voltages are determined by the 
microprocessor and thence the battery supply voltage is 
calculated. 

Referring now to FIG. 2, a ?ow chart of the software 
in microprocessor 9 is shown. Firstly, in step 30, various 
registers are initialized. The program remains in a loop 
around decision step 31 until the start switch 21 is actu 
ated. When the start switch is actuated the microproces 
sor sends a pulse to transistor 4 to start ‘the motor and 
simultaneously a timer or timing routine is started in 
step 32. During the operation of the motor 1 a pulse is 
output to transistor 17 and the battery supply voltage is 
calculated in step 33 as outlined above. The program 
then remains in a loop around decision step 34 until the 
end of the sweep of the wiper when the self park switch 
2 opens again. At this point the timer is read to deter 
mine the sweep time and the corresponding required 
delay is calculated in step 35. 
The delay calculation may use an open-loop or closed 

loop method. The open loop control method assumes a 
?xed sweep time/delay pro?le and incorporates this 
pro?le between the maximum and minimum sweep 
times. The next delay, TD for a previous sweep time T5 
is given by 

Ts — TSMIN 

TD = F( TSMAX- TSMIN) ’ 

where TSMAX and TSMIN are expected maximum and 
minimum sweep times established in the microproces 
sor. The pro?le F is chosen empirically to give satisfac 
tory results, and may provide delay values in the range 
0 to 3 s, for example. 
The closed loop method uses a single parameter, 

demanded wetness, which is held as the equivalent 
desired sweep time T51). The delay time is calculated 
from the ‘error’ between the sweep time T5 and the 
desired sweep time, i.e. as 

where K is a suitable gain factor. 
The calculated delay is applied by the microproces 

sor such that a following pulse is not issued to the motor 
until the end of the calculated delay. The program next 
proceeds to a decision step 36 at which it is determined 
if an update of the parameters TSMAX or TSMIN is re 
quired. A variety of tests could be employed for this 
requirement. For example, a test could be performed to 
see if the sweep time T5 is less than the current mini 
mum TSMIN or greater than TSMAX. If so the parameter 
TSMIN or TSMAX, as the case may be, is updated in step 
37 to the current sweep time T5. 

Ts — TsD 

TSMAX — TSMIN 
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The calculated battery supply voltage could be ap 
plied to scale the values of TSMIN and TSMAX but in a 
simpler procedure the sweep time is ignored, i.e. not 
applied to update these values, if the battery voltage is 
outside of a predetermined range. 

Alternatively, an adaptive updating technique could 
be employed which does not require measurement of 
battery voltage and so step 33 and components l1-17 
could be omitted. As an example of this technique, an 
estimated minimum sweep time TsMlNcould initially be 
determined on the basis of the ?rst measured sweep 
time, preferably equal to the ?rst measured sweep time, 
and the estimated maximum sweep time set at the mini 
mum plus a predetermined amount. The expected mini 
mum could then be updated to a newly measured value 
when one or more newly measured time values occur 
which are lower than the currently stored expected 
minimum value. On updating the expected minimum 
value the expected maximum value could be updated by 
adding the predetermined amount. The predetermined 
amount could be a ?xed amount, e.g. 70 ms, or could be 
variable to some extent in dependence on the width of 
the range of values of sweep time encountered in a 
session of operation. 
The above updating techniques allow the system 

automatically to adapt to mechanical wear, etc. 
A test is then performed in step 38 for a dry screen, 

e.g. if the sweep time has remained at its maximum 
value. If not, the program returns to step 32 to cause 
another sweep. If a dry screen is detected the program 
returns to step 31 to await another start signal from the 
driver-operated switch 21. The screen could be consid 
ered dry and operation halted if a sweep time above the 
expected maximum is encountered on two successive 
sweeps. After operation is halted there could be a rela 
tively long delay, e.g. l2 s, and a further sweep of the 
screen, which would serve to remove any residual mois 
ture and con?rm that dry conditions prevail. Wiping 
would automatically restart if the sweep time of the 
?nal sweep is not indicative of the desired dryness. 

I claim: 
1. A method of controlling a windscreen wiper in 

which each single sweep of the wiper is timed and the 
delay between successive sweeps is adjusted in depen 
dence on the time of the previous sweep of the wiper, 
characterized by establishing an estimated minimum 
sweep time value on the basis of a first measured sweep 
time, effectively establishing an estimated maximum 
sweep time value at a value higher than the estimated 
minimum sweep time value by a predetermined amount, 
automatically updating the estimated minimum sweep 
time value on the basis of a newly measured balue when 
a sweep time is measured which is below the current 
estimated minimum sweep time value, and determining 
the delay between successive sweeps from the relation 
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6 
of the measured previous sweep time to the estimated 
minimum and maximum sweep time values. 

2. A method as claimed in claim 1 wherein a scale of 
delay times is established for values of the measured 
sweep time between the estimated maximum and mini 
mum sweep time values. 

3. A method as claimed in claim 1 wherein a desired 
sweep time is established in dependence on the esti 
mated maximum and minimum sweep time values and 
the delay time is determined in accordance with the 
difference between the measured sweep time and the 
desired sweep time. 

4. A method as claimed in claim 1 wherein the wiper 
includes an electric motor powered by an electric 
source, comprising detecting the voltage of said source 
and modifying said estimated maximum and minimum 
sweep time values in accordance with the detected 
voltage. 

5. A method as claimed in claim 1 wherein the rela 
tion used in determining the delay is based on a mono 
tonic increase of sweep speed with increasing screen 
wetness. 

6. A method as claimed in claim 1 wherein the sweep 
time is determined by monitoring operation of a limit 
switch of the wiper. 

7. A method as claimed in claim 6 wherein the sweep 
time is determined by timing the period between the 
time a motor of the wiper starts and the time said limit 
switch operates at the end of a sweep cycle. 

8. A method as claimed in claim 7 wherein said limit 
switch is a self-park switch of the wiper motor. 

9. A windscreen wiper comprising a motor for 
sweeping a windscreen wiper blade across a windscreen 
and electronic control apparatus arranged to control 
the operation of the motor so as to provide a delay 
between sweeps of the wiper blade, which delay varies 
in dependence on the time the wiper blade takes to 
sweep the screen, the control apparatus including 
means to determine the time the wiper blade takes to 
sweep the screen, means to calculate a delay between 
sucessive sweeps of the wiper blade and means to con 
trol the motor according, characterized in that the con 
trol apparatus includes a microprocessor having means 
to establish an estimated minimum sweep time value on 
the basis of a ?rst measured sweep time, means to effec 
tively establish an estimated maximum sweep time value 
at a value higher than the estimated minimum sweep 
time value by a predetermined amount, means to auto 
matically update the estimated minimum sweep time 
value on the basis of the newly measured value when a 
sweep time is measured which is below the current 
estimated minumum sweep time value, and means to 
determine the delay between successive sweeps from 
the relation of the measured previous sweep time to the 
estimated minimum and maximum sweep time values. 

* * t * ‘I 


