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[57] ABSTRACT 
A rest for a service receiver of an automobile telephone 
includes a plate-shaped lower part and a cap-shaped 
upper part having a depression therein for accepting the 
telephone trumpet portion of the service receiver. In an 
elevated region of the rest, two slot-shaped recesses and 
a pot-shaped portion lying therebelow are provided for 
mounting two retaining plates with a magnet disposed 
therebetween which magnetically engages a steel plate 
in the service receiver. 

10 Claims, 1 Drawing Sheet 
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REST FOR THE RECEIVER OF AN AUTOMOBILE 
TELEPHONE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a rest for the receiver 

of an automobile telephone. 
2. Description of the Prior Art 
Early automobile telephones have an operating unit 

with the display and dial means and a separate handset. 
The operating unit is mounted either in dash or in a 
separate console in the passenger space. The handset 
for the automobile telephone requires an additional rest 
which considerably exceeds the dimensions of the 
handset. When the handset is picked up or placed 
down, a mechanical contact referred to as a cradle 
switch is opened or closed, respectively. Such cradle 
switch generally ?xes the handset in position by a 
resilient latch support. 

Due to the limited space available at the interior of a 
vehicle, it is important that automobile telephones be as 
small as possible. As such, service, or handsets, receiv 
ers of automobile telephones are now provided with 
display and dial elements and merely require a support 
mount for mating thereto. 

SUMMARY OF THE INVENTION 

An object of the present invention is to create a 
space-saving rest, or support mount, for an automobile 
telephone service receiver, or handset, incorporating all 
display and dial devices that is simple in structure. This 
and other objects are embodied in an automobile tele 
phone rest for use in vehicles equipped with automobile 
telephones wherein the communication devices must be 
as small as possible due to the limited space available. 
The present rest includes a plate-shaped lower part 

and a cap-shaped upper part which can be placed 
thereon. The upper part includes a shaped depression 
for accepting a telephone trumpet or earpiece, portion 
of the receiver and an elevated region having two slot 
shaped recesses with a hollow formed-out portion dis 
posed beneath the slot-shaped recesses. Two retaining 
plates having a magnet disposed therebetween project 
through the two slots in the upper side of the rest for 
magnetic engagement of a steel plate in the receiver 
and, thus, retain the receiver in position. 
A simple, space-saving rest for an automobile tele 

phone service receiver or handset in which all display 
and dial devices are contained is thus provided. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a bottom plan view of the rest according to 
the principles of the present invention. 
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FIG. 2 is a longitudinal cross-section of the device of 55 
the present invention along line II-—II of FIG. 3. 
FIG. 3 is a plan view of the device according to the 

principles of the present invention. 
FIG. 4 is a transverse cross section along line IV—IV 

of the device shown in FIG. 3. 
DESCRIPTION OF THE PREFERRED 

EMBODIMENTS 
A rest for a service receiver, or handset, of an auto 

mobile telephone (not shown) that contains all the re 
quired display and dial functions is shown generally at 
R in FIG. 1. The rest R has a cuboid shape and is 
formed of a plate-shaped lower part 8 and a cap-shaped 
upper part 10 which surrounds the lower part 8 at the 
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edges thereof. The lower part 8 and the upper part 10 
are connected to one another by screws 11 which are 
inserted into depressions in the upper part 10 and en 
gage sleeve-shaped shoulders 15 of the lower part 8, as 
shown in FIG. 4. 
The rest R is approximately one-third the size of the 

receiver which it holds. A depression 1 for accepting 
and holding the handset is at a ?rst portion of the upper 
part 10 and is molded to the shape of the telephone 
earpiece portion of the service receiver. Wedges 2 com 
posed of soft material which is preferably plastic are 
positioned in vertically disposed slots 3 of the upper 
part 10 in the region of the lateral seating of the service 
receiver within the depression 1. 
A second elevated portion 14 of the cap-shaped upper 

part 10 is provided with two slot-shaped recesses 6 
disposed parallel to one another with a pot-shaped 
formed-out portion situated therebelow. Two retaining 
plates 4 with a magnet 5 disposed therebetween are 
situated in this formed-out portion extending from the 
underside so that the plates 4 project through the two 
slots 6. A steel plate (not shown) is mounted in the 
receiver and the magnetic attraction between the steel 
plate and the retaining plates 4 retain the receiver in 
position. 
To provide compensation for size variations and 

movement of the receiver, the retaining plates 4 are 
movably situated against ?exible material 16 shown in 
FIGS. 2 and 4 in the rest R and thus enable the retaining 
plates 4 to engage in planar fashion the steel plate in the 
receiver. A cradle switch is formed by an additional 
magnet 7 disposed integrally within a cavity in the 
upper part 10 which actuates a reed relay mounted in a 
corresponding position in the service receiver or hand 
set. The magnet 7, which is preferably of a round shape, 
thus enables set up of calls, among other things. A sec 
ond reed relay may be mounted within the receiver for 
operation by round magnet 7 by which the volume of 
incoming call signals can be controlled so that the vol~ 
ume can be at a maximum when the receiver is in the 
rest R and is automatically turned down when the re 
ceiver is picked up so that no painfully loud sounds are 
transmitted when the user is talking. 
The plate-shaped lower part 8 includes a series of 

bores 9 by which the rest can be secured with screws to 
a mounting surface (not shown) in a vehicle. After the 
lower part 8 has been fastened to a vehicular surface, 
the upper part 10 of the rest is screwed to the lower part 
8. The depressions in which the screws 11 are mounted 
in the upper part are subsequently closed by two cover 
caps 12 projecting above the elevated portion 14 of the 
rest R. A third cover cap 13 projects somewhat out of 
the portion 14 as well, which together with the cover 
caps 12 form an abutment for the receiver around the 
two magnet retaining plates 4 to prevent clattering 
thereof while driving. The cover caps 12 and 13 are 
preferably formed of a soft plastic material. 

It is apparent from the foregoing specification, that 
the invention is susceptible to being embodied with 
various alterations and modi?cations which may differ 
particularly from those that I have described in the 
preceding speci?cation and description. It should be 
understood that I wish to embody within the scope of 
the patent granted hereon all such modi?cations as 
reasonably and properly come within the scope of my 
contribution to the art. 

I claim as my invention: 
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1. A rest for an automobile telephone receiver having 
an earpiece and a metal plate adjacent the earpiece, 
comprising: 

a substantially planar base plate including mounting 
holes; 

a generally cuboid shaped housing mounted over said 
base plate; ‘ 

means for fastening said housing to said base plate; 
said housing having a depression shaped to receive 

the earpiece of the automobile telephone receiver 
and having slots formed in said housing at opposing 
lateral portions of said depression; , 

a wedge mounted in each of said slots for engagement 
with. opposing lateral portions of the telephone 
earpiece; 

an elevated portion of said housing spaced from said 
depression and having a pair of openings; and 

a magnet mounted in said elevated portion including 
a pair or retaining plates extending through respec 
tive ones of said pair of openings for magnetic 
coupling with the metal plate of the telephone 
receiver; 

whereby the earpiece of the telephone receiver is selec 
tively receivable in the depression of said housing with 
the metal plate of the receiver magnetically engaged to 
said magnet through said pair of retaining plates. 

2. A rest as claimed in claim 1, wherein: said retaining 
plates are movably mounted in said rest. 

3. A rest as claimed in claim 1, wherein said wedges 
are of soft material. 

4. A rest as claimed in claim 1, further comprising: 
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4 
screw-receiving sleeves on said base plate extending 
toward said housing, and 

screws connected between said housing and said base 
plate engaging said sleeves. 

5. A rest as claimed in claim 4, wherein: said housing 
includes openings having said screws mounted in re 
spective ones of said openings, and further comprising 
?rst cover caps mounted in said openings over said 
screws and projecting above the surface of said housing. 

6. A rest as claimed in claim 5, further comprising: a 
second cover cap projecting above the surface of said 
housing. 

7. A rest as claimed in claim 6, wherein: said ?rst and 
second cover caps are formed of soft material. 

8. A rest as claimed in claim 1, wherein: said base 
plate includes openings for fastening to a fastening sur 
face in a vehicle. 

9. A rest as claimed in claim 1, further comprising: a 
plurality of cover caps of soft plastic material mounted 
on said housing for engagement with the telephone 
receiver when the earpiece is received in said depres 
sion to prevent rattling of said receiver against said 
housing. 

10. A rest as claimed in claim 1, wherein said automo 
bile telephone receiver as a reed relay and, further com 
prising: 

a further magnet disposed within said housing in a 
position to magnetically actuate the reed relay of 
said automobile telephone receiver when the ear 
piece of the telephone receiver is received in the 
depression of said housing. 

* 1k * I? III 


