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SYSTEM TO DISPLAY SAWBLADE ANGLE AND 
HEIGHT 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention relates to sensing the angle and height 

of a rotary power saw blade in relation to a horizontal 
reference, typically the saw table. 

2. Description of the Prior Art 
Prior art devices for measuring the angle of the saw 

blade in relation to the saw table have typically in 
cluded a circular scale mounted to the frame of the 
power saw with a pointer attached to the trunnion. As 
the blade angle is changed by rotating the trunnion, the 
pointer indicates the angle on the circular scale. Mea 
suring height of the saw blade above the table is typi 
cally accomplished using a ruler or other linear scale. 
The present invention increases the speed and accuracy 
of measurement and provides for easy interpretation by 
the operator by using a sensor to provide a voltage 
proportional to the position of the saw blade which is 
then converted to a numerical readout. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a table saw and motor mechanism 
showing the angle and height sensor position. 
‘FIG. 2 is a block diagram of the sensors and display 

system. 
FIG. 3 is a circuit for producing a non-linear voltage 

output from a linear taper sensor potentiometer. 

SUMMARY 

The present invention determines the height and 
angle of a rotary saw blade. Sensors are placed on the 
mounting of the saw blade so as to provide a voltage 
proportional to the angle and height of the blade with 
reference to the vertical and saw table respectively. A 
visual readout is provided by an A/D converter driving 
an LCD display. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring to FIG. 1, a typical angle adjustment mech 
anism 11 for a rotary power saw blade 12 is shown with 
a typical placement of angle sensor 21. It is to be recog 
nized that various makes of power saw angle adjust 
ment mechanisms may have slightly different struc 
tures. Thus the angle sensor 21 may be mounted on any 
vertical surface perpendicular to the plane of the saw 
blade 12. The vertical surface upon which the sensor is 
mounted must rotate as the saw blade is tilted with 
respect to the vertical such that the angle sensor devel 
opes an angle with the vertical that is proportional to 
the blade angle. 
With continuing reference to FIG. 1, a typical height 

adjusting mechanism 13 for a rotary power saw blade 12 
is shown with a typical placement of height sensor 22. It 
is to be recognized that height sensor 22 may be 
mounted on any vertical surface that is parallel to the 
plane of the saw blade such that the height sensor 22 
rotates as the height of saw blade 12. 
Turning now to FIG. 2, the operation of capacitive 

angle and height sensors 21 and 22, the alternative resis 
tive angle and height sensors 21a and 22a and display 
unit 30 will be described. The capacitive angle and 
height sensors 21 and 22 produce a change in output 
voltage with a change in the angle of the sensor body. A 
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gravity capacitance inclinometer, for example model 
02364 manufactured by Sperry Corporation, Phoenix, 
Ariz., may be used for angle sensor 21 and height sensor 
22. When used to measure saw blade angle, the output 
of angle sensor 21 appearing on lead 16 is a voltage 
signal that is directly proportional to the angle from 
vertical on the sensor 21 body, which is equal to saw 
blade 12 angle from the vertical. 
To measure the height of saw blade 12, gravity capac 

itance inclinometer height sensor 22 produces an output 
voltage on lead 16 that is proportional to the sine of 
angle of the sensor 22 body. Since the sensor 22 body 
rotates with the movement of saw blade 12 pivot arm 
15, the height sensor 22 output voltage is directly pro 
portional to the height of saw blade 12 in FIG. 1. 
An alternative embodiment to the gravity capaci 

tance inclinometer 21 for measuring angle of saw blade 
12 may be provided by linear taper rotary potentiome 
ter 21a, for example model No. MK III-A-270-l04 man 
ufactured by New England Instrument Co.', Natick, Ma. 
An alternate embodiment to the gravity capacitance 
height sensor 22 for measuring height of saw blade 12 
may be provided by sine taper rotary potentiometer 22a 
for example one custom manufactured by New England 
Instrument Co. having a resistance R=5OK+5OK sin 6 
ohms, where R is resistance in ohms and 0 is the angle 
of rotation measured from the mid point of the travel of 
the shaft. 

Referring now to FIG. 3, a non-custom linear motion 
potentiometer 22b, for example, model lOOL manufac 
tured by New England Instrument may be used as an 
alternative to custom made sine taper potentiometer 22a 

h in FIG. 2. In FIG. 3 a ?xed voltage V2 on lead 50 is 

35 

45 

55 

60 

65 

ampli?ed by a variable gain ampli?er 51. The gain of 
ampli?er 51 is a non-linear function of the position of 
the wiper arm on potentiometer 22b. The transfer func 
tion of Vout on lead 16 vs. potentiometer 22b position 
1s: 

Where 
A is potentiometer 22b wiper arm position in degrees 
from the V1 end. 

ET is the electrical travel of the potentiometer 22b in 
degrees. 

K is the gain of ampli?er 52 which equals R53/R54+1 
V2 equals 

R56 
V1 ( R55 + R56 ) 

V1 is the applied power supply voltage. 
A Sine function or other non-linear function can be 

approximated by varying the starting position of poten 
tiometer 22b wiper arm, V1, V2 and the gain of ampli 
?er 52. 
The operation of display unit 30 will now be de 

scribed. The output of either capacitive inclinometer 
sensor 21 or 22 or the output of resistive sensor 21a or 
22a appears on line 16 and is provided via a ?lter 
formed by resistor 31 and capacitor 32 to analog-to 
digital (A/D) converter 33, for example model No. 
ICL7126CPL manufactured by Intersil Inc., Cupertino, 
Calif. A/D converter 33 digitizes the input 33a received 
from the angle or height sensors 21/21a or 22/22a and 
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provides an output on line 34 to drive a visual readout 
display, for example a 3% digit liquid crystal display 
model FRS-IZOO manufactured by Optrex Corp., To 
kyo, Japan. 

Analog-to-digital converter 33 has a differential input 
33b which is connected to the wiper of zeroing potenti 
ometer 36 for providing a voltage to zero the display 35 
over the normal range of input voltages appearing at 
input 330. Speci?cally, when measuring the angle of 
saw blade 12, potentiometer 36 may be used to zero the 
display during calibration. When measuring the height 
of saw blade 12, potentiometer 36 may be used to reset 
the display when a saw blade of different diameter is 
used or to set an arbitrary zero point anywhere within 
the normal height range of saw blade 12. Reference 
input 330 is attached to the wiper variable potentiome 
ter 37. Potentiometer 37 is adjusted to provide overall 
system gains during height calibration of the system, for 
example, a calibration at full scale. 

Battery 38, typically 9 volts, is connected to voltage 
regulator and low battery detector 39 through on-off 
switch 40 and diode 41 which protects display 30 from 
inadvertent reverse battery installation. Voltage regula 
tor 39, for example, may be model LP295 lCN manufac 
tured by National Semiconductor Corp., Santa Clara, 
Calif. In the preferred embodiment, the regulated d.c. 
voltage appearing on lead 42 is approximately 6 volts 
and is determined by the ratio of resistors 43 and 44. If 
there is insufficient voltage from battery 38 to provide 
the desired regulated voltage on lead 40, a low battery 
signal is produced by voltage regulator 39 which is 
provided to LCD driver 43, for example, model 
CD407OBCN manufactured by National Semiconduc 
tor Corp. LCD driver 43 activates the low battery leg 
end on display 35. 

In accordance with the above description, the present 
invention provides an accurate, simple apparatus for 
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4 
measuring saw blade height and angle. The present 
invention may be constructed in modular form so that 
retro?tting to a wide variety of rotary power saws is 
practical and inexpensive. 
While the invention has been described in its pre 

ferred embodiments, it is to be understood that the 
words which have been used are words of description 
rather than limitation and that changes may be made 
within the purview of the appended claims without 
departing from the true scope and spirit of the invention 
in its broader aspects. 
What is claimed is: 
1. Apparatus for displaying the height of a rotary saw 

blade with respect to a horizontal reference in a rotary 
power saw system, said system including positioning 
means for adjusting the height of said saw blade with 
respect to said horizontal reference, said saw blade 
being journalled in said positioning means and said posi 
tioning means being journalled for rotation so as to 
adjust said height of said saw blade with respect to said 
horizontal reference, said apparatus comprising: 

sensor means disposed on said positioning means for 
providing a sensor output signal proportional to 
the sine of the angle between said positioning 
means and said horizontal reference, 

a visual display, and 
electronic means for converting said sensor output 

signal into signals driving said visual display, said 
electronic means including adjusting means for 
adjusting a gain thereof so that said saw blade 
height is displayed on said visual display. 

2. The apparatus of claim 1 in which said electronic 
means includes further adjusting means for adjusting 
zero reference of the system. 

3. The apparatus of claim 1 in which said visual dis 
play comprises a digital display. 

* * * * * 


