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[57] ABSTRACT 

A transducer head, held in a ?xed position as a prefor 
matted disk is rotated a full revolution, reads any sector 
address accessible to the head. The addresses read come 
from a plurality of track revolutions that depend on the 
magnitude of the eccentricity of the disk. A computer, 
programmed with a least squares algorithm, ?rst coor 
dinates (1) data corresponding to the angular position of 
the disk each time an address is read, with (2) data cor 
responding to the actual radius of each address. The 
computer then transforms the array of data coordinated 
into a sinusoidal track eccentricity compensating signal 
of the form D cos (wt+E) where the amplitude D is a 
constant computed from the least squares algorithm 
corresponding to the distance between the center of the 
disk and its rotational axis, the phase B, which is also a 
constant computed by least squares, corresponds to the 
angle the center of the disk is from an angular reference 
position, and wt is a variable equal to the product of 
disk angular speed and time. 

7 Claims, 6 Drawing Sheets 
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FIG. I (PRIOR ART) 
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LEAST SQUARES METHOD AND APPARATUS 
FOR DETERMINING TRACK ECCENTRICITY OF 

A DISK 

BACKGROUND OF THE INVENTION 

1. Field Of The Invention 
The present invention relates to a method and appara 

tus for determining track eccentricity of an information 
bearing disk. 

2. Description Relative To The Background Art 
In the following description of relevant background 

art, reference is made to FIG. 1 of the accompanying 
drawings which illustrates eccentricity of a record track 
of a disk system. 
With reference to the recording art, tracking is the 

process of keeping a transducer head on the path of a 
record track on a storage device. The purpose of track 
ing control is to adjust the position of the head relative 
to the record track or vice versa, so that the head is 
aligned with the centerline of the track for maximizing 
the signal-to-noise ratio of a record/playback channel. 
0f the various causes of tracking error, track eccen 

tricity is often the most severe in a disk system. The 
problem arises when the center of a disk is not aligned 
precisely with the rotational axis of a disk drive mecha 
nism. As a result, a track being traced oscillates radially 
as the disk rotates about its central axis of rotation. 
FIG. 1 illustrates the problem. A disk drive spindle 10 

has a central axis of rotation 11 at point A; a stationary 
transducer head 12, located at point B a known dis 
tance, R, from A, serves to trace an imaginary circular 
track 14 of radius R passing through B and centered at 
A. 
Track eccentricity arises when a disk 16 has its center 

(point C) displaced from the rotational axis 11 at A. 
Point C is shown generally at a distance epsilon, e, from 
A and at a phase angle phi, d), from a radial line 17 
related to a predetermined reference position of the 
rotational axis 11. ~ 

The disk 16 has a circular record track 19 (center at 
C) whose radius is the distance R that the transducer 
head 12 is from A. If point C were to coincide with A, 
the record track 19 would be and would remain aligned 
with the imaginary track 14 when the disk 16 rotates. If 
that were the case, there would be, of course, no track 
eccentricity. 
With miscentering, however, the center of the disk 16 

(point C) follows a circular path 20 of radius 5 and 
center at A as the disk 16 rotates. As C follows path 20, 
the track 19 moves radially relative to- point B of the 
transducer head 12. A distance, A, between B and the 
point at which track 19 intersects a diametrical line 18 
passing through A and B, represents a tracking error 
caused solely by eccentricity. The distance A varies as a 
function of the location of point C on the path 20 and is 
at a maximum e outside point B when C is aligned with 
line 18 between A and B and is at maximum 6 inside B 
when C coincides with line 18 on the diametrically 
opposite side of A. Thus, the point of intersection of the 
track 19 with the line 18 wanders back and forth within 
a total range of 2e. In this case a sinusoidal signal of 
amplitude e and having a fundamental frequency com 
ponent equal to the rotational speed of the disk and 
proper phase provides a very good approximation to 
track eccentricity. 

It should be understood that the center C of the disk 
16 is shown to be a relatively signi?cant distance from 
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2 
the rotational axis 11 of the drive spindle 10. In actual 
ity, the distance e is typically no greater than 25 micron 
s-a small percentage of the track radius R. 
There are known in the prior art various techniques 

for achieving tracking control dynamically. A com 
monly employed method is to preformat a disk with 
so-called embedded servo information. By this proce 
dure, predetermined signals are recorded along each 
record track on a disk at precise locations. As these 
signals are detected, either in a record or a playback 
mode, a servo system, preferably closed-loop, serves to 
drive the transducer head radially in an attempt to main 
tain alignment with the particular record track being 
traced. Embedded servo information has been found to 
work well with disks having information-bearing tracks 
of moderate density such as a rigid magnetic disk. In 
fact, for a disk system having a relatively low track 
density, such as is found with some ?exible or ?oppy 
disk systems, tracking control may be achieved without 
embedded servo information. A problem arises, how 
ever, with a disk system having a relatively high track 
density, such as a magneto-optical or an optical system, 
in which track density may be on the order of approxi 
mately 6,000 tracks per centimeter. With a system of 
this type wherein track pitch is less than two microns 
(<2u), a discrete tracking signal provided by embed 
ded servo information is not suf?cient in itself to main 
tain tracking control. This is because eccentricity can 
cause the track to wander radially inwardly and out 
wardly relative to a transducer head over an annular 
band containing several concentric tracks. A tracking 
error of this magnitude can cause complete loss of a 
desired track during the time interval between adjacent 
servo signals. With a disk system in which track density 
is particularly high, eccentricity must be continuously 
compensated for during operation. 

U.S. Pat. No. 4,628,379 discloses apparatus for con 
tinuously compensating for eccentricity of a disk stor 
age system. To that end, servo information, stored at 
discrete points angularly spaced equally relative to the 
center of the disk, provides information relating the 
position of a transducer head to disk center. To provide 
for a continuous compensating factor, a microprocessor’ 
uses a discrete Fourier transform technique to ?t de 
tected servo information to a sinusoidal waveform de 
?ning eccentricity. 
A discrete Fourier transform analysis, however, suf 

fers from a disadvantage in that the position information 
for computing eccentricity is required to be provided at 
equally spaced points in time. To that end, U.S. Pat. No. 
4,628,379 provides servo information aligned in the 
radial direction. The arrangement of servo information 
in this pattern is commonly associated with a constant 
angular velocity (CAV) system. In such a system a disk 
has the same number of bit cells in each-track revolu 
tion. Because the length of each track revolution de 
pends on its radius, bit cell density decreases with in 
creasing radius and only the innermost track may have 
a maximum allowable bit density. Thus, an eccentricity 
compensating scheme based on a Fourier analysis tech 
nique suffers from disadvantages in that it requires 
servo information arranged in a particular time-ordered 
pattern which itself is very inefficient in terms of data 
storage capacity. 
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SUMMARY OF THE INVENTION 

In view of the foregoing, an object of the invention is 
to provide a method and apparatus for determining the 
eccentricity of a preformatted disk without, however, 
requiring that information contained in‘the preformat 
ted ?eld be arranged in a particular time-ordered pat 
tern. 
The object of the invention is achieved by maintain 

ing a transducer head at a ?xed radial position while 
reading radially dependent indicia (preferably sector 
addresses) in the preformatted ?eld as a drive spindle 
rotates the disk through a full revolution. A computer, 
having an input coupled to the transducer head and 
programmed to inclpde a least squares algorithm, trans 
forms an array of data consisting of (l) the actual radius 
of each address read, together with (2) the angular 
position of the disk at the time the corresponding ad 
dress is read, to a sinusoidal track eccentricity compen 
sating signal of the form D cos(wt+E) where D and E 
are constants computed from the least squares algo 
rithm and wt is a variable equal to the product of disk 

' angular velocity and time; the amplitude D of the sinu 
soidal signal corresponds to the distance between the 
center of the disk and its rotational axis and the phase E 
of the signal corresponds to the phase angle of the misc 
entering (a ?xed angle measured relative to an angular 
reference position of the drive spindle). 
An advantage of the invention is that track eccentric 

ity is determined more accurately with increasing track 
density. This advantage of the invention, as well as the 
advantage that information read from a preformatted 
?eld need not be supplied in a particular time-ordered 
pattern, will become more apparent in the detailed de 
scription of a preferred embodiment presented below. 

DESCRIPTION OF THE DRAWINGS 

The invention will be described with reference to the 
accompanying drawings, wherein: 
FIG. 1 is a diagram illustrating track eccentricity; 
FIG. 2 is a schematic of disk drive apparatus together 

with an enlarged top view of a disk illustrating an elon 
gate spiral record track having pre-written equally 
spaced sector addresses; 
FIG. 3 is an illustration useful in explaining the inven 

tion; 
FIG. 4 is a schematic in block diagram form of appa 

ratus, in accordance with the invention, for producing a 
sinusoidal signal representative of track eccentricity; 
FIG. Sis a ?owchart of a computer program used to 

compute track eccentricity; and 
FIG. 6 is a graph illustrating a track eccentricity 

compensating signal. 

DESCRIPTION OF A PREFERRED 
EMBODIMENT 

FIG. 2 shows the aforementioned information-bear 
ing disk 16 having an elongate record track 19 which 
spirals inwardly about the center C of the disk to form 
a succession of equally spaced concentric track revolu 
tions of progressively decreasing radii. As made appar 
ent hereinbelow, each track revolution may also be of 
circular form. 

Preferably, the recording surface of the disk 16 is 
optical, although various alternative surfaces, such as 
magneto-optical and magnetic, may also be used. Fur 
thermore, both single and double-sided recording may 
be employed, and that when double-sided recording is 

5 

20 

25 

35 

45 

55 

65 

4 
used, as is preferred, both planar sides of the disk 16 
includes a series of equally spaced concentric track 
revolutions. 

In accordance with a widespread standard, each 
track revolution is divided into a plurality of preformat 
ted sectors. The sectors serve to divide information on 
each track into corresponding blocks comprising a pre 
determined number of bits. The bits within a sector are 
arranged into two groups. The ?rst group of bits is 
commonly known as a sector header and the second 
group, which follows the sector header, is commonly 
known as a data ?eld. To distinguish the sectors from 
each other certain bits in each header constitute a sector 
address 30 which is conveniently numbered sequentially 
beginning with the outermost track revolution 32 on the 
disk 16. The addresses 30 are angularly spaced equally, 
relative to the center C of the disk, throughout the 
record track 19 such that on any given track revolution 
they are not aligned radially, as shown, with the ad 
dresses on the adjacent revolution (either the adjacent 
inner or the adjacent outer revolution). For use of the 
invention to be described, however, each track revolu 
tion may have an integer number of sectors and thus the 
addresses 30 may be aligned radially from one track 
revolution to any other track. 

It should be understood that the bits de?ning the 
addresses 30 comprise only a minute percentage of the 
total number of bits-sector and data-capable of being 
recorded on the disk; further, the number of track revo 
lutions and the trackwise width shown are merely for 
generally illustrating the layout of address information. 
In actuality, the center-to-center spacing of the tracks 
(track pitch) is so small, particularly with an optical 
disk, that individual track revolutions are not discern 
ible to the eye. 
To record user data on, or play back from, a given 

sector, a drive mechanism 34 causes a spindle drive 
motor 36 to rotate the disk 16 about the aforementioned 
central axis 11 while tracking actuator apparatus 37, 
also under the control of the drive mechanism 34, 
causes the transducer head 12 to trace record track 19 
by continuous radial movement along the reference line 
18. In doing so, the head 12 writes data onto or plays 
back data from a track sector corresponding to the 
address provided by a computer-based signal proces 
sing/drive electronics 38. 
The invention requires a method and apparatus for 

measuring track eccentricity so that tracking control of 
the transducer head automatically takes into account 
eccentricity of the track being traced. A disk is not 
always reinserted into the same drive mechanism nor is 
it always possible to return the disk precisely to its 
previous position even if it is reloaded into the same 
system; thus, the invention also requires that eccentric 
ity be measured each time that a disk is loaded into a 
drive mechanism. 
FIG. 3 illustrates generally the manner in which data 

is acquired for determining track eccentricity. The in 
vention requires that the transducer head 12 is held at a 
?xed position while the disk 16 is rotated through a full 
revolution (from 0° to 360°). Again, assume that there is 
a distance 5 between the center of the disk 16 and the 
rotational axis 11 of the drive mechanism 34. From the 
previous description of track eccentricity, it follows 
that information from a portion of each track within an 
annular band of width 26 would be accessible to a sta 
tionary transducer head during each full revolution of 
the disk. Because of the sinusoidal “nature” of track 
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eccentricity, a portion of each track revolution within 
:6 on either side of the midpoint of this annular band 
would sweep past a stationary head. FIG. 3 shows this 
midpoint as an “average offset” and that track revolu 
tions numbered 4 through 9 are within the distance 6 of 
the average offset and would therefore pass immedi 
ately adjacent the transducer head at some time during 
a disk revolution. 
The invention also requires that the stationary trans 

ducer head 12 provide output corresponding to each 
sector address 30 accessible to it as the disk 16 rotates. 
Because of the sinusoidal characteristic of track eccen 
tricity, each track within is is aligned with the trans 
ducer head 12 at two different times during each full 
revolution of the disk 16. (A track at a radial distance of 
exactly e from the average offset would pass beneath 
the head 12 only one time during a disk revolution.) 
Accordingly, there would be no more than two time 
intervals per disk revolution during which sector ad 
dresses on a given track could be detected by the trans 
ducer head 12. 
The actual location of the center of the disk 16 varies 

randomly each time the disk is loaded into the drive 
mechanism 16. Thus, both the magnitude (6) and the 
phase ((1)) of the decenter (FIG. 1) are random variables. 
For a given track revolution the address(es) 30 that 
would be detected also vary randomly as a joint func 
tion of e and 11). FIG. 3 shows by the darkened areas 
those addresses 30 of tracks numbered 3 through 9 that 
are detected by the transducer head 12. It will be noted 
that the combination of addresses detected forms a gen 
erally sinusoidally shaped pattern. 

Further toward achieving the object of the invention, 
the array of addresses detected is converted to a corre 
sponding array of polar coordinates de?ning, for each 
address, its actual radial distance on the disk and disk 
angular position at the instant the address is detected. A 
programmable computer of the signal processing/ drive 
electronics 38 then serves, by means of a least squares 
algorithm, to transform this array of polar coordinates 
to a sinusoidal track eccentricity compensating signal of 
the form D cos(wt+E) where D and E are constants 
derived from the least squares algorithm and corre 
spond, respectively, to the magnitude, represented by 
e(FIG. 1), and the phase angle, shown by ¢(also FIG. 
1), of the miscentering of the disk. 
FIG. 4 shows a presently preferred embodiment of 

apparatus 39 in accordance with the invention. An opti 
cal encoder 40 serves to produce an output correspond 
ing to the phase of a disk drive spindle 41. To that end, 
the encoder 40, in response to a reference mark on a 
?ywheel 42 of the disk drive shaft, produces an index 
pulse 44 at a precise point in time with each rotation of 
the drive spindle 41. In parallel therewith, the encoder 
40 supplies a train of pulses on line 46 corresponding to 
a predetermined number of equally spaced timing marks 
on the flywheel 42. ‘ 

A counter 48 of the signal processing/drive electron 
ics 38 serves to provide a signal representative of the 
phase of the drive spindle 41 relative to the index pulse 
44, and therefore the angular position of the disk. For 
that purpose, the counter 48 increments a count value in 
response to each pulse in the “timing mark” train; the 
counter 48 resets its count value to zero with each index 
pulse 44. 
An address decoder 50, in response to output from 

the transducer head 12, serves to provide to a program 
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6 
mable computer 52 a parallel bit stream corresponding 
to each track address detected. 
The computer 52 serves to compute a sinusoidal track 

eccentricity compensating signal of the aforementioned 
form D cos(wt+E). To that end, the microprocessor 52 
is programmed with a least squares algorithm to ?t a 
waveform of the form D cos(wt+E) to data corre 
sponding to the actual radius, Xm, and disk angle, 0",, of 
each address detected. In particular, the values of D and 
E, which are constants, are computed which minimize 
the following function F: 

where R is equal to the radial distance of the transducer 
head 12 when addresses are read, and N is the number 
of addresses detected during one full revolution of the 
disk. 
A runout memory 54 serves to store values corre 

sponding to the track eccentricity compensating signal. 
To that end, the memory 54, in response to output from 
the computer 52, stores eccentricity-compensating val 
ues sequentially, referenced to the track index pulse 44 
and synchronized with each pulse in the train of timing 
marks from the output of the encoder 40. 
A D/A converter 56, responsive to timing provided 

by the computer 52 and output from the memory 54, 
serves to convert at the appropriate time each of the 
values stored in memory 54 to an appropriate drive 
current. 

During an actual data write and/or read operation, 
the tracking actuator apparatus 37 adjusts the radial 
position of the transducer head 12 in response to a track 
ing control signal provided by the disk drive mechanism 
34. 
Summing circuitry 55 functions to combine the out 

put of the converter 56 with the output of the tracking 
actuator apparatus 37 for driving a linear tracking 
motor such as a voice coil 58 jointly as a function of 
track eccentricity and a nominal tracking control signal, 
respectively. To that end, the output of the converter 56 
is added to the output of the tracking actuator apparatus 
37. 
The method of computing track eccentricity will 

now be described, with particular reference to FIGS. 1 
and 5 of the drawings. 

Referring now to the ?owchart of FIG. 5, the com 
puter 52 of the signal processing/drive electronics 38 
accepts as input, from the address decoder 50 and the 
counter 48, an array of data consisting respectively of 
each detected address 30, X,-, and the angle 0;, of the 
disk 16 when the corresponding address is read. The 
computer temporarily loads this array of data into mem 
ory. 
Once the disk 16 rotates through a full revolution 

(preferably when the counter 48 has counted a predeter 
mined number of pulses corresponding to one complete 
revolution) the computer 52, under program control, 
computes the radius of each address. With a spiral re 
cord track, each address has a unique radius. The radius 
of each address could be found by means of a simple 
computer look-up table. Preferably, however, the com 
puter sorts the addresses stored to ?nd the one that lies 
furthest from the center of the disk. That address has 
the largest radius and serves as a reference address. 
With track pitch and the number of sectors per track 
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revolution known, the radius of each of the other ad 
dresses can be determined from the number of sectors 
separating the reference address and the address whose 
radius is being computed. 
The computer 52 then computes the angular position 5 

of the disk 16 at the time each address is detected. To 
that end, the computer preferably converts the count 
value provided by the counter 48 at the time each ad 
dress is supplied by the decoder 50. A count value of 
zero coincides with the index pulse 44 and corresponds 
to a disk angle of zero degrees (0°). 
Once all the radial distances and corresponding angu 

lar positions are computed, the computer 52, by means 
of its least squares algorithm, ?ts the radius and corre 
sponding angle data to an equation of the form R+D 
cos(wt+E) where D and E are constants computed 
from the least square algorithm and correspond, respec 
tively, to the magnitude 5 and the phase angle ¢(FIG. 1) 
of decenter, R corresponds to the ?xed radial position 
of the transducer head, and wt is the angular position of 
the disk. The Appendix of this application includes a 
detailed derivation of the mathematics employed for 
computing the magnitude and phase angle of the de 
center. 

The phase ii) of the decenter is referenced to the angu 
lar position of the disk 16 when the index pulse 44 oc 
curs. By way of example and without limitation, the 
phase (b is shown in FIG. 1 as being approximately % of 
a full revolution (45°) prior to a maximum positive ec 
centricity (+6) when the disk 16 rotates in a counter 
clockwise direction. Since the eccentricity signal is of 
the form D cos(wt+E), the phase of decenter, as illus 
trated in FIG. 1, is a negative forty-?ve degrees (—45°). 
Once the constants D and E are computed, track 

eccentricity is normalized. To that end, the computer 52 
stores the values of the sinusoidal signal sequentially in 
the runout memory 54 according to the angular position 
of the disk drive spindle 41 as represented by the timing 
marks on the ?ywheel 42. FIG. 6 graphically illustrates 
relative runout values for a phase angle (1) of —45°. 

ADVANTAGEOUS TECHNICAL EFFECT 

From the foregoing, it is apparent that there has been 
disclosed an improved method and apparatus for deter 
mining track eccentricity of a preformatted disk. Unlike 
the prior art, information in the preformatted ?eld need 
not be arranged in a particualr time-ordered pattern to 
determine eccentricity. A particular advantage of this 
feature is that the preformatted ?eld can take a variety 
of forms adaptable to ef?ciently storing user data. 
For a given eccentricity, the greater the track density 

the larger the number of addresses read by a stationary 
head. A further advantage of the present invention is 
that with increasing track density, track eccentricity is 
determined more accurately. 
The invention has been described in detail with refer 

ence to the ?gures, however, it will be appreciated that 
variations and modi?cations are possible within the 
spirit and scope of the invention. 

N 
21{X,,, - R - A1 cos 0,, - AZsinOmP = F 
m: 

45 

55 
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where 
A1=D cos E 
A2=D sin E 

For a least squares ?t: 

a1-‘ (1) 

Substituting for R (equation (1)) in equation (2) pro 
duces equation (4) of the form: 

Similarly, substituting for R in equation (3) produces 
equation (5) of the form: 

A1 and A2 are solved for from simultaneous equations 
(4) and (5) and are of the form: 

A1=D cos E and 
A2=D sin E, then 
D=A12+A22 and 
E: Tan—1(A2/A1). 
What is claimed is: 
1. A method of determining eccentricity of a rotat 

able disk preformatted with individually identi?able 
indicia spaced along concentric record tracks encircling 
the center of the disk, said method comprising: 
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(a) rotating the disk and reading each identi?able 

indicium accessible to a transducer head which is 
held at a ?xed radial position as the disk is rotated; 

(b) coordinating the actual radius of each indicium 
read with the angular position of the disk at the 
time the indicium is read; and 

(c) transforming the array of coordinated pairs of 
radius and angular position information into a sinu 
soidal track eccentricity compensating signal the 
amplitude and the phase of which are constants 
computed from a least squares algorithm, the am 
plitude corresponding to the distance between the 
center of the disk and its rotational axis, the phase 
corresponding to the angle the center of the disk is 
from a predetermined angular position of the disk. 

2. A method of determining eccentricity of a rotat 
able disk having addresses spaced along concentric 
record tracks encircling the center of the disk, said 
method comprising: 

(a) rotating the disk and reading any address accessi 
ble to a transducer head which is held at a ?xed 
radial position as the disk is rotated; 

(b) coordinating the actual radius of each address 
read with the angular position of the disk when the 
address is read; and 

(c) employing a least squares algorithm to transform 
the coordinated pairs of radius and angular position 
information into a periodic track eccentricity com 
pensating signal the amplitude of which is function 
ally related to the distance the center of the disk is 
from its rotational axis and the phase of which is 
functionally related to the angle the center of the 
disk is from a radial reference position of the disk. 

3. A method of determining eccentricity of a rotat 
able disk preformatted with addresses spaced along 
concentric record tracks encircling the center of the 
disk, said method comprising: 

(a) rotating the disk and reading each address accessi 
ble to a transducer head which is held at a ?xed 
radial position as the disk is rotated; 

(b) coordinating the radius of each address read with 
the angular position of the disk when the address is 
read; and 

(c) employing a least squares algorithm to transform 
the coordinated pairs of radius and angular position 
information into a track eccentricity compensating 
signal of the form D cos(wt+E) where D and E 
are constants derived from the least squares algo 
rithm, 

D corresponding to the distance the center of the disk 
is from its rotational axis, 

E corresponding to the angle the center of the disk is 
from an angular reference position of the disk, and 

wt being a variable equal to the product of angular 
speed of the disk and time. 

4. In apparatus having a playback transducer head for 
determining eccentricity of a rotatable disk preformat 
ted with individually identi?able indicia spaced along 
concentric tracks encircling the center of the disk, said 
apparatus comprising: 

(a) a tracking actuator maintaining the transducer 
head at a ?xed radial position to read indicia acces 
sible to the head while the disk is rotated; 

(b) memory means for storing data corresponding to 
the radii of the indicia read and associated data 
corresponding to the angular position of the disk 
when the indicia are read; and I 

(0) electronic computer means, having an input cou 
pled to said memory means, programmed to in 
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10 
clude a least squares algorithm to transform the 
array of coordinated pairs of radial and angular 
position information into a sinusoidal track eccen 
tricity compensating signal the amplitude and the 
phase of which are constants computed from the 
least squares algorithm, the amplitude correspond 
ing to the distance between the center of the disk 
and its rotational axis, the phase corresponding to 
the angle the center of the disk is from a predeter 
mined angular position of the disk. 

5. Apparatus as defined in claim 4 further including 
means, operable during a subsequent data record and/or 
data playback mode, for applying the track eccentricity 
compensating signal to said tracking actuator to move 
the transducer head radially to compensate for track 
eccentricity. 

6. In apparatus having a playback transducer head for 
determining eccentricity of a rotatable disk having ad 
dresses spaced along concentric record tracks encir 
cling the center of the disk, said apparatus comprising: 

(a) a tracking actuator maintaining the transducer 
head at a ?xed radial position to read any address 
accessible to the head while the disk is rotated 
through a full revolution; 

(b) memory means, coupled to the transducer head, 
for storing (1) data representative of the actual 
radius of each of the addresses read, and (2) data 
representative of the angular position of the disk 
when each address is read; and 

(0) electronic computer means, having an input cou 
pled to said memory means, programmed to in 
clude a least squares algorithm to transform the 
array of coordinated pairs of radial and angular 
position information into a periodic track eccen 
tricity compensating signal the amplitude of which 
is functionally related to the distance the center of 
the disk is from its rotational axis and the phase of 
which is functionally related to the angle the center 
of the disk is from a radial reference position of the 
disk. 

7. In apparatus having a playback transducer head for 
determining eccentricity of a rotatable disk preformat 
ted with addresses spaced along concentric record 
tracks encircling the center of the disk, said apparatus 
comprising: 

(a) a drive spindle arranged for rotating the disk 
about an axis of rotation; 

(b) a tracking actuator maintaining the disk at a ?xed 
radial position to read addresses accessible to the 
head while the disk is rotated; 

(0) memory means for storing digital data representa 
tive of the actual radius of each address read and 
data representative of the angular position of the 
disk at the time each address is read; and 

(d) digital computer means, having an input coupled 
to said memory means, programmed to include a 
least squares algorithm to transform an array of 
corresponding pairs of radius and angular position 
information into a track eccentricity compensating 
signal of the general form D cos(wt+E) where D 
and E are constants derived from the least squares 
algorithm, 

D corresponding to the distance the center of the disk 
is from its axis of rotation, 

E corresponding to the angle the center of the disk is 
from a radial reference position of the disk, and 

wt being a variable equal to the product of the rota 
tional speed of the disk and time. 

* * 1k * * 


