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To all whom it may concern: 
Be it known that we, CHARLES E. FOSTER, 

residing at WVashington, District of Columbia, 
and JAMES \V. HINE, residing at Jamestown, 

5 Chautauqua county, State of New York, citi 
zens of the United States, have invented cer 
tain new and useful Improvements in Cases 
for Books, of which the following is a speci? 
cation. 

10 In that class of cases intended for the stor 
age of books, and more especially those of a 
?reproof construction for public records, it is 
common to make use of shelves in the form 
of metallic frames having roller-bearings for 

15 the books, each book lying horizontally upon 
one of the shelves. This construction has 
proved to be most acceptable in those cases 
where the shelves can be made of such a Width 
as to hold each but a single book or series of 

20 books lying end to end. There are circum 
stances, however, where the available space 
is such that the requisite number of books 
cannot be placed in the order named and it 
becomes necessary to place some of the books 

25 in front of the others, and our invention re 
lates to cases constructed to permit this ar 
rangement of books; and it consists in means 
whereby to render such an arrangement ad 
vantageous and to permit access to be had to 

30 the books, either at the front or back with 
out displacing those not needed for reference. 
In the accompanying drawings, Figure 1 is 

a sectional elevation of a case with movable 
book-shelves embodying our invention. Fig. 

35 2 is a plan view of one of the shelves. Fig. 3 
is a sectional elevation showing a modi?cation. 
Fig. 4 is a sectional plan showing another 
modi?cation. ‘Fig. 5 is a perspective View of 
the shelf shown in Fig. 4. i 

40 The case x is of any suitable construction 
and is provided with supports for a series of 
movable shelves or frames A, one above the 
other, and each provided, preferably, with a 
front closing-piece 6, although in some in 

45 stances the latter may be omitted. In the con 
struction shown in Fig. 3 the shelf consists of 
two strips or-boards hinged together at w and 
sliding upon the side bars a a at opposite sides 
of the case or at the sides of an upright par 

tition of the case. The shelf A is of sufficient 5o 
depth to permit two books Y Y’ to be placed 
upon the same, one in front of the other, as 
shown, so that when the shelf is closed or 
pushed back into the case both the books will 
be inclosed in the case, and the shelf is pro- 55 
vided with bearings so constructed that when 
it is pulled forward it may be turned down 
and supported in an upright or inclined posi 
tion, so as to expose both hooks in such posi 
tion that either of them may be readily with- 60 
drawn without disturbing the other. To this 
end the front closing-piece 6 constitutes a 
bearing for one of the books, while the second 
cross-piece 7 or other suitable projection ex~ 
tending across in a position adjacent to the 65 
back edge of the ?rst book constitutes a bear 
ing for the rear book. 
Any suitable bearing or support may be em 

ployed for holding the shelf in its generally 
vertical position when drawn forward. Thus 70 
the shelf may be provided at each edge with 
a hook 8, adapted to engage a stud 9 at the 
side of the bar a when the shelf reaches its 
extreme forward position, after which the shelf 
may swing down in the position shown in Fig.3. 75 
Another shelf made in two sections connect 

ed end to end is illustrated in Figs. 1 and 2. 
In this construction the shelf is divided about 
midway between its front and back edges and 
hinged so that when the shelf is partly drawn 80 
out the forward section 1 may be swung down 
toward a vertical position, while the rear sec 
tion 2 remainsin place in the case, but in a for 
ward position, exposing the book thereon with 
its back in line with the forward edge of the 85 
other shelves, whereby either book may be re 
moved at pleasure without disturbing the 
other. In this construction it is preferable 
that the rear section 2, from which the book 
may be withdrawn and on which it must be 90 
placed horizontally, shall be provided with 
transverse‘roller-supports 14, thereby facili 
tating the operations, and it is also preferable 
in this construction to provide the rear section 
with anti-friction rollers 15, so asto reduce 95 
the friction in pushing in and drawing out the 
portion of the shelf that remains horizontal. 
The sections of the shelf may be made in 
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any suitable manner; but we prefer the con 
struction shown in the drawings, in which the 
front section consists of two bars bent to form 
thesidepiecesyz, connected toand bythe front 
closing plate or piece 6, the ends of the bar of 
each piece being separated to receive between 
them the ends of the side bars5 5 of the back 
section and pins or bolts 16 passing through 
the parts, as shown in Fig. 2, so as to form 
the hinges w w. The bars forming the parts 
y 2 may be bent in di?erent Ways to secure 
the above-described result, but are preferably 
bent, as shown, to form the straight side 
pieces 18 18, the ?at front bearing portions 
19, to which the front piece 6 is riveted, and 
then inward, so as to meet each other and 
permit the two pieces to be connected by a 
single transverse bolt '0. rl‘he back section 2 
consists merely of the two side strips 5 5, 
transverse strips u u, and supporting-rolls 14. 
By this means the front section of the frame 
consists of three parts connected by three 
rivets or bolts, while the joints between the 
two sections are formed simply by the trans 
verse rivets. 
The ?rst section 1 may be hinged to swing 

laterally instead of downward, in which case 
the joint is vertical and at one side, as shown 
in Figs. 4 and 5. 7 
Without limiting ourselves to the precise 

construction and arrangement of parts shown, 
we claim— 

1. A book-case provided with a horizontal 
book-supporting shelf divided between its 
ends into two sections which are hinged to 
gether to permit the forward section to swing 
at an angle to the inner one in order to ex 
pose the book upon the inner section when it 
is drawn out from the case, each section be 
ing adapted to receive and support a book, 
substantially as described. 

2. A book-case provided with horizontal 

sliding shelves, each in two sections hinged 
together end to end to permit the forward sec 
tion to swing down when withdrawn and with 
a support 6 for a book when the section is in 
its outer position upon the forward section, 
substantially as set forth. 

3. A book-case provided with horizontal 
sliding shelves, each in two sections hinged 
together end to end, the rear section provided 
with roller-supports for a book, substantially 
as set forth. , 

4. A book-case provided with horizontal 
shelves, each in two sections hinged end to 
end, the rear sections having anti-friction roll 
ers resting upon horizontal guides, substan 
tially as described. 

5. A shelf for a book-case, in two sections 
hinged together end to end to aiford independ 
ent supports for two books, one in front of 
the other, substantially as set forth. 

6. A shelf for a book-case, consisting of two 
sections hinged together end to end, the rear 
section provided with roller-bearings, sub 
stantially as described. 

7. A shelf for books, consisting of two sec 
tions hinged together, the front section con 
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55 

65 

sisting of a front plate 6, and two parts 'y z, a 
formed by bending the bars to form side pieces 
18, front bearings 19, and to receive between 
their ends the bars of the rear section, sub~ 
stantially as described. 
In testimony whereof we have signed our 

names to this speci?cation in the presence of 
two subscribing witnesses. 

CHARLES E. FOSTER. 
JAMES W. HINE. 

Witnesses to Charles E. Foster: 
F. L. FREEMAN, 
W. S. MoARTHUR. 

Witnesses to James W. Hine: 
CHAS. J. J ENNER, 
A. A. WALKER. 
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