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MODERATE TO MODERATELY HIGH 
TEMPERATURE SOLAR LIQUID HEATER 

This application is a continuation-in-part of No. 
06/902,679 ?led 9-2-86, now abandoned, which is a 
continuation-in-part of No. 06/764,398, ?led 8-12-85, 
now abandoned. 
The present invention, a solar liquid heater, consists 

of at least one solar concentrator of wide-angle capabil 
ity after the manner of Holland (see references) with the 
re?ector portion of the solar concentrator being of 
generally trough-shape cross section wherein the length 
of the trough extends generally east and west to form 
essentially an inverted-V shape and which length of the 
trough includes an angle of less than 180 degrees as 
measured on the underside of the trough and wherein 
the trough leans essentially southward when located in 
the northern hemisphere and essentially northward 
when located in the southern hemisphere at an angle 
which is ?xed for moderate temperature performance 
and for performance over some fraction of the year and 
is adjustable for higher temperature performance and 
wherein an absorber conduit (the ?rst conduit) set in the 
cavity formed by the trough and a second conduit com 
municates with the high point vicinity of the ?rst con 
duit and a reservoir and wherein a third conduit com 
municates with the reservoir and the ?rst conduit near 
the east and west extremities of the ?rst conduit with 
the second and third conduits reaching essentially the 
same height prior to entering the reservoir wherein 
such height is at least as great as the high point of the 
?rst conduit. 
A working scale model of the present invention is in 

hand. 
German Pat. No. 1476717 (Fed. Rep. of Germany) 

discloses a related device. However, being parabolic the 
device would require frequent adjustment. Also, semi 
circular disposition of the trough lends itself to unpro 
ductive heat loss areas near the ens of the semicircular 
trough duing the central art of the day. Further, the 
semicircular disposition of a parabolic cross section 
appears comparatively expensive to manufacture. 

U.S. Pat. No. 4,309,079 is related but appears to be 
more complicated manufacture (because of semicircular 
disposition and of the cross section of the trough being 
canted to one side), install and use and suffers from the 
same unproductive heat loss near the ends of the semi 
circular trough as mentioned above. The present inven 
tion is superior in that adjustment would be much less _ 
frequent (may be zero) than with the parabolic device 
and the present invention offers productivity over its 
full length during the central portion of the day. Also, 
the present invention appears more feasible economi 
cally than either device above by being simpler to man 
ufacture, install and use. Moreover, the inverted-V has 
a more obvious absorber high point to which rising 
liquid will go directly even in the event of some off 
level of the trough instead of forming a somewhat stag 
nant puddle at the top of a semicircular trough. Further, 
entry of the second and third conduits into the reservoir 
from essentially the same level largely avoids selfcool 
ing of the reservoir by backward circulation. 
Another related device is Belgium Pat. No. 563711 by 

Bremaecker. It is noted that Bremaecker suffers in com 
parison to the present invention in that (1) it will not 
function all day as does the present invention, (2) it does 
not have a common high point for the collector system 
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2 
hot tubes as does the present invention but rather pres 
ents an extensive top portion of collectors and tube 
(item 8’ and 8" of FIG. 5) which creates a large puddle 
of heated liquid to form a large hot area for radiation 
loss and additionally so in the event of any off-level of 
the tops of the collectors, (3) it does not have same-level 
height of hot and cold tubes prior to entry into the 
reservoir, as the present invention does, which means it 
will cool its reservoir by backward circulation in the 
absence of radiation unless the flow system is valved off 
manually or automatically, which is not required with 
the present invention, and (4) it appears to require a 
reservoir elevated above the collectors which may be 
present structural support and appearance problems, a 
requirement the present invention avoids. Bremeacker 
also appears to be a more expensive system than the 
present invention, the present one being very simple in 
regard to tubing requirements and the ease of multi-unit 
preassembly. Finally, the present invention shoudl be 
capable of higher temperatures. 
An object of the present invention is to provide a 

simple, economic solar device to function all day, each 
day throughout the year, while radiation is suf?cient, to 
heat a liquid to moderate to moderately high tempera 
ture and put it in storage with zero adjustment for mod 
erate temperature performance and moderate adjust 
ment for moderately high temperature performance. A 
further objective is that the device by amenable to pro 
duction as a preassembled unit to be positioned on a 
suitable foundation. 

DETAILED DESCRIPTION 

The object, design and functioning of the invention 
will be clari?ed hereinafter by an embodiment of the 
invention described by the speci?cation with reference 
to the accompanying three drawings for which like item 
numbers refer to the same items in all three drawings: 
FIG. 1 is a side view of the invention with item 1 

leaning southward. 
FIG. 2 is a side view from south looking northward 

toward FIG. 1. 
FIG. 3 is a cross-sectional view of the item 1 of FIGS. 

1 and 2. 
An embodiment of the invention is shown by FIGS. 

1, 2 and 3 and is a solar concentrator with trough-shape 
cross section of wide-angle capability like FIG. 3 (in the 
manner of Holland) disposed generally like an inverted 
V, FIG. 2. The disposition as shown includes an angle 
of about 120 degrees as measured on the underside of 
the trough and between the legs of the inverted V. The 
trough assembly item 1 leans southward by a ?xed angle 
item 5 measured with respect to the horizontal item 13 
such that the high point item 4 of the absorber conduit 
item 3 aims essentially at the mean solar noon altitude 
between summer and winter solstices. A conduit item 6 
communicates with the high point item 4 of the ab 
sorber item 3 and a reservoir item 7 containing a suitable 
liquid. A conduit item 8 communicates with the reser 
voir item 7 and the east extremity item 9 and the west 
extremity item 10 of the absorber. Item 2 is the high 
point of the trough. The trough and reservoir and parts 
of the conduits would in practice be insulated and the 
trough would be covered. 
A working scale model of this embodiment is in hand. 
Operation of the embodiment may be understood 

with reference to FIGS. 1 and 2. The morning sun 
enters the east-facing section of the trough assembly 
item 1 and heats the absorber item 3 and its liquid con 
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tent. Expansion of the liquid in the absorber reduces the 
liquid density and causes it to rise to the absorber high 
point item 4 and ?ow through conduit item 6 into the 
reservoir item 7. Thus, heated liquid has been put in 
storage without pumping. Note that the west section of 
the trough assembly is essentially inactive at the mo 
ment. As the sun approaches noon position, both east 
and west sections of the trough assembly contribute 
heated liquid to the reservoir. Afternoon sun contrib 
utes heated liquid from the west section of the trough 
assembly as did the morming sun from the east section. 

Since maximum annual change'in solar noon altitude 
is about 47 degrees, if total angle item 12 of FIG. 3 is 
equal to or greater than 47 degrees, it is suf?cient to 
encompass the sun’s rays in all seasons without adjust 
ment of the angle item 5. It is true, however, that higher 
temperatures are achievable by making angle item 12 of 
FIG. 3 smaller and making desired adjustment of angle 
item 5. 

I claim: 
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1. A solar liquid heater comprises of at least one solar 

concentrator of wide-angle capability with the re?ector 
portion of the solar concentrator being of generally 
trough-shape cross section wherein the length of the 
trough extrends generally east and west to form essen 
tially an inverted V shape and which length of the 
trough includes an angle of less than 180 degrees as 
measured on the underside of the trough and wherein 
the trough leans at an angle which is ?xed for moderate 
temperature performance and for performance over 
some fraction of the year and is adjustable for higher 
temperature performance and wherein an absorber con 
duit, the ?rst conduit, sets in the cavity formed by the 
trough and a second conduit communicates with the 
high point vicinity of the first conduit and a reservoir 
and wherein a third conduit communicates with the 
reservoir and the first conduit near the east and west 
extremities of the ?rst conduit. 

2. A solar heater as in claim 1, with the second and 
third conduits reaching essentially the same height prior 
to entering the reservoir. 

_ a a: a a a 



UNITED STATES PATENT AND TRADEMARK OFFICE 

CERTIFICATE OF CORRECTION 
PATENTNO. lt,815 ,tttttt 
DATED March 28, 1989 

INVENTUHS) I Beecher J. Holland 

It is certified that error appears in the above-identified patent and that said Letters Patent is hereby 
corrected asshown below: 

Abstract, line 
should read -— 

Column 1, line 

Column 1, line 
near the ends of the 

3 , "The legs of the inverter V" 
The legs of the inverted V --. 

2h, "set in 

1&0, "near t 

the" should read -- sets in the - 

he ens of the" should read 
me. 

Column 1, line 1&5 , "complicated manufacture" should read 
-- complicated to manufacture --. 

Column 2 , line 13 , "whim may he" should read ——which may—— . 

Column 2 , line 19 , "shoudl" should read -- should .-— . , 
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