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[57] ABSTRACT 
An operation halting circuit comprises a circuit for 
controlling a system which executes a speci?ed opera 
tion and a circuit for shutting off every input to the 
control circuit so as to prevent the supply voltage from 
being applied to the control circuit when the supply 
voltage drops below a speci?ed threshold value. 

6 Claims, 4 Drawing Sheets 
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OPERATION HALTING CIRCUIT 

BACKGROUND OF THE INVENTION 

The present invention relates to an operation halting 
circuit which stops the operation of a control means in 
a system when the supply voltage drops. 

conventionally, a system containing a microproces- ‘ 
sor and peripheral circuits, such as memories, con 
nected to the microprocessor is designed to be reset 
asynchronously with the operation of the system itself 
either manually by an operator or automatically by a 
control circuit when the supply voltage to the micro 
processor and the peripheral circuits drops below a 
speci?ed value. However, by utilizing the conventional 
system a problem exists wherein the programs and data 
retained in the memories, connected to the control cir 
cuit of the system, are destroyed. 

SUMMARY OF THE INVENTION 

The object of the present invention is to solve the 
above problem by providing an operation halting cir 
cuit capable of disabling the control means of a system 
from carrying out any control operations, such as reset 
ting, operation start, etc., when the supply voltage 
drops below a speci?ed threshold value. 
The present invention comprises means for control 

ling a system that carries out a particular operation and 
means for shutting off every signal input from said con 
trol means to prevent the supply voltage from being 
applied to the control means when the supply voltage 
drops below a speci?ed threshold value. 
According to the present invention, when the supply 

voltage is lower than the speci?ed threshold value, all 
inputs are shut off from the control means so that the 
supply voltage will not be applied to the control means. 
Therefore, instructions, such as reset instruction, opera 
tion start instruction, etc., are no longer inputted to the 
control means. As a result, the control means stops 
operation, and thus is prevented from erroneous opera 
tion. Moreover, the programs and data stored in the 
memories connected to the control means are protected 
against destruction. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention will become more fully under 
stood from the detailed description given below and the 
accompanying drawings which are given by way of 
illustration only, and thus are not limitative of the pres 
ent invention and wherein: 
FIG. 1 is a block diagram of an embodiment of the 

operation halting and resuming circuit provided for 
supply voltage drop of the present invention; 
FIG. 2 is a circuit diagram of a ?rst embodiment of 

the voltage drop detection and power-on/reset signal 
generation circuitry of FIG. 1; 
FIG. 3 is a circuit diagram of a second embodiment of 

the voltage drop detection and power-on/reset signal 
generation circuitry of FIG. 1; 
FIG. 4 is a ?ow chart of a voltage drop detecting and 

processing routine; and - 
FIG. 5 is a flow chart of a voltage drop check pro 

cessing routine. ' 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

FIG. 1 is a block diagram of an embodiment of the 
operation halting and resuming circuit provided for 
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2 
supply voltage drop of the present invention. In this 
circuit, a central processing unit (hereinafter abbrevi 
ated as CPU) 2 controls a system (not shown) according 
to programs and data stored in a read only memory 
(hereinafter abbreviated as ROM) 3 and in a random 
access memory (hereinafter abbreviated as RAM) 4. 
The circuit of the present invention is characterized in 
that when the supply voltage to the controlled system 
drops, the circuit transfers the data in program counters 
and other data from the CPU 2 to the RAM 4 before 
setting the CPU 2 in the standby state causing every 
control operation to stop. 

Referring to FIG. 1, 1a or 1b is a voltage drop detec 
tion and power-on/ reset signal generation circuitry. 
When the voltage of a DC power supply, Vcc, being 
applied to the circuitry 1a or 1b drops below a speci?ed 
threshold value, the level of a signal Vo output to the 
CPU 2 is changed from H to _L. The circuitry 1a or 117 
is constructed as shown in FIGS. 2 and 3. 
FIG. 2 is a circuit diagram of the ?rst embodiment of 

the voltage drop detection and power-on/reset signal 
generation circuitry 10 of FIG. 1. A voltage drop detec 
tion integrated circuit 10 has a power input terminal 10p 
connected to the DC power supply, Vcc, and a signal 
output terminal 100 connected to a power input termi 
nal 20p of a power-on/reset signal generation circuit 20. 
A signal outputted from the signal output terminal 100 is 
sent as a voltage drop signal V0 to the CPU 2. The 
power-on/reset signal generation circuit 20 has a reset 
signal output terminal 200 connected to the CPU 2 and 
an ON signal output terminal 20b connected to the set 
signal input terminal of a set/reset flip flop (hereinafter 
referred to as RS ?ip flop) 5. 
Using the voltage drop detection and power-on/ reset 

signal generation circuitry 1a as shown in FIG. 2, when 
the voltage of the DC power supply, Vcc, being applied 
to the power input terminal 10p is not lower than a 
speci?ed threshold value, a H level signal of a speci?ed 
positive voltage is outputted from the signal output 
terminal 100 to the power-on/reset' signal generation 
circuit 20 and to the CPU 2. When the voltage of the dc 
power supply, Vcc, being applied to the power input 
terminal 10p is lower than the speci?ed threshold value, 
a, L level signal of earth potential is output from the 
signal output terminal 100 to the power-on/reset signal 
generation circuit 20 and to the CPU 2. During this 
state, if an ON switch 21, an ON key 22 or a RESET 
switch 23 of the power-on/reset signal generation cir 
cuit 20 is set ON, a pulse of positive voltage is not re 
ceived from the signal output terminals 200 and 20b. 
Consequently, the CPU 20 is set in the standby state 
causing the CPU 2 not to operate. 
FIG. 3 is a circuit diagram of a second embodiment of 

the voltage drop detection and power-on/reset signal 
generation circuitry 11) of FIG. 1. In this embodiment, a 
DC power supply, Vcc, is connected to both the power 
input terminal 10p of a voltage drop detection inte 
grated circuit 10 and the power input terminal 20p of a 
poWer-on/ reset signal generation circuit 20. The output 
terminal 100 of the voltage drop detection integrated 
circuit 10 is connected to the ?rst input terminal of an 
OR-gate OR. A signal outputted from the output termi 
nal 100 is sent as a voltage drop detection signal V0 to 
a CPU 2. Power-on signal Vdc output from the CPU 2 
is sent to the second input terminal of the OR-gate OR. 
The power-on signal Vdc is at a H level when the sup 
ply voltage is applied to the CPU 2 and at a L level 
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when the supply voltage is not applied to the CPU 2. 
The output terminal of the OR-gate OR is connected to 
the ?rst input terminals of AND-gates AND 1 and 
AND 2. The reset signal output terminal 20a and the 
ON signal output terminal 20b of the power-on/reset 
signal generation circuit 20 are connected to the second 
input terminals of the AND-gates AND 1 and AND 2, 
respectively. When the supply voltage is applied, a 
signal from the output terminal of the AND-gate AND 
1 is sent as a reset signal Vrsa to the CPU 2 and a signal 
from the output terminal of the AND-gate AND 2 is 
sent as an ON-signal Vona to the set signal input termi 
nal of a RS ?ip ?op 5. 

Using the voltage drop detection and power-on/ reset 
signal generation circuitry 1b of FIG. 3, when a dc 
voltage that is not lower than a speci?ed value is ap 
plied to the power input terminal 10p of the voltage 
drop detection integrated circuit 10 or when the speci 
?ed supply voltage is applied to the CPU 2 (namely 
when the signal Vdc is at H level), reset signal Vrs 
outputted from the power-on/ reset signal generation 
circuit 20 is sent as Vrsa to the CPU 2 and, ON signal 
Von from the power-on/ reset signal generation circuit 
20 is outputted as Vona to the RS ?ip ?op 5. 
Now, the construction of the operation halting and 

resuming circuit of the present invention will be de 
scribed with reference to FIG. 1. The DC power sup 
ply, Vcc, comprises a battery that is connected to the 
power input terminals of the CPU 2 and the ROM 3 via 
a switch 6. Switch 6 which is controlled by signals 
output from the Q outputted terminal of the RS ?ip ?op 
5. The DC power supply, Vcc, is also connected to the 
anode of a diode D2 whose cathode is connected to the 
power input terminal of the RAM 4 and to the positive 
electrode of a backup DC power supply 8. The negative 
electrode of the backup DC power supply 8 is con 
nected to the ground. Therefore, the RAM 4 is always 
fed with a speci?ed voltage through the diode D; from 
the DC power supply, Vcc. When the supply voltage of 
the DC power supply, Vcc, drops or when the power 
from the DC power supply, Vcc, is shut off, the speci 
?ed voltage is applied to the RAM 4 from the backup 
DC power supply 8. The switch 6 is set ON when the Q 
output terminal of the RS ?ip ?op 5 is at H level, and 
OFF when_the Q output terminal is at L level. 
The CPU 2 is connected, via a bus 7, to the controlled 

system, to the ROM 3 which stores system programs for 
controlling the operation halting and resuming circuit, 
and to the RAM 4 which retains the work area for 
executing the above system programs and which stores 
the data from the program counter of the CPU 2 and 
other data when the supply voltage drops. The CPU 2 
operates according to a system program stored in the 
RAM 4. The CPU 2 checks the level of the input signal 
V0 at a specified interval, outputting a H level signal 
Vd to a light emitting diode D1 to turn on the diode D1, 
and outputting a H level off-signal Voff to the reset 
terminal of the RS ?ip ?op 5 when the signal V0 is at a 
L level. The signal Vd and the off-signal Voff are at a L 
level when the signal V0 input to the CPU 2 is at a H 
level. When supply voltage being applied to the power 
input terminal of the CPU 2 is lower than the speci?ed 
threshold value, the CPU 2 changes the level of the 
power-on signal Vdc from H to L. The RS ?ip ?op 5 
sets the Q output terminal at a H level when the H level 
signal is inputted to the set signal input terminal and at 
a L level when the H level signal is inputted to' the reset 
signal input terminal. 

20 

25 

35 

40 

45 

50 

55 

60 

65 

4 
Operation of the operation halting and resuming cir 

cuit utilizing the above mentioned construction will be 
described with reference to FIGS. 1, 4 and 5. 
Assuming that the supply voltage of the DC power 

supply, Vcc, is not lower than the speci?ed threshold 
value and that the power is supplied from the DC 
power supply, Vcc, to the voltage drop detection and 
power-on/reset signal generation circuitry 1a or 1b, the 
circuitry 1a or 1b outputs a H level signal V0 to the 
CPU 2 and sends a H level pulse to the set signal input 
terminal of the RS ?ip ?op 5, when the supply voltage 
is applied from the DC power supply, Vcc,. Conse 
quently, the Q output terminal of the RS ?ip ?op 5 is set 
at a H level so that the switch 6 is closed, allowing 
power from the DC power supply, Vcc, to be supplied 
to the CPU 2 and to the ROM 3. Thus, the CPU 2 starts 
operating. 
The CPU 2 is always executing a speci?ed processing 

routine (hereinafter referred to as a normal processing 
routine) for controlling the system, according to the 
system programs stored in the ROM 3. During the 
execution of the normal processing routine, the CPU 2 
executes the voltage drop detecting and processing 
routine shown in FIG. 4, repetitively, during a speci?ed 
cycle of time. 

Referring to the ?ow chart of FIG. 4 showing the 
processing routine, the CPU 2 judges if the signal Vo 
inputted to the CPU 2 is L level in the step 1. When the 
signal V0 is at L level, the program proceeds to the step 
2, or otherwise the program proceeds to the step 3 and 
returns to the ?ow of the normal processing routine. In 
the step 2, the CPU 2 outputs a H level signal Vd to the 
light emitting diode D1 to turn on the diode D1 for 
indicating a voltage drop. In the step 4 the CPU 2 trans 
fers the data stored in the program counter, etc. of the 
CPU 2, through the bus 7, to the RAM 4 and stores 
them in the RAM 4. After setting the voltage drop ?ag 
FL in the RAM 4 at “1” in the step 5, the CPU 2 
changes the level of the signal Voff outputted to the 
reset signal input terminal of the RS ?ip ?op 5 to a H 
level in the step 6 and returns to the normal processing 
routine. As the H level signal Voff is input to the reset 
signal inputted terminal of the RS ?ip ?op 5, the Q 
output terminal of the RS ?ip ?op 5 is set at a L level, 
opening the switch 6 so that power from the DC power 
supply, Vcc, is shut off from the CPU 2 and the ROM 
3. When the supply voltage of the DC power supply, 
Vcc recovers and exceeds the speci?ed threshold value, 
as in when the battery of the DC power supply Vcc is 
replaced, the voltage drop detection and power-on/re 
set signal generation circuitry la or 1b output a H level 
signal V0 to the CPU 2 and output an ON signal Von or 
Vona having a H level pulse to the set signal input 
terminal of the RS ?ip ?op 5 to set the RS ?ip ?op 5. As 
a result, the Q output terminal is set at a H level so that 
the switch 6 is closed, allowing the power of the voltage 
exceeding the speci?ed threshold to be supplied from 
the DC power supply, Vcc, to the CPU 2 and to the 
ROM 3. Thus, the CPU 2 resumes the operation, exe 
cuting its normal initialization processing routine. The 
CPU 2 executes the voltage drop check processing 
routine shown in FIG. 5 at least prior to the system 
program. 

Referring to the ?ow chart of FIG. 5, the CPU 2 
judges if the voltage drop ?ag FL in the RAM 4 is set 
to “1” in the step 11. When the ?ag FL is set to “1”, the 
program proceeds to the step 12, or otherwise the pro 
gram proceeds to the step 13 and returns to the normal 
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initialization processing routine. In the step 12, after 
transferring data of the program counter and other data 
saved in the RAM 4 to each counter in the CPU 2 and 
loading them into the CPU 2, the program proceeds to 
the step 14 and returns to the initialization processing 
routine. After completion of the initialization process 
ing routine, the CPU 2 executes a speci?ed program 
starting from the program count loaded during CPU 2 
in the step 12. As mentioned above, when the voltage of 
the DC power supply Vcc drops below the speci?ed 
threshold value, the voltage drop detection and power 
on/reset signal generation circuitry 1a or 1b output a L 
level signal Vo. In response to this L level signal, the 
CPU 2 actuates the voltage drop-indicating light-emit 
ting diode D1 to light as well as outputting a H level 
signal Voff to the reset signal input terminal of the RS 
flip flop 5. Consequently, the Q output terminal of the 
RS ?ip flop 5 is set at L level, opening the switch 6, thus 
preventing power from being supplied from the DC 
power supply, Vcc, to the CPU 2 and the ROM 3. 
During this state, since the voltage drop detection and 
power-on/ reset signal generation circuitry 1a or 1b 
cannot output the reset signal Vrs or Vrsa, the CPU 2 
can not be reset. With no power supplied, the CPU 2 is 
in the standby state in which the CPU 2 cannot be oper 
ated. Therefore, no operation are executed by the CPU 
2. Since the system programs have been saved in the 
ROM 3, as described above, and the data of the pro 
gram counters and other data in the CPU 2 have been 
stored in the RAM 4 fed by power from the backup DC 
power supply 8, the system programs and data are not 
destroyed. 
Two examples have been shown of the voltage drop 

detection and power-on/reset signal generation cir 
cuitry of the operation halting and resuming circuit of 
FIG. 1. The voltage drop detection and power-on/ reset 
signal generation circuitry 1b of FIG. 3 can be advanta 
geous over the circuitry 1a of FIG. 2. With the circuitry 
1a of FIG. 2, if the CPU 2 runs away for some reason 
while a speci?ed supply voltage is being applied, and if 
the supply voltage drops below the speci?ed threshold 
value thereafter, the voltage drop detection integrated 
circuit 10 outputs a L level signal Vo so that it is not 
possible to reset the CPU 2. For a pocketable computer, 
the ON key 22 works as a program execution interrupt 
ing switch (or pause switch). Therefore, if the supply 
voltage drops below the speci?ed threshold value while 

' a program is running, the execution of the program 
cannot be halted by the ON key 22 because the ON key 
22 does affect the functioning of the voltage drop detec 
tion and power-on/reset signal generation circuitry 1a 
of FIG. 2. In the circuitry 1b of FIG. 3, to eliminate this 
disadvantage, the DC power supply, Vcc, is connected 
to both the voltage drop detection integrated circuit 10 
and the power-on/reset signal generation circuit 20. If 
the signal V0 is at a L level, the reset signal Vrs and ON 
signal Von remain effective as long as the signal Vdc is 
at a H level, so that the signals Vrs and Von are output 
ted as the signals Vrsa and Vona to the CPU 2. 
As described in detail above, according to the present 

invention, when the supply voltage drops lower than a 
speci?ed threshold value, every input is shut off from 
means for controlling the system executing a particular 
operation so that the supply voltage is prevented from 
being applied to the control means. Accordingly, in 
structions, such as reset instruction and operation start 
instruction, will not be inputted to the control means. 
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6 
As a result, the control means stops operating and is 
prevented from erroneous operation. 

In addition, according to the present invention, it is 
possible to protect against destruction the programs and 
data stored in the memories connected to the control 
means. 

While only certain embodiments of the present inven 
tion have been described, it will be apparent to those 
skilled in the art that various changes and modi?cations 
may be made therein without departing from the spirit 
and scope of the present invention as claimed. 
What is claimed is: 
1. A device for protecting a control unit in a micro 

processing device that is being supplied with a voltage 
of a predetermined level from an external power source 
comprising: 

detecting means, operatively connected to the exter~ 
nal power source, for detecting the voltage level 
from the external power source, said detecting 
means producing a low voltage signal when the 
detected voltage level is lower than a predeter 
mined threshold value and a normal voltage signal 
when the detected voltage level is equal to or 
above said predetermined threshold value; and 

prevention means, responsive to said low and normal 
voltage signals, for preventing the supply of the 
voltage to the control unit when said low voltage 
signal is received and for allowing the supplying of 
the voltage to the control unit when said normal 
voltage signal is received, said prevention means 
inhibiting control signals from being received by 
the control unit when said low voltage signal is 
received, said control signals being either a reset 
signal or an operation start signal, thereby prevent 
ing the control unit from operating. 

2. The device as claimed in claim 1, wherein said 
prevention means includes, 

latching means for storing a signal indicating whether 
said low voltage or normal voltage signal was re 
ceived, and 

switching means operatively connected to said latch 
ing means, for preventing the voltage from being 
supplied to the control unit when the stored signal 
of said latching means indicates that said low volt 
age signal was received. 

3. A system for protecting data stored and being 
processed in a processing device from being destroyed 
during a low voltage fault, comprising: 

control means for controlling operations of the pro 
cessing device; 

voltage supply means, operatively connected to said 
control means, for supplying voltage to said con 
trol means; 

temporary storage means, for temporarily storing the 
data; 

permanent storage means, for permanently storing 
certain of the data to be used by said control means; 

detecting means operatively connected to said volt 
age supply means, for detecting a low voltage fault; 

signal generating means, operatively connected to 
said detecting means, for producing a fault signal 
indicating that said low voltage fault has been de 
tected; 

power prevention means, operatively connected to 
said signal generating means, for preventing said 
voltage supply means'from supplying voltage to 
said control means when said fault signal is present; 
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control signal inhibiting means, operatively con 
nected to said signal generating means, for inhibit 
ing said control unit from receiving control signals, 
said control signals being either a reset signal, an 
operational start signal, or a key-ON signal; 

back-up voltage supply means, operatively connected 
to said temporary storage means, for providing a 
back-up voltage to said temporary storage means; 

said control means, in response to said fault signal, 
causing the data being processed in the processing 
device to be stored in said temporary storage 
means when said fault signal is present; and 

indicating means, operatively connected to said con 
trol means, for indicating to an operator that said 
low voltage fault has been detected. 

4. The system as claimed in claim 3, wherein said 
power prevention means includes, 

latching means, for storing said fault signal, and 
switching means, operatively connected to said latch 

ing means, for preventing said voltage supply 
means from supplying voltage to said control mans 
when said latching means has stored said fault sig 
nal. 

15 
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8 
from being destroyed during a low voltage fault, com 
prising the steps of: 

(a) supplying the control unit with a voltage; 
(b) detecting a low voltage fault in the supply voltage 

of step (a); 
(c) generating a fault signal when the low voltage 

fault has been detected in step (b); 
(d) temporarily storing the data being processed in a 
random access memory device when the fault sig 
nal of step (c) is generated; 

(e) preventing the voltage supply of step (a) from 
being supplied to the control unit when the fault 
signal of step (c) is generated; 

(f) inhibiting control signals from being received by 
the control unit when the fault signal of step (c) is 
generated; and 

(g) temporarily storing operational commands in the 
random access memory device when the fault sig 
nal of step (c) is generated. 

6. The method as claimed in claim 5, wherein the 
method further comprises the step of: 

(h) supplying the random access memory with a 
back-up voltage from a back-up voltage supply. 

10! * * * * 


