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To all whom it may concern.. 
Be it known that I, AUGUSTUS D. Wnns'rnn, 

a citizen of the United States, residing at 
Spring?eld, in the county of Sangamon and 
State of Illinois, have invented a new and use 
ful Stand for Window-Shutters, of which the 
following is a speci?cation. 
The invention relates to improvements in 

stands for holding window-shutters while the 
same are being painted. 
The object of the present invention is to 

provide a simple and comparatively inexpen 
sive device whereby a window-shutter may be 
readily held in convenient position for pain t 
ing and by which a shutter may be rotated to 
bring its sides in convenient position for 
painting. - 

The invention consists in the construction 
and novel combination and arrangement of 
parts hereinafter fully described, illustrated 
in the accompanying drawings, and pointed 
out in the claim hereto appended. 
In the drawings, Figure l is a perspective 

View of a shutter-stand constructed in accord 
ance with this invention. Fig. 2 is a longi 
tudinal sectional view. Fig. 3 is a detail per 
spective view of the chuck. 
Like numerals of reference indicate like 

parts in all the ?gures of the drawings. 
1 designates a supporting-base, from which 

rises a stationary standard 2 and an adjust 
able standard 3, between which is supported 
a shutter 4, which is held in convenient posi 
tion for painting and which is adapted to be 
rotated to present either of its faces upper 
most for painting. The stationary standard 
has its upper portion disposed horizontally 
and provided with a rigid collar 5, arranged 
a short distance from the end of the horizon 
tal portion. The horizontal portion of the 
stationary standard forms a spindle for a 
chuck 6, which is cylindrical and which is 
provided at its end 7 with diametrically-dis 
posed recesses 8, arranged to be engaged by 
projections 9 of the collar 5, whereby the 
chuck is held against rotation. The outer end 
10 of the chuck is provided with points 11 to 

engage the edge of the shutter, which is sup 
ported by horizontal flanges 12, arranged a 
sufficient distance from the points and pro 
jecting beyond the same. The chuck is pro 
vided intermediate its ends with oppositely~ 
disposed handles l3,bywhich it may be read 
ily rotated to turn the shutter, and the spin 
dle portion of the standard 2 is of sufficient 
length to permit a longitudinal movement of 
the chuck in order to disengage its notches 
from the projections of the collar and to carry 
the notches into engagement with the same. 
‘The adjustable standard is secured to a 

transverse foot-piece 14., which is provided at 
its ends with eyes 15, through which pass lon 
gitudinally-disposed guide-rods 16, secured 
to the sides of the base. The standard 3 is 
secured at any desired position on the base 
by a set-screw 1?, which is arranged to engage 
a longitudinally-disposed bar 18, located on 
the upper face of the base. The base is pro 
vided at its ends with supports 19, which 
may be employed for holding a shutter in an 
inclined position, to keep the same off the 
ground when not being operated on, and for 
analogous purposes. The upper end of the 
adjust-able standard is bent horizontally and 
is pointed, whereby it is adapted to engage 
one end of a shutter and to form a pivot on 
which the shutter may rotate. 

It will be seen that the shutter-stand is sim 
ple and comparatively inexpensive in con 
struction, that it is adapted to be readily ad 
justed to any shutter, and is capable of sup 
porting a shutter in convenient position for 
painting and of enabling the shutter to be ro 
tated to present its different faces. 
Having described my invention, I claim— 
In a supporting-stand for shutters, the co m 

bination of a base, a stationary standard ris 
ing from one end of the base and provided 
with a horizontal spindle portion and having 
a collar fixed thereon and provided with op 
positely-disposed projections, a cylindrical 
chuck mounted on the spindle portion of the 
stationary standard and provided at one end 
with notches and having a limited longitudi 
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nal movement to engage and disengage the 
projections of the collar and provided at its 
other end with engaging-points and with sup 
porting~?anges, and an adjustable standard 
rising from the opposite end of the base and 
adapted to engage and form a pivot for one 
end of the shutter, substantially as described. 
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In testimony that I claim the foregoing as 
my own I have hereto a?ixed my signature in 
the presence of two witnesses. 

AUGUSTUS D. WEBSTER. 
Witnesses: , 

THEO. FOUNTAIN, 
S. K. JENNINGS. 


