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[57] ABSTRACT 
A cardiac pacer features plural adressable digital mem 
ory elements each containing different pulse parameters 
for the pacing stimulation, address -= selecting digital 
logic circuitry for choosing the characteristics of the 
pulses to be generated in response to signals derived 
from plural physiological sensors detecting different 
exercise - related body function to improve control of 
the heart during various levels exertion. 

13 Claims, 12 Drawing Sheets 
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CARDIAC PACEMAKER 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application is a continuation-in-part of Ser. No. 
908,367, ?led Sept. 17, 1986, now abandoned. 
The invention relates to a cardiac pacemaker of the 

type having a circuitry arrangement for varying at least 
one pacing parameter, in particular the pacing rate, as a 
function of a signal picked up in a patient’s body as an 
input variable and correlated with physical exertion. 
From German patent No. A-31 04 938 or European 

patent No. A-O 140 472, physiologically controlled car 
diac pacemakers are known in which a pacing parame 
ter (AV interval or basic pacing rate) is determined by 
a variable picked up in the body of the patient, which 
varies the pacing behavior. 
A disadvantage here is that the variable affecting the 

pacing behavior is based on only a single measured 
variable and thus complex physiological relationships 
cannot be followed up with the requisite precision. 

In the known pacemakers, in which signals that con 
trol the emission of pacing pulses are derived from 
other signals (which are not electrically derived), there 
is the problem that the control of the pacing pulses is 
not adaptable to the extent required to individual condi 
tions present in a given patient. In so-called physiologi 
cally functioning pacemakers that derive their informa 
tion solely from variables that are picked up electrically 
in the heart, only yes/no decisions usually need to be 
made. which are dependent on other signal states by 
means of direct logical linkage; but when further vari 
ables characterizing the bodily function of a given pa 
tient are processed, functional relationships play a role 
that is interlinked with the complex control functions of 
the body itself. Using such variables for controlling the 
electrical pacing of the heart was often unsatisfactory 
before, in particular because the simulation of each of 
the complex functional relationships of the body’s own 
control processes was based on only a ?xed, more or 
less linear relationship up to predetermined threshold 
values. 
The object of the invention de?ned by claim 1 is, 

while avoiding the disadvantages of rigid control sys 
tems having a ?xed functional relationship, to disclose 
an arrangement which makes it possible to take into 
account the individual needs of the particular patien 
t-possibly even retroactively and even in the presence 
of a plurality of independent variable input values. 
The invention is based on the recognition that by 

means of the individual programmability of the func 
tional relationship in the case of signals derivable physi 
ologically from the body and characterizing the body 
functions, it is advantageously possible to take non 
linearities in the functional relationship into account as 
well, so that for example the exercise limits of a given 
patient can be appropriately taken into account. It is 
also of particular signi?cance, however, that by means 
of the individual tabular programming of the various 
relationships of input and output variables as well as 
intermediate variables, by linking a plurality of such 
relationships, the control processes taking place in the 
body can be simulated in viewable form. 

It is also of particular signi?cance that not only can 
the more-detailed measured values be converted into a 
pacing parameter in such a way that a plurality of vari 
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2 
ables contribute to one pacing parameter, but the fol 
lowing possibilities ‘are also provided: 

(1) each input variable controls one pacing parameter 
on its own, so that control via different routes is gener 
ated; and 

(2) the plurality of physiological input variables are 
alternatingly used alone for themselves or in various 
combinations, the switchover being effected in accor 
dance with an input variable or derived from it. 

In this manner it is possible to use the most favorable 
input variables with the greatest effect in a given operat 
ing range. The following example will illustrate this: In 
the initial range of a physical exertion, it is perceived as 
agreeable if an appropriate cardiac output is already 
made available therefor. This cardiac output can prefer 
ably be derived from the PEP signals picked up in the 
ventricle. “Fast reacting” input variables of this kind, in 
their effect on the heart rate, would bring about rapid 
discontinuous changes of the heart rate, however, so 
that it is favorable to fix a maximum heart rate that is 
attainable in accordance with the PEP. Pacing is then 
done with higher rates whenever the exertion lasts a 
relatively long time and a further increase in perfor 
mance is to be attained. By the alternating or simulta 
neous consultation of two physiological input variables 
with different response times and response durations, a 
rate control which is highly favorable for the wellbeing 
of the patient is accordingly possible. 
The provision according to the invention advanta 

geously makes it possible, in tailoring the programming 
of the functional relationships to an individual patient in 
tabular form by means of suitable speci?cations, ?rst to 
relate a closed- or open-loop control algorithm that is 
provided to only one range of input and output vari 
ables, in which the reactions that are to be expected can 
be observed. Only as treatment continues are the ranges 
of the functional dependencies expanded so that condi 
tions that arise more rarely but also provide additional 
relaxation or freedom with a patient, in the range of 
physical exertion of which he is capable, can also be 
included, which was not attainable with previously 
known pacemaker systems. 

In preferred further developments of the invention in 
connection with the retroactive variation of control 
data, the free programmibility of the individual tabular 
data via a communication device, which transmits the 
signals to the implanted pacemaker and receives signals 
from it, is of particular signi?cance. 

In other further developments of the invention, the 
measured variables picked up by measured variable 
pickups and characterizing the various physiological 
parameters are subjected to an analog/digital conver 
sion, and the digital value obtained-at least indirect 
ly-forms the address or an address datum for selection 
of the output data stored in memory, which may be 
stored in memory location of a variable memory so that 
the functional relationship for a set of output variables 
can be freely de?ned by varying the memory contents. 
The provisions according to the invention provide 

the advantageous opportunity of linking the input vari- ,, 
ables of a plurality of measured variable pickups for the 
same physiological variable to one another. This is done 
in that the partial addresses for addressing the memory 
locations of the one memory are generated by combin 
ing the digital values formed from the measured values 
into a common digital value. 

It should be added that the tabulation of the func 
tional relationship naturally need not be performed 
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exclusively directly by the association of pairs of values, 
that is, by storing in memory a variable corresponding 
to the particular absolute value in the particular mem 
ory location; instead, the memory locations may contain 
instead of the absolute value other data relating to the 
functional relationship-for example in the form of a 
measure of increase, or of various differences with re 
spect to a reference value. 
Another opportunity for linking two variables relat 

ing to the same physiological parameter is provided by 
subjecting the digitized value to a mathematical averag 
ing operation and subjecting the averaged output values 
to further processing. 
By means of the above-described provisions of tabu 

lated processing of non-linear functional relationships 
and their linkage, it is possible to process the physiolog 
ical measured variables derived from the body in a 
manner that always provides the attending physician a 
good overview of current signal statuses. 

In another preferred embodiment, in addition to the 
programmable characteristic field memories, a corre 
sponding read~only memory is also provided, which 
contains empirical values that can be referred to for a 
great number of patients, so that if the other variable 
memories have not yet been programmed, limited oper 
ation is nevertheless still possible. The switchover to a 
readout of values stored in memory from these various 
associated read-only memories can be done by varying 
a single bit (memory selection bit) so that even in the 
event of a fault, at least emergency operation is possible. 
A further problem in processing a variable derivable 

in the body is that with this signal linkage, the time 
dependent course of input and output variables must 
often be taken into consideration as well. Although the 
tabular linkage in the characteristic ?eld as described 
above does allow taking non-linear relationships into 
account, it still does not allow ready consideration of 
chronologically prior or subsequent effects, and so pro 
gramming non-linear time-dependent events would also 
very greatly limit the clarity of the data display, or 
might not be performable at all, at affordable cost, be 
cause of the complex relationships to be taken into ac 
count. 

According to the preferred embodiment, a linear 
timing element is now incorporated in the digital pro 
cessing branch either before or after a memory address 
able in tabular form, this linear timing element simulat 
ing one or more timing constants. The type of time 
constant or time constants, or the corresponding behav 
ior (differential or integral behavior) of a regulating 
element 0 a delaying period is programmable by input 
ting the appropriate parameters. In addition to physical 
realization by means of analog component elements 
(active transmission elements with memory elements 
and resistors, the resistors being variable by means of 
the programming), digital simulation by a correspond= 
ing computer which digitally evaluates the associated 
transmission function is preferred. In this further devel 
opment of the invention, the recognition is favorably 
taken into account in an apparatus that, based on vari 
ables additionally derivable in the body, forms an out 
put signal for electrical stimulation of the heart, and 
sufficient precision can also be attained if the time 
dependent and the non-linear elements of the transmis 
sion functions are processed in a concentrated and sepa 
rate manner. 

Such time constants take into account the fact that 
quantities of body ?uid or other substances contribute 
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4 
to some physiological measured variables derivable in 
the body, and with such ?uids or substances a certain 
amount of time is needed until they all uniformly as 
sume the physical or chemical measured variable. As an 
example, the blood temperature or blood oxygen satura 
tion, the pH value of the blood, the systolic intervals, 
and so forth can be named. 
By separating the adjustment of time constants and 

the other tabular programming, it is possible, in the 
balancing of the values characterizing the signal pro 
cessing, to vary those particular values that substan 
tially characterize the particular system in a desired 
manner by suitable programming or with self-balancing 
of the system. 

In evaluating the body temperature, for instance, for 
evaluation to obtain a variable characterizing the exer 
tion of the patient, it is advantageous, by processing the 
measured value for the body temperature (in digital 
form), to provide a differentiating component ?rst, in 
order to compensate for the integrating quantity of 
blood taking part in thermal conduction. 
To make the apparatus less vulnerable to fault or 

malfunction, provisions are made that recognize faults 
and eliminate them in terms of their effect by switching 
over to substitute functions. 
Two measured value pickups for the blood tempera 

ture, one of which is disposed in a peripheral region of 
the circulatory system and the other of which is pro 
vided in the vicinity of the center of the body, furnish 
different measured values if the physical exertion status 
of the body changes. In the state of repose, both pickups 
furnish the same values after some period of time, if 
they are intact. In other words, monitoring can be per 
formed even with an implanted system if the patient is 
examined while at rest (and optionally at different levels 
of exertion) for this purpose. The monitoring of the 
chronologically stationary behavior of a measured 
value and thus of a stationary output signal of the mea 
sured value transducer makes possible a component for 
chronological formation of a mean value, so that only 
those signals that undergo limited chronological ?uctu 
ations are emitted as valid. Thus the signals of the two 
above-mentioned measured value pickups for the blood 
temperature are redundant in the stationary instance, 
and they enable conclusions to be drawn as to their 
function, and also enable mutual calibration. 
For calibration, in addition to an ergometrically 

picked up signal, an additional reference signal that is 
available is spontaneous action of the heart during oper 
ation in which there is no intervention. 
A corresponding monitoring of the signals furnished 

by a measured value pickup is provided by taking into 
account the fact that the signals established in the body 
and characterizing physiological variables can vary 
only at a limited chronological rate. That is, if signal 
values deviate to a pronounced extent from signals 
immediately preceding them, then once again this is an 
indication of a fault function. 

It has already been mentioned above that various 
measured value pickups for the same physiological vari 
able (for instance, the body temperature) may be pro 
vided at various locations in the body, to enable greater 
reliability in their detection. However, in this process 
other information is also furnished that can affect the 
timing control. It must first be noted that according to 
a preferred embodiment of the invention, the signals of 
such measured value pickups placed at different loca 
tions in the circulatory system of the body, in process 
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' ing by the system shown here, are adapted to one an 
other prior to being united, in a manner suitable for the 
physiological conditions. By means of a suitable time 
constant and by means of a relationship-optionally 
non-linear-that can be stored in memory, a portion of 
the physical regulating system of the body itself can be 
simulated. 
The calibration can preferably be performed with the 

system shown here, in such a manner that a pacing rate 
is ?rst established at stationary exertion, this rate corre 
sponding to the applicable exertion level, and the natu 
ral cardiac activity of the patient at earlier times can 
also be utilized for comparison. 

In other advantageous further embodiments of the 
invention, it is favorable to provide other-optionally 
external-measured value pickups, which by means of 
interactive communication of the programming means 
are connected to the system shown here for information 
exchange, and in the context of the complete progamm 
ability of the system, the linkage of the signal flow 
routes or the influencing variables are also pre-selecta 
ble. In this manner, the behavior of an already 
implanted pacemaker can be adapted both to further 
discoveries by the attending physicians relating to the 
patient in general, or to the further course of the clinical 
picture, but additionally progress in medical application 
of the technology shown here can also be taken into 
account subsequently as well. The technological real 
ization of the programmability of the linkages is prefera 
bly effected in such a manner that an additional memory 
in the manner of a matrix is provided, in which memory 
locations are provided for a number of the aforemen 
tioned components (tabular memories, time constant 
memories, linkage modules, mean value formers), and 
these memory locations hold the addresses of the mem 
ory locations in which the input or output data for these 
modules are to be stored. 
The parameters characterizing the electrical stimula 

tion, or pacing, act with variable intensity on the pacing 
behavior of the pacemaker, and the pacing is preferably 
in?uenced such as to adapt cardiac performance to 
‘current physical exertion. 
A component connected to the output side of the last 

linkage element serves to adapt the variable that affects 
pacing of the heart in such a manner that the cardiac 
performance varied by the pacing (preferably via the 
pacing rate) is adapted to the parameters detected phys 
iologically in the body only within the particular per 
formance range that the heart of the patient is capable of 
encompassing. 

It is apparent that by means of the system shown here, 
the entire reaction and control behavior can be pro 
grammed and monitored in a viewable manner and in a 
form accessible to the physician. 

Adaptation to particular forms of therapy is possible 
without difficulty, and for instance in the ischemic 
heart, the rate ranges in which the heart demonstrates 
adequate functional capacity can be “dialed” in a pur 
poseful manner by programming, by means of pacing at 
the appropriate rate in the case of non-spontaneous 
cardiac activity, so that during operation, the particular 
“functionally capable operating ranges” of the heart are 
searched for and located based on the non-linear prop 
erties of the system. 
Advantageous further developments of the exem 

plary embodiment are de?ned by the dependent claims 
and described in further detail in the ensuing descrip 
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6 
tion, in terms of a preferred embodiment of the inven 
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows the system structure of an exemplary 
embodiment of the invention; 
FIG. 2 shows a characteristic ?eld used in the mem 

ory region of the exemplary embodiment; 
FIG. 3 shows the elements existing in a signal pro 

cessing module, including a characteristic graph ac 
cording to FIG. 2; 
FIG. 4 shows an arrangement of signal processing 

modules for programmable linkage; 
FIG. 4a shows an auxiliary module for signal storage 

and linkage in connection with the arrangements of 
FIGS. 3 and 4; 
FIG. 5 is a block diagram for a cardiac pacemaker 

realized according to the invention with the aforemen 
tioned modules; 
FIG. 5a is a diagram explaining the cooperation of 

the communication unit with the modules of FIGS. 4 
and 4a; and 
FIGS. 6a-6e show various characteristic graphs in 

three-dimensional views, for explaining different vari 
ants of the exemplary embodiment. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

In the exemplary embodiment described below of a 
cardiac pacemaker according to the invention, various 
components serving to perform signal processing and 
described as matrix-organized memories or memories 
containing characteristic ?elds are used multiply in 
similar con?gurations, so that for understanding the 
invention it will suffice to describe these basic compo 
nents generally in terms of their function. In the de 
scriptions of the functional cooperation of the apparatus 
as a whole that are given below in conjunction with the 
block circuit diagrams, it will accordingly not be neces 
sary to describe the function of these components in 
detail. 

In FIG. 1, ?rst, the basic design of a cardiac pace 
maker is shown, with means for processing at least one 
input measured variable for physiological variation, 
preferably of the heart rate. 
On the input side, accordingly, at least one measured 

value pickup is provided for a measured variable that 
can be picked up inside or outside the body; this vari 
able can be utilized for physiological control of the 
pacing rate or—in the case of a demand pacemaker—of 
the basic heartbeat interval. These variables are of the 
type that differ from signals electrically derivable in the 
heart, and they serve only to prevent pacing in competi 
tion with spontaneous ventricular actions or to synchro 
nize the pacing pulses, and they relate only to a current 
heart action. correspondingly, all the pacing variables 
can be varied in accordance with the “physiological” 
input variables for which a relationship for a pacing 
behavior can be found that is valid over a plurality of 
heartbeats. These input variables, in turn, are all vari 
ables that are relevant to pacing and that are not related 
to merely one speci?c cardiac action but rather pertain 
in general to the pacing behavior. Among them are also 
the parameters that in pacemakers are “programmable”, 
as well as others to be discovered in future, which im 
prove the pacing behavior-measured in terms of the 
intended functional capacity of the heart. 
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Corresponding measured value pickups are known in 
principle, in the form of temperature-dependent vari 
able resistors for measuring the blood temperature, 
measuring electrodes for ascertaining impedance cardi 
ographic (electroplethysmographic) data, photoelectric 
measured value pickups for ascertaining the blood oxy 
gen saturation by means of a beam of light or light gate, 
chemical sensors for ascertaining the pH value, or pres 
sure or sound pickups for measured values that have a 
relationship to mechanical contractions. In particular, 
the measured variables picked up in the heart itself, and 
which form a standard for the chamber filling, and thus 
are already linked with a variable characterizing the 
cardiac output-and hence the functional capacity of 
the heart—can advantageously be utilized for varying 
the pacing parameters (in particular, the heart rate). 

Additional physiological measured values can also be 
obtained from the electrical voltage potentials picked 
up from the heart, however, such as the Q-T interval, 
which can also be used to control the heart rate. 

In the ensuing description these variables will be 
called “physiological measured or input variables”. A 
pacemaker that processes a plurality of input signals can 
accordingly be called a “multi-physiological pace 
maker”. 
The analog output signals of the measured value 

pickups are each supplied to an analog/digital con 
verter connected to their output side, which converts 
the input signals into corresponding signals that are 
processable with the digital memory means or signal 
processors described. The processing of the data words, 
each forming a measured value, is effected by means of 
a microprocessor and its peripheral modules for data 
storage and data processing. 

In the exemplary embodiment shown in FIG. 1, the 
physical (i.e., hardware) structure of the pacemaker 
system described below is shown. This is a micro 
processor system 110, which is capable of bidirectional 
communication with an external control unit 125, as a 
programming unit, by means of telemetry. 
The implantable unit contains a conventional multi 

programmable system 111, which enters into interaction 
with the ventricle and/or atrium via one or two elec 
trodes. As an interface with the rest of the pacemaker 
system, a parameter memory 112 is provided, which at 
the same time serves as a buffer for data exchange with 
the conventional pacemaker system. Contained in the 
parameter memory are, ?rst, those data that are pre 
speci?ed to the pacemaker 111 as operating parameters 
or in other words control variables. These variables 
form the values of a one- or two-chamber pacemaker 
that are adjustable by external programming, and the 
operating mode (from V00 through DDD) is likewise 
programmable. 

Also contained in the memory 112 are operating 
parameters of the kind that are picked up in the patient’s 
body by further measured value pickups and are de 
rived from “physiological” input variables. In the case 
of the Q-T intervals, however, they can also be derived 
via the pacing electrodes themselves. 
While the pacemaker 'system 111 itself thus contains 

those circuits that prevent competition of pacing events 
with spontaneous pulses, the microprocessor system 
encompassing this block serves to define further control 
variables, preferably the basic rate, and in this sense to 
expand the system 111. This has the advantage that for 
using the system 110 in the conventional manner, no 
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8 
additional skills are required beyond those necessary in 
the use of known multiprogrammable pacemakers. 
The pacemaker 111 is capable of operating even with 

out “physiological” picked-up measured variables, the ' 
basic pacing rate being predetermined by external pro 
gramming as in conventional pacemakers. Depending 
on the technological realization, the necessary signal 
and data processing for the operation of the pacemaker 
portion 111 can also be performed by the CPU 113 of 
the microprocessor. 

Associated with the CPU 113 are a random-access 
memory or RAM 114 and a read-only memory or ROM 
115 as well as an input/output unit 116. by means of 
which the data traffic with the peripheral components 
111 and 125 is carried out. It should be noted that with 
the system shown, signal processing is done in the man 
ner described below, and the memories and data link 
ages described below are generated by suitable pro 
gramming, that is, by software, and are already present 
in the RAM or ROM memory areas. The system is 
perceived by the user as if it were an apparatus having 
the described physical structure, which can also be 
realized by hardware provisions. To avoid having to 
describe the chronological sequence in the processing 
of programs in typical data processing structures, which 
is dictated by the solely serial processing performed by 
the CPU in a microprocessor system, the description 
here will be made as if the various memories were gen 
erated separately as hardware and were connected to 
the control and data transmission lines that represent 
the flow of data in the block diagrams. 

Connected to the input/output unit 116 is both the 
parameter memory 112 and various measured value 
pickups 117, 118, 119, 120, which via digital/ analog 
converters 121-124 deliver the picked-up signals to the 
unit 116. The signal pickups were mentioned at the 
outset above and are disposed in or on the patient’s 
body—in particular on the pacing electrode or on the 
housing of the pacemaker itself. 
The signal processing done by the CPU is serial, and 

the individual components of the structure to be de 
scribed below are optionally included in the data ex 
change in accordance with appropriate interrupt com 
mands, so that the signal processing-adapted to the 
temporal commands of the signals-is performed in a 
clocked, quasi-simultaneous manner. 
By means of the control unit 150, a data transfer from 

and to the implanted unit is effected via a telemetry 
component 151, which communicates with the corre 
sponding telemetry components 125. 
The control unit has its own CPU 152, which ex 

changes data with its own RAM memories 153 or ROM 
memories 154. An input/output unit 155 is also pro 
vided. to which the telemetry unit 151 and a video 
interface 156 are connected. The video interface is con 
nected to a monitor 157, which in accordance with the 
program present in the external unit 150 makes it possi 
ble to call up data from the implantable system and vary 
these data. It is particularly signi?cant that the entire 
operation by the user and the means for graphic display 
are present in the external unit, including data relating 
to the general structure of the implantable system. By 
graphic display of the data obtained and of the ?ndings 
necessary for programming the internal system, a com 
fortable mode of operation is provided which provides 
the operator with information on the operating state of 
the implantable system at all times. programming is 
done by means of a light wand 158, with which data can 
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be selected by contact with the screen. Correspond 
ingly, a pressure-sensitive screen can be used, in which 
the selection of information is possible by touching the 
surface of the screen. In accordance with the known 
techniques of graphic image processing, a selection of 
screen pages (corresponding to “paging through” a 
card ?le), and both during operation and in evaluating 
the data ascertained during operation, presentation is 
preferably done in graphic display using internationally 
understood symbols. The individual function regions of 
the implantable system can be dialed separately, and a 
search tree structure leads from those parameter ranges 
that pertain to the basic functioning of the pacemaker to 
more-subtle linkages, and this structure is attainable 
with various access codes to a depth assigned to a par 
ticular user. By means of a printer 159, a protocol can be 
printed out for documentation purposes. 
The external form of the components 110 and 150 is 

also shown in FIG. 1, showing that the implantable part 
has the dimensions of a standard pacemaker 160, while 
the external communication part 161 has not only an 
antenna part 162 that can be placed on the head of the 
patient but also a graphic display surface 163. 
The ensuing description relates to details of the com 

ponent 116 and especially to the linkage of the “physio 
logical” input variables of the measured value pickups 
117-120 as well as to the data linking and the control 
thereof. 

In FIG. 2, the matrix-like memory structure of a 
characteristic ?eld provided for controlling the system 
is shown, and the memory locations of the matrix can be 
addressed by column and line address signals, and the 
numerical value present at the addressed memory loca 
tion can be read in or out. Each characteristic ?eld is 
addressable by means of a common address characteris 
tic, so that on the one hand a simpli?ed addressing is 
possible in normal operation, but on the other hand a 
new con?guration of the processing and a self-con 
tained reading out or a changing of the contents of one 
characteristic ?eld can readily be done in connection 
with the external communication unit. 
While in normal operation a linkage of the address 

inputs and data inputs or outputs is done in accordance 
with a predetermined linking plan, where in preceding 
characteristic ?eld memories, data read out by address 
ing serve to address successive characteristic ?eld mem 
ories, these data can also contain information which 
relate to the linkage of the data with successive charac 
teristic ?elds themselves, either in terms of the direction 
of the linkage or in terms of the operations to be per 
formed (logical or mathematical) in the linkage. The 
corresponding data contents differ from one another in 
additional attributes, which can be distinguished in suit 
able subsequent data discriminators (not shown). Dur 
ing the external communication, by means of thecom 
mon address characteristic of each characteristic ?eld 
memory, direct access to the contents of the particular 
total memory region is possible for reading data in and 
out or changing data. The characteristic ?eld data for 
the data processing preferably have access addresses, 
which can be called up similarly to those of auxiliary 
memories, and which contain solely linkage, selection 
or other auxiliary information such as data sets that can 
be read out from the communication unit with graphic 
data or speci?cations for the particular pacemaker type. 

This direct access is represented in FIGS. 2 and 3 in 
the lower part of each of the drawings by the control 
and access plane 306. Accordingly, a data ?eld may be 
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10 
not only a module of the signal processing, in the sense 
of linking input and output signals but may also be a 
memory, the information in which form for determining 
the sequence in terms of combining together input and 
output data of various characteristic ?eld modules. 
The memory unit shown in FIG. 2 need not-as 

shown-in this form embody a physical or hardware 
type unit in the memory region of the system. The perti 
nent structure can also be generated purely by software. 
The memory unit of FIG. 2—which here is also syn 

onymously called the “characteristic ?eld memory” or 
“memory matrix”—forms a part of a “cell” shown in 
FIG. 3 as a signal processing module, in which the 
memory unit is also surrounded by auxiliary compo 
nents, which are favorably provided in a modular struc 
ture in each characteristic ?eld and which are linked 
along with them in the network formation, so that only 
the inputs and outputs of this cell appear as interfaces. 
Modules not needed in a particular application are each 
rendered inactive by the loading of appropriate control 
parameters in the auxiliary memory (as will be de 
scribed hereinafter). 
The combining of the signals of various measured 

value pickups is effected in a block 301, taking into 
account the weighting signal assigned to each signal of 
each measured value pickup. The block 301 also at the 
same time forms a switch component, which via the 
access plane 306 selects various signals as input (that is, 
address) signals and depending on the “switch position” 
(in?uenced via the selection information of the control 
plane 306) links various signals by means of the follow 
ing characteristic ?eld for the variable addressing of the 
output of signals from the following characteristic ?eld 
memory 302, in the form of digitized amplitude data. 
The selected input signals each form partial address 
signals, which taken as a whole encompass the memory 
range of the following characteristic ?eld. By means of 
linking data to be supplied separately to the block 301, 
the input data can not only be switched but also (indi 
vidually or in common) subjected to logical or mathe 
matical operations; that is, data can be selected, shifted 
or in some other way “processed”. In particular, operat 
ing ranges or operating characteristic curves can be 
selected in this way, and the selection data, which char 
acterize authorized address regions, are stored in a suit~ 
able characteristic ?eld. 
With parallel addressing of the memories containing 

the signal data and the selection data, and linking via 
block 301, the selection data (for example by means of 
an AND linkage called up via the control plane 306) 
characterize only signal data that have a data value 
deviating from “zero” as authorized addresses. The 
selectable address range can thus be restricted or af 
fected in some other way arbitrarily. Preferably, a lim 
ited number of linkage operations that are to be used 
often are held in reserve for this purpose such that they 
can be called up directly via the control plane. Input 
variables can also be subjected to more-complex opera 
tions by means of a correspondingly programmed char 
acteristic ?eld memory, which authorizes any evalua 
tion of input signals by means of a corresponding speci 
?cation of output signal values as data values in the 
pertinent memory locations addressed by combination 
of the input signals. On the other hand, input signals can 
also be subjected exclusively to illogical linkage in the 
block 301, with the following characteristic ?eld either 
being “bridged” in terms of data processing by a corre 
sponding control signal (not shown), or it is rendered 
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ineffective by the pertinent characteristic ?eld by stor 
ing the addresses in the memory locations, so that the 
input signals appear directly once again at the output of 
block 302. 
The control plane 306 itself can—as also shown here 

inafter, referring to FIGS. 3 and 4a—be reached by 
output signals of the characteristic ?eld memory 302, so 
that as a function of signals contained in characteristic 
?elds, the signal linkage can be in?uenced via the blocks 
301. A data set contained in a corresponding memory 
302 accordingly includes not only an instruction as to 
whether it is signal, selection, or linkage or other auxil 
iary information, but also in the case of selection infor 
mation the designations of the pertinent characteristic 
?eld cells that form the output and input for the signal 
to be processed. In the case of linkage information, the 
agreed-upon designation of a logical or mathematical 
operation is also included. 

Additionally, as a function of data addressed in char 
acteristic ?elds, a plurality of data linkages can also be 
affected in the overall structure of the system. These are 
stored in fact by means of linkage memories-as will be 
described hereinafter. If such a linkage memory is 
called up, by means of a signal contained in a memory 
location, the system structure changes more or less 
fundamentally. In this manner, the cardiac pacemaker 
described is “self-teaching” in such a manner that the 
con?guration of the processing can be predominantly 
automatically adapted in terms of the measured value 
selection in processing to the input signals found and to 
their changes. Such changes are in particular the fol 
lowing: the shutoff of malfunctioning measured value 
pickups, and in this connection in particular the transi 
tion from operation determined by a plurality of physio 
logical measured value pickups to the mode of opera 
tion that is in?uenced by one such pickup, or by no such 
pickups. While two measured value pickups for the 
same variable can often be operated in differential oper 
ation, a single remaining pickup can often-given a 
suitably increased error probability-contribute effec 
tively to control as well. 
Together with the data signals, evaluation numbers 

are also carried in the processing, which in an evaluated 
combination contain a conclusion as to the value of an 
input signal in terms of its expected reliability. The 
evaluated combination is preferably performed with 
standardized input signals. It links input signals contain 
ing identical information to form one combined output 
signal, which is done in accordance with mathematical 
laws for the formation of mean values of measured 
values having weighting. This mean value formation 
can be effected either by digital processing, via calcula 
tion in accordance with a relationship expressed in a 
formula, or by means of a table storable in memory in 
the form of the characteristic ?eld memory. To ascer 
tain the weight of the pertinent input signal, additional 
evaluation of the pertinent signal in terms of inherent 
faults are expressed by unexpected fluctuations or su 
perimposed amplitudes. The corresponding malfunc 
tion recognition circuits correspond to circuits such as 
those already used for the elimination of faulty input 
signals in medical electronics. 

Accordingly, digitized data of various types are sup 
plied to the component groups 301. In detail, the data of 
one input plane each are combined following a linkage 
that can be predetermined via the external program 
ming access plane 306. The input signals serve to ad 
dress the lines of the characteristic ?eld memory 302, 
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12 
and the data G1—G3 serve to address the lines, while the 
data 1-3 relate to the data contents—-that is, the data to 
be written into the individual addressed memory loca 
tions. 
Via the external control (access or programming) 

plane, the type of linkage in the memory 301 can be 
predetermined, and various mathematical linkages 
(summation, multiplication) or logical linkages can be 
selected, so that the data can be added, multiplied or 
otherwise transferred in accordance with a logical con 
dition; the logical conditions may comprise not only 
AND, AND/OR or other known linkages perforrnable 
by logical gates, including “greater than”, “less than” or 
“equal to” relationships. It can also be predetermined 
that while satisfying the predetermined condition a 
particular ?xed logical value will e output. The compo 
nent group 301 accordingly allows the processing of 
signals with either a ?xed logical level or with a vari 
able level in digital representation. 
The number of planes of the component element 301 

increases accordingly if the characteristic ?eld memory 
302 is embodied multidimensionally, as indicated by the 
perspective layering in FIG. 3. For each dimension, an 
additional addressing plane is required. The illustration 
in FIG. 3 is accordingly more symbolic in form. Any 
other suitable embodiment of the actual memories is 
also possible. ‘ 

Following the circuit 302 is a programmable signal 
processing component group 303. which enables a time 
dependent linear processing of the signal value, while in 
the component group 302 a non-linear, tabulatable rela 
tionship between the input and output variable is pres 
ent in the form of a characteristic graph. The two com 
pouent groups 302 and 303 are to be in?uenced by ex 
ternal programming means via the control plane 306, 
and preferably the coefficients of a linear differential 
equation determining the chronological transfer behav 
ior (in a similarly matrix-like arrangement correspond 
ing to the other data component groups) are preferably 
capable of being fed into the component group 303. The 
chronological processing is done by means of the inter- ‘ 
nal microprocessor in accordance with such systems 
that by digitally adjustable parameters enable the digital 
simulation of linear physical systems. By the separation 
of non-linear and linear system components of the signal 
processing, a simple system structure is obtained with 
simple adaptability, and the system is uncomplicatably 
adjustable externally. 
The signal processing portion 303 may also effect a 

signal delay in such'a manner that by means of a certain 
parameter, a predetermined signal delay is predeter 
mined (by the designation of the corresponding number 
of clock signals of a system clock), and thereupon the 
output signals appear delayed at the output, as com 
pared with the input, only by the indicated number of 
clock signals, the delay being in accordance with the set 
number in the manner of a digital delay line (shift regis 
ter). The representations shown in block 303 provide 
examples of a possible transfer behavior, which is de 
scribed by the characteristic values of the pertinent 
linear differential equations. 
The component groups 304 and 305 generate an iden 

ti?cation for the reliability of the signal emitted by the 
component 300, which is supplied to the input of the 
following corresponding component, so that in each 
state a standard for the reliability is provided, which can 
be taken into account in the ensuing combination. 
Faulty signals can be eliminated in this manner, so that 
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in the ensuing processing, access is made instead to 
other, error-free signals. 
Thus it can be ascertained whether the pertinent 

input is associated with faulty signals. An indication of 
this occurs if with measured values which are inher 
ently subject to a slow change (blood temperature, etc.), 
signals arrive for processing that have an abruptly 
changing character. Furthermore, one criterion is that 
in the comparison of two or more signals which under 
certain conditions exhibit an identical course of change, 
deviations from this identical course occur. An impor 
tant fact for processing with the pacemaker described is 
that in the form of an additional datum of at least one 
bit, an identi?cation relating to the reliability of the 
corresponding measured value-or in accordance with 
the time-dependent processing in a component 303--is 
added to the digital input signals, for a linkage of mea 
sured values. 

In the simple case for error recognition, the 
‘ weighting apparatus 304 includes a mean value former 
and a comparator, to which the input signal from the 
component group 301 is supplied directly and the out 
put signal of the error recognition is also supplied, and 
if the input signal deviates beyond a predetermined 
amount, the output signal of the weighting apparatus 
304 indicates that the input signals possibly have only a 
reduced reliability, so that the weighting in the evalua 
tion is to be decreased accordingly. The signal G com 
bines the weighting signals of previous stages, which 
stages have already performed respective correspond 
ing evaluations. In the component group 305, the signal 
G is added to the output signal of the stage 304, and the 
evaluated combination is made available to the stage 
300 as an output signal. The component groups 304 and 
305 can likewise be switched via the control plane 306, 
as well as in accordance with signal data and by means 
of external programming. 
The “cells” containing characteristic ?elds may con 

tain variant kinds of information. For example, they 
form read-only memories even without linkage of their 
data contents with other cells, and they are addressable 
by means of physiological measured values or output 
signals of other characteristic value memories. In this 
manner, regions that are run through by the (address 
forming) input signals can be particularly identi?ed for 
subsequent stages or for external communication with 
graphic representation. Authorized operating ranges or 
emphasized ranges, or logical linkages on the other 
hand, can be predetermined. If the memory contents, as 
output signals, are not intended for subsequent memory 
cells for addressing or as data signals, such characteris 
tic ?elds can also serve merely for the information of 
the user or for controlling the communication system, 
in order to emphasize particular operating ranges for 
the external communication in the graphics used there. 

In FIG. 4, the arrangement of the above-described 
component groups in a matrix-like structure is shown, in 
a manner that is the basis for the addressing of the indi 
vidual component groups in the context of their linkage 
in a linkage memory 406. For the association of the 
selection, they can also be presented correspondingly 
graphically. A function group addressable by means of 
line and column numbers includes the function ele 
ments, of a cell selectable as such by addressing, com 
prising a summing portion 402, characteristic ?eld 403, 
linear time element 404 and weighting unit 405 (corre 
sponding to the illustration in FIG. 3). These function 
groups are repeated in an arbitrary line and column 
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grid, and by means of two memory ranges organized in 
matrix fashion on the one hand for each functional com 
ponent group in'terms of its inputs, the “map square” of 
that particular component group the output signals of 
which are supplied to this component group can be 
input. Since the summing unit 402 has a plurality of 
inputs, a plurality of columns and address identi?cations 
can be provided for each component group. 

Additionally, the output signal data can be associated 
with the following cells, as described above. In the 
outermost column on the right of the memory 406 re 
ceiving the linkage information, for example, the input 
variables of the pacemaker system are each assigned to 
one memory element of one line, so that by means of the 
corresponding input it can be determined whether the 
output signals of which component group should form 
the pertinent parameters. The ?rst memory 406 contains 
the signal linkages valid in normal operation—-in a man 
ner programmable by the external communication por 
tion. 

In a second memory 407 organized in matrix fashion, 
the system structure for an alternative operating state, 
such as can be called up by the signal data themselves 
via the control plane 306 (409), is shown-once again in 
column and line association. 

In FIG. 40, it is shown how by linking two character 
istic ?eld cells 410 and 411 (corresponding to the cells 
401 in FIG. 4) and one counter cell 414, a histogram 
memory is formed, can, which upon later being read out 
provides information as to behavior of the pacemaker 
system. 
The cell 410 here forms a (programmable) reference 

?eld, in the memory locations of which, which are 
addressable by means of output signals of preceding 
cells or by input signals, values are stored that serve as 
reference variables in comparison operations. In a 
counter matrix 411, counter states are stored in the 
individual memory locations, which once again are 
organized in matrix fashion, the counter states repre 
senting the appearance of particular events—in the 
normal case, the exceeding of or failure to attain the 
corresponding reference value contained in the cell 410. 
The memory cells 410 and 411 are addressed in parallel 
for this purpose. The input signal which is to be com 
pared with the values stored in the reference cell 410 is 
supplied to a comparator 413, which compares it with 
the particularly addressed signal in the reference cell 
410 in accordance with an externally predeterminable 
condition. If the condition is met, then by the single 
occurrence of this state (controlled by a clock signal), 
the value present in the addressed position after the 
output of the counting memory is raised by one and 
read in again. In this manner, a characteristic ?eld to be 
read out later is produced, which in the graphic repre 
sentation indicates the frequency with which predeter 
mined operating values are attained. 
The possibility of varying the operating behavior of 

the pacemaker taking into account the frequency with 
which predetermined operating values are adhered to as 
well is also provided. To this end, preferably the con 
tents of the counter characteristic ?eld 411 of FIG. 4a is 
supplied to a block 300 shown in FIG. 3 as an input 
variable, and the operating behavior is varied in accor 
dance with corresponding logical decisions by means of 
a corresponding characteristic ?eld. To this end, the 
characteristic ?eld matrix addressed on the basis of the 
counter state (behavior in the past) is followed by a 
further characteristic ?eld memory for the call up of 




















