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To all whom it may concern. 
Be it known that I, CARLOS H. SMITH, a 

citizen of the United States of America, re 
siding at Elgin, in the county of Kane, and in 

5 the State of Illinois, have invented certain 
new and useful Improvements in Movement 
Boxes; and I do hereby declare that the fol 
lowing is a full, clear, and exact description 
thereof, reference being had to the accom 

Io panying drawings, in which—— 
Figure 1 is a perspective view of my box, 

a portion of the cover and side wall being 
broken away. Fig.2 is a like view of the in~ 
side box and its cover separated from each 

I5 other. Fig. 3 is a perspective view of the 
washer employed between the cover of the 
inside box and the dial of a watch-movement, 
and Fig. 4 is a central cross-section of the 
holding device containing a movement. 

Letters of like name and kind refer tolike 
parts throughout the several figures. 
The design of my invention is to enable a 

watch-movement to be securely and easily 
inclosed for transportation; and to such end 

25 my said invention consists in the construc 
tion and combination of parts, substantially 
as and for the purpose hereinafter specified. 
In the carrying of my invention into prac 

ticeI employ a metal box A,which, preferably, 
30 has a square form with rounded corners and 

is provided with a cover A’, that when placed 

20 

upon said box has its position determined by 
a rib a, which extends around the sides and 
receives the lower edge of said cover. 
Within the box Ais a second box B, that is 

round in plan View and has formed upon the 
upper portion of its sides a screw-thread b, 
which thread is preferably formed by the 
bending or grooving of the sheet metal of 

40 which the box is constructed, and is adapted 
to receive a correspondingly-threaded cover 
D, that upon its upper side is provided with 
an elevated part CZ, as shown. The bottom 
of said box B is cut away, as shown, so as to 

45 leave a central disk I)’, that is connected with 
the side by means of three radial arms I)2 and 
b2, and midway between said arms is provided 
with a like number of radial lugs b3 and b3, 
that are bent downward and then outward 

50 and rest upon and are riveted to the bottom 
of the box A, where they act as yielding sup 
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ports for the box B. Upon each of the arms 
‘b2, near its outer end, is a transverse rib 124, 
which coincides in distance from the center 
with the corresponding ribs upon the other 55 
arms and is preferably formed by bending or ‘ 
corrugating the bottom of the box before cut 
ting out the surplus metal. 

WVithin the box B is placed a cup-shaped 
holder E, which is adapted to receive and con- 60 
tain a watch-movement F, and within its bot 
tom has an annular groove 6, that ?ts over 
and engages with the ribs b4 and b4, and op 
erates to hold said'cup centrally with its side 
wall equidistant at all points from the side 65 
wall of the box. The relative proportions of 
parts are such that when a watch-movement 
with its cup or holder is in position within the 
inner box B and the cover D is screwed down 
upon the latter said cover will bear upon the 70 
outer portion of the movement-dial and op 
erate to con?ne said movement in place. 
lVhen thus held, it will be seen that, while the 
movement is prevented from independent 
motion, the supports of said inner box act as 75 
springs and prevent any jar or shock given 
to the outer box from injuriously affecting 
the movement. 

In order that all injury to the dial of the 
watch-movement may be prevented by the 80 
placing of the cover of the inner box in posi 
tion, I place between said parts an'annular 
washer G, made from paper or other ?exible 
material, its dimensions being such as to pre 
vent contact between the cover and dial with~ 85 
out interference with the hands of the watch. 
‘Having thus described my invention, what 

I claim is 
1. In combination, the outer box having a 

cover, the inner box to receive a watch-move- 9o 
ment having a separate cover and yieldingly 
supported from the outer box, and the move 
ment-holderin the inner box, the cover of the 
latter engaging themovement to hold it there 
in, substantially as and for the purpose speci 
?ed. , 

2. In combination with a casing or holder 
to inclose a movement, a box to inclose such 
holder and projections on the bottom of one 

95 

part to engage recesses in the bottom of the 100 ' 
other to center the holder within the box, sub 
stantially as and for the purpose set forth, 
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3. In combination with a casing or holder 
to inclo'se a movement having a groove in its 
bottom, a box inclosing said casing or holder 
having a rib at its bottom to engage said 
groove, substantially as and for the purpose 
described. . 

4:. In combination with a casing or holder 
to inclose a movement having a groove in its 
bottom, the box inolosin g said casing, and the 
spring-arms at the bottom of the box having 
ribs to engage said groove, substantially as 
and for the purpose speci?ed. 

5. In combination with a casing or holder 
to inclose a movement havinga groove in its 
bottom, the box inclosing said casing, the 
spring-arms attached to the box-bottom hav 
ing ribs to engage said groove, and the outer 
box inclosing all to whose bottom said arms 
are also attached, substantially as and for the 
purpose set forth. 

6. In combination with a cup-shaped holder 
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to receive and contain a movement, the box 
inclosing the same havinga removable cover, 
and a washer of soft ?exible material inter 
posed between said cover and the, watch-dial, 
substantially as and for the purpose shown. 

7. In combination with a cup-shaped holder 
to receive and contain a movement, the box 
inclosing the same having a removable cover, 
a washer of soft ?exible material interposed 
between said cover and the watch-dial, means 
for centering said holder in its box, and a 
second box inclosing the latter and yieldingly 
supporting the same, substantially as and for 
the purpose described. 
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In testimony that I claim the foregoing I . 

have hereunto set my hand this 16th day of 
May, 1892. 

CARLOS H. SMITH. 
Witnesses: 

GEo. S. PRINDLE, 
W. H. CLOUDMAN. 


