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[s7] ABSTRACI‘ 
Recording medium having islands of light-emitting 
material in regions formed between a transparent sub 
strate, and a re?ective layer disposed on one principal 
surface thereof. The islands of light-emitting material 
are sensitive to illuminating light incident thereupon, 
and in response thereto, emit light having a different 
wavelength than said illuminating light. Reproducing 
apparatus separates an overall re?ected light from the 
recording medium into ?rst re?ected light correspond 
ing to a re?ected scanning light, and second re?ected 
light corresponding to emitted light from the light emit 
ting material. 

13 Claims, 2 Drawing Sheets 
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FIG. 2 
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OPTICAL INFORMATION RECORDING MEDIUM 
PROVIDING REFLECI‘ED LIGHT AT TWO 

DIFFERENT WAVELENGTHS 

TECHNICAL FIELD 

The present invention relates to an optical informa 
tion recording medium and a recording apparatus utiliz 
ing the same. 

BACKGROUND OF THE INVENTION 

Optical information recording media, typically opti 
cal disks such as compact disks and video disks, are 
designed to record information utilizing the presence or 
absence of small pits (i.e., arranged in an array along 
circular or spiral “tracks”), wherein reproduction of 
recorded information is performed by detecting said 
presence or absence of small pits using an optical pickup 
and producing an electrical signal corresponding 
thereto. In some optical disks, recorded information is 
detected by directing a light beam along a track and 
monitoring a difference in the re?ectance of a small 
region on account of pigments or phase change, and 
producing the electrical signal according to this differ 
ence. 

An information recording/reproducing system using 
the optical disks described above have such frequency 
characteristics that the amount of information (stored 
via the presence or absence of pits or regions) that can 
be detected is limited by a spatial frequency which is 
2NA/)~ at maximum, where NA is a numerical aperture 
of a lens in a reproducing optical system, and )t is a 
wavelength of information detecting light. Therefore, 
any efforts toward increasing a recording density of 
information on optical disks (e.g., by such techniques as 
mastering) have been limited by a fact that the only 
information that can be detected is that within the spa 
tial frequency ZNA/l». 

SUMMARY OF THE INVENTION 

An object, therefore, of the present invention is to 
provide an optical information recording medium that 
allows information to be recorded and reproduced at an 
increased density. 
Another object of the present invention is to provide 

a reproducing apparatus utilizing such as a recording 
medium. 
The ?rst object of the present invention can be at 

tained by an optical information recording medium 
which has islands of light-emitting material in regions 
formed between a transparent substrate, and a re?ective 
layer disposed on one principal surface thereof. The 
islands of light-emitting material are sensitive to illumi 
nating light incident upon the other principal surface of 
said substrate, and responsive thereto, emit light having 
a different wavelength than said illuminating light. This 
medium is adapted such that a recorded information 
surface comprises record information in accordance 
with an array of said islands of light-emitting material 
(e.g., arranged along circular or spiral “tracks”). 
The second object of the present invention can be 

attained by a playing apparatus using the above 
described optical information recording medium. In 
such an apparatus, said recording medium is illuminated 
with a small spot of scanning light directed to scan the 
recorded information surface, and re?ected light from 
the recording medium is separated into ?rst re?ected 
light corresponding to re?ected scanning light, and 
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2 
second re?ected light corresponding to re?ected or 
emitted light from the light-emitting material. A focus 
error signal is generated on a basis of a reception output 
of the ?rst re?ected light, while recorded information 
and a tracking error signal are read and generated on a 
basis of a reception output of the second re?ected light. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a cross-sectional view of an optical informa 
tion recording medium according to an embodiment of 
a ?rst aspect of the present invention; 
FIG. 2 is a schematic diagram showing a reproducing 

apparatus according to an embodiment of a second 
aspect of the present invention; and 
FIG. 3 is a diagram illustrating a concept of the fre 

quency characteristics of a recording/reproducing sys 
tern using the recording medium of the present inven 
tion. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Embodiments of the present invention are described 
hereinafter with reference to the accompanying draw 
mgs. 
FIG. 1 is a cross section of an optical information 

recording medium according to an embodiment of a 
?rst aspect of the present invention. The optical infor 
mation recording medium 10 has a transparent substrate 
11 that is made of a resin such an acrylic or polycarbon 
ate resin, and which has rows of small recesses 12 
formed in an array in a spiral or concentric pattern in 
one principal surface thereof. The recesses 12 in the 
substrate 11 are individually ?lled with a light-emitting 
?ller material to provide islands of light-emitting mate 
rial or region 13. The ?ller material is sensitive to illumi 
nating light incident on the other principal surface of 
the substrate 11 and, responsive thereto, emits light 
having a different wavelength than the illuminating 
light. Suitable light-emitting materials are photolumi 
nescent materials, ?uoresent dyes, phosphors, etc. An 
outermost side of the light-emitting region 13 is coated 
with a re?ective layer 14, which re?ects both the illumi 
nating light coming from the other principal surface of 
the substrate and the light emitted from the light-emit 
ting region 13. 
The substrate 11 of the recording medium 10 having 

the structure described above may easily be replicated 
from a stamper which is prepared in any known “mas 
tering” step of the conventional process of optical disk 
fabrication. Therefore, information is recorded in ac 
cordance with an array of light-emiting islands of light 
emitting material 13 formed within the recesses 12. 
The construction of a playing apparatus utilizing the 

above~disclosed recording medium 10 is described here 
inafter with reference to FIG. 2 illustrating an embodi 
ment of this apparatus. Incoherent diffusive light issuing 
from a light source 21 such as a semiconductor laser is 
converted to parallel rays by passage through a collima 
tor lens 22. After being re?ected from a beam splitter 
23, the parallel rays of light are converged with an 
objective lens 24 to form a small spot of scanning light 
which illuminates or is directed to scan the information 
recording surface of the recording medium 10. Upon 
illumination, the light-emitting material, such as a pho 
toluminescent material in the islands of light-emitting 
region 13 of the recording medium 10, will emit light 
having a different wavelength than the illumination or 
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scanning light. The emitted light is re?ected from the 
re?ective layer 16, which also re?ects the illumination 
light incident on areas where no light-emitting region is 
formed. 
The re?ected light from the recording medium 10 

passes successively through the objective lens 24 and 
the beam splitter 23 and is converged by a condenser 
lens 25 for launching into a dichroic mirror 26. The 
dichroic mirror 26 is a kind of interference ?lter having 
wavelength characteristics which transmit a ?rst re 
?ected light corresponding to a re?ected scanning light 
which was originally emitted from the light source 21, 
while re?ecting a second re?ected light corresponding 
to a re?ected or emitted light from the light-emitting 
material or region 13, thereby separating an overall 
re?ected light into two kinds of re?ected light having 
different wavelengths. 
The light passing through the dichroic mirror 26 is 

given astigmatism and converted to an electrical signal 
by a “four~division” or four-quadrant photodetector 27. 
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ity, assume here that the recording medium is so con 
structed as to cause cyclic changes in an intensity of 
light emission. In other words, assume that when using 
Io(u,v) (which is the intensity of the spot produced by 
the light from the light source), the intensity IR(u,v) of 
light emission from a given area a6(u,v) on the record 
ing medium is expressed by: 

where A and B are constants of re?ection intensity, p is 
a period of the cyclic change in emission intensity, 5 is a 
speed at which the spot of scanning light moves on the 
recording medium, and t is the time. When the spot of 
light radiated from the light-emitting area a6 (u,v) is 
projected onto a given surface a4(u’,v’), the resulting 
image will have an intensity which can be expressed by: 

2 

The light reflected from the dichroic mirror 26 passes 
through a pinhole 28 and is converted to an electrical 
signal by a photodetector 29. 
From the four outputs of the four-division photode 

tector 27, a focus error signal can be generated by a 
well-known “astigmatism method” which determines a 
difference between the two output sums of diagonal 
elements. By driving the objective lens 24 in an optical 
axial direction on a basis of the generated focus error 
signal, the focal plane of the objective lens 24 can be 
brought into alignment with a recorded information 
surface of the recording medium 10. 

In contrast, the output from the photodetector 29 is 
directly picked up as an information read signal. At the 
same time, a tracking error signal is generated from said 
output from the photodetector 29 by a well known 
“wobbling method” which determines a differential 
output from the photodetector 29 for two phases (90° 
and 270") by swinging a small spot of light slightly from 
right to left and vice versa. This tracking error signal is 
used to control a position of a small spot of light in a 
direction perpendicular to the row of islands of light 
emitting material 13, thereby allowing the small spot of 
illumination or scanning light to be always maintained 
on a row of islands of light-emitting material 13. 
The frequency characteristics of a recording/repro 

ducing system utilizing the optical information record 
ing medium 10 of the present invention are described 
below in reference to FIG. 3 illustrating the operating 
theory of the system. 

Light issuing from a light source a1 passes through a 
lens a2 to be converged at a small light-emitting region 
a6 on an information recording surface. If the intensity I 
of the spot of converged rays from the light source is 
written as Io(u,v), this intensity can be expressed by: 

Z 

10 (u,v) — I fn? (x.y) exp [120% - (ux + vy) :ldxdy I 

where )t is a wavelength of outgoing light, NA is a 
numerical aperture of lens a2, f1 (x,y) is a pupil function 
of lens a2, and Q is the pupil plane. For sake of simplic 
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Where NA1 is a numerical aperture of lens a3, M is a 
wavelength of emitted light, and f2 (x,y) is a pupil func 
tion of lens a3. The output I of a photodetector as can be 

where 8 is Dirac’s 0 function. In calculating I, one will 
be able to see that a frequency band of an output signal 
from photodetector a5 is limited by a numerical aperture 
of lens a3. Computing the speci?c circumstances of this 
limitation shows that a temporal signal with a frequency 
of s/p is obtained when: 

Therefore, information that can be read with the 
recording medium of the present invention should have 
a spatial frequency of (2NA/h)+(2NA1/7t1). Since this 
value is higher than that of the spatial frequency 
(ZNA/A) limitation attributable to the inferior system 
described in the Background section, a conclusion is 
reached that the system of the present invention allows 
more information to be written in and read out of a 
given area of a recording medium. 

It is to be noted that the concept of the present inven 
tion is applicable not only to optical disks such as com 
pact disks and video disks but also to other recording 
media such as optical cards. 
As should now be apparent from the foregoing dis 

cussions, the optical information recording medium of 
the present invention has islands of light-emitting mate 
rial or region formed between a transparent substrate, 
and a re?ective layer disposed on one principal surface 
thereof. The islands of light-emitting material are sensi 
tive to illuminating light incident upon the other princi 
pal surface of said substrate, and responsive thereto, 
emits light having a different wavelength than said 
illuminating light. This medium is so adapted to record 
information in accordance with an array of said islands 
of light-emitting material. Because of this arrangement, 
a cutoff value of spatial frequency that limits informa 
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tion detection is doubled as compared to a described 
inferior system, thereby allowing information to be 
recorded and reproduced at an increased density. 
The apparatus of the present invention for reproduc 

ing with this recording medium is designed such that it 
illuminates the medium with a small spot of scarming 
light that scans its recorded information surface, and 
separates an overall re?ected light from the recording 
medium into two types of re?ected light having differ 
ent wavelengths. A focus error signal can be generated 
on the basis of a ?rst kind of re?ected light, whereas a 
second kind of re?ected light is used as a basis for read 
ing the recorded information and generating a tracking 
error signal. This design has the advantage of simplify 
ing a composition of the optical system for use in a 
reproducing apparatus. 
What is claimed is: 
1. An optical information recording medium compris 

mg: 
transparent substrate means; 
re?ective layer means provided on a ?rst principal 

surface of said substrate means; and 
island means of light-emitting material formed be 
tween said substrate means and said re?ective layer 
means, said island means being sensitive to illumi 
nating light incident thereupon, and in response 
thereto, for producing emitting light having a dif 
ferent wavelength than said illuminating light, 

said recording medium being adapted such that a 
recording information surface corresponds to an 
array of said island means of light-emitting mate 
rial. 

2. An optical information recording medium accord 
ing to claim 1, wherein said island means being sensitive 
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6 
to illuminating light incident upon a second principal 
surface of said substrate means. 

3. An optical information recording medium accord 
ing to claim 1, wherein said light-emitting material is a 
photoluminescent material. 

4. An optical information recording medium accord 
ing to claim 1, wherein said light-emitting material is a 
?uorescent dye. 

5. An optical information recording medium accord 
ing to claim 1, wherein said light-emitting material is a 
phosphor. 

6. An optical information recording medium accord 
ing to claim 3, wherein said transparent substrate means 
is made of a resin. 

7. An optical information recording medium accord 
ing to claim 6, wherein said transparent substrate means 
is more speci?cally an acrylic resin. 

8. An optical information recording medium accord 
ing to claim 6, wherein said transparent substrate means 
is more speci?cally a polycarbonate resin. 

9. An optical information recording medium accord 
ing to claim 6, wherein said recording medium corre 
sponds to a compact disk. 

10. An optical information recording medium accord 
ing to claim 6, wherein said recording medium corre 
sponds to a video disk. 

11. An optical information recording medium accord 
ing to claim 6, wherein said recording medium corre 
sponds to an optical card. 

12. An optical information recording medium accord 
ing to claim 9, wherein said island means of light-emit 
ting material are arrayed in a spiral or concentric form. 

13. An optical information recording medium accord 
ing to claim 10, wherein said island means of light-emit 
ting material are arrayed in a spiral or concentric form. 
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