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[57] ABSTRACT 
Inspection of a circuit board (10) to detect missing and 
misaligned active and passive surface-mounted compo 
nents (12) and (14), respectively, is accomplished by 
?rst illuminating the board with top light to enhance the 
image of the passive components. The circuit board is 
then displaced, relative to a linescan camera (28) trained 
on the board, so that the camera captures the image of 
successive strips of surface area running across the 
board perpendicular to its direction of movement. The 
images captured by the camera (28) are stored and 
thereafter processed by an image-processing system 
(33) to determine whether any passive component is 
missing or misaligned. The circuit board is then illumi 
nated with side light to enhance the image of the active 
components. The circuit board is again displaced rela 
tive to the linescan camera so the camera captures the 
image of successive strips of surface area on the board. 
The captured images are stored and then processed by 
the image-processing system to detect whether any of 
the active surface-mounted components are missing or 
misaligned. 

7 Claims, 2 Drawing Sheets 
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METHOD AND APPARATUS FOR INSPECTION 
OF SUBSTRATES 

This invention relates to a technique for inspecting a 
substrate, such as a circuit board, to detect missing and 
misaligned components. 

BACKGROUND OF THE INVENTION 

Presently, circuit boards containing “surface 
mounted” components, i.e., components which have 
conductive members (leads or pads) solder-bonded to 
corresponding metallized areas on the surface of the 
board, are fabricated in the following manner. First, a 
volume of solder paste is printed on the surface of the 
circuit board, or alternatively, a quantity of solder is 
applied to each conductive member of each component. 
Next, components are placed on the circuit board so 
that each conductive member on each component is in 
registration with a corresponding metallized area on the 
board surface. After placement, the component is ad 
hered to the circuit board, either by the tackiness of the 
solder paste, or in the absence of any paste, by a conven 
tional adhesive. Finally, the circuit board is heated, 
causing the solder paste on the board, or alternatively, 
the solder applied to the conductive member of each 
component, to reflow, thus creating a bond between the 
component and the circuit board. 

Prior to the heating of the circuit board to re?ow the 
solder or solder paste, it is useful to inspect the board to 
ensure that there are no missing or misaligned compo 
nents. Repair of a circuit board having misaligned or 
missing surface-mounted components is far easier be 
fore the components are soldered in place than after 
wards. However, in order for such “pre-solder” inspec 
tion to be useful, such an inspection must be carried out 
rapidly and with high accuracy. 
Now-allowed U.S. patent application Ser. No. 

111,954, ?led in the name of I. Amir et al. on Oct. 23, 
1987, and assigned to AT&T, discloses a system for 
inspecting a circuit board to detect missing and mis 
aligned components. The inspection system disclosed in 
that application (incorporated by reference herein) is 
capable of reliably detecting missing or misaligned 
“passive” surface-mounted components (i.e., resistors 
and capacitors). However, the aforementioned inspec 
tion system does not reliably detect whether any active 
component, such as a plastic leaded chip carrier (plcc), 
soldered-on integrated. circuit (soic), or soldered-on 
transistor (sot), is missing or misaligned. 

Thus, there is a need for a technique for inspecting a 
circuit board to detect missing and misaligned passive 
and active surface-mounted components. 

SUMMARY OF THE INVENTION 

Brie?y, in accordance with the invention, a method is 
provided for inspecting a substrate, such as a circuit 
board, to detect missing or misaligned active, as well as 
passive surface-mounted components. Initially, the cir 
cuit board is illuminated with “top light” by directing 
light towards the board so it strikes the board surface 
substantially normal to its plane. A light-sensing device, 
typically a linescan camera, has its optical axis substan 
tially normal to plane of the surface of the circuit board 
to capture the image of a thin strip of surface area run 
ning across the board. A relative motion is imparted 
between the linescan camera and the circuit board so 
the camera captures the image of successive strips of 
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2 
surface area on the board. The image of each successive 
strip of area on the circuit board surface is stored for 
subsequent processing to detect whether there are any 
missing or misaligned passive components. Once the 
image of each successive strip of surface area has been 
stored, then the circuit board is illuminated with “side 
light,” by directing light at the surface of the board at a 
grazing angle. A relative motion is then imparted be 
tween the board and the linescan camera in the opposite 
direction as before so that the camera can again capture 
the image of successive strips of surface area on the 
board. The images are then stored for processing to 
detect whether there are any missing or misaligned 
active components. 
When the surface of the circuit board is illustrated 

with top light, the leads on the passive components, as 
well as fiducial marks on the board, become more visi 
ble to the linescan camera, allowing for more accurate 
detection of missing or misaligned passive components. 
When the board is illuminated with side light, the leads 
on the active devices are more visible to the linescan 
camera, thus allowing missing and misaligned active 
components to be more readily detected. 

BRIEF DESCRIPTION OF THE DRAWING 

FIG. 1 is a schematic view of a circuit board inspec 
tion system, in accordance with the invention, depicting 
operation of the system in a ?rst mode; 
FIG. 2 is an enlarged side view of a passive and an 

active surface-mounted component on the circuit board 
of FIG. 1; and 
FIG. 3 is a schematic view of the circuit board in 

spection system of FIG. 1, depicting operation of the 
system in a second mode. 

DETAILED DESCRIPTION 

FIG. 1 shows a conventional printed circuit board 10 
which is populated with both active and passive sur 
face-mounted components 12 and 14. As illustrated in 
FIG. 2, which is an enlarged side view of the circuit 
board 10, each active component 12, typically, a plcc, 
soic, or an sot, is comprised of a pismatic body 16 hav 
ing a plurality of light- reflective metal leads 18 extend 
ing from one or more of its sides. In an exemplary em 
bodiment, the component 12 is depicted as a plcc whose 
leads 18 are “J-leaded” and are tucked substantially 
underneath the body 18. The passive component 14, 
typically a resistor or capacitor, is generally short and 
planar in shape. At each end of the component 14 is a 
metallized pad 20 which serves as one of the compo 
nent’s two leads. 

Referring to FIGS. 1 and 2, in addition to the compo 
nents 12 and 14, the circuit board 10 also carries a plu 
rality of ?ducial marks 21, each formed of a distinctive 
metallized area on the surface of the board. The ?du 
cials 21 are situated at known locations on the surface of 
the circuit board 10. Thus, the position of each of the 
components 12 and 14 can be determined by knowing 
the distance from the ?ducials 21. 
When fabricating the circuit board 10, it is desirable 

to detect whether any of the components 12 and 14 are 
missing or misaligned prior to their being soldered in 
place. Repair of the circuit board 10 to correct these 
types of defects is more easily accomplished prior to 
soldering of the components 12 and 14 in place than 
afterwards. In FIG. 1, there is shown a schematic view 
of a system 22, in accordance with the invention, for 
inspecting the circuit board 10 to detect whether any of 
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the active and passive components 12 and 14 are missing 
or misaligned. The inspection system 22 is comprised of 
a support 24 which seats the circuit board 10. Suitable 
clamping means (not shown) are provided to hold the 
circuit board 10 in place on the support. A motor 25 
serves to displace the support 24 in opposite directions 
along an axis 26. 
A linescan camera 28 is located above the circuit 

board 10 for capturing its image. The camera 28 is of a 
well-known design and includes a plurality of charge 
coupled devices (ccd’s) (not shown) arranged in a 1X N 
(where N is the number of ccd’s) linear array lying 
along a line normal to the plane of the drawing. Each of 
the ccd’s within the camera 28 serves to capture the 
image of a small picture element (pixel) so that the array 
of ccd’s collectively captures the image of a thin strip of 
area whose longitudinal axis is normal to the plane of 
the drawing. 

In the embodiment shown in FIG. 1, the camera 28 is 
positioned such that its optical axis 30 (i.e., the axis 
along which light is detected by the ccd’s in the camera) 
is parallel to the plane of the circuit board. The optical 
axis 30 of the camera 28 is re?ected by a mirror 32 
downwardly onto the surface of the circuit board 10 
normal to the board surface. With the optical axis 30 of 
the camera 28 re?ected by mirror 30 onto the surface of 
the circuit board 10, the camera will capture the image 
of a thin strip of surface area running across the board 
surface normal to the plane of the drawing. When the 
support is displaced along the axis 26, the camera 28, 
which remains ?xed, will capture the image of succes 
sive strips of area on the surface of the circuit board 10. 
Rather than use the mirror 32 to re?ect the optical axis 
30 of the camera 28 onto the circuit board 10, the cam 
era could be trained directly onto the board. 
The camera 28 supplies an analog signal, which varies 

in intensity in accordance with the captured image of 
the circuit board 10, to an image-processing system 33. 
The image-processing system 33 is identical in con?gu 
ration to the image-processing system described in the 
aforementioned, now-allowed US. patent application, 
serial no. 111,954. A complete description of the image 
processing system 33 may be had by reference to that 
now-allowed application (incorporated by reference 
herein) and for purposes of brevity, the structural de 
tails of the image-processing system have been omitted. 

In operation, the image-processing system 33 pro 
cesses the output signal of the camera 28 by ?rst con 
verting the signal into a stream of digital signals, each 
varying in accordance with the intensity of the pixel 
captured by a corresponding one of the ccd’s in the 
camera 28. The digital signals are winnowed such that 
only those signals representing a corresponding one of 
the pixels within each region of interest on the board 10 
(i.e., the regions where any part of any of the compo 
nents 12 and 14 and the ?ducials 21 are located) are 
stored. The stored signals are then processed to detect 
the position of the ?ducials 21 and then to determine 
whether the components 12 and 14 are in fact present 
and are positioned properly (with respect to the fidu 
cials). 

In order for the image-processing system 33 to detect 
the presence and proper position of the components 12 
and 14 on the circuit board 10, the image of the compo 
nents and the image of the ?ducials 21 captured by the 
camera 28 must be sharp. For the most part, the only 
features on the components 12 and 14 which re?ect 

’ much light and thus appear sharp are the component 
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4 
leads 18 and 20, respectively. Thus, the best way to 
detect the presence and proper positioning of the com 
ponents 12 and 14 is to detect whether their leads 18 and 
20, respectively, are present and are properly posi 
tioned. 

Referring to FIG. 2, we found that when the circuit 
board 10 was illuminated with top light, (i.e., light di 
rected at the board surface normal to its plane), the light 
striking each lead 20 on the component 14 and the light 
striking each ?ducial 21 was re?ected upwardly there 
from substantially normal to the plane of the board 
surface. Since the camera 28 of FIG. 1 has its optical 
axis 30 re?ected by the mirror 30 downwardly onto the 
surface of the circuit board 10 substantially normal 
thereto, the leads 20 and the ?ducials 21 were quite 
visible to the camera when the board was illuminated 
with top light. 
However, we found that when the circuit board 10 

was illuminated with top light, the light striking the 
leads 18 on the component 12 tended to be re?ected at 
an angle of less than 90° with respect to the surface of 
the circuit board 10. Hence, the light striking the leads 
18 was reflected away from the camera 28, causing the 
leads to appear very dull. Conversely, when the circuit 
board 10 was illuminated with side light by directing 
light at the board surface at a grazing angle, light was 
re?ected into the camera 28 by the leads 18 of the com 
ponent 20, causing them to appear bright. However, 
little light was re?ected into the camera 28 from the 
leads 20 on the component 14 and from the ?ducials 21. 
To ensure proper lighting of the circuit board 10, the 

inspection system 22 of FIG. 1 incorporates two pairs of 
light sources 34 and 36. The light source pairs 34 and 36 
are supported above the circuit board 10 by a bracket 
(not shown) so that each light source of each pair is 
situated on a separate one of the sides of the down 
wardly re?ected portion of the optical axis 30 of the 
camera 28. The light source pairs 34 and 36 illuminate 
the circuit board 10 and, in particular, the strip of area 
thereon imaged by the camera 28, with top light and 
with side light, respectively. 

In practice, each pair of light sources 34 comprises a 
bar 38 which mounts a plurality of light guide ?bers 40 
in spaced relationship along an axis normal to the plane 
of the drawing. The ?bers 40 are each supplied at a ?rst 
end with light from a lamp (not shown), and each has its 
opposite end directed at the circuit board 10 for radiat 
ing light onto the board surface generally within the 
strip of area imaged by the camera 28. Typically, the 
angle between the beams of light leaving the end of 
each ?ber 40, and the downwardly directed portion of ‘ 
the optical axis 30, is very small (<5“) and has been is 
exaggerated in the drawing. 
The light sources 36 are each comprised of a bar 41 

which carries a plurality of triangular mirrors 42, each 
typically formed of a three-sided metal prism re?ector, 
and spaced along an axis normal to the plane of the 
?gure. Each mirror 42 is secured to the bar 41 such that 
two of its sides slope downwardly, in opposite direc 
tions towards the circuit board 10, while the third side 
is parallel to the board surface. Each of the two down 
wardly sloping sides of each mirror 42 also slopes later 
ally inwardly, towards the downwardly re?ected por 
tion of the optical axis 30 of the camera 28. 
When light is directed at each mirror 42 from a lamp 

(not shown) via a ?ber (not shown), the mirror splits the 
light into two beams, each directed at the surface of the 
circuit board 10 at a grazing angle, generally along an 
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axis normal to the plane of the ?gure. The two beams 
re?ected by each mirror 42 onto the surface of the 
circuit board 10 each overlap with the one of the beams 
re?ected from each adjacent mirror so that each light 
source illuminates a strip of area running across the 
surface of the circuit board 10 normal to the axis 26. 

In addition to the mirrors 42, each light source 36 also 
includes an elongated mirror 43 secured to the bottom 
of the bar 41 in spaced relationship with the mirrors 42 
so as to extend along an axis normal to the plane of the 
drawing. The mirror has a light-re?ective edge 44 
which slopes at a downwardly inclined angle towards 
the circuit board 10. When light is directed at the ligh 
tre?ective edge 44 from a lamp (not shown) through a 
set of ?bers (not shown), the light is re?ected towards 
the circuit board at a grazing angle in a direction gener 
ally parallel to the axis 26. 
A more complete description of each light source 36 

may be found in co-pending application, serial no. 
(Amir-4), ?led in the name of I. Amir, herein incorpo 
rated by reference. 
The light source pairs 34 and 36 are selectively oper 

ated by the image-processing system 33 through a 
switch 45, so that only one pair of sources is operative 
at one time. As seen in FIG. 1, the pair of sources 34 is 
operative, while the pair of sources 36 is not. In FIG. 2, 
the opposite condition is depicted; the pair of light 
sources 36 is operative while the pair of light sources 34 
is not. When inspecting the circuit board 10 for missing 
and misaligned active components 12, it is undesirable 
to illuminate the circuit board 10 with both side and top 
light at the same time because the top lighting will 
“wash out,” that is, distort the image of the leads 18. It 
is, however, possible to detect the leads 20 and the 
?ducials 21 when the board is illuminated with both top 
and side light. However, for simplicity purposes, only 
one pair of light sources 34 and 36 is However, for 
simplicity purposes, only one pair of light sources 34 
and 36 is rendered operative at one time. 

In operation, the circuit board 10 is ?rst clamped to 
the'support 24, and the switch 45 is actuated by the 
image processor 33 to actuate the light source pair 34. 
The support 24 is then displaced along the axis 26, so 
that the camera 28 captures the image of successive 
strips of surface area running across the circuit board 
10. The output signal of the camera 28 is processed in 
the manner described earlier so that only selected digi 
tal signals are stored, the stored signals representing the 
images of those regions of interest on the circuit board 
10 containing the leads 20 of the components 14 and the 
?ducials 21. The stored digital signals are then pro 
cessed to determine the location of the leads 20 from the 
?ducials 21. Then, the actual location of the leads 18 is 
compared with the expected lead position to determine 
if any of the components 14 are missing or misaligned. 

After the support 24 has been displaced along the axis 
26 so that the circuit board 10 has been “scanned” by 
the camera 28, the image processor 34 actuates the 
switch 45 so that the pair of light sources 36 is rendered 
operative and the pair of light sources 34 is disabled. 
Referring now to FIG. 3, the support 24 is then dis 
placed in the opposite direction along the axis 26, cans 
ing the circuit board 10 to be again scanned by the 
camera 28. The output signal of the camera 28 is pro 
cessed in the manner described earlier so that only se 
lected digital signals are stored, the stored signals repre 
senting the images of only the regions of interest on the 
circuit board 10 containing the leads 18 on the compo 
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6 
nents 12). The stored digital signals are then processed 
to determine the location of the leads 18 from the ?du 
cials 21. Then, the actual location of the leads 18 is 
compared to the expected lead location to determine if 
any of the components 12 are missing or misaligned. 
Note that in the presently preferred embodiment the 

circuit board 10 is ?rst illuminated with top light and 
thereafter is illuminated with side light. Alternatively, 
the circuit board 10 may be illuminated ?rst with side 
light and then top light. However, it is more desirable to 
illuminate the board 10 with top light ?rst so that the 
position of the ?ducials 21 can be determined during the 
?rst pass of the circuit board by the camera 28. 
The foregoing describes a technique for inspecting a 

circuit board to detect missing and misaligned active 
and passive components by scanning the circuit board 
twice while the board is illuminated with top and side 
light, respectively. The top light and side lighting of the 
circuit board enhance the features of the passive and 
active components, respectively, thus assuring more 
accurate inspection. 

It is to be understood that the that the above 
described embodiments are merely illustrative of the 
principles of the invention. Various modi?cations and 
changes may be made thereto by those skilled in the art 
which will embody the principles of the invention and 
fall within the spirit and scope thereof. 
We claim: 
1. A method of fabricating a substrate comprising the 

steps of: 
placing at least one of a ?rst type and at least one of 

a second type of component, having electrically 
conductive members, on a substrate so that each of 
the components has its conductive members in 
registration with corresponding metallized areas 
on the substrate; 

adhering the ?rst and second types of components to 
the substrate; and 

soldering the conductive members of the components 
to the substrate, characterized in that prior to the 
soldering step, the substrate is inspected to detect 
whether any of the ?rst and second types of com 
ponents are missing or misaligned, the inspection 
being accomplished by the steps of: 

(a) illuminating the substrate with top light by direct 
ing light at the surface of the substrate so the light 
strikes the board substantially normal to the plane 
of the substrate surface to enhance the image of the 
conductive members of the ?rst type of compo 
nent; 

(b) capturing, with a linescan camera, the image of a 
thin strip of area running across the surface of the 
substrate; 

(c) imparting a relative motion between the substrate 
and the linescan camera so the camera captures the 
image of successive strips of surface area running 
across the board; 

(d) storing the captured images for subsequent pro 
cessing to determine if any of the ?rst type of com 
ponent are missing or misaligned; 

(e) illuminating the substrate with side light by direct 
ing light at the substrate at a grazing angle wth 
respect to the surface to enhance the image of the 
conductive members on the second type of compo 
nent; 

(f) imparting a relative motion between the substrate 
and the linescan camera so the camera captures the 
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image of successive strips of surface area running 
across the substrate; and 

(g) storing the captured images for subsequent pro 
cessing to determine if any of the second type of 
component are missing or misaligned. 

2. The method according to claim 1 wherein the 
stored images are processed by ?rst determining the 
actual location of the conductive members on each 
component and then comparing the actual location to 
the expected location of the conductive members on the 
component. 

3. A method of inspecting a substrate, which nor 
mally carries at least one of a ?rst type and one of a 
second type of component, each having electrically 
conductive members, to detect whether any of the ?rst 
or second types of components are missing or mis 
aligned, comprising the steps of: 

(a) illuminating the substrate with top light by direct 
ing light at the surface of the substrate so the light 
strikes the substrate substantially normal to the 
plane of its surface to enhance the image of the 
conductive members on the ?rst type of compo 
nent; 

(b) capturing, with a linescan camera, the image of a 
thin strip of area running across the surface of the 
substrate; 

(0) imparting a relative motion between the substrate 
and the linescan camera so the camera captures the 
image of successive strips of surface area running 
across the substrate; 

((1) storing the captured images for subsequent pro 
cessing to determine if any of the ?rst type of com 
ponent are missing or misaligned; 

(e) illuminating the substrate with side light by direct 
ing light at the substrate at a grazing angle with 
respect to the plane of its surface to enhance the 
image of the conductive members on the second 
type of component; 

(f) imparting a relative motion between the substrate 
and the linescan camera so the camera captures the 
image of successive strips of surface area running 
across the board; and 

(g) storing the captured images for subsequent pro 
cessing to determine whether any of the second 
type of component are missing or misaligned. 

4. The method according to claim 3 wherein the 
stored images are processed by ?rst determining the 
actual location of the conductive members on each‘ 
component and then comparing the actual location to 
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8 
the expected location of the conductive members on the 
component. 

5. Apparatus for inspecting a substrate which nor 
mally carries at least one of a ?rst and a second type of 
component, which each have conductive members in 
registration with metallized areas on the substrate sur 
face, to determine if any of the ?rst or second types of 
components are missing or misaligned, comprising: 

a support, movable in opposite directions along a ?rst 
axis for carrying the substrate; 

a linescan camera positioned above the substrate for 
capturing the image of successive strips of surface 
area running along the surface of the substrate in a 
direction perpendicular to the ?rst axis when the 
support moves along the ?rst axis; 

?rst means for directing light towards the substrate so 
the light strikes the surface of the substrate substan 
tially normal to its plane to illuminate the substrate 
with top light in order to enhance the image of the 
conductive members on the ?rst type of compo 
nent; 

second means for directing light towards the sub 
strate so the light strikes the surface of the substrate 
at a grazing angle to illuminate the board with side 
light to enhance the image of the conductive mem 
bers on the second type of component; 

an image-processing system coupled to the linescan 
camera for storing and processing the images cap 
tured by the camera to detect if any of the ?rst and 
second types of components are missing or mis 
aligned; and 

means responsive to the image-processing means for 
selectively actuating a separate one of the light 
directing means so that the substrate is sequentially ' 
illuminated with top and side light. 

6. The apparatus according to claim 5 wherein the 
?rst light-directing means comprises a ?rst pair of light 
sources located on opposite sides of the strip of surface 
area whose image is captured by the linescan camera, 
each ?rst light source directing light at the surface of 
the board substantially normal to its plane to illuminate 
the strip of area whose image is captured by the linescan 
camera. 

7. The apparatus according to claim 5, where the 
second light-directing means comprises a second pair of 
light sources located on opposite sides of the strip of 
surface area whose image is captured by the linescan 
camera, each second light source directing light at the 
surface of the board at a grazing angle to illuminate the 
strip of area whose image is captured by the camera. 

* * * * * 


