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[57] ABSTRACT 
A brake booster is easily fastened and free from play on 
the splash wall of an automotive vehiclerThe guiding 
portion (10) of the booster housing (1) is provided with 
an annular groove (11) receiving a clamping ring (3) 
held on the splash wall (2) of the vehicle. 

13 Claims, 2 Drawing Sheets 
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ARRANGEMENT FOR FASTENING A BRAKE 
BOOSTER 

BACKGROUND OF INVENTION 

This invention relates to an arrangement for fastening 
a brake booster to an automotive vehicle by means of a 
disconnectable junction without requiring tools. The 
housing of the booster includes a central guiding por 
tion which passes through an opening provided in a 
splash wall of the automotive vehicle. 
Such an arrangement is known from German Pub 

lished Patent Application (DE-OS) No. 36 29 181. In 
the fastening arrangement disclosed therein, the brake 
booster housing has two shaped nuts passed through 
corresponding apertures formed in the splash wall of an 
automotive vehicle whereupon a rotary motion, or a 
linear displacement, will force the brake-booster into a 
securing position wherein it detachably secured. In this 
arrangement, elastic means in the form of a spring plate 
fastened on the nuts are provided between the brake 
booster and the splash wall. The spring plate elastically 
prestress the brake booster in respect to the splash wall 
or a fastening bracket connected thereto. In order to 
have the brake booster detachably click~in in its secur 
ing position, the spring plate includes a projecting ?n 
ger at the end of which a lip or nose is formed engages 
a notch provided in the splash wall. 
These fastening arrangements have the disadvantage 

that the relatively complicated mounting operation 
which, in respect to the required rotary or displacing 
motion, and particularly with the means needed there 
fore, is carried out with dif?cultly in the narrow engine 
space. A further disadvantage is that the individual 
components of such a fastening arrangement have to be 
manufactured with high precision or that a strong 
spring is required in order to eliminate the play resulting 
in the junction. The work which must be performed in 
connection with forming the notches on the splash wall 
also is disadvantageous. 

It is therefore an object of the present invention to 
provide an arrangement for fastening a brake booster of 
the type described which allows the brake booster to be 
fastened free from play on the splash wall of an automo 
tive vehicle, and with the assembly therefore being 
signi?cantly simpli?ed and the cost thereof being re 
duced. 

SUMMARY OF THE INVENTION 

According to the present invention this and other 
objects are achieved in that the guiding portion is pro 
vided with an annular groove receiving a clamping ring 
held on the splash wall. The annular groove of the 
present invention may be formed in a clamping sleeve 
inseparably connected with the guiding portion, such as 
by way of welding, caulking or a press ?tting. A further 
advantageous embodiment of the present invention 
provides that the guiding portion is provided with a 
conical section or that the clamping sleeve has a cham 
ber on its side averted from the booster housing wall. 
These measures facilitate the introduction of the guid 
ing portion into the clamping ring. 

In a further advantageous embodiment of the fasten 
ing arrangement in accordance with the present inven 
tion, the clamping ring has at least one bevel in its area 
engaging the annular groove, with at least one of the 
side ?anks of the annular groove being bevelled and 
cooperating with the side ?ank with the bevel provided 
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2 
on the clamping ring in the self-locking area. Accord 
ingly an efficient tolerance compensation is provided 
between the two cooperating parts. Further, to provide 
centering of the brake booster in the splash wall, the 
present invention provides that the diameter of the 
clamping sleeve in the area where it is passed through 
the splash wall corresponds to the diameter of the open 
ing provided in the splash wall. 

BRIEF DESCRIPTION OF THE DRAWING 

The present invention will now be explained in 
greater detail in the following detailed description, ref 
erence being made to two examples of embodiments 
illustrated in the accompanying drawing, wherein: 
FIG. 1 is a first embodiment of the fastening arrange 

ment of the present invention before assembly; 
FIG. 2 is a second embodiment of the fastening ar 

rangement in assembled condition in accordance with 
the present invention; and, 
FIG. 3 shows the splash wall of a vehicle and with a 

fastened brake booster. 

DETAILED DESCRIPTION 

The brake booster schematically represented in the 
drawing includes a booster housing 1 with a central 
guiding portion 10 introducible into an opening of a 
splash wall 2 of an automotive vehicle. The guiding 
portion 10 is provided with a conical section 16 and has 
an annular groove 11 near the booster housing wall. 
The annular groove 11 is limited by two side ?anks 14, 
15 and receives a clamping ring 3. The clamping ring 3 
is held on the splash wall 2 by means of several holding 
brackets 5 and is provided with a slot 17 (FIG. 3). The 
annular groove 11 of this embodiment preferably is 
arranged in which at least one (15) of the side ?anks 14, 
15 is not perpendicular, but rather runs at a certain angle 
to the longitudinal axis of the guiding portion 10. The 
side ?ank 15 cooperates with a bevel 7 formed on the 
clamping ring 3. On the one hand, this arrangement 
serves to compensate the tolerances existent in the com 
ponents. On the other hand, because of the angle lying 
in the self-locking area, it takes up the operating forces 
in the axial direction. Further, the guiding portion 10 is 
provided with an axial groove 8 which, upon assembly, 
receives a bracket 9 formed on the splash wall 2 and in 
this manner secures the mounted brake booster in its 
mounted position against twisting. 

In the second embodiment shown in FIG. 2, the pre 
viously described annular groove 11 is formed in a 
clamping sleeve 4. The sleeve 4 is inseparably con 
nected with the guiding portion 10, such as by way of 
welding, or is held by the guiding portion 10 being 
rolled thereover. The diameter of the clamping sleeve 4 
preferably corresponds to that of the opening provided 
in the splash wall 2, the clamping sleeve 4 having a 
chamfer 6 on its end averted from the booster housing 
wall. The chamfer serves to expand the clamping ring 3 
upon assembly. 
When mounting the brake booster on the splash wall 

2 of the automotive vehicle, at ?rst the booster housing 
1 is positioned so that its guiding portion 10 faces the 
clamping ring 3 arranged between the holding brackets 
5. Upon a subsequent movement in the direction of the 
booster axis the guiding portion 10 is introduced into 
the opening provided in the splash wall 2 so that, upon 
a further displacement of the booster housing 10 
towards the splash wall, the clamping ring 3 is expanded 
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due to the action of the conical section 16 (FIG. 1) or of 
the chamfer 6 of the clamping sleeve 4 (FIG. 2). This 
then enables the guiding portion 10 to be passed there 
through. In the ?nal phase of assembly, the annular 
groove 11 in the guiding portion 10 or in the clamping 
sleeve 4 will appear radially directly opposite the ex 
panded clamping ring 3 which, due to its prestressing 
force, engages the annular groove 11, with the bevel 7 
formed on the clamping ring 3 forming an automatic 
lock together with the annular groove’s 11 side ?ank 15 
running at a slant. Accordingly all of the tolerances will 
be compensated which thereby provides the fastening 
arrangement in accordance with the present invention. 
The splash wall 2 is provided with reinforcing depres 
sions 12 in the area of the opening (FIG. 3) so as to take 
up the forces of assembly without deformation. 
What is claimed is: 
1. An arrangement for fastening a brake booster to an 

automotive vehicle having a splash wall by means of a 
disconnectable junction, the booster housing of said 
brake booster having a central guiding portion which 
passes through an opening provided in a splash wall of 
the automotive vehicle, wherein the guiding portion 
(10) is provided with an annular groove (11) receiving a 
clamping ring (3) held on the splash wall (2). 

2. An arrangement as claimed in claim 1, wherein the 
annular groove (11) is formed in a clamping sleeve (4) 
inseparably connected with the guiding portion (10). 

3. An arrangement as claimed in claim 1, wherein the 
guiding portion (10) has a conical section (16). 

4. An arrangement as claimed in claim 1, wherein the 
clamping ring (3) has a slot (17) and is held by means of 
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several holding brackets (5) provided on the splash wall 
(2) along the circumference of an opening thereof. 

5. An arrangement as claimed in claim 4, wherein the 
clamping ring (3) is provided with at least one bevel (7) 
in a self locking area engaging the annular groove (11). 

6. An arrangement as claimed in claim 5, wherein at 
least one (15) of the side ?anks (14, 15) of the annular 
groove (11) is bevelled and wherein its cooperation 
with the bevel (7) provided on the clamping ring (3) 
takes place in the self-locking area. 

7. An arrangement as claimed in claim 2, wherein the 
clamping sleeve (4) has a chamfer (6) on its side averted 
from the booster housing wall. 

8. An arrangement as claimed in claim 2, wherein the 
clamping sleeve (4), has an axial groove (8) receiving a 
bracket (9) formed on the splash wall (2). 

9. An arrangement as claimed in claim 2, wherein the 
diameter of the clamping sleeve (4) in the area where it 
extends through the splash wall (2) corresponds to the 
diameter of the opening provided in the splash wall (2). 

10. An arrangement as claimed in claim 2, wherein 
the clamping sleeve (4) is fastened on the guiding por 
tion (10) by means of welding. 

11. An arrangement as claimed in claim 2, wherein 
the clamping sleeve (4) is fastened on the guiding por 
tion (10) by means of caulking. 

12. An arrangement as claimed in claim 2, wherein 
the clamping sleeve (4) is fastened on the guiding por 
tion (11) by means of a press ?t. 

13. An arrangement as claimed in claim 12, wherein 
the splash wall is provided with reinforcing depressions 
(12). 
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