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To all whom it may concern: 
Be it known that I, CHARLES LEONARD 

PEIRCE, a citizen of the United States, and a 
resident of Milwaukee, in the county of Mil 
waukee, and in the State of Wisconsin, have 
invented certain new and useful Improve 
ments in Toys; and I do hereby declare that 
the following is a full, clear, and exact descrip 
tion thereof. 
My invention has for its main object to pro 

vide a simple means for producing smoke 
rings, and a further object of the invention 
is to provide a device comprising the repre 
sentation of an animate or inanimate object, 
combined with means for producing smoke, 
and other means for causing an emission of 
the smoke from said representation in the 
form of rings or puffs or both at regular or 
irregular intervals. ' 
The said invention therefore consists in cer 

tain peculiarities of construction and com 
bination of parts substantially such as herein 
after described with reference to the accom 
panying drawings and subsequently claimed. 
In the drawings: Figure 1 represents the 

relative arrangement of parts necessary to an 
automatic form of my invention, these parts 
being in rear elevation and certain of them 
broken away for the purpose of better illus 
tration. Fig. 2 represents a vertical trans 
verse section taken on line 2—-2 of the pre 
ceding ?gure, and Fig. 3 a design for a pic 
ture card that may form part of a device con 
structed according to said invention. 
‘ Referring by letter topthe ‘drawings, illus 
trating one of many possible forms of my in 
vention, A represents a preferably wooden 
casing provided with a removable back B, 
and, by means of ahorizontal partition O, this 
casing is divided into upper and lower com 
partments. The upper compartment of the 
casing is provided with air-inlets Z) and as a 
check against back-draft these inlets may be 
covered with foraminous material such as 
wire gauze 0 preferably arranged inside of said 
compartment. In order to regulate the ad 
mission of air through the inlets b, a damper 
D maybe employed, and in Fig. 1 I have shown 
such a device , pivotally connected to the 
casing. , 

Arranged within the upper compartment of 
the casing is a chamber E made from sheet— 
metal or other suitable ?re-proof material and 
provided with draft-openings at near its base. 
In order that ready access may be had to the 
interior of the chamber E its rear side is 
shown as removable,and depending from the 
top of said chamber is a hanger e for a- slow 
burning fuse F the latter being preferably of 
spiral form to obtain the greatest possible 
length within a limited space. The fuse is 
made of such material as will give o? a con 
siderable amount of smoke when on ?re, and 
this fuse may be treated witha material that 
will give the products of combustion an odor 
of burning tobacco. 
The combustion-chamber E has at least one 

outletf for smoke from the fuse F, and by a 
sudden compression of the air in said cham 
ber a portion of the smoke will escape through 
the outlet in the form of a ring, butagradual 
compression will cause a pu? like escape of 
said smoke. As herein shown, a diaphragm 
G practically ?tting the interior of said recep 
tacle or casing A is hinged to the partition O 
in the uppercompartment of the casingAand 
actuated at suitable intervals by any suitable 
mechanism, one form of the latter being a 
cranked and weighted lever II, a notched 
wheel I operating against a lug g on the lever, 
and a spring-motor J for the wheel. WVith 
the exception of the crank-end h of the lever, 
the diaphragm actuating-mechanism is con 
fined within the lower compartment of the eas 
ing A,_the back or some other convenient por 
tion of this casing being provided with a key 
opening '5 in register with the spring-arborj 
of the motor. The crank-end of the lever ex 
tends through an opening it in the partition 
O to oppose the diaphragm above speci?ed, 
and I prefer to interpose a buffer m of felt or 
other suitable material between the two in 
order to deaden the sound of contact between 
said lever and diaphragm. I may also em 
ploy a stop in the form of a set-screw n ad 
justable in the partition 0 to limit the play of 
the diaphragm. 

It will be seen that by causing thedia 
phragm G to practically ?t the interior of the 
receptacle A, a' comparatively ‘slight move 
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ment of the diaphragm will cause a su?icient 
disturbance of the air to expel the smoke from 
said receptacle in rings. 
By suitable spacing of the notches in the 

wheel I the lever II will tilt at irregular in 
tervals to depress its crank-end, and the re 
verse movement of said lever by its own 
gravity will imparta lift to the diaphragm 
G whereby there will be a compression of 
air in the combustion-chamber E and a con 
sequent discharge of smoke therefrom in the 
form of a puff or ring according to the con 
tour of any particular notch engaged by 
the lug ’g" on the aforesaid lever. I’have 
shown the weight on the lever adjustable in 
order to vary the impetus of said lever on its 
return to normal position, and by the adj ust 
able stop a the amount of air compressed or 
disturbed may be regulated, rendering dia 
phragm G adjustable in its movements. 

I have chosen to show the apparatus above 
speci?ed in connection with a picture card K, 
the latter representing a man smoking a 
cigar. An openingP in the card, correspond 
ing in location to the mouth of the man de 
lineated thereon, registers with the smoke out 
let f extending from the combustion-chamber 
through the surrounding casing. Another 
opening q in the card registers with one in the 
casing and chamber, this continued opening 
being plugged with an arti?cial cigar L hav 
ing an escape-channel cr- for smoke from said 
chamber. Instead of the cigar, an imitation 
pipe or cigarette may be as readily employed, 
but with either device there is preferably an. 
escape ofsmoke from the same in such aman- j 
ner as to simulate a combustion of tobacco, 
and at certain predetermined intervals aring 
or puff of smoke issues from the mouth of the 
?gure delineated on the card. 
While I have shown apictorial representa 

tion of a smoker, it is obvious that a statue 
like device may be substituted, and that the 
smoke-producing and discharging apparatus 
may be employed in connection with a repre 
sentation of any animate or inanimate object, 
either as a toy, advertising medium or for 
such other purpose as may be found desirable. 
Having thus described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is— 

1. A suitable receptacle provided with inlet 
and outlet openings, an in?ammable mate 
rial combustible in the receptacle, a hinged 
solid diaphragm practically ?tting the inte 
rior of said receptacle, and suitable means forv 
actuating said diaphragm and thereby creat 
ing a disturbance of the air in said recepta 
cle, substantially as set forth. 

2. A suitable receptacle provided with inlet 
and outlet openings, an in?ammable mate 
rial combustible in the receptacle, a hinged 
solid diaphragm practically ?tting the inte 
rior of said receptacle, and suitable means 
for actuating said diaphragm,‘ and thereby 
creating a disturbance of the air in said re 
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ceptacle at pro-determined intervals, substan 
tially as set forth. 

3, A suitable receptacle provided with inlet 
and outlet openings, an in?ammable mate 
rial combustible in the receptacle, a hinged 
solid movable diaphragm practically ?tting 
the interior of said receptacle, and a clock 
work mechanism for actuating the diaphragm, 
and thereby creating a disturbance of air in 
said receptacle, substantially as set forth. 

4. A suitable receptacle provided with inlet 
and outlet openings, a coiled fuse of in?am 
mable material combustible in the receptacle, 
a solid hinged diaphragm practically ?tting 
the interior of said receptacle, and suitable 
means for actuating said diaphragm, and 
‘thereby creating a disturbance of air in said 
receptacle, substantially as set-forth. 

5. A suitable receptacle provided with inlet 
and outlet openings, a foraminous plate for 
preventing back-draft, an inflammable mate 
rial combustible in the receptacle, a hinged 
solid diaphragm, and suitable means for act 
uating said diaphragm, and thereby creating 
a disturbance of air in said receptacle, sub 
stantially as set forth. 

6. A suitable receptacle provided with inlet 
. and outlet openings, adamper plate for regu 
lating the admission of air to the receptacle, 
an in?ammable material combustible in said 
receptacle, a hinged solid adjustable dia 

_ phragm, and a timed mechanismv for actuat 
ing the diaphragm, and thereby creating a dis 
.turbance of the air in said receptacle, sub 
' stantially as set forth. ' 

7. A suitable receptacle provided with inlet 
and outlet openings, an in?ammable material 
combustible in the receptacle, a hinged‘ solid 
adjustable diaphragm, suitable means for act 

1 uating said diaphragm and thereby creating 
a disturbance of air in said receptacle, and a 
representation of any desirable object pro 
vided with an opening in register with the 
outlet of the aforesaid receptacle, substan 
tially as set forth. 

8. A suitable receptacle provided with inlet 
and outlet openings, an in?ammable material 
combustible in. the receptacle, a hingedsolid 
adjustable diaphragm, suitable means for act 
uating said diaphragm and thereby creating 
a disturbance of air in the receptacle, a rep 
resentation of a tobacco smoker, having a 
mouth portion in register with the receptacle 
outlet, and a perforate imitation of a cigar, 
pipe, or analogous device, projecting through 
the mouth portion of said representation into 
said receptacle, substantially as set forth. 

9. A casing provided with an inlet and out 
let, a damper for the inlet and suitable means 
for preventing back-draft a receptacle ar 
ranged within the casing and provided with 
inlet and outlet openings, this latter opening 
being in register with the outlet of said cas 
ing, an in?ammable material combustible in 
the receptacle, a hinged solid motor-actuated 
diaphragm also arranged within, and practi 
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cally ?tting the interior of, the aforesaid cas- have hereunto set my hand, at Milwaukee, in 
ing, arepresentation of a tobacco smoker hav- the county of Milwaukee and State of Wis- :0 
ing a‘mouth portion in register with said out- cousin, in the presence of two witnesses. 
lets, and a perforate imitation of a cigar, pipe ' , 
or analogous device, projecting through the CHARLES LEONARD 1 EIRCE' 
mouth ‘portion of said representation into said Witnesses: 
receptacle, substantially as set forth. N. E. OLIPHANT, 
In testimony that I claim the foregoing I H. G; UNDERWOOD. 


