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IMPLANTABLE ARTIFICIAL SPHINCI'ER 
SYSTEM 

BACKGROUND OF THE INVENTION 

This invention relates generally to methods and de 
vices for treating incontinence and more speci?cally 
relates to an improved implantable arti?cial sphincter 
system for the control of excretory body passages. 
The arti?cial sphincters for treating incontinence 

which are known or described in the an often employ a 
distally located ?uid reservoir, usually of the balloon or 
bulb type, which in conjunction with one or more 
pumps serves to transfer ?uid into or out of an in?atable 
cuff which is disposed about the body passageway to be 
occluded. When the cuff is in?ated, the body passage 
way is occluded; when it is de?ated the body passage 
way is opened and excretion occurs. It is also the norm 
that these basic components, that is, cuff, pump means, 
and reservoir are connected by means of lumens or ?uid 
transmission passageways. Typically one ?uid transmis 
sion passageway connects the cuff with the pump while 
a second transmission line connects the pump with the 
reservoir. 
The location of the balloon type reservoirs are of 

particular concern in the known arti?cial sphincter 
systems. This is because reservoirs of this type tend to 
be rather large, particularly in proportion to the other 
components of the system. Because of their size, they 
are usually located in areas of the body which have 
room for such implantation. In most instances this will 
be in the abdomen. However, to implant bulb or balloon 
reservoirs in the abdomen necessitates rather complex 
surgery which can be debilitating particularly to the 
elderly. Moreover, abdominal surgery also incurs a 
fairly high risk of postoperative infection and is almost 
always rather long in duration, requiring a fairly 
lengthy postoperative healing period due to the trauma 
to which the body has been subjected. It is apparent that 
it would be highly desirable to avoid abdominal surgery 
and in general to reduce the complexity of the implanta 
tion procedures for arti?cial sphincters. 
With known or described arti?cial sphincters it can 

also happen that high-intensity, short-duration (e.g., less 
than 5 minutes), stress-induced pressure “spikes”, which 
occur, for example, as a consequence of the sudden 
onset of coughing or laughing, or other kind of stressful 
outburst, or even by the single act of suddenly lifting a 
heavy object, will often involuntarily induce the de?a~ 
tion of an occluding cuff. This can happen because these 
kinds of pressure “spikes" are often considerably above 
the threshold pressures necessary for the voluntary 
activation of the presently described sphincter systems. 
As a consequence, the “spike" can cause a sharp in 
crease in pressure on the bladder and result in a surge of 
?uid under pressure downstream from the bladder (par 
ticularly if the latter is fairly full to begin with), which 
can then forcefully de?ate the cuff (at least partially) 
and cause the urethra (or other excretory passage) to be 
opened and excretion to occur. This manifestation of 
incontinence, particularly where an arti?cial sphincter 
has been implanted, can be especially distressing and 
even demoralizing to an individual. It is thus also appar 
ent that an arti?cial sphincter which would avoid this 
problem, i.e. which under these conditions would keep 
the cuff in?ated and hence the urethra occluded, would 
also be very desirable. 
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SUMMARY OF THE lNVENTION 

The present invention relates to an implantable arti 
?cial sphincter system for reversibly occluding a body 
passageway, which system includes occlusion means, 
pump means, and the unique feature of a ?uid capacitor 
disposed on a control assembly for the system, which is 
capable of increasing volume under ?uid pressure. The 
?uid capacitor is connected with the occlusion means in 
such fashion that said occlusion means will remain sub 
stantially in?ated during short, but signi?cant, pressure 
increases, but will at least partially de?ate upon the 
advent of prolonged but moderate pressure increases on 
the body passageway. While in its preferred embodi 
ment no other ?uid containing component is needed, if 
desired a volume compensator as hereinafter described 
can also be included in the system. 
The implantable sphincter system of this invention, in 

its preferred form, de?nes a simple sphincter which 
includes a minimal number of components, of small size. 
In a preferred fonn, to be described hereafter, it also 
provides a mechanism for deactivation of the system to 
avoid somewhat the problems attendant with postoper 
ative surgical trauma and sensitivity. It also provides a 
system of great simplicity which can be easily used by 
an incontinent person. It further provides a system 
which substantially inhibits urine re?ux or bladder dis 
tension as a consequence of prolonged moderate (e.g. 
60-70 cm of H20) pressure increases on the bladder, 
and also substantially inhibits involuntary incontinence 
due to short, but signi?cant, “spike” pressures occa 
sioned by stress, or other emotional disturbances. In 
male patients all of the components of the system, in 
cluding the optional volume compensator, are im 
planted in or about the scrotum. Only the cuff which 
circumferentially surrounds the body passageway is in 
any way distally placed. No components need be im 
planted in the abdomen. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates an implantable sphincter system in 
accordance with the preferred embodiment of this in 
vention, with cuff, pump means, control assembly, and 
?uid capacitor illustrated partially in vertical section. 
FIG. 2 is a transverse cross-section along the axis 

2-2 of the control assembly depicting the ?uid capaci 
tor in a nondistended form circumferentially disposed 
about the assembly. 
FIG. 3 illustrates the implantable sphincter in accor 

dance with the preferred embodiment of this invention, 
similar in all respects to FIG. 1, but showing the ?uid 
capacitor in distended form. 

FIG. 4 is a transverse cross-section, similar in all 
respects to FIG. 2, but showing the ?uid capacitor in 
distended form. 
FIG. 5 is an environmental view illustrating the im 

plantable sphincter system, disposed in‘a male, with all 
components save the cuff implanted in the scrotum. 
FIG. 6 is another embodiment of the implantable 

system of this invention illustrated partially in vertical 
section, which includes a volume compensator in ?uid 
communication with the cuff, pump, control assembly, 
and ?uid capacitor. 
FIG. 7 is a side vertical section of an externally oper 

ated magnetic deactivation valve, depicted in closed 
position. 
FIG. 8 is a similar view of the magnetic valve of FIG. 

7, depicted in open position. 
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FIG. 9 is a plan view of the poppet of the magnetic 
valve of FIGS. 7 and 8. 
FIG. 10 is a vertical view showing the insertion of a 

hydraulic needle into the septum of the implantable 
sphincter system of this invention. 

DETAILED DESCRIPTION OF THE 
DRAWINGS 

Referring now to the drawings in more detail, there is 
shown in FIG. 1 an implantable arti?cial sphincter sys 
tem 10 in accordance with the preferred embodiment of 
the invention. Sphincter system 10 includes a pump 12 
which can be of any suitable type, but typically is of an 
externally activated bulb type (hereinafter to be termed 
"pump bulb”), a control assembly 14, and a cuff 16 
which surrounds a body passage 18. The cuff 16 in 
cludes a generally non-elastic backing 20 and an in?at 
able inner cushion 22. The cuff 16 is in ?uid communi 
cation with the pump bulb 12 by means of passageway 
(i.e. lumen or tube) 24. Downstream from the cuff 16 
there is shown deactivation valve 26, an optional fea 
ture hereinafter further described in FIGS. 7, 8, and 9, 
which is preferably magnetically activated or deacti 
vated by external means. 

Further downstream in control assembly 14 is cuff 
check valve 28 which prevents the ?ow of fluid from 
the pump bulb 12 to the cuff 16. Also included in con 
trol assembly 14 is passageway 30 which exits, as 
shown, off passageway 24 and includes a ?uid resistor 
element 36, and passageway 32 which is in ?uid com 
munication with pump bulb 12 through a check valve 
34. Both passageways 30 and 32 are in ?uid communica 
tion with ?uid capacitor 38 which is disposed as shown 
along the indicated area of control assembly 14. Finally, 
also shown is optional feature, septum 40, which as 
hereinafter described can be used to have ?uid inserted 
into or removed from the system, and to control the 
pressure of the system, as needed. 

Because the entire sphincter is implanted into the 
body, all surfaces thereof are formed of a physiologi 
cally inert or biocompatible material. Illustrative of 
such material is silicone rubber, but any material known 
to be useful for arti?cial devices to be implanted in the 
body can be employed. 
As with the rest of the system. the ?uid capacitor 38 

should also be made of a physiologically inert material, 
but it must be capable of increasing its volume under 
?uid pressure such as by being distended because of 
internally directed ?uid pressure of a predetermined 
strength. As such, therefore, it is preferably a tubular 
membrane which will distend in accordance with preset 
conditions. The distensibility can be a function of thick 
ness, or of the material, or both. Thus if the degree of 
distensibility is a function of thickness, it can be made of 
the same material as, for example, the rest of the control 
assembly. Alternatively it can be made of a different 
physiologically inert material, but it must still have 
suitable elasticity. As stated, this degree of distensibility 
can be preset or programmed into the system. 
The ?uid capacitor is preferably circumferentially 

disposed about the indicated section of the control as 
sembly 14. This is more clearly shown in the top view, 
transverse cross-section depicted in FIG. 2, which is 
taken across the axis 2-2 of the assembly. However, it 
is possible for the capacitor to be disposed as sections on 
sides of the control assembly. In this latter fonn, how 
ever, there must still be ?uid communication between 
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4 
the sections so that in essence there is still only one 
capacitor. 

Fluid resistor or resistance element 36 provides a 
generally predetermined resistance to ?uid flow 
through passageway 30 to and from capacitor 38. This 
element may be of several types known in the art, but 
typically is one of the kind which de?nes a labyrinth 
type fluid passage such as one formed by a plurality of 
axially aligned, perforated disks which are adapted to 
de?ne a restrictive path for ?uid ?ow. 

Valves 28 and 34 are types well known in the art. 
Valve 28 is typically a one-way check valve of the ball 
and seat type which permits fluid ?ow from the cuff to 
the pump bulb. Valve 34 is typically a ball and seal 
spring~biased type which permits ?uid ?ow from the 
pump bulb 12 into the ?uid capacitor. 

In the sphincter system of this invention, the fluid 
pressure is predetermined and is constant throughout 
the system. To commence normal operation, that is, to 
de?ate the cuff 16 and enable excretion to pass out of 
the body passageway (hereinafter for convenience to be 
referred to as the urethra), the pump bulb 12 is initially 
squeezed. This places the ?uid thereof under pressure 
which forces it upstream to valve 34. Under the pres 
sure of the ?uid, the valve 34 is dislodged from its nor 
mally closed position, i.e., the counter force of the 
spring 34A thereof is overcome. The now open valve 34 
permits the ?uid to continue into narrow passageway 32 
and then into capacitor 38, which distends because of its 
modulus of elasticity. The surge of ?uid from the pump 
bulb also moves upstream to valve 28 which is pushed 
into a closed position, i.e., against the seat thereof. At 
this point, no fluid proceeds upstream to cuff 16 
through passageway 24. 
On release of the pump bulb. the resulting pressure 

differential caused by the pump bulb returning to its 
unsqueezed shape draws ?uid downstream from the 
cuff 16. Valve 28 is then opened because the down 
stream pressure of fluid in passageway 24 is greater than 
the pressure in evacuated pump bulb 12. Fluid then 
passes through check valve 28 (and if present, deactiva 
tion valve 26) into pump bulb 12. 
At the same time, valve 34 returns to its closed posi 

tion, because the pressure of distended diaphragm 38 
also is greater than that of evacuated pump 12, and the 
ball of valve 34 is accordingly pushed against its seat. 
Pressure exerted by capacitor 38 also forces ?uid 
through passageway 30 which is time~delayed by resis 
tor 36, the ?ow rate of ?uid through passage 24 being 
accordingly greater than that of passageway 30. The 
continued squeezing and releasing of the pump bulb 12 
will transfer all ?uid from cuff 16 (or any portion 
thereof) to the space 38A shown in FIG. 3 and FIG. 4 
between diaphragm 38 and the wall of control assembly 
14. 
When sufficient volume is removed from cuff 16 to 

release occluding pressure on the urethra. the patient 
can void. The urethra will remain open until the cuff 16 
is re?lled. This happens as follows: pressure in cavity 
38A being greater than pressure in the pump bulb 12 
and cuff 16, fluid is forced through ?uid resistor 36 into 
passageway 24 and upstream into the cuff. If pump bulb 
12 is collapsed from its ?nal squeeze, ?uid will also flow 
downstream through passageway 21 and through valve 
28 into pump bulb 12. Fluid will continue to ?ow from 
cavity 38A (which gradually shrinks to its nondistended 
form) into both the cuff 16 and pump bulb 12 until both 
are ?lled, i.e. until the pressure of the system is equal 
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ized. The ?lled cuff being returned to its in?ated state, 
the urethra is once again occluded. 

In FIGS. 3 and 4, the ?uid capacitor 38 is depicted in 
fully distended form, with space 38A disposed as indi 
cated. and with the cuff l6 de?ated and the urethra 
open. Thus without the need for a bulb reservoir or 
other distally located component, e.g. in the abdomen, 
the ordinary function of excretion is carried out utiliz 
ing a few simple and small sized components. The sys 
tem of this invention thus has the virtue of simplicity 
and the great advantage of reducing the need for serious 
surgery due to the size, complexity, and number of 
components. 
However, other advantages are also achieved by this 

invention. It can happen that when the bladders of 
incontinent people are subjected to long duration pres 
sure of moderate intensity, (e.g. 60-70 cm of H20), 
caused by the prolonged pressure increase in the ab 
dominal area or by concomitant bladder over?ll, or 
involuntary bladder contraction, a degree of urine leak 
age will occur. However, with most presently described 
arti?cial sphincters this leakage will not occur because 
the cuff will not receive a signal to deflate upon the 
onset of such stimulus. The urethra will remain 0c 
cluded. As a consequence, urine re?uxing and/or re 
striction of blood out?ow and blood supply to the oc 
cluded urethra may occur. The sphincter system of the 
subject invention, on the other hand, is designed to 
enable the cuff to at least partially de?ate and the ure 
thra to thereupon open (thus permitting the ?ow of a 
small volume of urine) upon the onset of such long 
duration, moderate intensity pressures. The way this 
happens is as follows: upon the advent of such stimulus, 
the ?uid in the system will start to ?ow downstream 
into passageways 24 and 30. In the larger passageway 
30, the ?ow will be impeded by the resistor element 36 
but eventually, because of the long duration of the pres 
sure surge, the ?uid will find its way through this ele 
ment into the ?uid capacitor. When a pressure of prede~ 
termined extent is reached, the ?uid capacitor will 
thereupon distend because, as shown in FIG. 1, passage 
way 30 has a segment, represented as area 30A, which 
is adjacent to and substantially coextensive with the 
distensible membrane of ?uid capacitor 38. As a conse 
quence even moderate, (but long duration) pressures 
will suffice to distend the capacitor because the effect 
thereof will be exerted along almost the entire surface 
of the membrane (from segment 30A). This will at least 
partially de?ate the cuff and open the urethra to the 
extent that the required small amounts of urine will exit 
or “leak". When the pressure in the urethra caused by 
the long-duration, moderate pressure subsides, fluid 
from the capacitor will return to the cuff in the previ 
ously described manner and the cuff will be rein?ated. 
However, the sphincter system of this invention will 

also act to inhibit undesirable involuntary urine leakage 
when the incontinent person is subjected to high inten 
sity, short-duration pressure “spikes" which can occur 
following a sudden pressure increase in the abdominal 
area because of a burst of coughing, laughing, or as 
stated before, when the person merely lifts a heavy 
object. In presently described arti?cial sphincters, this 
kind of short intensive bursts of pressure will often 
trigger the involuntary partial de?ation of the cuff caus 
ing the urethra to open and urine to pass out of the 
person. However, the present system will inhibit this 
de?ation up to a predetermined and safe level of pres 
sure in the abdominal area and/or the bladder, in the 
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6 
following manner: when the pressure “spike" occurs, 
there is a short pumping action exerted on the cuff; the 
?ow of ?uid downstream will pass through check valve 
28 into the pump bulb I2, and also into the larger pas 
sage 30. In the latter passageway the resistor element 36 
will “hold up“ the ?uid. Because of the short duration 
of the “spike“ the pulsed ?uid will lose its impetus and 
not reach the ?uid capacitor with sufficient pressure to 
distend the capacitor. However, the ?ow of ?uid 
through check valve 28 into the pump bulb 12 and 
upsteam through valve 34 will also enter the narrow 
passageway 32. However, because of the very narrow 
area of the‘ passageway 32, the ?uid capacitor 38 will 
also not distend. This is because the pressure “spike“ 
(provided it is less than a predetermined limit), will not 
(in the short duration of time) be able to exert sufficient 
force through the narrow passageway 32 to effect dis 
tension. In principle, this would be analogous to trying 
to open a door with one finger. 
Thus the sphincter system of this invention through 

the con?guration of the openings of the passageways 32 
and 30, and the capacitor design and the relationship of 
the valves through the control assembly 14, will serve 
to open the urethra when the body is subjected to pre 
determined, moderate intensity pressures, of a long, but 
also predetermined duration, but will serve to keep the 
urethra closed when the body is subject to high-inten 
sity short duration pressure "spikes", to a pre-estab 
lished limit. The latter limit is desirable because for 
extremely high pressure spikes, i.e. on the order of 200 
cm of water or greater, it will be prudent to have the 
urethra open. In the practice of this invention, it can be 
seen that passageway 30 is pressure-time dependent, 
while narrow passageway 32 is primarily only pressure 
dependent. 
As previously mentioned, in the main passageway 24 

a deactivating valve 26 can be optionally disposed to 
effect the activation-deactivation of the system when 
such is deemed necessary, particularly in that postoper 
ative period when the urethra (or other body passage) is 
greatly sensitive to occlusive pressure due to the trauma 
of the operation. In this period, it will be desirable to 
leave the cuff de?ated so it does not compress or oc~ 
clude the urethra. It will also be desirable to have the 
means to shut the system down, when the patient is 
unconscious, or when for some reason he or she cannot 
voluntarily manipulate the pump bulb in order to carry 
on normal excretory functions, or when the patient is 
using a catheter. Thus the deactivation valve 26 has 
substantial value. While any suitable type valve which 
can be operated externally of the patient can be em 
ployed, in the practice of this invention it has been 
found that a magnetic valve, as hereinafter described, is 
particularly effective. This valve is described speci? 
cally in FIGS. 7 and 8. In this regard, FIG. 7 represents 
the magnetic valve in its closed position. At the top 
thereof can be seen passageway or tube 24 through 
which the ?uid to or from the cuff 16 flows as shown in 
FIG. 1. Within the valve housing, cap 48 surrounds and 
is contiguous with valve seat 50. Poppet 52 is shown 
tightly abutting with the seat 50 through seal ring 54. In 
this closed position, ?uid cannot pass upstream, and the 
sphincter system of the invention is thus deactivated, if 
?uid is evacuated from the cuff into the capacitor. The 
rest of the valve encompasses the inner features of the 
valve, as shown. In this regard, housing 56, spring 58, 
magnetic still rod 60, internal magnet 62, magnet holder 
and rod guide 64 and valve cap 66 complete the compo 
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nents of the valve. An external magnet 68, schemati 
cally drawn, is also shown. 

It should be noted that in this closed position, the 
permanently-aligned north-south magnetic poles of the 
internal magnet 62 are opposite to those of the depicted 
external magnet 68, the latter being shown in south 
north con?guration. In the "open" position, as shown in 
FIG. 8, i.e. in the activation mode, the internal magnet 
(which is stationary) is shown as having pulled the 
magnetic still rod and the compression spring 58 down 
ward thus opening up the passage 70 to the ?ow of 
?uid. Arrows depicting the ?ow (upward) are shown, 
but the ?uid ?ow can also be downstream as well. In 
FIG. 8. the disposition of the external magnet is 
changed from FIG. 7; the poles thereof are shown as 
being aligned with the poles of internal magnet 62. 

In operation. to deactivate the valve 26. external 
magnet 68, which is stronger magnetically than internal 
magnet 62 is placed at or near the skin of the person, 
proximal to the valve 26. When the poles of the external 
magnet are opposite to the poles of the internal magnet 
the magnetic force ?eld of the latter is lessened so that 
it no longer has sufficient force to counteract the 
strength of the spring 58. The magnetic still rod is thus 
pulled away from the internal magnet. and the poppet is 
moved upwards to abut with the seal ring 54 thereby 
closing the valve and preventing the flow of ?uid in the 
system. The sphincter device is thus deactivated. 
When the poles of the external magnet are placed in 

the the same north-south alignment as the internal mag 
net 62, the magnetic force of the latter is enhanced; its 
strength is now stronger than the spring 58. The mag 
netic still rod is now attracted strongly to the internal 
magnet. and the poppet 52 is then pulled away from seal 
ring 54, thus opening the passageway 70. The system is 
now activated. The valve will stay in the open position 
with no gap between the internal magnet and magnetic 
rod, since the attraction force of the internal magnet is 
larger than the separation force being asserted by the 
compressed spring. This will continue until the need 
arises for deactivation. 
The internal and external magnets must have suffi 

cient strength to activate and deactivate the valve and 
are deployed empirically to determine the effective 
distance for activation and deactivation. It has been 
found that magnets made of neodymium having an 
energy product in the range of 34-40 MGO are particu 
larly suitable. 
As shown in FIG. 9, in top view. the poppet 52 is seen 

as having longitudinal channels 72 which permit suffi 
cient ?uid ?ow therethrough when the magnetic valve 
is in the open position. It should also be noted that the 
design of the valve overcomes the tendency of the mag 
netic force exerted by the external magnet to swerve 
and perhaps jam the magnetic rod-poppet assembly. In 
passing it should be noted that for illustration purposes 
only, magnetic valve 26 is depicted in FIG. 1 and FIG. 
6 as being in the open, activated position, while in FIG. 
3 it is depicted in the closed, deactivated position. 

In the practice of this invention it is preferred to use 
a septum 40, referred to in FIG. 1, as a means for having 
?uid withdrawn or introduced into or from the sphinc 
ter system. As such the pressure of the system can be 
measured. monitored and adjusted as desired by the 
attending physician or other responsible person. FIG. 
10 depicts a typical septum in the act of receiving a 
hypodermic needle 74. As shown, septum 40 includes a 
cap 78 which is rigid and prevents the needle from 
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8 
piercing the inner space of the pump bulb l2, and a 
small septum 80 which is tightly encased by the rigid 
septum cap 78. At the base of the small septum is a gap 
82 which includes a gap hole 84 which is in ?uid com 
munication with pump bulb 12. The septum 40 is made 
of a self-sealing material such as silicone rubber which is 
designed to re-seal the hole made by the needle 74 when 
the latter is withdrawn. The rigid septum cap 78 keeps 
the section 86 of the septum under compression so that 
self-sealing can take place. Outer guide ring 88 is dis 
posed at the bottom of the septum to enable the needle 
to be inserted at a suitable place in the septum. 
Hypodermic needle 74 is in ?uid communication with 

an outside pressure adjustment source 76 which in 
cludes, as shown in FIG. 10, a housing 90 and an inner 
?uid-containing pressure adjustment balloon 92 which 
keeps ?uid under a constant but predetermined pres 
sure. Needle 74 contains side holes 94 for enabling ?uid 
to be dispensed therefrom. When inserted into the sep 
tum. said holes 94 are aligned with gap (or side vents) 
82. In operation, ?uid is injected or withdrawn from the 
needle 74 from side holes 94 into or from gap 82 by 
opening valve 96 of the fluid source 76. Fluid will then 
enter or exit from balloon 92 through channel 98. 
Whether ?uid will be withdrawn or introduced into the 
system will depend on whether the pressure of the sys 
tem is less than that of the balloon 92 (in which case 
?uid will be introduced), or more than that of the bal 
loon (in which case ?uid will be let out of the system). 
As stated previously, the system 10 has a predeter 

mined pressure which is determined by the volume and 
compliance of the system. Only the capacity of the cuff 
changes. This change in capacity of the cuff is largely 
determined by the size of the urethra which varies from 
patient to patient, and can change in the life of the pa 
tient due to the urethra becoming atrophied. or because 
of other causes such as surgery. The change in the cuff 
capacity or volume thus causes a change in the entire 
system's pressure. It is therefore desirable to have the 
volume of the system adjustable in accordance with the 
size of the urethra and the concomitant volume of the 
cuff. The pressure and volume of the system are thus 
interdependent. The septum 40 enables a doctor to es 
tablish the pressure needed to have the sphincter func 
tion and enables him to monitor the pressure of the 
system after the sphincter has been implanted. 

FIG. 5 depicts the environmental displacement in a 
male of the sphincter system of this invention showing 
the implantation of the pump bulb 12 and the control 
assembly 14 in the scrotum and the deactivation valve 
26 upstream thereof. Cuff 16 is shown circumferentially 
surrounding the urethra 18 for occlusion thereof and is 
in ?uid communication with the scrotum-implanted 
components through the ?uid passageway 24. 

FIG. 6 is another manifestation of this invention 
which is useful when and if the urethra is atrophying 
particularly after surgery. When this occurs more ?uid 
is needed to effect occlusion. It differs from FIG. 1 in 
the inclusion of a volume compensator 100 which com~ 
prises a rigid shell 102. a compensator balloon 104. and 
an outer ?exible shell therefor 106. The balloon 104 is in 
?uid communication with ?uid capacitor 38 through 
passageway 108. The outer ?exible shell 106 is in ?uid 
communication only with the rigid shell 102 through 
holes 110. It should be stressed that the volume com 
pensator 100 is not analogous to the bulb reservoirs of 
presently available sphincter systems because it is im 
planted in the scrotum (or analogous area) and not in 
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the abdomen as are most of such reservoirs, and in that 
the volume of the compensator balloon 104 is limited by 
the rigid outer shell [02. The pressure which the bal 
loon 104 can exert is proportional to the balloon volume 
but in contrast to the embodiment of this invention 
which does not have a volume compensator (wherein a 
very small change in volume can effect signi?cant 
changes in pressure), in this embodiment (i.e. with a 
volume compensator) the pressure of the system is less 
sensitive to volume change. After the balloon is in?ated 
to the limits of the rigid shell, pressure increases dramat 
ically with almost no volume change. The pressure of 
the sphincter system is not controlled by the compensa 
tor in contrast to the prior described reservoirs, but as 
stated the pressure of the system is determined by the 
urethra size and total fluid volume in the sphincter 
system. The volume compensator depicted in FIG. 6 is 
also signi?cantly smaller than the reservoirs of the pres 
ently available or described arti?cial sphincters. There 
fore, it is possible for it to be placed in the scrotum of 
male patients. The ?uid volume in the balloon 104 will 
not be the same for every patient but is dependent on 
the established pressure of the system. In general, to 
de?ate the cuff in this embodiment, most of the ?uid is 
still transferred from the cuff to the ?uid capacitor. 
The normal operation of the embodiment represented 

by FIG. 6 is essentially the same as that of the preferred 
embodiment represented by FIG. 1. That is, the press 
ing of pump bulb 12 will force liquid up through check 
valve 34. The ?uid will pass through passageway 32 
into the capacitor 38. As the pump is then released, 
allowing the pump bulb to return to its original dimen 
sion, ?uid will be drawn from the cuff 16 through pas 
sageway 24, through valve 28 into pump bulb 12. This 
?uid transfer will continue as long as the pump bulb is 
actuated until the cushion 22 of cuff 16 is de?ated. 
The main function of the volume compensator is to 

minimize sphincter pressure changes when the urethra 
diameter changes such as when the latter atrophies or is 
atrophying. When this occurs, as stated, the capacity of 
the cuff will also increase. In systems where the volume 
compensator is not present, even a slight volume 
change can effect dramatic changes in pressure. For 
varying reasons, it may not be desirable to adjust the 
pressure of the system by injecting ?uid therein through 
the septum. If the volume compensator is in the system, 
as in this embodiment, it may not be necessary to do 
this. Instead, when pressure drops in the cuff because of 
the atrophied or atrophying urethra, the pressure of the 
volume compensator, which becomes higher than that 
of the cuff, “compensates“ by sending ?uid back into 
the system and through passageway 30 up into the cuff, 
thus maintaining the proper in?ation of the latter, and 
continuing the occlusion of the urethra. 

It is apparent that modi?cations and variations be 
sides those speci?cally mentioned herein may be made 
in the structures and techniques described herein and 
depicted in the accompanying drawings without de 
parting from the concept of the present invention. For 
example, while the magnetic valve embodiment is de 
picted as being applicable to the sphincter system of this 
invention, it can also be used in conjunction with any 
hydraulic sphincter device. 

I claim: 
1. An implantable sphincter system for reversibly 

occluding a body passageway, which comprises 
a ?uid in?atable occlusion means adapted to substan 

tially encircle a body passageway, a control assem 
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10 
bly in ?uid communication with said occlusion 
means. said assembly including a ?uid capacitor 
disposed thereon for storing of ?uid when said 
occlusion means is de?ated, said capacitor being 
capable of distending under ?uid pressure and 

a pump means in ?uid communication with said oc 
clusion means for transferring ?uid from said oc 
clusion means to said capacitor to de?ate said oc< 
clusion means and open said body passageway, said 
occlusion means and said ?uid capacitor to de?ate 
said occlusion means and open said body passage 
way, said occlusion means and said ?uid capacitor 
being connected such that said occlusion means 
remains substantially in?ated during short, signi? 
cant pressure increases in said body passageway up 
to a predetermined limit, but wherein said occlu~ 
sion means at least partially de?ates on prolonged 
moderate pressure increases in said body passage 
way. 

2. A sphincter system according to claim 1 wherein 
said ?uid capacitor includes a ?exible membrane capa 
ble of distending under ?uid pressure. 

3. A sphincter system according to claim 1 or 2, 
wherein said system includes a ?uid resistor for restrict 
ing the flow of ?uid from said occlusion means to said 
?uid capacitor. 

4. A sphincter system according to claim 3 wherein 
said ?uid capacitor is connected with said occlusion 
means through a ?rst ?uid passage and through a sec. 
ond ?uid passage, said second ?uid passage being in 
?uid isolation from said ?rst ?uid passage and including 
said ?uid resistor. 

5. A sphincter system according to claim 4 wherein 
the ?uid pressure required to distend said ?exible mem~ 
brane is higher on ?uid connection through said first 
?uid passage than on ?uid connection through said 
second ?uid passage. 

6. A sphincter system according to claim 2 wherein 
said pump means is adapted to be penetrated by a hol 
low needle without loss of ?uid pressure within said 
sphincter system. 

7. A sphincter system according to claim 6 wherein 
said pump means includes a septum which may be pene 
trated by a hollow needle without loss of ?uid pressure 
within said sphincter system. 

8. A sphincter system according to claim 5 wherein 
the ?rst fluid passage is pressure dependent, while the 
second ?uid passage is pressure-time dependent. 

9. A sphincter system according to claim 1 wherein a 
valve is situated between said occlusion means and the 
remainder of said system for breaking the ?uid commu 
nication between said occlusion means and said remain 
der of said system on closing said valve. 

10. A sphincter system according to claim 9, wherein 
the valve includes a magnet having ?xed polar align 
ment, which magnet acts to open or close the valve 
when the magnetic ?eld thereof is strengthened or 
weakened as a consequence of a second magnetic ?eld 
directed at such magnet from an externally disposed 
magnetic source. 

11. A sphincter system according to claim 10. 
wherein said external magnetic source is a magnet 
adapted to be held outside of the surface of a body 
containing the passageway to be occluded, in close 
proximity to the internally disposed magnet of the 
valve. 

12. A sphincter system according to claim 1 or 2, 
wherein, in a male, the ?uid capacitor and pump are 
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adapted to be implanted substantially within the scro 
tum of such male. and the body passageway is the ure 
thra. 

13. An implantable sphincter system for reversibly 
occluding a body passageway, which comprises 

a ?uid-in?atable occlusion means adapted to substan 
tially encircle a body passageway, 

a ?uid capacitor in ?uid communication with said 
occlusion means for storing of ?uid when said 
occlusion means is de?ated, said capacitor being 
capable of distending under ?uid pressure, 

a pump means in ?uid communication with said oc 
clusion means for transferring ?uid from said oc 
clusion means to said capacitor to de?ate said oc 
clusion means and open said body passage, said 
occlusion means and said ?uid capacitor being 
connected such that said occlusion means remains 
substantially in?ated during short, signi?cant pres 
sure increases in said body passage up to a prede 
termined limit, but wherein said occlusion means at 
least partially de?ates on prolonged moderate pres 
sure increases in said body passage, and 

a volume compensator means in ?uid communication 
with said occlusion means and said capacitor for 
compensating change of volume in the sphincter 
system such that said occlusion means on said 
change of volume is capable of occluding said body 
passage on ?uid in?ation, the ?uid pressure in said 
occlusion means being substantially the same be 
fore and after said change in volume. 

14. A sphincter system according to claim 13 wherein 
said volume compensator comprises a ?exible inner 
balloon located within a rigid enclosure and a ?exible 
outer shell surrounding and in ?uid communication 
with said rigid enclosure. 

15. A sphincter system according to claim 14 wherein 
said ?uid capacitor includes a ?exible membrane capa 
ble of distending under ?uid pressure. 

16. A sphincter system according to claim 15 wherein 
said system includes a ?uid resistor for restricting the 
?ow of ?uid from said occlusion means to said ?uid 
capacitor. 

17. A sphincter system according to claim 16 wherein 
said ?uid capacitor is connected with said occlusion 
means through a ?rst ?uid passage and through a sec 
ond ?uid passage, said second ?uid passage being in 
?uid isolation from said ?rst ?uid passage and including 
said ?uid resistor. 

18. A sphincter system according to claim 17 wherein 
the ?uid pressure required to distend said ?exible mem 
brane is higher on ?uid connection through said ?rst 
?uid passage than on ?uid connection through said 
second ?uid passage. 

19. A sphincter system according to claim 15 wherein 
said pump means is adapted to be penetrated by a hol 
low needle without loss of ?uid pressure within said 
sphincter system. 

20. A sphincter system according to claim 19 wherein 
said pump means includes a septum which may be pene 
trated by a hollow needle without loss of ?uid pressure 
within said sphincter system. 

21. A sphincter system according to claim 17 wherein 
the ?rst ?uid passage is pressure dependent, while the 
second ?uid passage is pressure-time dependent. 

22. A sphincter system according to claim 13 wherein 
a valve is situated between said occlusion means and the 
remainder of said system for breaking the ?uid commu 
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nication between said occlusion means and said remain 
der of said system on closing said valve. 

23. A sphincter system according to claim 22 wherein 
the valve includes a magnet having ?xed polar align 
ment, which magnet acts to open or close the valve 
when the magnetic ?eld thereof is strengthened or 
weakened as a consequence of a second magnetic ?eld 
directed at such magnet from an externally disposed 
magnetic source. 

24. A sphincter system according to claim 23 wherein 
said external magnetic source is a magnet adapted to be 
held outside of the surface of a body containing the 
passageway to be occluded, in close proximity to the 
internally disposed magnet of the valve. 

25. A sphincter system according to claim 13 or 15 
wherein, in a male, the ?uid capacitor and pump are 
adapted to be implanted substantially within the scro 
tum of such male, and the body passageway is the ure 
thra. 

26. An implantable sphincter system for reversibly 
occluding a body passageway, which comprises, 

a ?uid in?atable cuff adapted to substantially encircle 
a body passageway, 

a control assembly downstream from said cuff and in 
?uid communication therewith, said assembly in 
cluding a ?uid capacitor disposed thereon for stor 
ing of ?uid when said cuff is deflated and which is 
capable of distending under ?uid pressure, and 
further including ?rst and second ?uid passages 
which are in ?uid isolation from each other within 
said assembly, 

a pump means in ?uid communication with said cuff 
through said assembly, for transferring ?uid from 
said cuff to said ?uid capacitor through said ?rst 
and second ?uid passages to de?ate said cuff and 
open said body passageway, wherein the pressure 
required to distend said ?uid capacitor on ?uid 
connection through said ?rst ?uid passage is higher 
than the pressure required to distend said ?uid 
capacitor on ?uid connection through said second 
?uid passage. 

27. A sphincter system according to claim 26 wherein 
said ?uid capacitor includes a ?exible membrane capa 
ble of distending under ?uid pressure, and said second 
?uid passage includes a ?uid resistor for restricting the 
?ow of ?uid from said occlusion means to said ?uid 
capacitor. 

28. A sphincter system according to claim 27 wherein 
said pump means includes a septum which may be pene 
trated by a hollow needle without loss of ?uid pressure 
within said sphincter system. 

29. A sphincter system according to claim 28 wherein 
a valve is situated between said occlusion means and the 
remainder of said system for breaking the ?uid commu 
nication between said occlusion means and said remain 
der of said system on closing said valve, said valve 
including a magnet having ?xed polar alignment, which 
magnet acts to open or close the valve when the mag 
netic ?eld thereof is accordingly strengthened or wealt 
ened as a consequence of a second magnetic ?eld di 
rected at such magnet from an externally disposed mag 
net held outside of the surface of a body containing the 
passageway to be occluded. 

3|). An implantable sphincter system according to 
claim 1 wherein the ?uid capacitor is circumferentially 
disposed about said control assembly. 
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31. An implantable sphincter system according to 
claim 26 wherein the fluid capacitor is circumferentially 
disposed about said control assembly. 

32. A valve for opening or closing a hydraulic sphinc 
ter system which comprises a housing which includes 
therein. a valve seat, a poppet, spring means for exerting 
a force on said poppet which would normally keep the 
poppet in abutting relationship with said valve seat 
thereby placing the valve in a closed mode, and an 
internal magnet having ?xed north-south polar align 
ment which when said valve is in a closed mode exerts 
insufficient magnetic force on the poppet to overcome 
the force being asserted by the spring means; 

but wherein the magnetic force of said internal mag 
net is enhanced to the extent necessary to over 
come the force from said spring by virtue of a 
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further magnetic ?eld originating from an exter 
nally disposed magnetic source whose poles are in 
the same alignment as that of the internal magnet, 
thereby pulling said poppet away from said valve 
seat to abut with said internal magnet thereby plac 
ing the valve in an open mode. said valve being 
then capable of staying in said open mode until the 
magnetic ?eld of said internal magnet is weakened 
t0 the extent wherein the force thereof is insuff 
cient to overcome the force of said spring means by 
the further application of an external magnetic 
source the polar alignment of which is opposite to 
that of the internal magnet, thereby displacing the 
poppet and placing the valve in its closed mode. 

i 8 ’ t i 
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