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To all whom it may concern: 
Be it known that I, NATHAN D. WOLFARD, 

residing at Hartsville, Bartholomew county, 
in the State of Indiana, haveinvented a new 
and useful Improvement in Bookbinders, of 
which the following is a speci?cation. 
My invention is an improved device in 

tended for binding into book form pamphlets, 
periodicals and other sections such as min 
utes of meetings, &c., and the invention con~ 
sists in the novel constructions and combina 
tions of parts hereinafter described and point 
ed out in the claims. ' 
_ In the drawings-Figure 1 is a view ‘show 
ing the improvement in use. Fig. 2 is a de— 
tail View of one of the strips. Fig. 3 shows 
one of the strips formed without the spacing 
?ange. Fig.4 shows in detail the manner of 
securing the pamphlets or other sections to 
the strips and for connecting the adjacent 
strips. Fig. 5 shows a somewhat different 
construction of strips. 
The strips A are preferably made of sheet 

metal and are bent and folded into the desired 
shape. These strips A are adapted at their 
inner edges to receive the pamphlets or other 
sections B which may be secured to the strip 
by the timed paper fastener O, as shown or 
by other suitable devices as may be desired 
while at their outer edges the strips are adapt 
ed for connection with the adjacent strips. 
In the special construction as shown the strip 
is formed from a sheet of ‘metal doubled upon 
itself at d forming the inner doubled portion 
D perforated at d’ and for the passage of the 
fasteners E by which the pamphlets are se 
cured to the strips while at the outer edgeof 
the strip are formed or provided the separated 
?aps F F which are perforated at ffor the 
passage of the connecting devices of the ad 
jacent strips. These ?aps F may be prefer 
ably ?ared or bent slightly apart to facilitate 
the insertion of the connecting devices G, 
which are preferably ring like pieces of wire 
which may be inserted by the aid of pliers 
similar to those used in ringing the noses of 
hogs and other animals. Such pliers greatly 
facilitate the application of the rings but 
manifestly they might be applied by hand 

without departing from some of the broad 
principles of my‘ invention. Between the 
folded portion and ?aps of the strip I bend 
or fold the plate to form the separating or 
spacing ?ange II. This ?ange may be bent out 
to a right angle to the strip or at any suitable 
angle to suit the thickness of the pamphlet or 
other section being bound. If desired. this 
spacing ?ange may be omitted as will be un 
derstood from Fig. 3 without varying the other 
features of the improvement. 

It will be understood that the pamphlets 
or other sections may be supplied from time 
to time being secured to the strips and the 
strips connected together from time to time 
until the volume is completed or enough have 
been accumulated to form a book of the de 
sired ' size when a cover may be suitably ap 
plied, or may have been applied from the be 
ginning. 
While it may be preferred to double the 

strip upon itself as shown in Fig. 2, it is ob 
vious that strips A’ may be'made in single 
thickness with its upper edge formed to pro 
vide the opposite ?aps F’ perforated to re 
ceive the connecting rings as shown in Fig. 5. 
Having thus described my invention, what 

I claim, and desire to secure by Letters Pat 
ent, is— 

1. An improved binder substantially as de 
scribed, comprising the binding strips formed 
of a sheet of metal doubled upon itself forming 
the doubled portion to which the pamphlet 
or section may be secured and the separated 
edge ?aps, combined with devices connecting 
the abutting ?aps of the adjacent binding 
strips all substantially as set forth. 

2. In a binder, substantially as described, 
a binding strip formed of a sheet doubled 
upon itself forming the doubled inner por 
tion and the separated outer or edge ?aps 
and bent between said doubled portion and 
?aps to form the spacing strip or ?ange, sub 
stantially as set forth. 

3. An improved binder substantially as de 
scribed, consisting of the plurality of strips 
provided at their outer edges each with sepa 
rated oppositely de?ected ?aps and adapted 
at their inner edges for the connection of the 
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pamphlets or other sections and the rings G rated transversely for the passage of the con 
connecting together the abutting ?aps of the necting devices combined with the connect- 10 
adjacent strips, substantially as set forth. ing devices ?tting in said perforations sub 

4=. In a binder substantially as described stantially as set forth. 
a strip or section adapted at its inner edge to NATHAN D. l/VOLFARD. 
receive a pamphlet or the like and provided Witnesses: 
at its outer edge with the separated oppo- ANDREW J. BOLEN, 
sitely de?ected ?aps, the latter being perfo- SIMEON RHoRER. 


