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[57] ABSTRACT 
A facsimile terminal device includes an interface circuit 
for interfacing with a telephone line and a ?rst switch 
ing circuit for selectively connecting the telephone line 
to the interface circuit and a telephone set. Signal de 
tecting circuitry is provided, coupled to the interface 
circuit, for detecting and identifying a received signal 
on the telephone line. Incoming message recording 
circuitry is provided for recording a voice message 
received on the telephone line, and image signal receiv 
ing circuitry is provided for receiving and processing an 
‘image signal received on the telephone line. A second 
switching circuit is provided for selectively connecting 
the interface circuit to the incoming message recording 

' circuitry and the image signal receiving circuitry. A 
control microprocessor is provided for causing the ?rst 
and second switching circuits to connect the telephone 
line 'to the image signal receiving circuitry when the 
received signal is identi?ed by the signal detecting cir 
cuitry as an image signal. Furthermore, upon receipt of 
the image signal, the control microprocessor causes the 
?rst switching means to connect the telephone line to 
the telephone set and activates a ringing device when 
the received signal is identi?ed by the signal detecting 
circuit as a PRI-Q signal, the PRI-Q signal being re 
ceived after the image signal and denoting a request to 
establish a voice connection. The control microproces 
sor then causes the ?rst and second switching circuits to 
connect the telephone line to the incoming message 
recording circuitry when the telephone set remains 
on-hook for a predetermined period of time upon acti 
vation of the ringing device. 

6 Claims, 2 Drawing Sheets 
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FACSIMILE TERMINAL DEVICE HAVING VOICE 
MESSAGE RECORDING CAPABILITY 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a terminal apparatus which 

receives voice and image signals. 
2. Description of the Related Art 
A facsimile apparatus is an example of a terminal 

apparatus which can receive and transmit image signals 
through a telephone line. Some facsimile devices can 
function to call the other operator without cutting off 
the telephone circuit after communication of the image ' 
signal. A facsimile device having such a function in: 
cludes a button which “is operated when one operator 
wants to call the other operator without cutting off the 

' telephone circuit, a PRI-Q signal outputting circuit for 
outputting PRI-Q signals when the button is operated 
(the PRI-Q signals include the PRI-EOM signal, the 
PRI-MPS signal and the PRI-EOP ‘signal as described 
in recommendation Rec. T30 of the International Tele 
gram and Telephone Consultative Committee, and are 
used as the signalling for calling the other operator 
without cutting off the telephone circuit), a PRI-Q 
signal detection circuit for detecting PRI-Q signals 

' from the telephone circuit, and an indicator which indi 
cates the detection of the PRI-Q signals. 
However, when the operator of the called ‘party is 

absent, the operator of the calling party must recall until 
the other operator returns. 

SUMMARY OF THE INVENTION 

It is an object of this invention to provide a terminal 
apparatus which can receive image signals and which 
can record a message from the calling party automati 
cally even in the absence of the operator of the calling 
party. - 

BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a block diagram of a terminal apparatus of 

an embodiment of the present invention. 
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4b detects the CNG signals (that is, the calling tone as 
described in recommendation Rec. T30 of the Interna 
tional Telegram and Telephone Consultative Commit 
tee), and the PRI-Q signal detection circuit 40 detects 
the PRI-Q signals. The facsimile part 5 receives image 
signals-from the calling party. The third change-over 

_.switch 6 selectively connects the signal from the calling 
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FIG. 2 is a flow chart showing the operation of the ' 
terminal apparatus of FIG. 1. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENT 

Referring now to the drawings, an embodiment of the 
present invention is described hereafter. 
As a preliminary matter, it is noted that in order to 

simplify the drawings, FIG. 1 depicts only single line 
communication lines to the right of the calling signal 
detection circuit 8, the interface circuit 7, and the hook 
detection circuit 11. . 

FIG. 1 is a block diagram of a terminal apparatus of 
an embodiment of the present invention. As shown in 
FIG. 1, the response message circuit 1 includes ?rst and 
second response message reproducing circuits 1a and 1b 
for outputting ?rst and second response messages and a 
?rst change-over switch 1c. The incoming message 
recording circuit 2 is for recording voice signals (an 
incoming message) from the calling party through the 
telephone circuit. The second changeover switch 3 
selectivelyconnects the response message circuit 1 and 
the incoming message recording circuit 2 to the tele 
phone circuit 9. The audio signal detection circuit 40 
detects the presence or absence of an audio signal in the 
telephone circuit 9. The CNG signal detection circuit 
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party to the facsimile part 5, the response message cir 
cuit l or the incoming message recording circuit 2. The 
interface circuit 7 is for connection and disconnection 
of the telephone circuit 9. The calling signal detection 
circuit 8 detects the calling signal on the telephone 
circuit 9. The telephone set 10 is connected to the tele 
phone circuit 9 in parallel with the terminal apparatus. 
The hook detection circuit detects whether the tele 
phone set 10 is in an on-hook state or an off-hook state. 
The fourth change-over switch 12 selectively connects 
the terminal apparatus and the telephone set 10 to the 
telephone circuit 9. The power supply circuit 13 
supplies a constant electric current to the telephone set 
10 while the telephone set 10 is disconnected from the 
telephone circuit 9. The control circuit 14 is constituted 
by a microcomputer and controls activation of the ter 
minal device. 

Referring now to the flow chart shown in FIG. 2, the 
operation of the facsimile device having an automatic 
telephone answering capability is described hereafter. 
When the calling signal arrives, the calling signal is 
detected by the calling detection circuit 8. The detec 
tion signal is then inputted to a terminal P1 of the con 
trol circuit 14 (step 1). Responding to this detection 
signal, the control circuit 14 outputs a control signal 
from an output terminal P5 to connect the telephone 
circuit by switching over the fourth switch 12 to the 
“A” side from the “B” side. The terminal apparatus is 
thus connected to telephone circuit 9 (step 2). Then, the 
control circuit 14 outputs a control signal from the 
output terminal P6 to switch the third change-over 
switch 6 to the “T” side. Further, the control circuit 14 
switches the_second change-over switch 3 to the “0” 
side by outputting a control signal from an output termi 
nal P7. Still further, the control circuit 14 switches the 
?rst change-over switch 10 of response message circuit 
1 to the “A” side by outputting a control signal from its 
output terminal P8. Then the control circuit 14 acti 
vates the response message circuit 1 by outputting a 
control signal from an output terminal P9. The response 
message circuit 1 outputs a ?rst response message, such 
as “Hello, this is ***, may I have your name, please”, to 
the telephone circuit 9 from the ?rst response message 
reproducing circuit In {step 3). The control circuit 14 
causes a built-in timer 14a to start count of a predeter 
mined time period (step 4). The timer 14a is designed, 
for example, to output a time-up signal when a period of 
7 seconds is counted. The signal from the telephone 
circuit 9 is inputted to the audio detection circuit 4a, the 
CNG signal detection circuit 4b and the PRI-Q signal 
detection circuit 4c through the interface circuit 7. A 
detection signal of voice detection circuit 40 is inputted 
to an input terminal P2 of the control circuit 14, a detec 
tion signal of the CNG signal detection circuit 4b is 
inputted to an input terminal P3 of the control circuit 
14, and a detection signal of the PRI-Q signal detecting 
circuit 4c is inputted to an input terminal P11 of the 
control circuit 14. The control circuit 14 begins sam 
pling of the inputted signal on the input terminal P2 for 
determining whether or not an audio signal has been 
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detected (step 5). When an audio signal is not detected, 
the control circuit 14 reads the timer 14a to determine 
whether the predetermined time period has expired 
(step 12). When the predetermined time period has not 
yet ‘expired, the control returns to step 5. When the 
predetermined time period has expired (when no audio 
state is detected for 7 seconds), the control proceeds to 
step 13. ' 

When an audio signal (such as a voice signal from the 
calling party, noise surrounding the handset of the call 
ing party, or a control signal sent from calling party 
when the facsimile device of the caller is in an automatic 
transmission mode) from calling party responding to the 
?rst response message is detected, the control circuit 14 
then determines whether the audio signal is a CNG 
signal (step 7). When a CNG signal is detected the con-' 
trol proceeds to-step 13. 
When a CNG signal is not detected at step 7, and 

when the frequency'(or the cycle) of the audio signal is 
not constant, the control circuit 14 con?rms (step 8) 
that the audio signal is avoice signal or noise and the 
control proceeds to step 10. On the other hand, at step 
8, when the audio signal detected has a constant fre 
quency, the control proceeds to step 9. At step 9, the 
timer 14a is read to determine whether the predeter 
mined time period has expired. When the predeter 
mined time period 140 has not expired, the control re 
turns to step 5. In this way, the detection of the CNG 
signal is repeated until the timer 140 has expired, even 
when the control circuit 14 fails to initially detect a 
CNG signal. At step 9, when the timer 14a expires, the 
control proceeds to step 10. 
At step 10, the control circuit 14 switches the third 

change-over switch 6 to the “T” side by outputting a 
control signal from the output terminal P6, switches the 
second change-over switch 3 to the “0" side by output 
ting a control signal from the output terminal P7, and 
switches the ?rst change-over switch 1c of response 
message circuit 1 to the "B” side by outputting a control 
signal from the output terminal P8. Then, the control 
circuit 14 sets the response message circuit 1 to an ac 
tive state by outputting a control signal on the output 
terminal P9 for sending a second response message, 
such as “Would you please leave your name and mes 
sage after you hear the recording tone", from the sec 
ond response message recording circuit 1b to the tele 
phone circuit 9. The control circuit 14 changes the 
second change-over switch 3 to the “1” side by output 
ting a control signal from the output terminal P7 and 
sets the incoming message recording circuit 2 to an 
active state by outputting a control signal from the 
.output terminal P4 for recording a message from the 
calling party onto a recording medium (such as a mag 
netic tape) of the incoming message recording circuit 2 
(step 11). When the recording operation of the message 
from the calling party is completed, the control pro 
ceeds to step 20. 
At step 13, the control circuit 14 switches the third 

change-over switch 6 to the “F" side by outputting a 
control signal from the output terminal P6 and switches 
the facsimile part 5 into an active state for receiving an 
image signal (facsimile signal) from the calling party. 
When the receiving operation of the image signal is 
completed, the control proceeds to step 14. 
At step 14, the control circuit 14 determines whether 

a PRI-Q signal is detected by the PRI~Q signal detec 
tion circuit 40. If a PRI-Q signal is detected, the control 
proceeds to step 15. At step 15, the control circuit 14 
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4 
activates the timer 14a for counting of another predeter 
mined time period, for example a period of 20 seconds. 
At step 16, the control circuit 14 activates a ringing 
device 15 for calling the operator. 
At step 17, when the operator of the called party lifts 

up the handset of telephone set 10 in response to the 
ringing, the telephone set 10 enters an off-hook state 
which is detected by the hook detection circuit. The 
control then proceeds to step 19 in which the operators 
of each side can verbally communicate. 
.If the off-hook state has not been detected within the 

predetermined time period of 20 seconds and the timer 
14a expires, the control proceeds to step 10. At step 10, 
the control circuit 14 switches the third change-over 
switch 6 to the “T” side by outputting a control signal 
from the output terminal P6, switches the second 
change-over switch 3 to the “0” side by outputting a 
control signal from the output terminal P7 and switches 
the ?rst change-over switch 1c of the response message 
circuit 1 to the “B” side by outputting a control signal 
from the output terminal P8. Then the control circuit 14 
sets the second response message reproducing circuit 1b 
to an active state for sending the second response mes 
sage to the telephone circuit 9. Then the control circuit 
14 switches the second change-over switch to the “I” 
side by outputting a control signal‘from the output 
terminal P7, and sets the incoming message recording 
circuit 2 to an active state by outputting a control signal 
from the output terminal P4 for recording the supple 
mental message from caller (step 11). 
When the recording operation of the message from 

the calling party is completed, the control proceeds to 
step 20 in which the telephone circuit 9 disconnected 
and the next signal is awaited. 
As described above, the terminal apparatus of this 

invention includes a receiving circuit for receiving an 
image signal, a detection circuit for detecting a PRI-Q 
signal on the telephone circuit, and incoming message 
recording circuit for recording a voice signal on the 
telephone circuit, a ringing device for activating in 
response to the detection of a PRI-Q signal, and a cir 
cuit for activating the incoming message recording 
circuit when the ringing device has been activated for 
predetermined'time whereby the operator of the calling 
party can send a supplemental message to the other 
operator even when the other operator is absent. 
What is claimed is: 
1. A terminal device comprising: 
interface means for interfacing with a telephone line; 
?rst switching means, coupled to said interface 

means, for selectively connecting the telephone 
line to said interface means and a telephone set; 

signal detecting means, coupled to said interface 
means, for detecting and identifying a received 
signal on the telephone line; 

incoming message recording means for recording a 
voice message received on the telephone line; 

image signal receiving means for receiving and pro 
cessing an image signal received on the telephone 
line; 

second switching means, coupled to said interface 
means and said incoming message recording means 
and said image signal receiving means, for selec 
tively connecting said interface means to said in 
coming message recording means and said image 
signal receiving means; 

ringer connecting means for connecting to a ringing 
device; 
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hook detecting means, having means for connection 
to the telephone set, for detecting an off-hook con 
dition of the telephone set; and, 

control means, coupled to said ?rst and second 
switching means and said signal detecting means 
and said incoming message recording means and 
said image signal receiving means and said hook 
detecting means and said ringer connecting means, 
for causing said ?rst and second switching means 
to connect the telephoneline to said image signal 
receiving means when the received signal is identi 
?ed by said signal detecting means as an image 
signal; and, upon receipt of the image signal, for 
causing the ?rst switching means to connect the 
telephone line to the telephone set and for activat- 
ing the ringing device when the received signal is 
‘identi?ed by said signal detecting means as an oper 
ator intervention signal, the operator intervention 
signal being received after the image signal and 
denoting a request to establish a voice connection; 

' and for causing said ‘?rst and second switching 
means to connect the telephone line to said incom 
ing message recording means when the telephone 
set remains on-hook for a predetermined period of 
time upon activation of the ringing device. 

2. A terminal device as recited in claim 1, further 
comprising: 

recording message means, coupled to said control 
means and said second switching means, for out 
putting a ?rst recorded message, said second 
switching means including means for selectively 
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6 
connecting said interface means to said recorded 
message means; and, 

incoming call detecting means, coupled to said con 
trol means and having means for connection to the 
telephone line, for detecting an initial incoming call 
signal on the telephone line denoting an incoming 
call; 

said control means including means for causing said 
?rst and second switching means to connect the 
telephone line to said recorded message means and 
for causing said recorded message means to output 
the ?rst recorded message on the telephone line 
when said incoming call detecting means detects an 
initial incoming call signal. 

3. A terminal device as recited in claim 2, 
said recorded message means including means for 

outputting a second recorded passage; 
said control means including means for causing said 

?rst and second switching means to connect the 
telephone line to said recorded message means and 
for causing said recorded message means to output 
the second recorded message prior to causing the 
?rst and second switching means to connect the 
telephone line to said incoming message recording 
means. 

4. A terminal device as recited in claim 1, the opera 
tor intervention signal being a PRI-Q signal. 

5. A terminal device as recited in claim 2, the opera 
tor intervention signal being a PRI-Q signal. 

6. A terminal device as recited in claim3, the opera 
tor intervention signal being a PRI-Q signal. 

* I‘! it * i 


