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UNITED Y*STA-TES PATENT OFFICE. 

WALTER KENNEDY, OF MILAN, ILLINOIS. 

FARM-GATE. 

SPECIFICATION forming part of Let'qersratènt No. 503,049, aatledrnugust e, 189s. 
Application ñled April 18, 1893. Serial No. 470.842. (No model.) 

.To all 'LU/wm it may concern: ' * 

Be it known that I, WALTER KENNEDY, a 
citizen of the United States, residing at Milan, 
in the county of Rock Island _and State of 
Illinois, haverinvented certain new and useful 
Improvements in Farm-Gates; and I do de 
clare the following to be a full, clear, and exact 
description of the invention, such asrwillV en 
able others skilled in the art to which it ap-> 
pertains to make and use the same, reference 
being had to the accompanying drawings, and 
to the letters of reference marked thereon, 
which form a part of this specification. 
This invention relates to certain new and 

useful improvements in gates and means for 
4operating the same, and it has for its objects 
among others to provide a simple and cheap 
yet efficient gate and operating means so con-V 
structed that when the gate is/elevatedto dis 
engage its latch-,it is automatically locked in 
its elevated position so as to swing in either 
direction. ' " ' Y 

Other objects and advantages of the inven 
tion will hereinafter appear Aand the novel 
features thereof _will be specifically defined 
by the appended claim. . 
The novelty resides in the peculiar construc 

tion, and the combinations, arrangement and 
adaptation of parts, all as more fully herein-l 
after described, shown in` the drawings and 
then particularly pointed out in the claim. 

' The invention is clearly illustrated in the 
accompanying drawings, which, with the let 
ters of reference marked thereon, form a part 
of this specification and in which- pg - 
Figure 1 is a side elevation of my improved 

gate in its closed position. Fig. Zis a like 
view of the same with the operating lever in 
the position it assumes when it has raised the 
gate, and the gate opened. Fig. 3 is a detail 
of the pivoted latch and its co-operating pin. 
‘Like letters of reference indicate like parts . 

throughout the several‘views in which they 
appear. 

Referring now to thedetails of the draw 
ings by letter, A designates the hinge post and 
B the latch post both vof known or any ap 
proved forms of construction except as will be 
hereinafter pointed out. They may be of any 
desired form and design and either of wood 
or metal as may be desired. 

C Vis the gate composed of the end pieces a 
and b and the longitudinal bars c. These lon 
gitudinal bars are pivotally counectedî with 
the end pieces by suitable pins _or pivots d 
which areheld in the e'nd pieces, the ends of 
the bars being located in suitable openings or 
sockets e. _The lower longitudinal bar is ex 
tendedat the latch-end ofY` the gateas seen at 
f to form a latch at the bottoniof >the gate, 
and the upper longitudinal bar is extended 
beyond the end piece at the latch-end of the 
gate as seen at g to form a latch at the top of 
the gate. The end piece at the hinge-end of 
the gate is extended upward beyond the top 
bar as shown and has pivotally connected to 
its upper end the bar D which extends in an 
inclined direction toward the latch-end of the 
gate Where it is provided With’a suitable knob 
or other means f’ by which it may be handled 
when necessary. This inclined bar is provided 
near its lower end with a notch h as shown in 
Fig. 3'Which is designed to engage a lateral 
pin or projection E extending from the top 
longitudinal bar or rail of the gate, the said 
inclined bar working between the said top rail 
and a keeper F secured to the side of the said 
top bar, the vpin E being employed as a means 
for securing the said keeper in position'if de 
sired. The gate is hinged to the hinge-post 
in any suitable manner, preferably as shown, 
there being two hinge eyes l¿on the hingepost 
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and two >like eyes or eye bolts j on the end , 
piece of the gate, and a removable vertical rod 
G passed down through all of the eyes and 
serving as the pintle, it being provided with 
a head G’ to prevent its dropping out. On the 
latch-post near the top are the pieces J which 
form a keeper to receive and hold the upper 
latch, and near the bottom of the post are the 
like keepers K for engaging and holding the 
lower latch as shown in Fig. 1. 
Pivoted on a suitable horizontal pivot Z at ‘ 

the base of the latch-post is the operating lever 
which consists of a single piece of iron pref 
erably round iron formed with coils Z’ around 
the pivots and at its center with a rectangular 
portion L which extends horizontally» under 
the latch-end of the gate, the ends of the iron 
or Wire being extended upward one upon 
each side of _the latch post to serve as handles 
whereby it may be operated from either side. 
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The operation will be readily understood 
from the foregoing description when taken in 
connection with the annexed drawings and is 
as follows: Normally the gate will be closed 
and the notch of the inclined bar out of-en 
gagement with its pin 5 when the lever is actu 
ated to raise the gate so that its latches Will 
be raised clear of their keepers, the notch of 
the inclined bar will automatically engage 
with the pin and thus hold the gate in an in 
clined position as indicated in Fig. 2, so that 
the gate will be held up and be free to swing 
in either direction. When the gate is swung 
to its closed position the inclined bar may be 
disengaged from its pin and the gate allowed 
to fall into its normal position and its latches` 
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engage their keepers as will he readily under 
stood. 
What I claim as new is 
The combination with the hinged gate hav 

ing its horizontal rails pivoted at their ends 
and means for automatically holding the same 
in its elevated position, of a lever having a 
portion extended under the gate and integral 
handles extending upon opposite sides of the 
latch~post, substantially specified. 

In testimony whereof I afüx my signaturein 
presence ot' two Witnesses. 

WALTER KENNEDY. 
Witnesses: 

W. IVI. PAYsoN, 
C. W. FITZSIMMONS. 
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