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To to” whom it may concern. 
Be it known that I, CHARLES H. SMITH, of 

New Haven, in the county of New Haven and 
State of Connecticut, have invented a new Im 
provement in Snap-Hooks; and I do hereby 
declare the following, when takenin connec 
tion with accompanying drawings and the let 
ters of reference marked thereon, to be a full, 
clear, and exact description of the same, and 
which said drawings constitute part of this 
speci?cation, and represent, in 
Figure 1, a plan view of one form which a 

double snap-hook constructed in accordance 
with my invention may assume; Fig. 2, a view 
thereof in side elevation; Fig. 3, a view there 
of, in side elevation with the cap removed; 
Fig. 4, a similar view with the cap and the 
bolts and spring removed; Fig. 5, a detached 
View of the cap in side elevation; Fig. 6, a 
plan View of one of the modi?ed forms which 
my improved article may assume; Fig. 7, a 
View thereof in side elevation. 
My invention relates to an improvement in 

double snap-hooks, the object being to pro 
2 5 duce a simple, strong and convenient device 
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at a low cost for manufacture. 
With these ends in view, myinvention con~ 

sists in a snap-hook having its hooks open~ 
ing in opposite directions, and provided with 
two spring - actuated bolts which are inde 
pendent of each other. 
My invention further consists in a double 

snap-hook consisting of a laterally recessed 
body-portion provided at its respective ends 
with hooks opening in opposite directions, 
a cap applied to the said body-portion, and 
two spring-actuated bolts located in the body 
portion and arranged independently of each 
other. 
My invention further consists in certain de 

tails of construction as will be hereinafter de 
scribed and pointed out in the claims. 
In carrying out my invention, as shown by 

Figs. 1 to 5 inclusive of the drawings, the 
body-portion A, and the hooks B and B’ which 
are located at the opposite ends of the same, 
are cast in one piece with the hooks in the 
plane of the body-portion and opening in op 
posite directions, and with a lateral recess A’ 
formed in, and virtually occupying one face 
of the body-portion. By forming the hooks 

and body-portion as thus described, it is not 
necessary to bend the hooks after they are 
cast, for the purpose of getting them into 
place, whereby I avoid the deterioration of 
the article that follows bending the hooks in 
that way. The said recess A’ of the body 
portion contains two longitudinal parallel, 
semicircular grooves C and C’, separated'from 
each other, and having their outer ends ar 
ranged in line with the ends of the respect 
ive hooks B and B’. The said grooves re 
ceive the bolts D D, and the spiral springs 
E E thereof, the said springs being interposed 
between the inner ends of the bolts and the 
transverse walls formed at the inner ends of 
the grooves. The bolts are provided in the 
usual manner with ?nger-pieces or buttons 
D’ D’, the shanks d d whereof play in longi 
tudinal slots F F, formed in part intheoppo 
site ends of the opposite edges of the body 
portion, and in part in the opposite ends of 
the opposite edges of the cap G, as seen in 
Figs. 1 and 2 of the drawings. The said cap 
G, conforms upon its outerface to the shape 
of the plain face of the body-portion, and is 
adapted to ?t into and ?ll the lateral recess 
formed in the opposite face thereof. The in 
ner face of the cap has formed in it two par 
allel, semi-circular grooves G’ and G2, corre 
sponding to the grooves C and C’ formed in 
the body-portion. ‘The cap is also provided 
with two inwardly projecting pins H H, ar 
ranged to pass through holes H’ H’ formed in 
the body-portion adjacent to the inner ends 
of the respective grooves therein, the pins 
serving to secure the cap to the body-portion. 
The cap is ‘further held in place by inclined 
shoulders I 1, formed at the bases of the hooks 
B B, the cap having its edges correspondingly 
cut away, as at g g, to ?t between the said 
shoulders. ‘ 

Instead of having the ?nger-pieces or but 
tons D’ D’ projecting from the opposite edges 
of the device as shown in full lines by Figs. 1, 
2 and 3 of the drawings, they may be ar 
ranged to project laterally through the cap, as 
indicated by- broken lines in Fig. 2 of the 
drawings. 
By arranging the hooks to open in opposite 

directions, I secure a device which in use I 
have found to be much more convenient than 
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devices having their hooks arranged other 
wise. I have found two independent bolts 
better than one double bolt, which, if it be 
comes broken or deranged, destroys the use 
fulness of the device. 
In the modi?ed form of my improved de 

vice shown in Figs. 6 and 7 of the drawings, 
no cap is used, but the body-portion J, and 
the hooks K’ K’ are cast in one piece with 
the hooks out of position, to enable chambers 
J’ and J 2 to be cored in the opposite ends of 
the body-portion in alignment with the ends 
of the hooks, to receive the independent 
spring-actuated bolts L L. In this construc 
tion therefore, I am obliged to bend the hooks 
into place after the casting has been made, 
but the device retains in common with the 
other device described, the advantage of hav 
ing hooks opening in opposite directions and 
two independent bolts. I would therefore 
have it understood that I do not limit myself 
to the exact construction herein shown and 
described, but hold myself at liberty to make 
such changes and alterations as fairly fall 
within the spirit and scope of my invention. 
I do not, however, broadly claim a snap-hook 
having two hooks and bolts therefor, that be 
ing old. I do not, however, broadly claim a 
snap-hook having two hooks located at oppo 
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site ends of its body and opening in opposite 
directions, that construction being old. 
Having fully described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is— ' 

1. A double snap-hook having its two hooks 
located at the opposite ends of its body-por 
tion and opening in opposite directions, and 
provided with two independent bolts, co-op 
crating respectively with the hooks, the inde 
pendency of the bolts enabling one to be actu 
ated irrespective of the other, substantially 
as described. 

2. A double snap-hook having its body-por 
tion laterally recessed and its two books lo 
cated at its opposite ends and opening in op 
posite directions,a cap adapted to ?t into the 
recess of the said body-portion, and two 
spring-actuated bolts arranged between the 
cap and body-portion independently of each, 
other, and held in place by the cap, substan 
tially as described. 
In testimony whereof I have signed this 

speci?cation in the presence of two subscrib 
ing witnesses. 

CHARLES H. SMITH. 
Witnesses: 

FRED G. EARLE, 
J. H. SHUMWAY. 
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