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To all whom it may concern: , 
Be it known that I, Fennnnrox W. CAR 

NELL, of New Haven, in the county of New 
Haven and State of Connecticut, have in 
vented a new Improvement in Snap-Hooks; 
and I do hereby declare the following, when 
taken in connection with accompanying draw 
ings and the letters of reference marked there 
on, to be a full, clear, and exact description 
of the same, and which said drawings consti 
tute part of this speci?cation, and represent, 
1n—— 

Fig. 1, a view in side elevation of one form 
which a hook constructed in accordance with 
my invention may assume; Fig. 2, a plan view‘ 
thereof; Fig. 3, a View thereof in vertical lon 
gitudinal section; Fig. 4, a view of the hook 
in transverse section on the line w-ac of Fig. 
1; Fig. 5, a detached view in side elevation 
of the wire as bent into form; Fig. 6, a de 
tached view of the blank from which the case 
is formed; Fig. 7, a detached view of the bolt; 
Fig. 8, a view in transverse section showing 
a modi?ed form of case. 
My invention relates to an improvement in 

snap-hooks, the object being to produce a sim 
ple, strong, durable and effective “article at a 
low cost for manufacture. 
With these ends in view, my invention con 

sists in a snap-hook having certain details of 
construction and combinations of parts as will 
be hereinafter described and pointed out in 
the claims. 
In carrying out my invention, I take a heavy 

piece of Wire of suitable length, and bend and 
shape it to form an eye A,- a body-portion B, 
and a hook-proper C. I do not limit myself 
to bending the wire in the particular way 
shown, as it may be shaped as requirement or 
fancy may dictate. 
To the body-portion B, of the hookI apply 

a case, which, as herein shown, consists of a 
piece or strap D, of sheet-metal, which is bent 
and applied to the body-portion of the hook 
in theform of the letter S, as shown by Fig. 4c 
of the drawings, one loop of the strap when 
thus bent, embracing the body-portion of the 
hook, and the other loop embracing an exten 
sion A’, from the base of the eye A, thereof, 
the said extension being in fact one end of 
the wire. If the case is appliedin this way, 

su?icient space must be left between the body— 
portion B of the hook and the extension A’, 
thereof, to permit the strap of sheet-metal to 
be passed between the same. The case thus 
formed receives the bolt E, and the coiled 
spring F, which is interposed between the ex 
tension A’, before mentioned, and the inner 
end of the bolt, which is arranged in align 
ment with the end of the hook-proper C. The 
said bolt is provided with a button or ?nger 
piece E’, the shank e, of which plays back 
and forth in a slot d,formed to receive it in 
the case D. The extension A’, before men 
tioned, forms, as it will be observed, not only 
an abutment for'the spring, but also a lock 
or key for preventing the case from turning 
on the body-portion B, of the hook. The ex 
tension A’, might in fact be regarded as a part 
of the body-portion, though for convenience 
of description it has not been so mentioned 
herein. I do not limit myself to constructing 
or applying the case as described, but when 
constructed and applied as shown, it is strong 
and effective, and gives the completed article 
an attractive appearance. If desired, it might 
consist of a strap applied as shown in Fig. 8 
of the drawings, in which G, represents the 
case, H, the body-portion of the hook, and I, 
the extension of the eye thereof. 
By forming the eye,body~portion and hook 

proper from a single piece of wire, I am en 
abled to produce a snap-hook at a very low 
cost for manufacture, which shall possess ex 
ceptional strength, not only on account of the 
inherent strength of the wire, but because it 
suffers no deterioration of strength during 
manufacture, While on the otherhand cast 
snap-hooks, as generally made, have their 
hooks cast out of place for convenience 1n 
drawing, and are then twisted and brought 
into position. 

In View of the suggestions made, I would 
have it understood that I do not limit myself 
to the exact construction herein shown and 
described, but hold myself at liberty to make 
such changes and alterations as fairly fall 
within the spirit and scope of my invention. 
I am aware, however, that a snap-hook hav 
ing its body-portion and hook formed from a 
single piece of wire, and provided with a sheet 
metal case or barrel containing a bolt, is old, 
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and I do nottherefore broadly claim that con 
struction. ‘ 

Having fully described my invention, what 
I claim as new, and desire to secure by Letters 
Patent, is— ‘ 

_ 1. A snap-hook having an eye, body-por 
tlon, hook-proper, and an extension from the 
base of the eye, all formed from a single pieae 
of wire, a case applied to the said body-por 
tion and extension, and a bolt located in the 
case, the said extension constituting a lock or 
key to prevent the case from turning on the 
body-portion of the hook, substantially as de 
scribed. 
.2. A snap-hook having an eye, body-por 

tlon, hook-proper, and an extension from the 
base of the eye, all formed from a single piece 
of wire, a sheet-metal case applied to the said 
body-portion and extension, a bolt located in 

20 the case, and a spring interposed between the 

extension and the bolt, the said extension con 
stituting a lock or key to prevent the case 
from turning on the bod y-portion of the hook, 
and also constituting an abutment for the 
spring, substantially as described. 

3. A ‘snap-hook having its eye, body-por 
tion and hook proper formed from a single 
piece of wire, a sheet-metal case applied to the 
said body-portion in the form of a letter S 
and adapted to embrace the said body-por 
tion, and an extension from the base of the 
eye, and a bolt located in the said case, sub 
stantially as described. 
In testimony whereof I have signed this 

Specification in the presence of two subscrib 
ing witnesses. 

FREDERICK W. CARNELL. 
Witnesses: 

WILLIAM S. OooKE, 
CHARLES L. BALDWIN. 
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