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BATHROOM CABINET 

TECHNICAL FIELD OF THE INVENTION 

The present invention relates to the general art of 
cabinets, and to the particular ?eld of bathroom medi 
cine cabinets. 

BACKGROUND OF THE INVENTION 

Many people require the use of a bathroom mirror 
after they have showered. Examples of the uses to 
which such mirrors have been placed include shaving, 
coming hair, putting on makeup and the like. However, 
such mirrors almost always become fog-covered, and 
simply wiping the mirror does not prevent water from 
continuing to condense on the mirror, thereby inhibit 
ing, if not completely preventing, use of the mirror. 

Accordingly, the art has included several antifogging 
designs that are intended to eliminate the formation of 
condensation on a bathroom mirror. These design pro 
posals generally include a fan unit that is attached to the 
mirror to blow hot air across the mirror. The fan unit 
can be a hand-held hair dryer type device. 
However, these proposals have been constructed in a 

manner whereby the unattractive appearance, uncon 
ventional design and loudness of the working units 
rendered them impractical for the common market and 
thus inhibit their commercial acceptance. 
Many of these proposals are designed mostly for 

addition to an existing mirror, and are thus insuf?cient 
as installation is complicated, costly and, at times, due to 
the design of certain units, electrical cords are left dan 
gling over the viewing surface of the mirror. Such ex 
posed electrical cords in a bathroom may be undesir 
able. 

Additionally, the air exhausted from these units is 
directed in a manner that does not adequately cover the 
entire surface of the mirror, or at least that portion of 
the surface that is most likely to be fog covered.‘ Still 
further, these prior devices do not always have the 
ability to match the needs of a particular condition, and 
may leave most of a mirror surface fogged, or at least 
that portion of the mirror surface which is most needed. 

Still further, these devices are not completely ef? 
cient in operation and thus either move too much air 
across the mirror or too little according to the require 
ments of the particular conditions existing in the bath 
room when someone seeks to use the mirror. Further 
more, many of these prior devices do not have the capa 
bility of directing heated air only to those area of the 
mirror which ar most likely to require defogging, and 
thus are often wasteful of energy. 

Therefore, there is a need for a bathroom mirror that 
has anti-fogging capabilities which are ef?cient and 
which can be adjusted to meet the precise requirements 
of the conditions existing in the room at the time the 
mirror is being used whereby the exact amount of 
heated air which is heated to the precise temperature 
necessary is used on the exact locations most effective in 
removing and preventing fog buildup on that mirror. 

OBJECTS OF THE INVENTION 

It is a main object of the present invention is to pro 
vide a bathroom mirror that has anti-fogging capabili 
ties. 
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2 
It is another object of the present invention is to 

provide a bathroom mirror that has anti-fogging capa 
bilities which are ef?cient. 

It is another object of the present invention is to 
provide a bathroom mirror that has anti-fogging capa 
bilities which are ef?cient and which can be adjusted to 
meet the precise requirements of the conditions existing 
in the room at the time the mirror is being used whereby 
the exact amount of heated air which is heated to the 
precise temperature necessary is used. 

It is another object of the present invention is to 
provide a bathroom mirror that has anti-fogging capa 
bilities which are efficient and which can be adjusted to 
meet the precise requirements of the conditions existing 
in the room at the time the mirror is being used whereby 
the exact amount of heated air which is heated to the 
precise temperature necessary is used on the exact loca 
tions most effective in removing and preventing fog 
buildup on that mirror. 

SUMMARY OF THE INVENTION 

These, and other, objects are achieved by a mirror 
assembly that includes an air flow assembly that has 
means for adjusting and directing the air ?ow onto the 
mirror as well as an air heating assembly that co-oper 
ates with the air flow assembly for heating the air that is 
directed onto the mirror in accordance with the condi 
tions existing in the room and in accordance with the 
amount of air being directed against the mirror. 
The air flow assembly includes a wall that is moved 

to permit more or less air to flow into a plenum, and the 
heating assembly includes a plurality of heating ele 
ments that are activated to heat the air as it moves into 
the plenum. The heating assembly includes a tempera 
ture sensor and a humidity sensor that control the heat~ 
ing elements in accordance with the temperature and 
humidity of the room as well as in accordance with the 
mass flow of the air flowing from the air flow assembly. 
The air is directed to ?ow across the mirror in a manner 
which makes ef?cient use of that air flow. 

In this manner, the air is used and directed efficiently 
and is heated only as necessary to meet the conditions of 
the room adjacent to the mirror. The amount of heating 
can be adjusted manually or automatically, and thus 
ef?cient use of energy is made. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

FIG. 1 is a perspective view of the bathroom mirror 
unit embodying the present invention. 

FIG. 2 is a top plan view taken along line 2—2 of 
FIG. 1 showing the air flow assembly and the heating 
assembly. 
FIG. 3 is an elevational view taken along line 3-3 of 

FIG. 2 showing the air flow fan, the plenum and a 
holding chamber. 
FIG. 4 illustrates a top view of a ?exible wall and a 

?exible wall moving means of the present invention. 
FIG. 5 illustrates a rear elevational view of the ?exi 

ble wall and flexible wall moving means. 
FIG. 6 is a partial perspective of a louver system used 

to direct air onto a mirror. 
FIG. 7 is a plot of temperature versus position illus 

trating the temperature of the air being directed against 
the mirror as a function of widthwise distance on the 
mirror unit. 
FIG. 8 is a plot of mass flow versus position illustrat 

ing the mass flow rate of the air being directed against 
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the mirror as a function of widthwise distance on the 
mirror unit. 
FIG. 9 is.a block diagram illustrating the control 

system used to control the air heating assembly of the 
mirror unit of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT OF THE 

INVENTION 

Shown in FIG. 1 is a mirror unit 10 having a main 
mirror 12 and which is suitable for use in a bathroom or 
other such room where it will be exposed to moist air 
that is likely to contain water vapor that can condense 
onto the main mirror to fog that mirror to an extent that 
it will be difficult to use. While the mirror unit 10 will 
be disclosed as being suitable for use in a bathroom, it is 
understood that this is for the sake of convenience, and 
a limitation to use in a bathroom is not intended. 
By way of introduction, it is noted that the unit 10 

includes a case 14 on which the main mirror is mounted, 
an air ?ow assembly vmounted beneath a hood 16 and 
including an air intake vent 18, an air heating assembly 
also mounted beneath the hood and which co-operates 
with the air flow assembly, a light assembly also 
mounted beneath the hood, and controls on the case for 
selecting the mode of operation of the unit 10. These 
main assemblies include further elements and c0-oper~ 
ate with each other to heat and direct the air in a man 
ner that makes ef?cient use of energy and ef?ciently 
defogs the mirror 12. Each of these main assemblies will 
be discussed below. 
The case 14 includes a rear wall 20 that is adapted to 

be mounted on a wall and thus includes the usual wall 
mounting elements, such as anchors, hooking holes and 
the like. The rear wall is preferably rectangular and 
planar. First and second side walls 22 and 24 are 
mounted on the rear wall to extend forwardly of that 
rear wall. For the sake of this disclosure, forward and 
rear directions will be taken with respect to the wall on 
which the rear wall 20 is mounted being the rearward 
most location of the unit with the main mirror 12 being 
mounted forwardly of that rear wall. The side walls 
include forwardmost edges 26 and 28 that are coplanar 
with each other, and the main mirror is mounted on 
these co-planar edges by a hinge means (not shown) on 
the side wall 24 and a locking element (not shown) on 
the side wall 22 to open and close to expose shelves (not 
shown) and other such storage space inside the unit. 
The case further includes a bottom wall 30 that is 

connected to the rear wall and extends forwardly 
thereof, and a bottom mirror 32 mounted on the bottom 
and side walls. A shelf 34 is mounted on the rear and 
side walls to de?ne a lower storage compartment 36 
adjacent to the bottom mirror. 

Referring to FIGS. 2 and 3, it is seen that the case 
further includes ?rst and second divider walls 40 and 42 
that are parallel with each other and which extend 
forwardly of the rear wall inner surface 44 and which 
extend across the width dimension of the case as de?ned 
by the side walls 22 and 24. The divider walls extend 
forwardly of the main mirror 12 and the second wall 42 
forms the bottom of the hood 16 so that the divider 
walls extend across the entire thickness of the hood as 
de?ned by the dimension thereof extending from the 
rear wall 20 to a forward wall 46 of the hood. The case 
further includes third and fourth divider walls 48 and 50 
respectively that are oriented to be perpendicular to the 
?rst and second divider walls and which are spaced 
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4 
apart from each other and which extend across the 
width dimension of the case from ?rst side wall 22 to 
the second side wall 24. 
The divider walls de?ne a fan compartment 52. an air 

holding chamber 54, and a plenum 56. Ambient air is 
drawn into the fan compartment via the intake 18 by a 
fan 58 that is driven by a motor 60 located in a motor 
compartment 61 and is forced into the air holding cham 
ber 54 via an air flow exit opening 62 de?ned in the 
third divider wall 48 to fluidically connect the fan com 
partment to the air holding chamber. 
The fourth divider wail 50 has a lower edge 66 that is 

spaced from the second divider wall 42 to de?ne a gap 
between the second and fourth divider walls. This gap 
is closed by a flexible wall 68. The flexible wall is imper 
vious to air, and is formed of material, such as rubber or 
plastic, or the like, that can be exposed to heat and will 
not degrade yet can be collapsed in an accordion-like 
manner in the nature of a shower curtain. The ?exible 
wall is attached at a proximal end 70 to the ?rst side 
wall 22 and extends essentially completely across the 
width dimension of the case to have a distal end 72 in 
abutting, non-?xed contact with the second side wall 24 
when fully extended as shown in FIG. 2. During col 
lapsing, the wall moves from right to left as viewed in 
FIG. 2. Thus, air from the fan 58 moves from left to 
right in that ?gure to move from the air holding cham 
ber de?ned by the divider walls in cooperation with the 
flexible wall into the plenum via the opening left by the 
movement of flexible wall between the second and 
fourth divider walls. 
The air flowing into the plenum is directed against 

the mirror by louver-like conduits, such as conduit 74 
shown in FIGS. 3 and 6. The air flow is indicated in 
FIGS. 1 and 3 by the arrows 76. 
The flexible wall is opened by a wall moving means 

that includes a screw 80 attached at a proximal end 
thereof to the ?rst side wall 22 and extending across the 
entire width dimension of the case to a distal end lo 
cated adjacent to the second side wall 24. The screw 80 
includes a screw thread and a knob 84 located outside of 
the case and connected to the proximal end of the screw 
to manually operate that screw by rotating such screw 
about the longitudinal axis thereof either clockwise or 
counterclockwise. The distal end of the screw is 
mounted in a step bearing 86 on the second side wall 
and is connected to a rotation counter 88 for determin 
ing the location of the flexible wall with respect to the 
?rst and second side walls for a purpose to be discussed 
below. The screw is thus supported at both ends for 
rotation about its longitudinal centerline. 
The screw is attached to the flexible wall to move 

that wall by a nut-like element 90 that has a bore de?ned 
therethrough and is threaded internally of such bore to 
co-operatively engage the screw thread to be moved as 
the screw is rotated. The element 90 has top and bottom 
keys 92 and 94 respectively that engage top and bottom 
keyway slots 96 and 98 respectively de?ned in a bulk 
head element 100 af?xed to the fourth divider wall 
superadjacent to the lower edge 66 of that wall and in 
the second divider wall 42. The element 90 is attached 
to the flexible wall along essentially the entire height of 
that wall as de?ned between the edge 66 of the fourth 
wall and the second divider wall 42 and thus moves that 
wall as it moves under the control of the screw 80. The 
element 90 also supports the flexible wall since that 
element is supported by the bulkhead 100 and the sec 
ond divider wall 42 via the keyway slots. 
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Since the screw 80 is ?xed and since the element 90 is 
?xed against rotation, rotation of the screw, as by means 
of the knob 84, will cause the element 90 to move left or 
right as viewed in FIG. 2 to move the ?exible wall 
distal end away from or towards the second side wall 24 
to open or to close the gap between the air holding 
chamber 54 and the plenum 56. The more the ?exible 
wall is moved towards the ?rst side wall 22, the greater 
the opening and the more air that is permitted to flow 
into the plenum. It is noted that since air is a compress 
ible ?uid, even if the ?exible wall is totally closed 
thereby totally closing the plenum with respect to the 
air holding chamber 54, the overall operation of the fan 
will not be signi?cantly affected as air will simply be 
compressed in the fan chamber and in the air holding 
chamber. 
The air heating assembly is best indicated in FIG. 2 

by the reference numeral 110 and includes a plurality of 
resistance-type heater elements 112, 114, 116, 118, 120 
and 122 each mounted on the second divider wall and 
the side walls to extend across the width dimension of 
the case adjacent to the ?exible wall and in the plenum 
whereby air from the air holding chamber 54 passes 
over these heating elements as it ?ows into the plenum. 
As can be seen in FIG. 2, the heating elements vary in 

length dimension from the longest element 112 which 
extends for essentially the entire width dimension of the 
case, to the shortest element 120 that extends for ap 
proximately one-eighth of that width dimension. As can 
also be seen, the air passing out of the air holding cham 
ber 54 passes succedingly fewer heating elements as the 
?exible wall is opened further. 

This feature is indicated graphically in FIGS. 7 and 8, 
and permits the air temperature to be controlled so that 
the hottest air will ?ow from the upper corner of the 
hood while the maximum air ?ow will be achieved with 
the most energy being added to the air as it moves 
downwardly over the mirror. The inverse relationship 
shown in FIGS. 7 and 8, permits greater control to be 
exercised over the temperature and mass flow of the air 
being directed against the mirror. 
The heating elements are connected to a source of 

power, such as utility power, via a plug 130 mounted on 
the rear wall so that no cords are located externally of 
the unit. This power is supplied to the heating elements 
via a control system indicated in FIG. 2 at 132, and 
shown in block diagram form in FIG. 9. The heating 
elements are connected to a ground by a connection 
134, and to the source of power via the control system 
132 to be activated according to the temperature in the 
room as sensed by a temperature sensing element 136 
mounted on the ?rst side wall 22 to be adjacent to the 
main mirror, according to the humidity of the room 
adjacent to the main mirror as sensed by a humidity 
sensor element 138 mounted on the ?rst side wall 22, 
and according to the position of the ?exible wall with 
respect to the second side wall 24 as determined by the 
screw rotation counter 88. The fan motor 60 also in 
cludes a speed sensor 139 which generates a signal cor 
responding to the speed of the fan so that the control 
unit 132 can factor fan speed into the control of the 
heating elements. 

Signals from these sensors 88, 136, 138 and 139 are 
sent to the control system 132 which adjusts the amount 
of power applied to the heating elements via an adjust 
ment element 140. The control unit 132 can be a micro 
processor or the like or a summing element as discussed 
in standard textbooks such as “Microelectronic Cir 

20 

25 

30 

35 

40 

45 

55 

65 

6 . 

cuits” by A. S. Sedra and K. C. Smith and published by 
Holt, Rinehart and Winston in 1982 and in standard 
handbooks such as “Handbook of Modern Electronics 
and Electrical Engineering" edited by C. Brelove and 
published by John Wiley & Sons in 1986, the disclosures 
of which are fully incorporated herein by reference. 
The unit also includes two ?uorescent lights 141 and 

142 which are connected to the power source and 
which are mounted in the hood to direct light onto the 
mirror and upwardly from the case via the hood which 
is translucent adjacent to the lights 141 and 142. 
As shown in FIG. 1, the unit also includes an on/off 

switch 150 and a selector switch 152 that connect the 
power source to the control unit 132. As shown in FIG. 
1, the selector switch can be moved to select fan-only 
operation, light-only operation, heat-only operation, or 
automatic operation in which the control unit 132 is 
used to control the heat output of the heater elements 
according to the above-described functional relation 
ships. 

It is understood that while certain forms of the pres 
ent invention have been illustrated and described 
herein, it is not to be limited to the specific forms or 
arrangements of parts described and shown. 

I claim: 
1. A bathroom cabinet comprising: 
A) a case unit which includes 

(1) a planar rear wall having a rear surface located 
to be mounted on a support structure, such as a 
wall, ' 

(2) ?rst and second side walls mounted on said rear 
wall and extending forwardly therefrom and 
each having a front edge spaced from said rear 
wall, said case having a width dimension de?ned 
between said ?rst and second side walls and a 
thickness dimension defined between said rear 
wall and said side wall from edges, 

(3) a bottom wall mounted on said rear wall and 
extending forwardly thereof, 

(4) a bottom mirror attached to said bottom wall 
and to said ?rst and second side walls, 

(5) a shelf attached to said ?rst and second side 
walls, 

(6) a main mirror attached to said ?rst and second 
side wall front edges, 

(7) a hood attached to said rear wall and to said ?rst 
and second side walls and located on top of said 
case unit and extending in front of said main 
mirror and having a lower wall located adjacent 
to said main mirror, said lower wall having a 
forward wall and a plurality of conduits de?ned 
therethrough and directed towards said main 
mirror, 

(8) a plurality of divider walls including 
(a) ?rst and second divider walls attached to said 

rear wall and to said hood forward wall and 
extending across the width dimension of said 
case, said ?rst and second divider walls being 
parallel and spaced from each other, 

(b) a third divider wall attached to said ?rst and 
second divider walls and extending perpendic 
ular to said ?rst and second divider walls and 
having an air ?ow exit opening de?ned there 
through, and 

(c) a fourth divider wall attached to said ?rst 
divider wall and extending perpendicular to 
said ?rst divider wall toward said second di 
vider wall, said fourth divider wall having a 
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lower edge which is spaced from said second 
divider wall to de?ne a gap between said sec 
ond and said fourth divider walls, 

(9) a plurality of chambers de?ned in said case by 
said divider walls including 
(a) a fan compartment de?ned by said ?rst, sec 
ond and third divider walls, 

(b) an air holding chamber de?ned by said ?rst, 
second, third and fourth divider walls, said air 
holding chamber being ?uidically connected 
to said fan compartment by said air ?ow exit 
opening, and 

(c) a plenum de?ned by said second side wall, 
and said ?rst, second and fourth divider walls, 
said plenum being ?uidically connected to said 
air holding chamber by said gap, 

(10) an air inlet de?ned through said ?rst side wall 
and ?uidically connected to said fan compart 
ment, 

(1 l) a ?exible wall attached to said ?rst side wall 
and located in said gap between said second and 
fourth divider walls, said ?exible wall having a 
proximal end attached to said ?rst side wall and 
a distal end, and being movable mounted to 
move between a ?rst position completely closing 
said gap and a second position uncovering said 
gap, and 

(12) a ?exible wall moving means connected to said 
?exible wall, said ?exible wall moving means 
including a ?exible wall position sensor which 
generates a wall position signal corresponding to 
the position of said ?exible wall relative to said 
?rst and second side walls; 

B) an air ?ow assembly which includes 
(1) a fan mounted in said fan compartment, said fan 

being ?uidically connected to said air intake to 
receive ambient air, 

(2) a selector switch mounted on said ?rst side wall, 
(3) a fan motor connected to said fan and to a 

source of power via said selector switch, and 
(4) a fan output sensor mounted on said fan motor 
and generating a fan output signal corresponding 
to the output of said fan; 

C) an air heating assembly which includes 
(1) a plurality of heating elements mounted on said 

case side walls and connected to a source of 
power via said selector switch, each heating 
element having a length that differs from the 
length of adjacent heating elements,- with a lon 
gest heating element of said plurality of heating 
elements being located adjacent to said gap, 

(2) a control unit mounted in said case and connect 
ing said heating elements to the source of power, 
said control unit including 
(a) a temperature sensor mounted on said ?rst 

side wall and generating a temperature signal 
corresponding to the temperature adjacent to 
said main mirror, 

(b) a humidity sensor mounted on said ?rst side 
wall and generating a humidity signal corre 
sponding to the relative humidity adjacent to 
said main mirror, 

(c) control circuit means, 
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8 
(d) fan output signal receiving means connected 

to said circuit means, 
(e) temperature signal receiving means con 

nected to said circuit means, 
(i) humidity signal receiving means connected to 

said circuit means, 
(g) ?exible wall position signal receiving means 

connected to said circuit means, 
(h) a circuit element connecting said control 

circuit means to said heating elements and 
controlling the amount of power supplied to 
said heating elements to be a function of said 
temperature signal, said fan output signal, said 
?exible wall position signal, and said humidity 
signal; and 

D) a light assembly mounted in said hood and includ 
mg 
(l) a ?uorescent light; and 
(2) means connecting said ?uorescent light to said 

selector switch. , 

2. The bathroom cabinet de?ned in claim 1 wherein 
said ?exible wall moving means includes 

(a) a screw mounted on said ?rst side wall, 
(b) a nut-like element threadably mounted on said 

screw, 
(c) a top key mounted on said nut-like element, 
(d) a bottom key mounted on said nut-like element, 
(e) a bulkhead mounted on said fourth divider wall 

adjacent to said gap, 
(t) a top keyway slot de?ned in said bulkhead and 

slidably receiving said top key and extending essen 
tially entirely across the width dimension of said 
case, 

(g) a bottom keyway slot de?ned in said second di 
vider wall beneath said top keyway slot and slid 
ably receiving said bottom key and extending es 
sentially entirely across the width dimension of said 
case, and 

(h) a knob on said screw for rotating said screw. 
3. The bathroom cabinet de?ned in claim 2 further 

including a second ?uorescent light adjacent to said 
?rst ?uorescent light. 

4. The bathroom cabinet de?ned in claim 3 wherein 
said ?exible wall position sensor includes a means for 
counting the number of rotations of said screw. 

5. The bathroom cabinet de?ned in claim 4 wherein 
said longest heating element extends essentially entirely 
across the width dimension of said case, and a shortest 
heating element of said plurality of heating elements is 
located adjacent to said second wall. 

6. The bathroom cabinet de?ned in claim 5 wherein 
said shortest heating element extends for approximately 
one-eighth of the case width dimension. 

7. The bathroom cabinet de?ned in claim 6 wherein 
said ?exible wall distal end is located adjacent to said 
second side wall when said ?exible wall is in said second 
position. 

8. The bathroom cabinet de?ned in claim 7 wherein 
said shortest heating element is located adjacent to'said 
second side wall. 

9. The bathroom cabinet de?ned in claim 8 wherein 
the remaining heating elements of said plurality of heat 
ing elements are positioned between said longest and 
said shortest heating elements. 
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