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T0 on” whom it‘ may concern: . 
Be it known that 1, WILLIAM A. MAOAN, a 

citizen of the United States, residing at the 
city of Philadelphia, in the county of Phila 

5 delphia and State of Pennsylvania, have in 
vented certain new and useful Improvements 
in Detachable Jackets or Coverings for Steam 
and other Pipes, of which the following is a 
speci?cation. 

to My invention has relation to jackets or cov 
erings for steam and other pipes; and it re 
lates more particularly to their construction 
and arrangement for such purposes. 
The principal objects of my invention are 

{5 ?rst, to provide a comparatively simple, dur 
able, ef?cient and ornamental detachable cas 
ing or covering for steam and other pipes; 
second, to provide a casing, jacket or cover 
in g for the packing cylinders or sectional 

:0 tubes of steam and other pipes and so ar 
ranged as to be adapted to compensate for 
expansion and contraction; third, to provide 
a casing, jacket or covering for pipes having 
a ?exible material applied thereto and adapt 

2 5 ed to ?rmly support the same in position; 
fourth, to provide a jacket, casing or covering 
composed of strips of wood or other material 
with a canvas, asbestus or other backing fab 
ric or material applied thereto for supporting 

30 the samein position and with retaining means 
connected therewith ; ?fth, to provide a jacket, 
casing or covering for a steam or other com 
position covered or packed pipe or cylinder 
and with devices for detachably supporting 

5 5 the same to position in connection therewith; 
and sixth, to provide a jacket, casing or cov~ 
ering for a packed or covered pipe, tube or 
cylinder and retaining devices adapted to be 
connected therewith in such manner as to 

i 40 permit of expansion and to allow of contrac~ 
tion of the packing or covering of the pipe, 
tube or cylinder without affecting the sur 
rounding jacket, casing or covering. 
My invention consists of the improvements 

45 hereinafter described and claimed. 
The nature and general features of my in_ 

vention will be more fully understood from 
the following description taken in connection 
with the accompanying drawings forming part 

50 hereof; and in which-Q 
Figure 1, is a perspective view of a tube 
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or sectional cylinder packing for a steam or 
other pipe with a surrounding casing, jacket 
or covering provided With retaining means 
therefor and with detachable bands clipped 55 
to each other. and the said View embodying 
the features of my invention; and Fig. 2, is a 
similar view showing the tube or sectional 
packing cylinder with a ?exible or jointed cas 
ing or jacket partially surrounding the same 60 
in detached position and exposing to view the 
backing fabric or supporting medium or ma 
terial of the casing, jacket or covering. 
Referring to the drawings a, is a sectional 

cylinder or tube made of asbestus, magnesia 65 
or other material having a surrounding cover 
of canvas, asbestus or other preferred mate 
rial a’. 

b, is the surrounding casing, jacket or cov 
ering composed of a series of longitudinal 7o 
strips 17', of wood or other preferred material 
suitably applied or secured to a supporting 
medium or backing fabric or material as can 
vas, asbestus cloth or a non-heat conducting 
material 0. 

d, is a metal or other band provided at one 
end with a pivotally supported loop (1’, and 
at the other with a clip 0?, adapted to engage 
the loop 01', for ?rmly holding the surround 
ing jacket to position in contact with the 80 
packing cylinder or tube a. 

e, is a loop provided with a support 6’, rig 
idly secured to one of the longitudinal strips 
1)’, adjacent to the meeting edge or side of an 
other strip of the series of longitudinal strips 8 5 
b’, composing the jacket I), and provided with 
a clip 63, secured thereto and adapted to en 
gage With the loop 6’, for holding and main 
taining the jacket in contact with the inter 
nal sectional tube or cylinder a. go 
The casing, jacket or covering b, ?exibly 

connected with the pliable backing fabric or 
material or supporting medium a?ords the 
compensating means for expansion and con 
traction, due to abnormal heating or cooling 95 
‘of the internal packing tube or sectional cyl 
inder a. Moreover, this casing or jacket I), 
affords the means whereby the unsightly pack 
ving tube or cylinder a, due to discoloration 
by use, is concealed from view and such jacket :00 
presents the means also whereby an orna 
mental oolumn may be presented and at the 
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same time a surrounding jacket or covering 
that may be readily removed for repairs or 
replacing the packing of a pipe that has be 
come deteriorated by age or otherwise. 

It has been found in practice that steam 
and other pipes in time packed with asbestos, 
magnesia or other material discolor and dry 1 
out or crumble even though protected from 
external exposure. It has been found also in 
practice that if an expansible surrounding 
jacket or casing is suitably applied thereto, 
the life of such packed pipes, tubes or cylin 
ders, is prolonged, which is due to the fact that 
the same is protected from such atmospheric 
in?uences, tendingin a short time under cer 
tain conditions to appreciably deteriorate the 
same. Moreover such packing or composi 
tion coverings are affected by the action set 
up between the surrounding v‘atmosphere and 
the plastic material or composition constitut 
ing the packing in conjunction with the metal 
of the tubing or piping subjected internally 

according to circumstances to heat and cold, 
to deleterious action, but which is fully com 
pensated for and prevented by the employ 
ment of jackets or surrounding coverings of 
the present invention. 
Having thus described the nature and ob 

jects of ‘my invention, what I claim as new, 
and desire to secure by Letters Patent, is 
A removable two-part covering for steam 

pipes and the like, composed of magnesia, as 
bestus or the like, a casing composed of nar 
row longitudinal strips secured to a ?exible 
material and retaining devices, as described, 
for maintaining said casing to said covering, 
substantially as and for the purposes set forth. 

In testimony whereof I have hereunto set 
my signature in the presence of two subscrib 
ing witnesses. 
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WILLIAM A. MAGAN. 
Witnesses: 

THOMAS M. SMITH, 
RICHARD O. MAXWELL. 


