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FISHING APPARATUS 

This application is a division of Ser. No. 152,905, ?led 
Feb. 5, 1988, entitled FISHING APPARATUS, now 
US Pat. No. 4,831,772. 

FIELD OF THE INVENTION 

The present invention relates generally to apparatus 
adapted for use in connection with ?shing and, more 
particularly, but not by way of limitation, the present 
invention relates to a ?shing apparatus which includes a 
tackle box and a container having a container opening 
sized for receiving ?shing accessories wherein the con 
tainer is removeably connectable to the tackle box. The 
present invention also contemplates the container being 
adapted to be removeably connectable to a ?shing rod. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a partial perspective view of a tackle box 
constructed in accordance with the present invention 
and shown having some containers constructed in ac 
cordance with the present invention removeably con 
nected thereto, a portion of the tackle box being cut 
away to show a portion of the removeable connection 
between the containers and the tackle box. 
FIG. 2 is a perspective view of a removal plate con 

structed in accordance with the present invention 
which is removeably disposable in the tackle box in 
FIG. 1 and which is adapted to be removeably con 
nected to a plurality of the containers of FIG. 1. 
FIG. 3 is a partial perspective view of the removal 

plate of FIG. 2 showing four containers removeably 
connected thereto with an open space for receiving a 
?fth container to be removeably connected to the re 
moval plate. 
FIG. 4 is a partial prospective view of a typical con 

tainer of the type removeably connectable to the tackle 
box and to the ?shing rod as shown in FIGS. 7 and 8. 

FIG. 5 is a partial perspective view showing the 
bottom of the container of FIG. 4. 

FIG. 6 is a partial perspective view of a typical modi 
?ed container for holding a ?shing accessory of the type 
referred to as arti?cial bait, a typical arti?cial bait being 
shown disposed in the container in FIG. 6 with a seg 
ment of a ?shing line being shown in FIG. 6 connected 
to the arti?cial lure. 
FIG. 7 is a partial perspective, partial diagrammatic 

view of a segment of a ?shing rod with a third attach 
ment means connected thereto and adapted for being 
removeably connectable to the container shown in 
FIGS. 4 and 5 or 6. 
FIG. 8 is a view similar to FIG. 7, but showing a 

container removeably connected to the third attach 
ment means on_ the ?shing rod. 
FIG. 9 is a plan view of a plate portion of a third 

attachment means shown in FIGS. 7 and 8. 
FIG. 10 is a partial perspective view of a tackle box 

constructed similar to the tackle box shown in FIG. 1 
and a partial perspective view of a tray which is remov 
ably insertable into the tackle box. 

DESCRIPTION OF THE PREFERRED 
’ EMBODIMENTS 

Referring to the drawings in general and to FIG. 1 in 
particular, shown therein and designated by the general 
reference numeral 10 is a ?shing apparatus adapted for 
use with a ?shing accessories. For the most part, the 
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2 
?shing accessories contemplated by the present inven 
tion comprise various relative small items commonly 
used by individuals in connection with ?shing such as 
arti?cial bait common referred to in general terms as 
?shing lures and arti?cial flies, various scenting formu 
lations, hooks, ?shing line, relative small ?rst aid equip 
ment and the like. In use, the individual ?sherman may ' 
store various other items in the ?shing apparatus 10 of 
the present invention which the individual ?sherman 
contemplates may be useful in connection with his or 
her ?shing experiences and which may be of the type 
not generally thought of as “?shing accessories”; how 
ever, such additional items are contemplated by the 
present invention and the term "?shing accessories" is ‘ 
used herein is intended to contemplate accessories of 
this type which some individual ?sherman might not 
commonly contemplate "?shing accessories”. 
As shown in FIG. 1, the ?shing apparatus 10 includes 

a tackle box 12 with an upper end 14 and a lower end 16. 
An opening 18 is formed through the upperend 14 and 
extends a distance through the tackle box 12 forming an 
inside wall 20. The inside wall 20 more particularly 
comprises side walls 22 having an inside surface 24 and 
an outside surface 26 and a bottom wall 28 having an 
inside surface 30 and an outside surface 32. The inside 
surfaces of the side walls and the bottom wall 22 and 28 
comprise the inside wall 20 of the tackle box 12. In the 
particular embodiment shown in FIG. 1, the side walls 
22 and the bottom wall 28 are arranged and sized to 
form a generally rectangularly shaped tackle box 12 
with an opened upper end 14. 
A generally rectangularly tackle box lid 34 is movea 

bly connected to the upper end 14 of the tackle box 12. 
More particularly, one side of the tackle box lid 34 is 
moveably connected to the upper end 14 of the one of 
the side walls 22. The tackle box lid 34 is movable from 
an opened position (shown in FIG.'1) to a closed posi 
tion (not shown in the drawings). The tackle box lid 34 
has an inside surface 36 and an outside surface 38. 

In the opened position of the tackle box lid 34, the 
tackle box lid 34 substantially is removed from the 
opening 18 in the tackle box 12, thereby providing ac 
cess to the opening 18. In the closed position of the 
tackle box 34, the tackle box lid 34 is disposed generally 
adjacent the upper end 14 of the tackle box 12 and the 
tackle box lid 34 substantially encompasses and closes 
the opening 18 in the tackle box 12. The tackle box 12 
also includes closure means (not shown) for removeably 
securing the tackle box lid 34 in the closed position. 

First attachment means 42 is disposed generally on a 
portion of the inside wall 20 of the tackle box 12. More 
particularly, as shown in FIG. 1, the ?rst attachment 
means 42 is disposed generally on the inside surface 30 
of the bottom wall 28, for reasons which will be made 
more apparent below. 
As shown in FIGS. 1, 2 and 3, the ?rst attachment 

means 42 includes a plate 44 having an upper surface 46, 
‘a lower surface 48, a ?rst end 50 and a second end 52. 
An attachment material 54 such as Velcro is secured to 
the upper surface 46 of the plate 44 and extends gener 
ally between the ?rst and the second ends 50 and 52 of 
the plate 44. 
As shown in FIGS. 1, 3, 4 and 5, the ?shing apparatus 

10 also includes a plurality of containers 56, each of the 
containers 56 being identical in construction, only some 
of the containers 56 being designated by a reference 
numeral in FIG. 1. In a practical application, the con 
tainers 56 may be of different sizes. 
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Each container 56 includes outside walls 58 (FIGS. 4 
and 5) generally surrounding a portion of a container 
opening 60 (FIG. 4), the container opening 60 being 
sized for receiving ?shing accessories to be contained 
generally within the container 56. 
As shown in FIGS. 4 and 5, the container 56, more 

particularly, includes side walls 62 and a bottom wall 
64. The side walls 62 have an inside surface 66 and an 
outside surface 68 and the bottom wall has an inside 
surface 70 and an outside surface 72. The side walls 62 
and the bottom wall 64 comprise the outside walls 58 of 
the container 56. 
As shown in FIGS. 4 and 5, container lid 74 is movea 

bly connected to an upper end 76 of the container 56 
side walls 62. More particular, one side of the container 
lid 74 is moveably connected to the upper end 76 of one 
of the side walls 62. The container lid 74 is movable to 
an opened position and to a closed position. The con 
tainer lid 74 is sized and shaped so that the container lid 
74 substantially closes the container opening 60 in the 
closed position of the container lid 74 (shown in FIG. 5) 
and so the container lid 74 substantially is removed from 
the container opening 60 in the opened position thereby 
providing access to the container opening 60. The con 
tainer opening 60 is sized and shaped to receive ?shing 
accessories to be retained generally within the container 
opening 60 in the closed position of the container lid 74. 
A second attachment means 80 (shown in FIG. 4) 

includes a portion connected to a portion of the outside 
walls 58 of the container 56. More particularly, the 
second attachment means 80 includes a portion con 
nected to the outside surface 68 of the one of the side 
walls 62, as shown more clearly in FIG. 4. A portion of 
the second attachment means 80 connected to the out 
side surface 68 of one of the side walls 62, more particu 
larly, comprises a strip of attachment material 82, such 
as Velcro. The second attachment means 80 and the 
?rst attachment means 42 each are adapted so that the 
second attachment means 80 is removeably connectable 
to the ?rst attachment means 42 for removeably con 
necting the container 56 to the inside wall 20 of the 
tackle box 12. More particularly, the second attachment 
means 80 is adapted to be removeably connected to the 
portion of the ?rst attachment means 42 connected to 
the plate 44 for removeably connecting the container 56 
to the plate 44. 
The ?rst attachment means also includes a portion 

which is connected to the inside surface 36 of the tackle 
box lid 34, as shown in FIG. 1. More particularly, the 
second attachment means 80 includes attachment mate 
rial 84 which is secured to the inside surface 36 of the 
tackle box lid 34. The attachment material 84 also is a 
Velcro type of material. 
The second attachment means includes a portion 

connected to the outside surface 72 of the bottom wall 
64 of the container 56. This portion of the second at 
tachment means comprises an attachment material 86 
(shown in FIG. 5) such as Velcro material which is 
secured to the outside surface 72 of the bottom wall 64 
of the container 56. The attachment materials 84 and 86 
each are adapted so that the container 56 can be 
removeably secured to the inside surface 78 of the con 
tainer lid 74. As shown more clearly in FIG. 1, the 
tackle box lid 34 is sized and the attachment material 84 
is sized so that a plurality of containers 56 can be 
removeably secured or connected to the inside surface 
78 of the container lid 74, only one containers being 
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4 
shown in FIG. 1 connected to the inside surface 36 of 
the tackle box lid 34. 

It should be noted that it has been found with respect 
to particular embodiments of the invention that it is 
desirable to omit the ?rst attachment means and thus 
eliminate the attaching of containers 56 to the lid 74. 
As shown in FIG. 4, the container 56, in one pre 

ferred embodiment, includes an absorbent pad 88 dis 
posed on the inside surface 70 of the bottom wall 64. 
The absorbent pad 88 is constructed and adapted to 
receive and absorb scented material so that ?shing ac 
cessories, such as arti?cial lures, can be disposed in the 
container opening 60 generally on the absorbent pad 88 
and so the absorbent pad 88 then can impart the scented 
smell to the arti?cial bait disposed thereon during the 
time the arti?cal bait is retained generally within the 
container 56. Various types of materials are suitable for 
constructing the absorbent pad 88 in accordance with 
the present invention, one such material being commeri 
cally available from Gray Plastic Packaging Corp. of 
Bronyx, N.Y. designated as "polyester foam" with vari 
ous model numbers corresponding to different colors 
with one typical model number for a yellow pad mate 
rial being designated by the Model No. 916, for exam 
ple. 
Shown in FIG. 6, is a modi?ed container 560 which 

is constructed exactly like the container 56 shown in 
FIGS. 1, 3, 4 and 5 except the container 560 includes a 
line slot 90 formed in the upper end of one of the side 
walls 62. A typical arti?cial bait is shown in FIG. 6 
disposed in the container opening 60 and designated 
therein by the general reference numeral 92. As dia 
grammatically illustrated in FIG. 6, arti?cial bait com 
monly includes hooks 94 (only some of the hooks 94 
being designated by reference numerals in FIG. 6). The 
arti?cal bait 92 is connected to one end of a ?shing line, 
a fishing line being partially shown in FIG. 6 and desig 
nated therein by the reference numeral 98. In operation, 
the arti?cial bait 92 is disposed in the container opening 
60 with a portion of the ?shing line 98 extending 
through the line slot 90. With the container lid 74 in the 
closed position, the ?shing line 98, thus extends through 
the line slot 90. In practice, a connecting eye of the 
arti?cial bait 92 or a swivel or other connection to the 
arti?cial bait 92 can extend outside the container 560 so 
that the ?shing line 98 can be connected to the arti?cial 
bait 92 without the individual ?sherman actually han 
dling the arti?cial bait 92, the individual ?sherman han 
dling only the container 560 containing the arti?cial bait 
92 during the connecting of the ?shing line 98. When 
connecting the ?shing line 98 to the arti?cial bait 92 in 
this manner, the ?sherman does not have to handle the 
arti?cial bait 92 and thus the individual ?sherman is not 
exposed to the hooks 94 of the arti?cial bait 92 during 
this connecting process. This particular embodiment of 
the container 560 is also useful with the ?shing rod 100, 
shown in FIGS. 7 and 8 in a manner to be described in 
greater detail below. 

Fishing apparatus 10 also contemplates the ?shing 
rod 100 with a third attachment means 102 being con 
nected to the ?shing rod 100, as shown in FIGS. 7 and 
8. The third attachment means 102 is adapted to be 
removeably connected to a portion of the second at 
tachment means 80 for removeably connecting the con 
tainer 56 or 560 to the ?shing rod 100, the ?shing rod 
100 with the third attachment means 102 connected 
thereto being shown in FIG. 7 and the ?shing rod 100 
being shown in FIG. 8 with a container 560 removeably 
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connected thereto by way of a portion of the'second 
attachment means 80 and the third attachment means 
102. . 

As shown more clearly in FIG. 9, the third attach 
ment means 102 comprises a rod plate 104 having oppo 
site ends 106 and 108 and an upper surface 110. A pro 
trusion 112 extends generally from the end 106 of the 
rod plate 104 and another protrusion 114 extends a 
distance generally from the opposite end 108 of the rod 
plate 104. Attachment material is secured to the upper 
surface 110 of the rod plate 104. 
The rod plate 104 is disposed generally on a portion 

of the rod and the rod plate 104 is connected to the rod 
by wrapping material generally about the rod and about 
the protrusion 112 and 114 is shown more clearly in 
FIG. 7. As shown in FIG. 7, securing material 116 is 
wrapped about a portion of the ?shing rod 100 and 
about a portion of the protrusion 112 and securing mate 
rial 118 is wrapped about a portion of the ?shing rod 
100 and about a portion of the protrusion 114, the secur 
ing materials 116 and 118 cooperating to secure the rod 
plate 104 to the ?shing rod 100. 

In some instances, the rod plate 104 may be incorpo 
rated in the ?shing rod 100. In fact, a portion of the 
?shing rod 100 may be modi?ed to comprise the third 
attachment means 102 and the term “rod plate" a used 
herein is intended to encompass those instances where a 
portion of the ?shing rod 100 is shaped to receive the 
attachment material. 

In operation, the individual ?sherman would place 
various ?shing accessories in the various containers 56. 
Some of the containers 56 then would be removeably 
secured to the removal plate 44, the removal plate 44 
and the attachment material 54 connected thereto being 
shown in FIG. 3 as being adapted so that ?ve containers 
56 may be removeably connected thereto. The removal 
plate 44 with the containers 56 removeably connected 
thereto then, as an‘ assembly, can be disposed in the 
opening 18 in the tackle box 12 and positioned so the 
removal plate 44 is disposed generally on the inside 
surface 30 of the bottom wall 28. Thus, a plurality of 
containers 56 can be removeably inserted into and re 
moved from the opening 18 in the tackle box 12. As 
indicated in FIG. 1, the present invention contemplates 
a plurality of removal plates 44 with each removal plate 
44 having removably connected thereto a plurality of 
containers 56. In addition, a plurality of containers 56 
also are removeably secured to the inside surface 36 of 
the tackle box lid 34, as indicated in FIG. 1. 

Thus, the individual ?sherman has ?shing accessories 
stored in the tackle box 12 in individual containers 56 
and the containers 56 containing such ?shing accesso 
ries are removeably secured to the tackle box 12, 
thereby preventing such containers 56 from moving, 
shifting or otherwise rattling or becoming disorganized 
during transportation of the tackle box 12. In addition, 
the individual ?sherman now can organize ?shing ac 
cessories by anticipated need so that all accessories for 
a particular ?shing occasion might be removeably at 
tached to one of the removal plates 44 and then all the 
individual ?sherman has do is remove the particular 
removal plate 44 with the particular containers $6 
removeably attached thereto and transport the removal 
plate 44 with the particular containers 56 removeably 
attached thereto to a point of use. In this manner, the 
individual ?shermen would have all of the ?shing acces 
sories required at the point of use, all contained in the 
containers 56 attached to one of the removal plates 44. 
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6 
Obviously, all of the ?shing accessories for a particular 
occassion also could be attached to two of the removal 
plates 44. 

It is contemplated that at least some of the containers 
44 also include the absorbent pad 88, as shown in FIG. 
6. In this manner, the ?sherman can store particular 
?shing accessories such as arti?cial bait 92 in the partic 
ular containers 56a and the arti?cial bait stored therein 
will be exposed to the scent during the storage of the 
arti?cial bait 92 in the containers 560. Thus, when the 
individual ?sherman desires to use the arti?cial bait, the 
arti?cial bait already has absorbed thereon the particu 
lar desired scent. 

Further, the individual ?sherman may store particu 
lar arti?cial bait 92 in the modi?ed containers 56a with 
the connection for the arti?cial bait 92 extending from 
the containers 560. When the ?sherman desires to use a 
particular arti?cial bait, the individual ?sherman re 
moves the container 560 containing the desired arti?cial 
bait and the individual ?sherman then can attach the 
?shing line 98 to the arti?cial bait 92 without removing 
the arti?cial bait 92 from the container 56. The con 
tainer 560 with the arti?cial bait 92 contained therein 
and with the ?shing line 98 connected thereto then can 
be removeably attached to the ?shing rod 100 by way of 
the third attachment means 102 connected to the ?shing 
rod 100. When it is desired to use the particular arti?cial 
bait in a ?shing situtation, the individual ?sherman sim 
ply removes the arti?cial bait from the container 560 
and utilizes the arti?cial bait in a known manner for 
?shing purposes. While ?shing, the container 560 can 
remain removeably attached to the ?shing rod 100 
thereby providing a quick and readily available means 
for restoring the arti?cial bait 92 during times of brief _ 
usage. When the ?shing experience is terminated at least 
with respect to the particular arti?cial bait stored in the 
particular container 560 removeably attached to the 
?shing rod 100, the individual ?sherman simply dis 
poses the arti?cial bait 92 in the container opening 60 
with the line 98 extending through the line slot 90 and 
then the individual ?sherman closes the container lid 74. 
After closing the container lid 74, the individual ?sher 
man simply disconnects the ?shing line 98 from the 
arti?cial bait 92 and the container 560 with the arti?cial 
bait 92 therein can be reattached to the removal plate 44 
or to the inside surface 36 of the tackle box lid 34. 
Shown in FIG. 10 is a tackle box 120 which is con 

structed exactly like the tackle box 12 shown in FIG. 1 
and described in detail before, except the tackle box 120 
does not include attachment material 84 connected to 
the tackle box lid 34a. Further, the tackle box 120 is 
adapted to receive and support a tackle tray 120. The 
tackle tray 120 includes a tray 122 portion with a handle 
124 connected to a central portion of the tray 122. 
The tray 122 is sized and shaped to receive and sup 

port at least one removal plate 44 with containers 56 
removably connected thereto. In addition, the tray 122 
is shaped and adapted to support additional or other 
?shing accessories. 

Utilizing the tackle tray 120, the individual ?sherman, 
can organize ?shing accessories by anticipated need so 
that all accessories for a particular ?shing occasion 
might be removably supported on the tray 122, includ 
ing the removal plate 44 with the containers 56 remov 
ably attached thereto. In this rnanner, the ?sherman 
would have all of the ?shing accessories required at the 
point of use for a particular ?shing occasion by simply 
removing the tackle tray 120 and transporting the tackle 
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tray 120 ?shing site, the tackle tray 120 being removable 
from the tackle box 120 by way of the handle 124. 
Although the present invention speci?cally has been 

described herein with respect to ?shing apparatus and 
?shing accessories it should be noted that the tackle box 
12 and the containers 56 removeably connected thereto 
can be utilized for storing various other accessories 
such as nuts, bolts, screws or any other small items 
desired to be stored. 

Either the tackle box or the containers or both or 
some of the containers can be constructed of a soft, 
?exible material. In this instance, the tackle box would 
be folded-up for carrying. 
Changes may be made in the construction and the 

operation of the various components, assemblies and 
elements described herein without departing from the 
spirit and the scope of the invention as de?ned in the 
following claims. 
What is claimed is: 
1. A ?shing apparatus adapted for use with ?shing 

accessories, comprising: 
a tackle box having an upper end and a lower end 

with an opening extending through the upper end 
and forming an inside wall; 

?rst attachment means disposed generally on a por 
tion of the inside wall in the tackle box; 

a plurality of containers, each container having out 
side walls generally surrounding a portion of a 
container opening and having an upper end and a 
lower end with the container opening intersecting 
the upper end, each container opening being sized 
for receiving ?shing accessories; ‘ 

a plurality of second attachment means, each second 
attachment means having a portion connected to 
the outside wall of one of the containers, each 
second attachment means and the ?rst attachment 
means being adapted so each second attachment 
means is removably connectable to the ?rst attach 
ment means for removably connecting each of the 
containers to the inside wall of the tackle box; and 

a removal plate shaped and adapted for removable 
insertion into the opening in the tackle box and 
being disposable and supportable within the tackle 
box, a portion of the ?rst attachment means being 
connected to the removal plate and adapted to be 
removably connected to portions of the second 
attachment means on the containers whereby a 
plurality of the containers are removably connect 
able to the removal plate by way of the ?rst and the 

.' second attachment means. 
2. The ?shing apparatus of claim 1 de?ned further to 

include a plurality of removal plates, each removal plate 
being removeably insertable within the opening in the 
tackle box and each removal plate having a portion of 
the second attachment means connected thereto for 
removeably connecting a plurality of containers to each 
removal plate. 

3. The ?shing apparatus of claim 2 de?ned further to 
include: 

a tackle box lid moveably connected to the upper end 
of the tackle box for movement‘ to an open position 
and to a closed position, the tackle box lid substan 
tially closing the opening in the tackle box in the 
closed position of the tackle box lid and the tackle 
box lid being substantially removed from the open 
ing in the tackle box in the open position of the 
tackle box lid, the tackle box lid having an inside 
surface; and 
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8 
wherein the ?rst attachment means is de?ned further to 
include portions connected to the inside surface of the ‘ 
tackle box lid, some of the containers being removeably 
connected to the inside surface of the tackle box lid by 
way of the ?rst and second attachment means. 

4. A ?shing apparatus adapted for use with ?shing 
accessories, comprising: 

a tackle box having an upper end and a lower end 
with an opening extending through the upper end 
and forming an inside wall; 

?rst attachment means disposed generally on a por 
tion of the inside wall in the tackle box; 

a plurality of containers, each container having out 
side walls generally surrounding a portion of a 
container opening and having an upper end and a 
lower end with the container opening intersecting 
the upper end, each container opening being sized. 
for receiving ?shing accessories; 

a tackle box lid moveably connected to the upper end 
of the tackle box for movement to an open position 
and to a closed position, the tackle box lid substan 
tially closing the opening in the tackle box in the 
closed position of the tackle box lid and the tackle 
box lid being substantially removed from the open 
ing in the tackle box in the open position of the 
tackle box lid, the tackle box lid having an inside 
surface; , ' 

a plurality of second attachment means, each second 
attachment means having a portion connected to 
the outside wall of one of the containers, each of 
the second attachment means and the ?rst attach 
ment means being adapted so that each of the sec 
‘ond attachment means'is removably connectable to 
the ?rst attachment means for removably connect 
ing the containers to the inside wall of the tackle 
box, the ?rst attachment means including a portion 
connected to the inside surface of the tackle box lid 
whereby some of the containers are removably 
connectable to the inside surface of the tackle box 
lid by way of the ?rst and the second attachment 
means. 

5. The ?shing apparatus of claim 4 also adapted for 
use with a ?shing rod and de?ned further to include: 

third attachment means connected to the ?shing rod 
and adapted to be removeably connected to the 
second attachment means for removeably connect 
ing the container to the ?shing rod. 

6. The ?shing apparatus of claim 5 de?ned further to 
include: 

a rod plate connected to the ?shing rod, the third 
attachment means being connected to the rod plate. 

7. A ?shing gapparatus adapted for use with ?shing 
accessories, comprising: 

a tackle box having an upper end and a lower end 
with an opening extending through the upper end 
and forming an inside wall; 

?rst attachment means disposed generally on a por 
tion of the inside wall of the tackle box with the 
?rst attachment means comprising Velcro ®; 

a container having outside walls generally surround 
ing a portion of a container opening and having an 
upper end and a lower end with the container 
opening intersecting the upper end, the container 
opening being sized for receiving ?shing accesso 
ries; and 

a second attachment means having a portion con~ 
nected to a portion of the outside wall of the con 
tainer, the second attachment means and the ?rst 
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attachment means each being adapted so the sec 
ond attachment means is removably connectable to 
the ?rst attachment means for removably connect 
ing the container to the inside wall of the tackle 
box, the second attachment means comprising Vel 
cro ®. 

8. The ?shing apparatus of claim 7 wherein the con 
tainer is de?ned further as having side walls with an 
inside surface and an outside surface and a bottom wall 
with an inside surface and an outside surface, the out 
side surfaces of the side walls and the bottom wall form 
ing the outside wall of the container. 

9. The ?shing apparatus of claim 7 de?ned further to 
include: ' 

a container lid moveable connected to the upper end 
of the container and being moveable to an open and 
to a closed position, the container lid substantially 
closing the container opening'in the closed position 
and the container lid being substantially removed 
from the container opening in the open position. 

10. The ?shing apparatus of claim 7 de?ned further to 
include: 

a tackle tray adapted to receive and support ?shing 
accessories and being removably insertable within 
the tackle box, the tackle tray being generally re 
movably supported within the opening in the 
tackle box. ' ' 

11. The ?shing apparatus adapted for use with ?shing 
accessories and a ?shing rod, comprising: 

a container having outside walls generally surround 
ing a portion of a container opening and having an 
upper end and a lower end with the container 
opening intersecting the upper end, the container 
opening being sized for receiving ?shing accesso 
ries; 

second attachment means having a portion connected 
to a portion of the outside wall of the container; 

a rod plate connected to the ?shing rod; and, 
third attachment means connected to the rod plate 
and adapted to be removably connected to the 
second attachment means for removably connect 
ing the container to the rod plate. 

12. The ?shing apparatus of claim 11 wherein the 
third attachment means and the second attachment each 
are de?ned further as comprising Velcro. 

13. The ?shing apparatus of claim 11 wherein the 
second attachment means is de?ned further as including 
a portion connected to the bottom wall for removably 
connecting the container to the third attachment means 
on the ?shing rod. . 

14. The ?shing apparatus of claim 11 wherein the 
second attachment means is de?ned further as compris 
ing Velcro. ' 

15. The ?shing apparatus of claim 11 wherein the 
third attachment means and the second attachment each 
are de?ned further as comprising Velcro. 

16. The ?shing apparatus adapted for use with ?shing 
accessories comprising: 

a tackle box having an upper end and a lower end 
with an opening extending through the upper end 
and forming an inside wall; 

?rst attachment means disposed generally on a por 
tion of the inside wall in the tackle; 

a container having outside walls generally surround 
ing a portion of a container opening and having an 
upper end and a lower end with the container 
opening intersecting the upper end, the container 
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opening being sized for receiving ?shing accesso 
nes; 

second attachment means having a portion connected 
to a portion of the outside wall of the container, the 
second attachment means and the ?rst attachment 
means each being adapted so the second attach 
ment means is removably connectable to the ?rst 
attachment means for removably connecting the 
container to the inside wall of the tackle box; and 

third attachment means connected to the ?shing rod 
adapted to be removeably connected to the second 
attachment means for removeably connecting the 
container to the ?shing rod. 

17. The ?shing apparatus of claim 16 wherein the 
container is de?ned further as having side walls with an 
inside surface and an outside surface and a bottom wall 
with an inside surface and an outside surface, the out 
side surfaces of the side walls and the bottom wall form 
ing the outside wall of the container. 

18. The ?shing apparatus of claim 16 further compris 
mg: 

a container lid moveable connected to the upper end 
of the container and being movable to an open and 
to a closed position, the container lid substantially 
closing the container opening in the closed position 
and the container lid being substantially removed 
from the container opening in the open position. 

19. The ?shingapparatus of claim 16 wherein the 
outside walls of the container are de?ned further to 
include side walls and a bottom wall, and wherein the 
second attachment means is de?ned further as including 
a portion connected to the side walls for removably 
connecting the container to said ?rst attachment means. 

20. A ?shing apparatus adapted for use with ?shing 
accessories, comprising: _ . 

a tackle box having an upper end and a lower end 
_ with an opening extending through the upper end 
and forming an inside wall; ‘ 

‘ ?rst attachment means disposed generally on a por- - 

tion of the inside wall in the tackle; 
a container having outside walls generally surround 

ing a portion of a container opening and having an 
upper end and a lower end with the container 
opening intersecting the upper end, the container 
opening being sized for receiving ?shing accesso 
nes; 

second attachment means having a portion connected 
to a portion of the outside wall of the container, the 
second attachment means being removably con 
nectable to the ?rst attachment means for remov 
ably connecting the container to the inside wall of 
the tackle box; 

a rod plate connected to the ?shing rod; 
third attachment means connected to the ?shing rod 

plate and adapted to be removably connected to 
the second attachment means for removeably con 

' necting the container to the rod plate. 
21. A ?shing apparatus adapted for use with ?shing 

accessories, comprising: 
a tackle box having an upper end and a lower end 

with an opening extending through the upper end 
and forming an inside wall; 

?rst attachment means disposed generally on a por 
tion of the inside wall in the tackle; 

a container having outside walls generally surround 
ing a portion of a container opening and having an 
upper end and a lower end with the container 
opening intersecting the upper end, the container 
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opening being sized for receiving ?shing accesso 
ries, the outside walls of the container comprising 
side walls and a bottom wall; 

second attachment means having a portion connected 
to the bottom wall of the container, the second 
attachment means being removably connectable to 
the ?rst attachment means for removably connect 
ing the container to the inside wall of the tackle 
box; 

third attachment means connected to the ?shing rod 
and adapted to be removably connected to the 
portion of the second attachment means connected 
to the bottom of the container for removably con 
necting the container to the third attachment 
means of the ?shing rod. 

22. A ?shing apparatus adapted for use with ?shing 
accessories, comprising: 

a tackle box having an upper end and a lower end 
with an opening extending through the upper end 
and forming an inside wall, the tackle box includ 
ing side walls having an inside surface and an out 
side surface and a bottom wall having an inside 
surface and an outside surface, the inside surfaces 
of the side wall and the bottom wall forming the 
inside wall of the tackle box; 

?rst attachment means disposed generally on the 
inside surface of the bottom wall; 

a container having outside walls generally surround 
ing a portion of a container opening and having an 
upper end and a lower end with the container 
opening intersecting the upper end, the container 
opening being sized for receiving ?shing accesso 
ries, the outside walls of the container comprising 
side walls and a bottom wall; and 

second attachment means having a portion connected 
to a portion ofthe outside wall ofthe container. the 
second attachment means and the ?rst attachment 
means each being adapted so the second attach 
ment means is removably connectable to the ?rst 
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attachment means for removably connecting the 
container to the inside wall of the tackle box. 

23. A ?shing apparatus adapted for use with ?shing 
accessories, comprising: 

a tackle box having an upper end and a lower end 
with an opening extending through the upper end 
and forming an inside wall; 

a tackle tray adapted to receive and support ?shing 
accessories and being removably insertable within 
the tackle box, the tackle tray being generally re 
movably supported within the opening in the 
tackle box; 

a removal plate shaped and sized for being removably 
insertable into the tackle tray and being disposable 
and supportable generally on the tackle tray; ' 

?rst attachment means disposed generally on a por 
tion of the inside wall in the tackle box; 

a plurality of containers, each container having out 
side wall generally surrounding a portion of a con‘ 
tainer opening and having an upper end and a 
lower end with the container opening intersecting 
the upper end, each container opening being sized 
for receiving ?shing accessories; 

a plurality of second attachment means, each second 
attachment means having a portion connected to a 
portion of the outside walls of one of the contain 
ers, each second attachment means and the ?rst 
attachment means being adapted so that each sec 
ond attachment means is removably connectable to 
the ?rst attachment means for removably connect 
ing one of the containers to the inside wall of the 
tackle box, a portion of the ?rst attachment means 
being connected to the removal plate and adapted . 
to be removably connected to portions of at least 
some of the second attachment means on the con 
tainers whereby at least some of the containers are 
removably connectable to the removal plate by 
way of the ?rst and the attachment means. 
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