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SUTURE COATED WITH A POLYVINYL ESTER 

BACKGROUND OF THE INVENTION 
This invention relates to coated surgical sutures. 

More speci?cally, it relates to sutures coated with a 
vinyl polymer and to a method for improving the knot 
tiedown performance of a surgical suture. 

Surgical sutures often require a surface coating to 
improve one or more of their performance properties. 
For example, a multi?lament suture typically requires a 
surface coating to improve the tactile smoothness, pli 
ability and tiedown performance of the suture, so it 
passes easily and smoothly through tissue during opera 
tive procedures. A mono?lament suture may also re 
quire a surface coating to reduce the stiff feel of the 
suture and to increase its pliability. 

In response to the need for suitable coatings for surgi 
cal sutures, numerous patents have disclosed potential 
coating compositions. U.S. Pat. No. 3,942,532 discloses 
a polyester coating for multi?lament sutures. The pre 
ferred polyester coating is polybutilate, which is the 
condensation product of l,4-butanediol and adipic acid. 
U.S. Pat. No. 4,105,034 discloses a multi?lament suture 
coating of a poly(alkylene oxalate), e.g. poly(hex 
amethylene oxalate). Although the coating composi 
tions disclosed in these patents exhibit excellent han 
dling characteristics and enhance many of the proper 
ties of the coated suture, the knot integrity of the coated 
suture diminishes slightly. 

U.S. Pat. No. 3,527,650 discloses a coating composi 
tion of polytetra?uoroethylene (PTFE) particles in an 
acrylic latex. Although PTFE acts as an excellent lubri 
cant to decrease the roughness of multi?lament sutures, 
it has a tendency to ?ake off during use. Also, this par 
ticular coating is a thermoset which requires a curing 
step for proper application. U.S. Pat. No. 4,043,344 
discloses a PLURONICS ethylene oxide/propylene 
oxide copolymer coating for nonabsorbable surgical 
sutures. Unfortunately, these copolymer coatings lose 
their lubricity during wet tiedown evaluations. 

In view of the deficiencies with the potential candi 
dates for suture coatings, it would be desirable to de 
velop a coating for a suture that can be applied using 
conventional techniques, that increases the tactile 
smoothness of the coated suture without sacri?cing its 
physical properties, and that does not adversely affect 
the knot integrity of the suture. 

SUMMARY OF THE INVENTION 

In one aspect, the invention is a suture having its 
surface coated with an amount of at least one polyvinyl 
ester effective to improve its knot tiedown performance 
relative to the knot tiedown performance of the un 
coated suture. 

In another aspect, the invention is a method of im 
proving the knot tiedown performance of a suture. This 
method comprises the steps of coating the surface of the 
suture with an effective amount of a solution of at least 
one polyvinyl ester in an organic solvent, and then 
removing the solvent from the coated suture. 
The polyvinyl ester coating of ‘this invention can be 

applied to the surface of a suture using conventional 
techniques. The knot tiedown performance of the 
coated suture, which is an indication of its tactile 
smoothness, dramatically improves without sacri?cing 
the tensile properties of the coated suture. Surprisingly, 
these improvements in properties are acheived without 
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2 
adversely affecting the knot security of the coated su 
ture. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Polyvinyl (PV) esters within the scope of this inven 
tion are known and can be prepared by conventional 
techniques, for example, by polymerizing a vinyl ester , 
monomer using a free radical initiation process. Prefera 
bly, the PV ester is represented by repeating units of the 
formula: ' 

CH;- CH 

wherein R is C630 straight or branched alkyl. 
If the alkyl group of the formula above were to have 

less than 10 carbons, then the ester would not typically 
exhibit good coating properties. If the alkyl group were 
to have greater than 30 carbons, then the availability 
and purity of the ester would typically not be desirable 
for coating applications. Preferably, R is C1448 straight 
alkyl. The most preferred PV ester is polyvinyl stearate. 
The amount of PV'ester coated onto the surface of 

the suture to improve knot tiedown performance will 
generally depend on the molecular weight of the PV 
ester and can readily be determined empirically. In most 
instances, the required amount of PV ester decreases as 
its molecular weight increases. Advantageously, the 
amount of PV ester coated onto the suture ranges from 
about 0.3 to about 20, preferably from about 0.5 to about 
15 percent of the weight of the coated suture. Gener 
ally, amounts greater than 20 weight percent may com 
promise the knot security of the coated suture and 
amounts below 0.3 weight percent may fail to achieve 
any signi?cant improvement in suture properties. The 
suture can be coated with not only one PV ester, but 
also a mixture of 2 or more PV esters, if desired. Prefer 
ably, the suture is coated with one PV ester. 
The PV ester coatings of this invention are typically 

characterized by a weight average molecular weight as 
determined by gel permeation chromatography ranging 
from about 50,000 to about 2,000,000, preferably from 
about 100,000 to about 1,000,000, and most perferably 
from about 200,000 to about 500,000. A PV ester with 
molecular weight below 50,000 may fail to signi?cantly 
improve the knot tiedown of a coated suture, and a PV 
ester with molecular weight above 2,000,000 may in 
crease the stiffness of the coated suture. 

Sutures within the scope of this invention can be of 
any type used or contemplated for operative proce 
dures. The suture can be synthetic or natural, absorb 
able or nonabsorbable, or a mono?lament or multi?la 
ment in a braided, twisted or covered form. In addition, 
the sutures can be attached to one or more needles, if 
desired. Examples of absorbable mono?lament sutures 
include natural sutures such as surgical gut and colla 
gen, and synthetic sutures such as homopolymers and 
copolymers of p-dioxanone. Examples of absorbable 
multi?lament sutures include sutures prepared from 
?ber-forming polymers of one or more lactones, e.g. 
VICRYL ® poly(lactide-co-glycolide) multi?lament 
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suture. Examples of nonabsorbable mono?lament and 
multi?lament sutures include nylon, polypropylene, 
steel, polyvinylidene ?uoride, linen, cotton, silk, and 
polyesters such as polyethylene terephthalate (PET). 
The preferred sutures are nonabsorbable, multi?lament 
sutures, preferably polyester sutures. The most pre 
ferred suture is PET. 
The organic solvent for the PV ester coating of this 

invention is advantageously a solvent which has a nor 
mal boiling point no greater than 120° C. Examples of 
suitable organic solvents include but are not limited to 
chlorinated aliphatic solvents such as 1,1,2-trich1oroe 
thane and aromatic solvents such as toluene. 
The coating can easily be prepared by simply dis 

solving the PV ester into the appropriate organic sol 
vent. The concentration of the ester in solution will, of 
course, depend on the amount of PV ester desirably 
coated onto the surface of the suture, but generally 
should range from about 3 to about 20, preferably from 
about 5 to about 15 weight percent. 
Once a solution of the PV ester is prepared, a suture 

can be coated using conventional coating techniques, 
e.g. dipping, spraying, etc. After the coating is applied, 
the solvent can be removed by drying in air, or by other 
techniques well known in the art, for example, remov 
ing the solvent at an elevated temPerature under vac 
uum. . 

The organic solvent and the preparation of a coating 
solution for application is normally required for coating 
multi?lament sutures. However, an alternative ap 
proach is feasible for coating mono?lament sutures 
without requiring the preparation of coating solution. If 
a synthetic mono?lament suture is to be coated, then the 
?ber-forming polymer from which the suture is derived 
could be coextruded with a suitably low molecular 
weight PV ester so that the ester could exude to the 
surface of the ?ber during extrusion to increase its tac 
tile smoothness. Such methods have been demonstrated 
to enhance the lubricity and knotting characteristics of 
the ?ber-forming polymer. 
The PV ester in preferred embodiments of this inven 

tion is an essentially nonabsorbable, water insoluble, 
waxy solid. However, the ester can be modi?ed-or 
additives can be incorporated into the coating composi 
tion to tailor coating properties for speci?c applications. 
For example, the ester can be made water soluble by 
copolymerizing the ester with a polyvinyl alcohol and 
/or polyvinyl pyrrolidone. Alternatively, a vinyl alco 
hol ester could be copolymerized with vinyl alcohol 
and/or vinyl pyrrolidone. A bioabsorbable ester espe 
cially suited for absorbable sutures can be prepared by 
?rst functionalizing a low molecular weight PV ester, 
and then copolymerizing it with one or more lactones, 
e.g. glycolide, e-Caprolactone, lactide, p-dioxanone, 
and the like. Similarly, silicone lubricating agents such 
as polydimethylsiloxane resins and elastomers, as well 
as other known polymeric coatings such as homopoly 
mers and copolymers of p-dioxanone and PLURON 
ICS ethylene oxide/propylene oxide copolymers, can 
be added to the coating composition to modify or en 
hance the ?nal properties of the coated suture. All of 
these embodiments, as well as similar embodiments to 
modify or enhance the coated suture properties, are 
well within the scope of the claimed invention. 
Although the PV ester has been described as a coat 

ing for surgical sutures, noncoating applications can be 
readily envisioned. Forexample, the PV ester may be 
used as a slip agent in thermo-dye transfer processes, as 
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4 
an elastomeric component for polyester molding com 
pounds for bumpers and dashboards of automobiles, as 
a component in tissue adhesives for dentistry and sur 
gery and as a component in jet printing ink applications. 
The following example illustrates but is in no way 

intended to limit the scope of the claimed invention. In 
the example, the tensile properties, tiedown roughness 
and knot security are each determined using an Instron 
Tensile Tester. The tensile properties, i.e. the straight 
and knot tensile strength and the percent elongation, are 
determined generally according to the procedures de 
scribed in US. Pat. No. 4,838,267. The tiedown rough 
ness is a measure of the knot tiedown performance. It 
provides an indication of the force required to slide a 
knot down a suture, and it is determined generally ac 
cording to the procedure described in US. Pat. No. 
3,942,532. The knot security, which provides an indica 
tion as to the number of throws required to secure'a 
knot so that it fails to slip before cleanly breaking, is 
measured by ?rst tieing a conventional square knot 
around a mandrel, pulling the knot apart on the Instron 
Tester to ‘observe whether slipping occurs, and if so, 
then tieing knots with additional throws until 20 out of 
20 knots break cleanly without slipping. 

EXAMPLE 

For each of three runs, a solution of .polyvinyl stea 
rate with a weight average molecular weight of 239,000 
and a melting temperature of 48° C. in toluene is pre 
pared. A size 2/0 (USP standard) MERSILENE® 
PET braided multi?lament suture is coated at room 
temperature with the coating solution using conven 
tional laboratory coating equipment, and the coated 
suture is subsequently dried in air at 110° F. to remove 

. the toluene. Table 1 compares the tensile and tiedown 
roughness properties and the knot security characteris 
tics for each of the three runs with an uncoated MERSI 
LENE PET braided multi?lament suture. 

TABLE 1 
PROPERTIES OF POLYESTER SUTURE COATED 

WITH POLYVINYL STEARATE (PVS) 

PVS COATING 
CONCENTRATION 

IN TOLUENE, UNCOATED 
WT. PERCENT SUTURE 

5.15 8.10 12.15 CONTROL 

Percent Solids], wt. 0.97 1.74 5.20 - 
Suture Diameter, mils. 13.60 13.64 13.93 13.23 
Dry Tiedown 140.4 127.8 118.6 355.5 
Roughness, gms. 
Wet Tiedown 126.2 135.4 137.1 249.2 
Roughness, gms. 
Wet Knot Security 4 4 4 4 
Dry Knot Tensile 52,567 51,973 50,232 52,458 
Strength, psi 
Wet Knot Tensile 53,971 54,452 48,832 56,794 
Strength, psi 
Dry Straight 94,882 94,235 91,994 102,946 
Tensile Strength, psi ' 
Percent Elongation 14.70 15.00 16.30 16.27 

1Determined by measuring the difference in weight between the coated and un 
coated suture. 
2Wet properties are determined after soaking the suture in water at 25‘ C. for at least 
24 hours. 

The results indicate that the polyester suture coated 
with a varying amount of polyvinyl stearate exhibits 
signi?cantly improved dry and wet tiedown roughness 
relative to that of the uncoated suture. The improved 
roughness is achieved without sacri?cing knot security 
or the tensile properties of the uncoated suture. Gener 
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ally, a wet tiedown roughness of less than 200 grams, b) removing the solvent from the coated suture so as 
preferably less than 150 grams, for the coated sutures of to Coat th? Suture Wlth an amount of the homopoly 

mer from 0.3 to 20 percent of the weight of the 
coated suture. 

5 2. The method of claim 1 wherein the solution of the 
homopolymer of a vinyl ester monomer is a solution of 

this invention can be readily obtained. 
Similar outstanding results can be obtained with 

other PV ester coatings within the scope of the claimed 

mvemlonj between 0.5 to 15 weight percent of the homopolymer 
we clam‘: _ _ _ in toluene. 

1- A method of 1mPr°Y1Pg the knot tledown Perfor' 3. The method of claim 2 wherein the solvent is re 
mahce of} Suture Compnslhg the st‘5P5 of? _ l0 moved by drying the coated surface in air. 

a) coatlhg an outer surface of the suture with a $0111- 4. The method of claim 3 wherein the coated suture is 
tion of at least one homopolymer of a vinyl ester dried at a temperature greater than room temperature. 
monomer in an organic solvent, and then ‘ * " * " 
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