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[57] ABSTRACT 

A highly selective, sensitive, fast detection system and 
method are disclosed for detecting vapors of speci?c 
compounds in air. Vapors emanating from compounds 
such as explosives, or stripped from surfaces using heat 
and suction from a hand-held sample gun, are collected 
on surfaces coated with gas chromatograph (GC) mate 
rial which trap explosives vapors but repel nitric oxide, 
then are desorbed and concentrated in one or more cold 
spot concentrators. A high speed gas chromatrograph 
(GC) separates the vapors, after which speci?c vapors 
are decomposed in two pyrolyzers arranged in parallel 
and the resulting nitric oxide is detected. A low temper 
ature pyrolyzer with silver produces NO from nitra~ 
mines or nitrite esters; a high temperature pyrolyzer 
decomposes all explosives vapors to permit detection of 
the remaining explosives. Also disclosed is a series ar~ 
rangement of pyrolyzers and gas chromatographs and 
an NO detector to time-shift detection of certain vapors 
and facilitate very fast GC analyses. The use of hydro 
gen as a carrier gas, plus unique collectors and concen 
trators, high speed heaters, NO detectors, and very fast, 
temperature-programmable GC’s enhance selectivity, 
sensitivity and speed of detection. 

13 Claims, 14 Drawing Sheets 
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VAPOR COLLECTOR/DESORBER WITH 
METALLIC RIBBON 

This invention was made with Government support 
under Contract No. DTRS-57-84-C-00063 awarded by 
the Department of Transportation. The Government 
has certain rights in this invention. 

BACKGROUND AND OBJECTS OF THE 
INVENTION 

This invention relates to selective detection of spe 
ci?c nitrogen-containing compounds and in particular 
to the collection and desorbtion of vapors, such as ex 
plosives vapors present in air samples or airborne sam 
ples acquired from surfaces. 

Detection of explosives carried by persons or con 
cealed in buildings, airplanes, ‘cars or other locations 
can be vital to prevention of injuries and damage to 
property. However, detection by direct searching is 
quite costly and time-consuming, can at times be dan 
gerous, and can also be susceptible to error. Thus, it is 
desirable to detect explosives somewhat indirectly, as 
by their presence in very small amounts of ‘vapors in air 
or other gases which have been in contact with explo 
sives in solid or liquid form. 
To be effective, devices for detecting vapors of se 

lected comounds such as explosives in air must ful?ll 
several requirements. They must, of course, be reliable. 
Also, they need to be highly sensitive in order to detect 
the minute quantities (parts per quadrillion (1015) or 
less) present in vapors and which in turn may indicate 
the presence of much larger quantities of the com 
pounds. It is essential that explosives detection systems 
be very selective so as to prevent or minimize false 
alarms which would result from detection of com 
pounds which are not explosives, and yet be highly 
reliable so that no explosives present are overlooked or 
not detected. In certain applications, such as screening 
persons for possession of explosives, detectors must 
operate rapidly-they must determine, essentially in 
real time, whether explosives are present-and they 
should also be as non-intrusive as possible. For many 
situations, it is important that the detector identify the 
speci?c explosive detected. Other characteristics which 
may be important in an explosives detector are that it be 
portable, rugged, and able to function in harsh environ 
ments. 

Various systems are known for detecting speci?c 
compounds such as explosives, but none have provided 
the combination of selectivity, sensitivity, reliability, 
and rapid response needed for an effective and reliable 
detector. Systems such as electron capture detectors, 
mass spectrometers, ion mobility spectrometers, and 
nitric oxide chemiluminescence analyzers have been 
employed for detecting explosives, as have certain ani 
mals (notably dogs). The systems may perform satisfac 
torily if provided with high or moderate levels of cer 
tain explosives vapors and if allowed ample time for 
analysis. However, they generally are slow and also fail 
to provide the selectivity to distinguish explosives from 
various other compounds, particularly nitrogen-con 
taining compounds, whose vapors may be present along 
with the explosives. The selectivity of such systems 
decreases as the amount of speci?c vapors available for 
detection decreases and is a signi?cant drawback in 
detection of low levels of explosives. Attempts to col 
lect and preconcentrate explosives vapors have resulted 

20 

25 

30 

35 

45 

55 

65 

2 
in premature breakdown of the explosives vapors dur 
ing their subsequent release for selective analysis. As a 
result, non-explosives such as halogenated solvents, 
nitrosamines, perfumes, nitrogen oxides (NOx), and 
phthalates interfere with, and may give false readings 
instead of, accurate detection of explosives. 

It is an object of the invention to provide apparatus 
for collecting vapors of speci?c compounds. 

It is an object of the invention to provide a vapor 
collector/desorber operable to trap vapors of speci?c 
compounds from an air sample at ambient temperature 
and to release the compounds, without decomposition, 
into a carrier gas upon heating of the collector/ 
desorber. 

It is an object of the invention to provide a vapor 
collector operable to trap vapors of speci?c compounds 
without trapping oxides of nitrogen. 

It is an object of the invention to provide a collec 
tor/desorber which traps explosives vapors from air 
samples and releases the vapors upon being heated by a 
source of electrical power. 

It is an object of the invention to provide a vapor 
collector of compact size, high surface area, and with 
relatively high flow capacity and low pressure drop. 

It is an object of the invention to provide a collector 
which utilizes the selective retention properties of gas 
chromatographic coatings to trap vapors of compounds 
such as explosives and to desorb the vapors without 
decomposition. 

It is an object of the invention to provide a vapor 
collector/desorber which can be easily and rapidly 
heated. 

SUMMARY OF THE INVENTION 

The invention is a vapor collector/desorber for trap 
ping and preconcentrating vapors of speci?c com 
pounds such as explosives and drugs (cocaine, heroin) 
and for desorbing the trapped vapors without their 
decomposition upon being heated to a speci?ed temper 
ature. The collector/desorber includes a metal ribbon 
whose sides are coated with a gas chromatograph (GC) 
material which selectively traps and releases certain 
vapors, without trapping others (notably oxides of ni~ 
trogen). 
A preferred collector/desorber includes a thin ribbon 

of metal such as molybdenum coated on both sides with 
a GC material such as polymerized methyl silicone 
which is applied on top of a base coating of silicon 
dioxide. The ribbon is wound in the shape of a spiral and 
mounted in a cylindrical housing and the collector/ 
desorber may have a central support within the housing 
and non-conductive radial members for supporting and 
maintaining separation between spiral bonds of the rib 
bon. Terminals on both ends of the ribbon permit con 
nection of a source of electrical power to the collector/ 
desorber for rapid, controlled heating of the ribbon and 
desorbtion of vapors from its GC coating into a flow of 
carrier gas. 
The collector of the invention may be employed in a 

?xed position, as in an air?ow booth for screening peo 
ple for vapors of compounds such as explosives or spe 
ci?c drugs. Alternatively, it may form part of a collec 
tor/desorber assembly which is transferable to and from 
the bore of a hand-held sample gun employed for col 
lection and a desorbtion chamber forming part of a 
highly selective, sensitive vapor detection system. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram of an vapor detection 
system showing its principal subsystems. 
FIG. 2 is a side view of a sample collector having a 

bundle of coated tubes for trapping explosives vapors. 
FIG. 3 is a cross-sectional view of the sample collec 

tor taken along the line 3-3 of FIG. 2. 
FIG. 4 is a single tube of a collector enlarged to show 

various coatings on its surfaces. 
FIG. 5 is an end view of a sample collector having a 

metal bundle of coated tubes in contact with a spiral 
wound metal foil. 
FIG. 6 is an end view of a sample collector having a 

bundle of coated tubes in contact with a metal foil 
wound in a double spiral. 
FIG. 7 is an end view of a sample collector having a 

bundle of coated tubes in contact with a spiral wound 
metal foil which is corrugated to permit increased pack 
ing density. 
FIG. 8 is an end view of a spiral wound sample col 

lector utilizing a metal ribbon as a substrate. 
FIG. 9 is an end view of a sample collector which 

includes a porous frit as the substrate. 
FIG. 10 is a side view of a hand-held sampler or 

sample gun for collecting vapors showing a collector 
assembly within the gun. 
FIG. 11 is a front end view of the sample gun of FIG. 

9. 
FIG. 12 is a side view of a sample collector/desorber 

assembly of the detector system with a collector assem 
bly held therein. . 

FIG. 13 is a front view, partly broken away, of the 
sample collector/desorber assembly of FIG. 12 illus 
trating its front mounting plate. 
FIG. 14 is a side view of a cold spot for concentrating 

vapors following their collection. 
FIGS. 15(0) and 15(b) are an end view and a side 

view respectively, of a cold block and cooler assembly 
for two cold spot concentrators. 
FIGS. 16(0) and 16(b) are schematic diagrams of a 

detector system with two cold spots and illustrating 
conduits and valving associated with flows of gases and 
vapors during sampling and analysis. 
FIG. 17 is a side view of pyrolyzer of the detection 

system. 
FIG. 18 is a view of an ozone-based chemilumines 

cence NO detector suitable for use in the vapor detec 
tion system. 
FIG. 19 is a sketch of a chromatogram which would 

result from analysis in an NO detector of the products 
of decomposition of a gas sample in a low temperature 
pyrolyzer. 
FIG. 20 is a sketch of a chromatogram which would 

result from analysis in an NO detector of the products 
of decomposition in a high temperature pyrolyzer. 
FIG. 21 shows several chromatograms resulting from 

analysis in an NO detector of the products of decompo 
sition of gas samples of known composition in a low 
temperature or high temperature pyrolyzer. 
FIG. 22 is a block diagram of a vapor detection sys 

tem which includes two pyrolyzers and two gas chro 
matographs in a series-connected arrangement. 
FIG. 23 is a sketch of a timewise trace of output 

signals from a detection system such as that of FIG. 22. 
FIGS. 24 and 25 are chromatograms of tests per 

formed on a system similar to that of FIG. 16. 
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DETAILED DESCRIPTION 

Detection of vapors such as explosives, as disclosed 
herein, is based on trapping and concentrating small 
amounts of vapor given off by explosives or stripped 
from surfaces contaminated by trace amounts of explo 
sives, decomposing the concentrated vapors to produce 
nitric oxide gas (NO), and then detecting the NO from 
the decomposed vapors. It is essential to and a major 
feature of the vapor detection system that it is highly 
selective. Even when used to monitor air samples con 
taining minute quantities of explosives (1 part in 10‘4 or 
less) and considerably higher concentrations of nitrogen 
oxides and non-explosives which could yield NO upon 
heating, the detector systematically avoids response to 
all compounds which are not of interest and correctly 
identi?es the explosives. 
The vapors trapped and detected according to the 

techniques and apparatus disclosed herein may be in the 
gas phase, or adsorbed on small (microscopic) particles, 
or dissolved in aerosol droplets. The surfaces described , 
collect not only vapor in the gas phase but the particu 
lates and aerosol droplets as well, and the term “va 
pors" as used herein refers to vapors collected in any of 
these forms. 

Explosives to be monitored all contain nitrogen, and 
most include one or more nitrite (—NO2) functional 
groups, typically attached to a carbon, nitrogen, or 
oxygen atom. Examples of explosives of interest are 
trinitrotoluene (TNT), dinitrotoluene (DNT), nitro 
glycerin (NG), pentaerythritol tetranitrate (PETN), 
ethylene glycol dinitrate (EGDN), cyclotetramethy 
lene tetranitramine (HMX), cyclo 1,3,5-trimethylene 
2,4,6-trinitramine (RDX), and water gels (ammonium 
nitrate plus additives). 
A preferred vapor detector system, shown schemati 

cally in FIG. 1, includes five subsystems which are 
connected in series and linked to a microprocessor unit 
28 containing one or more microprocessors ‘which con 
trols their operation in rapid, highly selective and sensi 
tive detection of vapors, such as explosives vapors, in 
air samples. The principal subsystems in addition to the 
microprocessor unit 28 are: (l) a collector-desorber 
assembly 30 employed to trap and then desorb vapors 
from an air sample, (2) A cold spot concentrator 34 
comprising one or more series-connected cold spots 
used to successively concentrate vapors desorbed from 
a collector, (3) a short, high speed gas chromatograph 
38 for rapidly separating different substances, including 
vapors of speci?c compounds of interest, in the sample 
according to their calibrated retention times; (4) a pyro 
lyzer unit 40 for decomposing selected vapors to pro 
duce nitric oxide gas (NO); and (5) a highly sensitive 
nitric oxide detector 42 which detects NO and produces 
signals for analysis and appropriate warning of the pres 
ence of selected compounds such as explosives. The 
construction and operation of each of the major subsys 
tems is described in detail hereinafer in connection with 
detection of explosives, it being understood that many 
of the principles disclosed are applicable to detection of 
vapors of other speci?c compounds, particularly other 
nitrogen-containing compounds such as cocaine and 
heroin. 

COLLECT ION/DESORPTION 

A collector is included in the preferred detector sys 
tem 26 chie?y to provide increased sensitivity of the 
instrument and also to assist in separating explosives 
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vapors from potential interferents such as nitrogen ox 
ides (NOx) often present in air samples. Trapping of 
vapors given off by, or stripped from, explosives (va 
pors which may be present at concentrations of one part 
in 1014 or lower) concentrates the available vapors so 
that, when combined with further focussing in cold 
spots, vapor concentrations are obtained which are 
sufficient for detection in a nitric oxide detector. For 
example, an ozone-based chemiluminescence analyzer 
employed as the preferred nitric oxide detector 42 has a 
sensitivity level of about one picogram (10-12 g.) of 
NO, as de?ned by the amount of NO required to give a 
response five times greater than the level of noise. This 
is equivalent to a sensitivity to RDX of about 2.5 pico 
grams of RDX. If 2.5 picograms of RDX were decom 
posed in the pyrolyzer unit 40 to produce NO, the nitric 
oxide detector 42 would produce a responsive ?ve 
times greater than the noise level. To obtain RDX and 
other explosives vapors in amounts sufficient for such 
detection, the detector system 26 employs a sample 
collector as disclosed in the following paragraphs. 
A key aspect of the collector/desorber assembly 30 is > 

a surface which (I) will effectively extract or trap ex 
plosives vapors from a gas sample, typically an air sam 
ple, as the sample is ?owed over the surface at a se 
lected temperature such as room temperature; (2) will 
repel or not effectively trap NO or NO; present in the 
gas sample, and (3) will release or desorb the explosives 
vapors without their decomposition when heated and 
under the flow of a gas such as hydrogen. A preferred 
surface is a coating of an organic silicone polymer such 
as a polymerized methyl silicone or polymerized me 
thyl/phenyl silicone normally employed in a gas chro 
matograph column. Such coating materials have a three 
dimensional structure which entraps speci?c com 
pouhnds such as explosives by both chemical and physi 
cal means. This effect is dependent upon both the actual 
polymer being employed and the temperature of the 
polymer. 
One preferred collector 46, illustrated in FIGS. 2 and 

3, is a cartridge containing a bundle of small diameter 
quartz tubes 50 whose inner surface is coated with a thin 
layer of the gas chromatograph (GC) material and 
which are closely packed in an annulus between an 
outer glass ring 54 and an inner glass piece 56. Applica 
tion of mass transfer theory permits appropriate selec 
tion of tube diameter, tube length, and flow rates for 
high collection ef?eiency at manageably low pressure 
drop. Tubes 50 having an inner diameter of about 0.53 
mm, an outer diameter of about 0.8 mm and a length of 
about 19 mm have been found to be suitable, with ?ow 
and mass transfer calculations showing that at a sample 
flow rate of about 130 cm3 per minute through a collec 
tor containing 400 such tubes, at least about forty per 
cent of the gas molecules in the sample will contact the 
inner wall, and thus the GC material 52, of such tubes. 
A typical tube bundle with about 400 tubes 50 may have 
the tubes packed between a Pyrex glass ring 59 having 
an outer diameter of 32 mm and an inner diameter of 28 
mm and a Pyrex glass inner piece or center support 56 
with closed ends having an outer diameter of 22 mm. 
Each tube 50 (see FIG. 4 showing a single tube enlarged 
to illustrate various coatings) has a layer 52 of GC mate 
rial of thickness about 0.1 to 5 microns, typically l-2 
microns, on its inner wall. Preferred GC materials are a 
polymerized methyl silicone polymer known as DB1 or 
a polymerized methyl silicone known as DB5, available 
from J & W Scienti?c, of Folsom, Calif. , and methyl/ 
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6 
cyano silicones. The GC materia may be applied over a 
base coating of a dielectric material such as silicon diox 
ide or silicon, preferably a thickness about 0.0l-0.l 
micron. The base or inner coating 53, which may not be 
needed for coating quartz or glass tubes but may be 
required when the GC materials are applied to metal 
ribbons or metal tubes, as described hereinafter, also 
acts as a wetting agent to promote adherence of the GC 
layer 52. A preferred method of applying the base coat 
ing 53 is to ?ow chlorosilane and toluene through the 
tube 50 and then flush with methanol. The layer of GC 
material may be applied by aerosol spraying or by seal 
ing one end of a tube, ?lling the tube with the liquid GC 
material, and applying a vacuum. 
The tubes 50 may also have a thin coating 58 of opti 

cal grade silicon on their outer wall, to increase their 
strength and flexibility for bending, which may be use 
ful in coiling the tube for application of other coatings 
prior to cutting the tubes to size, and the same optical 
grade silicone material may be used to glue the tubes 50 
in place during assembly. The silicone coatings 58 on 
the outer wall of the tubes 50 may be doped with a small 
amout (e. g., 0.5%) of carbon black to increase absorp 
tion of infrared radiation used to heat the GC material 
52 during desorption of explosives vapors from it. 

Alternate sample collectors utilizing arrays of tubes 
62 are illustrated in FIGS. 5, and 6, and 7, which for 
clarity, show portions of collectors in an intermediate 
stage of formation-that is, tubes packed far less 
densely than the ?nished collector, and without stiffen 
ers and radial supprt members which may be required in 
the collectors. All three arrangements include tubes 62, 
similar to the tubes 52, whose outer walls are in contact 
with a thin metal foil so that each tube 62 and the layer 
of GC material on its inner wall may be indirectly 
heated by passing an electrical current through the foil. 
FIG. 5 shows a collector 70 with a metal foil 72 and an 
electrically insulating sheet 74 wrapped in a spiral and 
sandwiching between them a spiral “line" of collector 
tubes 62. The foil may be formed of stainless steel or 
other suitable metal about 0.01 mm in thickness with 
one side coated with adhesive to insure good thermal 
contact between the foil 72 and the tubes 62. The sheet 
74 may be Te?on tape. Electrical leads 76 and 78 are 
attached to both ends of the foil 72 so that a suitable 
power source may be connected to the foil to deliver 
electric current and heat the foil 72, in turn heating the 
layer of GC material to desorb explosives vapors 
trapped by the layer 68. 

In the sample collector 80 of FIG. 6 a metal foil 82 
and insulating sheet 84 are wrapped in a double spiral. 
This permits both electrical leads 86 and 88 to be posi 
tioned on the outside of the spiral-shaped collector 80, 
facilitating connection of an electrical power source to 
the collector 80. 
FIG. 7 illustrates a sample collector 90 wherein a 

metal foil 92 includes corrugations each shaped to 
closely fit‘ around a portion of an individual tube 62, 
with corrugated insulation 93 on the opposite side of 
each tube. This provides a packing density of the tubes 
62 somewhat higher than that of FIGS. 5 and 6. Packing 
density may also be increased with corrugated or un 
corrugated foils-by arranging the tubes 62, which are 
electrically insulating, so that they isolate successive 
turns of the foil, eliminating the need for an insulating 
sheet. 

Sample collector for the explosives detector system 
of the invention may, instead of utilizing electrically 



5,092,157 
7 

insulating tubes in the collection of vapors, employ 
electrically conductive substrates coated with GC ma 
terial. Such collectors may be less expensive to fabricate 
than tube bundles, and they allow rapid desorption of 
sample vapors at relatively low electrical power since 
their GC materials may readily be heated by passing an 
electrical current through the substrate. One suitable 
collector 94 with a metallic substrate, illustrated in FIG. 
8, includes a metal ribbon 96 coated on both sides with 
a layer of GC material formed into a high surface area, 
gas previous structure such as a narrowly-spaced 
wound spiral which is mounted with a tube 100. Appro 
priate spacers such as non-conductive radial spokes 102 
may be included and the ribbon may be corrugated to 
provide addition surface area. The ribbon 96, which is 
formed, for example, of molybdenum foil about 0.002 
cm thick, preferably has a base layer of dielectric mate 
rial of 001-0.] microns thickness such as silicon dioxide 
or silicon applied to both sides (as by sputtering, chemi 
cal vapor deposition, or other suitable technique) prior 
to application of the GC material to promote adhesion 
of the GC material and to prevent vapors trapped in the 
coating from passing to the metal ribbon and tightly 
adhering to it. A suitable thickness for the GC material 
is 1-2 microns, and the GC materials may be applied by 
aerosol spraying or other suitable technique. Explosives 
vapors in air samples passed through the tube 100 
contact the GC material 98 and are trapped by it, and 
electrical resistance heating of the ribbon 96 subse 
quently releases the vapors for further processing in the 
explosives detector system 26. 
Another sample collector 104 with an electrically 

conductive substrate, shown in FIG. 9, comprises a 
porous fritted material such as nickel which is coated 
with a suitable GC material and which may be mounted 
in a metal tube 106. Collection of vapors occurs as a gas 
sample is pulled through the frit 108, and the frit 108 
also ?lters particulate matter from the gas stream, thus 
preventing such particles from being introduced into 
downstream portions of the explosives detector system. 
The frit 108 may, if electrically conductive, be heated 
for subsequent desorption of the vapors by passing an 
electrical current through it or through the tube 106 
with which it is in contact. It may also be possible to 
desorb the vapors by passing heated carrier gas through 
the porous frit. 
The above-mentioned sample collectors may com 

prise a bundle of identically coated ribbons or frits. 
Alternatively, some tubes or a portion of the ribbon or 
frit may have coatings of different materials and/or 
thicknesses as to selectively collect and release different 
explosives. For example, coatings of high polarity may 
be required to trap explosives having high vapor pres 
sures (e.g. EGDN and NG), while coatings of lower 
polarity are adequate to trap explosives of low vapor 
pressure (e.g. TNT and RDX) which stick easily. Typi 
cally, the high polarity coatings cannot be used exclu~ 
sively, however, because during subsequent desorbtion 
such coatings may not release the low vapor pressure 
explosives unless heated to temperatures at which such 
explosives decompose. Because the high vapor pressure 
exposives will usually be present at much greater con 
centrations than low vapor pressure explosives, only a 
small portion of the collector (e.g., a few percent of the 
tubes in a bundle) need be tailored to collect vapors of 
the high vapor pressure explosives. 
Any of the above-described collectors may be 

mounted within an air-tight collection/desorbtion 
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8 
chamber which is connected to cold spot concentrators 
and in turn to other portions of the explosives detection 
system. In such an arrangement, for example, with the 
collector installed in a booth for screening people for 
possession of explosives or speci?c drugs, the collector 
remains in one position both while a gas sample is di 
rected through the collector for trapping of explosives 
vapors, and thereafter while the collector is heated and 
a suitable carrier gas is passed through it for desorption 
of explosives vapors. Alternatively, the collector may 
be mounted in a hand-held sampler during sample col 
lection and then transferred to a desorption chamber for 
further processing in the remaining subsystems of the 
explosives detector system. The provision of a hand 
held sampler or sample gun permits sampling in remote 
areas which might otherwise be inaccessible to the ex 
plosives detector system and allows sampling of vapors 
by lifting or stripping from objects (e.g., surfaces) as 
well as sampling of vapors which are airborne due to 
the vapor pressure of explosives. 
A preferred hand-held sampler (FIGS. 10-11) is a 

portable gun 120 which contains rechargeable batteries 
within and near the rear of a barrel-like housing 124 and 
which may also be plugged into a suitable source of 
electrical power. Attached to the housing 124 is a pistol 
grip handle 126 with a trigger 128 to operate a blower 
130 and also to activate lamps 132 mounted in the inlet 
(FIG. 11) of the gun. A top ring handle 134 is also 
provided to assist a user in holding the gun 120. The 
front end of the housing 124 terminates in a flared inlet 
136 which leads to a central bore 138 for receiving a 
sample collector assembly 140, as is shown loaded 
within the gun 120 (FIG. 10). A preferred collector 
assembly 140 includes a cartridge-like collector, such as 
the coated glass tube bundle 46 of FIGS. 2 and 3, at 
tached to a body structure 142 which facilitates use of 
the collector, particularly its insertion into, and removal 
from, the gun 120 and a collector/desorber assembly 30 
(FIG. 12). The body structure 142 includes a hollow 
body cartridge 144 to which the collector 46 is at 
tached, as by gluing the central support 56 of the collec 
tor 46 to the cartridge 144, and locking pins 146 and a 
spring-pin activator 148 are also attached to the body 
cartridge 144 to permit loading of the collector assem 
bly 140 within, and its removal from, the gun 120 and 
the collector/desorber assmbly 30. 
The central bore 138 of the gun 120 communicates 

with a blower 130 which draws air samples through the 
collector 46, and it may be desirable, through not illus 
trated herein, to utilize the exhaust of the blower 130 to 
form air jets which may be directed at a surface to aid 
in heating the surface and dislodging vapors from the 
surface. Extending into the bore 138 from the rear of the 
gun 120 is an extraction rod 150 which is used to move 
the collector assembly 140 into and out of the bore 138. 
For example, movement of the rod 150 within the ho] 
low portion of the body cartridge 144 and towards the 
inlet of the gun 120 causes the rod to push against an 
adjustable shoulder 152 extending through an end por 
tion of the body cartridge 144 so that the collector 
assembly 140 is pushed out of the gun 120. 

Operation of the blower 130 is controlled by the 
trigger 128 on the piston-grip handle, which may be a 
double or two-position trigger to permit separate acti 
vation of the blower 130 and of the array of lamps 132 
mounted in the inlet 136 of the gun 120. The lamps 132, 
which may comprise four gold-plated projection bulbs, 
aid in acquisition of samples. In particular, the lamps 
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132, when activated for a brief interval of time such as 
0.2 seconds near an object to be sample-e.g., a surface 
contaminated with trace amounts of explosives-heat 
the surface of the object which raises the vapor pressure 
of any explosives thus heated and may also vaporize 
moisture or water containing explosives particles. Ac 
tion of the lamps 132, together with the blower 130, 
desorbs and strips explosives vapors from the surface 
without decomposing the vapors, and the explosives 
vapors are drawn into the gun 120 and trapped within 
the collector 46. 
With regard to heating provided by the lamps 132, 

other suitable means for heating surfaces include hot air 
jets, high speed ?ash lamps (whose very rapid heating 
may avoid loss of heating by conduction by a metal 
surface), irons which heat by direct contact, and micro 
wave devices. Heating of explosives on a surface in 
creases their vapor pressure signi?cantly (e.g. up to a 
factor of ten for each 10' C. increase) and blowing onto, 
or locally vibrating the surface (e. g., ultrasonically), can 
help dislodge small particles of explosives which may 
be collected, then later desorbed as vapors. 

It has been found during sample collection from sur 
faces that a “void" or inactive area exists directly under 
neath the collector—i.e., in line with the central bore 
138 of the sample gun 120-and that little or no vapor 
may be collected from that inactive area. Essentially all 
of the air which is sucked into the gun is drawn along 
the target surface and then into the collector 46 rather 
than into the collector from points directly below it. 
Hence, the gun 120 has been found much more effective 
when used in an “asymmetric surface sampling" mode 
wherein the gun bore is aimed at an area immediately 
adjacent to the specific target area (e.g., a ?ngerprint) 
and the lamps 132 heat the target. Vapors then may be 
drawn from the heated target area along the surfaces 
and up into the collector 46. 

After an air sample has been drawn through the sam 
ple gun 120 and explosives vapors trapped in the collec 
tor 46, the collector is transferred to a desorption cham 
ber 160 (FIG. 12) formed in the collector/desorber 
assembly 30. To facilitate direct transfer of the collector 
46 from the sample gun 120 to the desorption chamber 
160, the collector/desorber assembly 30 may include a 
front mounting plate 164 (FIG. 13). The plate 14 has an 
opening 166 to admit the collector 46 and contains re 
cesses 170 which mate with pins 174 protruding from 
the front of the sample gun housing 124 so that the gun 
120 may be locked to the plate 164 during transfer of the 
collector to the desorption chamber 160. The plate 164 
may have a saddle 175 extending from a lower portion 
thereof to support the gun 120 and may also include 
electrical contacts 176 to permit recharging of batteries 
within the gun while the gun is attached to the plate 
164. A slidable cover 178 is positioned behind the front 
mounting plate 164 and may be moved by a lever handle 
180 to block the opening 160 and seal the desorption 
chamber 160 after a collector has been unloaded from 
the sample gun 120. 
As an alternative to transferring the collector car 

tridge from the sample gun to the desorption chamber 
160, the gun and collector may remain together and be 
loaded into the desorption chamber as a single unit for 
desorption and further processing of explosives vapors. 
Advantages of this arrangement may include a less 
complex design and faster, more reliable operation. 

Following transfer of a vapor-loaded collector 46 
from the sample gun 120 to the desorption chamber 160 
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10 
(or the drawing of an air sample through the collector 
while the collector is positioned within the desorption 
chamber 160), the GC material in which the explosives 
vapors are held is rapidly heated to a suitable tempera 
ture, e.g. l60-200 degrees C., to desorb the vapors from 
the collector for passage in a carrier gas to a cold spot 
34 connected to the downstream end of the collector/ 
desorber assembly 30. With reference to FIG. 12, the 
carrier gas may enter the desorption chamber 160 
through holes or channels formed in the front plate 184 
and then pass through holes in the body cartridge 144 to 
then ?ow through the collector 46. One method of 
heating the GC materials is to preheat the carrier gas 
which is input to the desorption chamber 160 from a 
suitable supply 182 (FIG. 16) and then is directed 
through the collector 46 and into the cold spot 34. This 
technique is suitable regardless of the type of material 
employed as a substrate to which the GC materials of 
the collector has been applied, but may be rather ineffi‘ 
cient and time- consuming. If a conductive substrate 
such as a metal ribbon or metal frit is used as a collector 
substrate, then electrical resistive heating may be em 
ployed. If a light-transmissive collector is employed, 
such as a bundle of quartz tubes, then high intensity 
infrared radiation is preferred for heating the GC mate 
rial. The infrared radiation may, as illustrated in FIG. 
13, be furnished by an array of lamps 184 such as eight 
500-watt lamps spaced around the periphery of a 9 cm 
I.D., 15 cm long tube forming the desorption chamber 
160. Radiation from the lamps 184, whose absorption 
may be enhanced by use of a small amount (e.g., 0.5%) 
of carbon black in the optical coating applied to the 
outside of each tube 50, rapidly heats the collector tubes 
to a selected temperature in the range of about 
l60°-200° C., preferably 170° C. At these temperatures 
and during a time period of about 20 seconds the explo 
sives vapors are desorbed from the GC material of the 
collector without decomposition and are swept away 
by a carrier gas such as hydrogen ?owing through the 
tubes and pass into a cold spot 34 connected to the 
collector/desorber assembly 30. The desorption also 
decomposes labile nitrogen compounds such as perox 
yacetyl nitrate which might otherwise interfere with 
detection of explosives. Any nitric oxide gas produced 
by such decomposition passes through the remaining 
portions of the detector system 26 prior to the decom 
position and detection of explosives. 

It should be noted that the direction of ?ow of carrier 
gas through the collector 46 during desorbtion is oppo 
site to that of air?ow during sample collection. Such 
back?ushing avoids having to push through the entire 
collector any dirt or other contaminants trapped near its 
inlet during sample collection. 

COLD SPOT CONCENTRATION 
The second principal subsystem of the explosives 

detector system 26 is a cold spot 34, or two or more 
cold spots of connected in series. These items, termed 
“cold spots" because they are cooled and generally held 
at or below room temperature except during desorption 
events, function to further concentrate explosives va 
pors of a sample so that essentially all of such vapors 
may be input to a high speed gas chromatograph of 
predetermined capacity in a single “injection“ of very 
small volume e.g., of about one to ten microliters. Each 
cold spot 34 preferably comprises one or more metal 
tubes whose inner wall contains a layer of GC material 
which may be similar to that employed in the sample 


















