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To all whom it may concern. 
Be it known that 1, JOHN BLAIR, a subject 

of the Queen of Great Britain, residing at 
Brooklyn, in the county of Kings and State 
of New York, have invented certain new and 
useful Improvements in Fountain-Pens; and 
I do declare the following to be a full, clear, 
and exact description of the invention, such 
as will enable others skilled in the art to which 
it appertains to make and use the same, ref 
erence being bad to the accompanying draw 
ings, and to the letters of reference marked 
thereon, which form a part of this speci?ca 
tion. 
My invention relates to fountain pens hav 

ing adjustable feed bars and accommodating 
pen nibs of the ordinary shape. Its distin 
guishing features are a nearly solid point 
section having a longitudinal round opening 
for the feed bar, an ink duct parallel to and 
connected with it, an overflow ink chamber 
and a pen seat, all so constructed that the bar 
may be instantly changed from an over to an 
under feed bar. 

In the drawings Figure 1 is a side eleva 
tion of my fountain pen showing the feed bar 
on top of the nib. Fig. 2 is a vertical section‘ 
of the point section or nozzle showing the 
feed bar underneath the nib. Fig. 3 isa front 
view of the nozzle. Fig. 4 is a rear view of 
the same and Fig. 5 is a plan of the feed bar. 
The letters of reference used denote corre 

sponding parts in the different views. 
The letter A. indicates the body or reser 

voir of a fountain pen. 
B. is the pen cap. 
0. is the nozzle or point-section attachable 

by its threaded portion 0. to the reservoir A. 
The nozzle 0. is ?rst made solid. Then a hole 
d. is bored through it lengthwise near one 
side large enough to admit, removably, a 
feed‘bar 6. Along the side of the bore 01. near 
the center of the nozzle is formed a groove or 
air inlet f, which also extends lengthwise 
through the nozzle. A circular cup or recess 

_ g. at the vent of the nozzle serves as a recep 
tacle for any excess of ink coming through 
the duct, and a deeper curved recess h. ex 
tending through and upon each side of the 
opening d. forms a seat for the nib z'. The 
ink is conveyed along the feed bar 6. from 
the reservoir to the nib 'i and along between 
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the bar and the nib to the point of the latter. 
The space in the reservoir vacated by the ink 
is ?lled by the air which enters through the 
inlet f. ' 
The feed-bar e. is made nearly straight and 

is slender and ?exible; and owing to the cir 
cular form of the hole d. and the relative p0 
vsition of the pen seat It. rests equally well 
upon the upper or under side of the nib, and 
can be readily moved back and forth to suit 
the convenience of the writer in affecting the 
?exibility of the nib and regulating the flow 
of ink. ‘ 
As usually made the threaded end of the 

point-section is liable to be broken off in the 
attempt to unscrew it from the barrel to which 
it closely adheres when certain kinds of ink 
are used. This dif?culty is obviated by the 
compact structure of my point'section. Its 
simplicity also insures cheapness in its manu 
facture. 
Hard rubber is preferably used in making 

this device but other materials may be em 
ployed if desired. 
What I claim is—» 
1. A fountain pen provided with a solid 

point section having a small bore extending 
lengthwise through it just above the center, 
an air groove cut through its center and open 
ing into said bore, a curved seat for the nib 
cut into its front end across the bore an ink 
cup in its front end, and a ?exible feed bar 
extending through the bore and adapted to 
be placed above or below the pen nib as herein 
described. 

2. A fountain pen consisting of a reservoir 
body A, cap B, point-section C, attachable to 
the body A, having a small bore extending 
lengthwise through it just above the center, 
an air inlet f, cut through its center and open 
ing into said bore, a curved pen seat h, an ink 
cup g, and a ?exible feed bar 8, extending 
through the said bore andadapted to be placed 
above or below the pen nib 2', as herein set 
forth. ‘ 

In testimony whereof I af?x my signature in 
presence of two witnesses. . 

JOHN BLAIR. 

Witnesses: 
B. B‘. SMITH, 
P. C. SCHMIDT. 
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