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[57] ABSTRACT 
A process for separation of a gas mixture containing 
three components, eg a mixture comprising hydrogen, 
carbon monoxide and carbon dioxide produced by 
steam reforming a hydrocarbon, by pressure swing 
adsorption is disclosed. In one embodiment of the pro 
cess, the gas mixture is sequentially passed through ?rst 
and second adsorptive regions each of which adsorbs a 
second component more strongly than a ?rst compo- . 
nent but less strongly than a third component, a ?rst 
fraction enriched in the ?rst component is withdrawn 
from the downstream end of the second region, intro 
duction of gas mixture to the ?rst region is stopped and 
the second region is closed to the ?rst region, a second 
fraction enriched in the second component is with 
drawn ?rst from the upstream end of the second adsorp 
tive region while passing gas mixture enriched in the 
third component into the ?rst region from its upstream 
end and then from the downstream end of the ?rst re 
gion, and withdrawing a third fraction enriched in the 

‘third component from the upstream end of the ?rst 
region. The separation process is also applicable to 
other gas mixtures such as a mixture of hydrogen, ar 
gon, methane and nitrogen commonly available as am 
monia plant purge gas from which ammonia has been 
removed. 
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SEPARATION OF GAS MIXTURES INCLUDING 
HYDROGEN 

This invention relates to the separation of gas mix 
tures including hydrogen. It is particularly concerned 
with the separation of gas mixtures including hydrogen 
that are formed by reforming hydrocarbons with steam. 

BACKGROUND OF THE INVENTION 

The reaction between hydrocarbon and steam pro 
duces a gas mixture comprising hydrogen, carbon mon 
oxide, carbon dioxide and water vapor as well as typi 
cally some residual methane. Various processes are 
known for separating pure product from such mixtures. 
Some processes include an initial so-called shift reaction 
in which the carbon monoxide is converted to carbon 
dioxide. Such processes are unsuitable when carbon 
monoxide is desired as a product.- These and other pro 
cesses frequently employ cryogenic distillation in order 
to effect separation between hydrogen and the other 
constituents of the mixture after removal of carbon 
dioxide. However, cryogenic separation processes tend 
to have a high capital cost, particularly if more than one 
pure product is required. 
The separation of hydrogen-rich gas mixtures, i.e. 

containing more than 50% by volume of hydrogen, by 
pressure swing adsorption (PSA) for separating hydro 
gen-rich gas mixtures is also well known. One such PSA 
cycle is disclosed in US. Pat. No. 3,430,418.- In the 
cycle disclosed therein, the hydrogen-rich gas mixture 
is separated into hydrogen product and a waste gas 
stream. Many commercially practiced PSA processes 
utilize a similar cycle. They all have in common the 
feature of separating the incoming gas mixture into a 
hydrogen product stream and a single vent gas stream. 
The vent gas stream is, however, generally unsuitable 
for the production of carbon monoxide as its carbon 
monoxide content is relatively low. 
A more elaborate PSA cycle for separating a gas 

mixture rich in hydrogen is described in European pa 
tent application 8882 A. The disclosed cycles are stated 
to be suitable for recovering separate hydrogen and 
methane products from a gas mixture comprising hy 
drogen, methane, and C2 or higher hydrocarbons. 
There is no suggestion of using the cycle to separate 
hydrogen and carbon monoxide products from a gas 
mixture comprising hydrogen, carbon monoxide and 
carbon dioxide, and hence there is no suggestion as to 
how the process might be integrated into a plant using 
a steam reformer to product hydrogen and carbon mon 
oxide products. 
Another proposal for separating gas mixtures com 

prising hydrogen and two other components is dis 
closed in International patent application WO 
86/05414. An example is given in this patent application 
of the separation of gas mixtures rich in hydrogen and 
carbon monoxide and with relatively low proportions 
of carbon dioxide (e.g. 1.5% by volume). There is no 
disclosure as to how such a process might be integrated 
into a plant for reforming hydrocarbon by reaction with 
steam. Moreover, the carbon dioxide concentrations 
from such a reformer are generally considerably higher 

1 than 1.5% by volume. In addition, the disclosed process 
withdraws both hydrogen and carbon monoxide 
enriched gas from the same location. In practice, this 
makes it difficult to obtain a high purity hydrogen prod 
not. 
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2 
There is thus a need for a noncryogenic method 

which makes possible the ef?cient production of rela 
tively pure hydrogen and carbon monoxide products 
from a gas mixture formed by reforming hydrocarbon 
with steam. Such a need is not met by a process de 
scribed in German patent application 3 427 804 Al 
which discloses reforming hydrocarbon with carbon 
dioxide and then separating the resultant mixture into 
separate streams comprising carbon monoxide, hydro 
gen and carbon dioxide, but discloses no speci?c means 
for effecting this separation. 

SUMMARY OF THE INVENTION 

According to the present invention, there is provided 
a method and apparatus for forming hydrogen and car 
bon‘ monoxide products from hydrocarbon, comprising 
reforming hydrocarbon to'form a gas mixture including 
hydrogen, carbon monoxide, and carbon dioxide, sub 
jecting the gas mixture to at least one sorptive separa 
tion to produce hydrogen product, a gas mixture en 
riched in carbon monoxide, and a gas mixture enriched 
in carbon dioxide, and then subjecting at least some of 
the latter gas mixture to further sorptive separation to 
produce carbon monoxide product, wherein the hydro 
carbon is reformed with steam and at least some of the 
gas mixture enriched in carbon dioxide or carbon diox 
ide provided from a separate source. 
At least some of the gas mixture enriched in carbon 

dioxide is utilized to reform the hydrocarbon thereby 
increasing the proportion of carbon monoxide in the gas 
mixture leaving the reformer and increasing the rate of 
production thereof. Preferably, the sorptive separation 
steps comprises separation by PSA. Thus, the separa 
tion of the gas mixture comprising hydrogen, carbon 
monoxide and carbon dioxide into hydrogen product, a 
gas mixture enriched in carbon monoxide, and a gas 
mixture enriched in carbon dioxide is performed by_ 
repeating a cycle of operations including passing said 
gaseous mixture through ?rst and second adsorptive 
regions in series, both said adsorptive regions compris 
ing adsorbent on which carbon monoxide is more 
readily adsorbed than hydrogen but less readily ad 
sorbed than carbon dioxide, withdrawing hydrogen 
product from the downstream end of said second re 
gion, stopping introduction of the gas mixture to the 
?rst adsorptive region, withdrawing a gas mixture en 
riched in carbon monoxide from both adsorbent regions 
at a location intermediate said ?rst and second adsor 
bent regions, and then withdrawing a gas mixture en 
riched in carbon dioxide from the feed end of the ?rst 
adsorbent region. 
By taking these gas mixtures enriched, respectively, 

in carbon monoxide and carbon dioxide from different 
positions relative to the adsorbent it is possible to en 
hance the carbon monoxide content of the gas mixture 
enriched in carbon monoxide. Moreover, by withdraw 
ing the gas mixture enriched in carbon monoxide form 
both adsorptive regions, the ?nal yield of carbon mon 
oxide is greater than if the gas mixture enriched in car 
bon monoxide were taken from just one of the adsorp 
tive regions. - 

In a broader sense, the present invention utilizes PSA 
to separate gas mixtures comprising at least three com 
ponents. A ?rst method comprises repeatedly perform 
ing a cycle of operations including passing said gas 
mixture successively through ?rst and second adsorp 
tive regions each containing an adsorbent on which a 
second component is more strongly adsorbed than a 
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?rst component and less strongly adsorbed than a third 
component, withdrawing a ?rst fraction enriched in the 
?rst component from the downstream end of the second 
region, stopping introduction of the gas mixture to the 
?rst adsorptive region, withdrawing a second fraction 
enriched in the second component simultaneously from 
the downstream end of the ?rst adsorptive region and 
from the upstream end of the second adsorptive region 
into a common pipeline, and, ?nally, withdrawing a 
third fraction enriched in the third component from the 
upstream end of the ?rst adsorptive region. 
An alternate method comprises repeatedly perform 

ing a cycle of operations including passing the gas mix 
ture through the ?rst and second adsorptive regions, 
withdrawing a ?rst fraction enriched in the ?rst compo 
nent from the downstream end of the second region, 
stopping introduction of the gas mixture to the ?rst 
adsorptive region and closing the second adsorptive 
region to the ?rst adsorptive region, withdrawing a 
second fraction enriched in the second component ?rst 
from the upstream end of the second adsorptive region 
while passing gas mixture enriched in the third compo 
nent into said ?rst adsorptive region, through its up 
stream end, and then, from the downstream end of the 
?rst adsorptive region, and, ?nally, withdrawing a third 
fraction enriched in the third component form the 
downstream end of the ?rst adsorptive region. Both of 
these methods above may also include: equalizing the 
pressure in the ?rst and second adsorptive regions with 
the pressures in another pair of ?rst and second adsorp 
tive regions at low pressure intermediate the steps of 
producing the gas mixtures enriched in the ?rst compo 
nent and the gas mixture enriched in the second compo 
nent; purging the ?rst and second adsorptive regions 
with gas enriched in the ?rst component after with 
drawal of the gas enriched in the third component; 
equalization of pressures between the ?rst and second 
adsorptive regions and another pair of ?rst and second 
adsorptive regions at high pressure to build-up pressure 
to a ?rst level after purging the ?rst and second adsorp 
tive regions; and pressurizing the ?rst and second ad 
sorptive regions to the second level with gas mixture 
enriched in the ?rst component. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram illustrating apparatus 
for producing carbon monoxide and hydrogen products 
including a reformer, a PSA unit for producing hydro 
gen, and a PSA unit for producing carbon monoxide; 
FIG. 2 is a schematic diagram illustrating PSA appa 

ratus for producing hydrogen product said apparatus 
being suitable for use in the apparatus shown in FIG. 1; 
FIG. 3 is an alternative PSA apparatus for producing 

hydrogen being suitable for use in the apparatus shown 
in FIG. 1; 
FIG. 4 is a schematic diagram of an adsorber for use 

in the apparatus shown in FIG. 2; 
FIG. 5 is a schematic diagram illustrating a PSA unit 

for producing carbon monoxide suitable for use in the 
apparatus shown in FIG.‘ 1; 
FIG. 6 is a schematic diagram illustrating an alterna 

tive apparatus for producing carbon monoxide and 
hydrogen products including a reformer, a liquid phase 
separator for producing carbon dioxide, a PSA unit for 
producing hydrogen, and a PSA unit for producing 
carbon monoxide. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

Referring to FIG. 1, the illustrated apparatus includes 
a reformer 102 in which hydrogen introduced through 
inlet 104 is reacted with steam introduced through inlet 
106 and the carbon dioxide content of a recycled carbon 
dioxide-enriched gas stream introduced through inlet 
108. The hydrocarbon typically is butane, though other 
lower alkanes may be used instead. Butane will rapidly 
and irreversibly react with steam and carbon dioxide to 
form carbon monoxide, hydrogen and methane which 
reacts in the same manner to produce additional carbon 
monoxide and hydrogen. ' 
The following chemical equilibria are set up: 

It can thus be appreciated that recycling the carbon 
dioxide-enriched gas mixture to the reformer 102 en 
hances the carbon monoxide content of the gas mixture 
produced thereby. Preferably, the rate of recycle will 
produce a carbon monoxide content of the gas mixture 
exiting the reformer 102 of from 14 to 20 mole percent, 
excluding water. 

Preferably, not all the gas mixture enriched in carbon 
dioxide is employed to reform hydrocarbon even in the 
event it is not otherwise used in the process, e.g., to 
displace carbon monoxide from the ?rst adsorptive 
region prior to production of gas mixture enriched in 
carbon monoxide from such region as described herein 
after. In addition, it is preferred that some of the gas 
mixture enriched in carbon dioxide is employed as fuel 
in the reformer. Such gas mixture enriched in carbon 
dioxide will meet only a portion of the requirements for 
fuel of the reformer, and typically a portion of the hy 
drocarbon feed to the reformer is also used as fuel. 
The resulting gas mixture comprising hydrogen, car 

bon monoxide, carbon dioxide, steam and unreacted 
methane leaves the reformer 102 through an outlet 114 
at close to the operating temperature and pressure of the 
reformer 102. Typically, the reformer is operated at 
elevated pressure, for example, in the range 10 to 20 
atmospheres absolute and at a temperature between 
about 70° to 900° C. Since the reactions of the hydrocar 
bon with carbon dioxide and with steam are endother 
mic, it is necessary to provide heat to the reformer by 
burning hydrocarbon fuel introduced through inlet 110. 
In addition, recycled waste gas from a downstream 
stage of the process is introduced into the reformer 102 
through inlet 112 and combusted. 
The gas mixture comprising hydrogen, carbon mon 

oxide, carbon dioxide methane and steam exiting the 
reformer 102 through line 114 is cooled to approxi 
mately ambient temperature in cooler 116, thereby 
being condensed. Cooler 116 separates condensed water 
from the gas mixture to form a saturated gas mixture 
comprising hydrogen, carbon monoxide, carbon diox 
ide and methane. The gas mixture is united in mixer 118, 
which if desired may merely be a union of two pipes, 
with another hydrogen-rich gas stream from a down 
stream stage of the process. 
The resulting gas mixture, typically comprising 50 to 

80 mole percent of hydrogen; 8 to 20 mole percent of 
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carbon monoxide; 10 to 30 mole percent of hydrogen 
dioxide; and up to 3 mole percent of methane. is sub 
jected to sorptive separation, preferably in a PSA unit, 
to produce a hydrogen product, a gas mixture enriched 
in carbon dioxide, and a gas mixture enriched in carbon 
monoxide. The gas mixture enters a PSA unit 122 
through inlet 120. The PSA unit 122 comprises a ?rst 
array of adsorber vessels 124 in series with a second 
array of adsorber vessels 126 and has an outlet 128 for 
hydrogen product, an outlet 130 intermediate of the 
arrays of beds 124 and 126 for gas mixture enriched in 
carbon monoxide and an outlet 132 for gas mixture 
enriched in carbon dioxide. The adsorbent in both beds 
preferentially adsorbs in the order carbon dioxide, car 
bon monoxide and hydrogen. Suitable PSA units and 
their operation are to be described below with reference 
to FIGS. 2 and 3. 
The outlet 132 communicates with a device 134, 

which may be a simple T-junction, for dividing the 
carbon dioxide-enriched gas mixture withdrawn from 
PSA unit 122 into two streams. A first stream passes to 
a tank 136 while the other stream passes to a mixer 138 
(which may, if desired, be a simple union of pipes) 
wherein it is mixed with another carbon dioxide-rich 
gas stream from a downstream stage of the process. The 
resulting mixture is passed through an inlet 158 into a 
gas storage tank 160 to be used as the source of the 
recycled fuel introduced into the reformer 102 through 
the inlet 112. Since the carbon dioxide-rich gas stream 
also contains a signi?cant amount of hydrogen and 
some carbon monoxide, it is readily combustible. The 
carbon dioxide-enriched gas mixture is passed continu 
ously out of storage tank 136 through an outlet 170 to a 
compressor 172 that raises the pressure thereof to the 
operating pressure of the reformer 102 and then intro 
duces it thereto through the inlet 108. 
The gas mixture enriched in carbon monoxide that 

exits the PSA unit 122 through the outlet 130 is col 
lected in a storage tank 140. The gas mixture is continu 
ously withdrawn therefrom to compressor 142 to raise 
the pressure thereof preferably to about one atmosphere 
in excess of the pressure of the gas entering the PSA 
unit 122. This separation is carried out in PSA unit 148 
which comprises a _?rst stage 150 and a second stage 
152. 
A further sorptive separation step in which the gas 

mixture enriched in carbon monoxide is separated to 
yield a carbon monoxide product is preferably per 
formed in two stages. First, constituents of the gas mix 
ture more readily adsorbable than carbon monoxide are 
separated therefrom producing a gas mixture compris 
ing hydrogen and carbon monoxide. Second, the result 
ing gas mixture is separted to form carbon monoxide 
product and a gas mixture rich in hydrogen which is 
mixed with the gas mixture comprising hydrogen, car 
bon monoxide, and carbon dioxide that exit the re 
former. Both separations are preferably performed by 
PSA. In a preferred embodiment, a portion of the hy 
drogen-rich gas produced in the second stage is recy 
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the gas vented from the ?rst stage is collected and used 
as fuel in the reformer. A second portion of the gas 
vented from the ?rst phase is preferably recycled to the ' 
incoming gas mixture. Since in the second stage carbon 
monoxide is ‘more readily adsorbed than hydrogen, 
product is taken by desorption of the adsorbent. There 
fore, it is preferred to effect desorption below atmo 
spheric pressure to ensure a good yield. 
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In the ?rst stage 150, constituents of the gas mixture 

more readily adsorbable than carbon monoxide are 
adsorbed thereby producing a gas mixture consisting 
essentially of hydrogen and carbon monoxide which 
passes out through conduit 154 into the second stage 
152 for further separation. The adsorbed gases are de 
sorbed and vented from the ?rst stage 150 through an 
outlet 156 and are then mixed in the mixing device 138 
as aforesaid, with a part of the carbon dioxide-enriched 
gas mixture from the PSA unit 122. 

In the second stage 152 of the PSA unit 148, carbon 
monoxide is adsorbed from the gas mixture to produce 
a gas mixture rich in hydrogen. A part of the hydrogen 
rich gas mixture is withdrawn through outlet 168 and 
mixed with the reformed gas mixture in mixing device 
118. The remainder of the hydrogen-rich gas mixture is 
returned through conduit'166 to the ?rst stage 150 of 
PSA unit 148 as a purge to desorb gases from the adsor 
bent. In order to produce a relatively pure carbon mon 
oxide product, carbon monoxide adsorbed in second 
stage 152 is preferably desorbed therefrom by being 
subjected to sub-atmospheric pressure, e. g. by a vacuum 
pump (not shown in FIG. 1) and is withdrawn from 
PSA unit 148 through outlet 164. Typically, the carbon 
monoxide product contains less than 200 volumes per 
million of methane, less than 10 volumes per million of 
carbon dioxide and less than 1500 volumes per million 
of hydrogen. Moreover, hydrogen may be produced in 
accordance with the present invention in such purity 
that it contains less than one volume per million of 
carbon monoxide. 
A plant apparatus as shown in FIG. 1 is capable of 

producing carbon monoxide in relatively high yield in 
comparison with known noncryogenic processes. This 
is mainly the result of employing the PSA unit 122 to 
produce three fractions, i.e., hydrogen product, a car 
bon monoxide-enriched gas mixture and a carbon-diox 
ide enriched gas mixture. Any desired carbon monoxide 
product purity can be achieved in accordance with the 
subject process. .T here is, however, a trade-off between 
the speci?ed purity and the resulting yield of carbon 
monoxide. One embodiment of a PSA unit suitable for 
producing three fractions from a hydrocarbon reformer 
102 effluent is shown in FIG. 2 of the accompanying 
drawings. 
The present invention provides a means of improving 

the overall ef?ciency of a PSA separation of a multi 
component gas mixture wherein the effluent from the 
adsorbent bed continuously changes in concentration 
either during the production step or the depressuriza 
tion step. In the subject method, the mixture is collected 
in two fractions, one enriched in a desired product and 
the other enriched in an impurity. The multicomponent 
gas mixture can be the depressurization stream from an 
adsorbent bed that comprises hydrogen, carbon monox 
ide and carbon dioxide, a mixture comprising hydrogen 
and argon recovered as product gas from an adsorbent 
bed used to separate them from a mixture also including 
methane and nitrogen, and the like. In' the latter mix 
ture, the initial fraction is hydrogen rich and would be 
utilized, for example, to provide regeneration gas for 
the adsorbers, while the second fraction is an argon 
enriched desired product. Utilization of the subject 
method in this instance reduces the hydrogen concen 
tration of the argon-enriched fraction which is puri?ed 
further to pure argon and, therefore, helps to reduce the 
cost of the overall process for producing argon from the 
feed gas mixture. 



5,112,590 
7 

Typically, the PSA unit 122 in FIG. 1 will contain at 
least two preferably at least four, pairs of adsorber ves 
sels making up arrays 124 and 126, each pair performing 
the cycle of operations in chosen phase relationship to 
the others. Typically, intermediate the steps of produc 
ing the hydrogen product and the gas mixture enriched 
in carbon monoxide, the pressures in a pair of beds, one 
of each of arrays 124 and 126, are equalized with the 
pressures in another pair of beds. Further, after the step 
of producing the gas mixture enriched in carbon diox 
ide, a pair of beds from each of arrays 124 and 126 is 
preferably placed in communication with another pair 
of beds at a higher pressure so as to build-up the pres 
sure to a ?rst level, and then the pressure is increased 
again by repressurizing the beds with product hydro 
gen. - 

The gaseous mixture enriched in carbon monoxide 
may be withdrawn from both of arrays of beds 124 and 
126 simultaneously. Alternatively, the gas mixture en 
riched in carbon monoxide is withdrawn ?rst from said 
second array 126 and then from said ?rst array 124. This 
procedure enables a bed in said ?rst adsorptive region 
to have introduced into it from its feed end a portion of 
said gas mixture enriched in carbon dioxide from an 
other pair of beds in arrays 124 and 126 while the corre 
sponding bed in the second array 126 is producing the 
gas mixture enriched in carbon monoxide. Since the 
ratio of carbon dioxide to hydrogen or carbon monox 
ide is higher in the gas mixture enriched in carbon diox 
ide than it is in the feed gas mixture, admission of a 
portion of the gas mixture enriched in carbon dioxide to 
a bed in ?rst array 124 while the corresponding bed in 
second array 126 is producing gas mixture enriched in 
carbon monoxide helps to displace hydrogen and car 
bon monoxide away from the feed end of the ?rst bed 
towards the intermediate location. Accordingly, when 
it is the turn of the bed in the ?rst array 124 to produce 
gas mixture enriched in carbon monoxide, there is a 
greater concentration of carbon monoxide in the unad 
sorbed gas immediately adjacent the said intermediate 
location and, thus, the proportion of carbon monoxide 
in the gas mixture withdrawn from that location is en 
hanced. The presence of two adsorptive regions and the 
withdrawal of carbon monoxide-rich gas mixture from 
an intermediate location is the most effective use of the 
carbon dioxide-rich gas mixture in terms of displacing 
carbon monoxide. Allowing time for carbon monoxide 
displacement after admitting the carbon dioxide rich 
mixture enhances the displacement thereby, producing 
a very high recovery of carbon monoxide. 
The operation of PSA unit 122 in FIG. 1 as described 

above is seen in more detail with reference to FIG. 2. In 
FIG. 4, four adsorber vessels 202, 204, 206 and 208 of 
equal volume are connected in parallel to a feed gas 
inlet pipeline 220 which is intended for connection to 
conduit 120 shown in. FIG. 1. Each vessel contains a 
bed 210 of activated carbon adsorbent and has at its 
bottom, a gas port 203 able to be selectively placed in 
communication with the feed pipeline 220 and with a 
vent gas pipeline 238 for the withdrawal of carbon-diox 
ide enriched gas mixture, and at its top a connecting 
conduit 205. The connecting co'nduits 205 ‘provide 
through paths from the tops of the vessels to, respec 
tively, the bottoms of adsorbent vessels 212, 214, 216 
and 218. Each of the latter adsorber vessels contains a 
bed 217 of adsorbent comprising a lower layer 219 of 
activated carbon adsorbent and an upper layer 221 of 
zeolite molecular sieve adsorbent. Each of said vessels 
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8 
has at its top a gas port 207 able to be placed selectively 
in communication with a hydrogen product pipeline 
222, a purge gas pipeline 224 having a purge gas flow 
control valve 226 disposed therein, and a repressuriza 
tion gas pipeline 230 having a flow control valve 228 
disposed therein. The purge gas and repressurization 
pipelines both communicate with the hydrogen product 
pipeline 222 so that the adsorber vessels can be puri?ed 
and repressurized with product hydrogen. In addition, 
the tops of the vessels 212 and 216 are interconnected 
by the pressure equalization conduit 232, and the tops of 
the vessels 214 and 218 are similarly interconnected by 
a pressure equalization conduit 234. The PSA unit 
shown in FIG. 2 also includes an outlet pipeline 236 for 
carbon monoxide-enriched gas mixture which is con 
nected to the conduits 205. 
The flow paths taken by gas in operation of the unit 

shown in FIG. 2 are determined by the positions of a 
number of switching valves. Thus, switching valves 
240, 242, 244 and 246 determine which of the vessels 
202, 204, 206 and 208 is placed in communication with 
the feed pipeline 220; four switching valves 248, 250, 
252 and 254 determine which of the vessels 212, 214, 
216 and 218 supplies product gas to the hydrogen prod 
uct pipeline 222; purge gas valves 256, 258, 260 and 262 
select which of the vessels 212, 214, 216 and 218 re 
ceives purge gas comprising product hydrogen; and 
switching valves 264, 266, 268 and 270 determine which 
of the vessels 212, 214, 216 and 218 is repressurized with 
hydrogen product gas from the pipeline 228. There are 
also switching valves 272 and 274 which determine 
whether the members of the respective pairs of vessels 
212 and 216, and 214 and 218, are placed in communica 
tion to equalize the gas pressures therebetween. Fur 
ther, switching'valves 276, 278, 280 and 282 determine 
which of the vessels supplies carbon monoxide-enriched 
gas mixture to the pipeline 236 and switching valves 
284, 286, 288 and 290 determine which of the vessels 
supplies carbon dioxide-enriched gas mixture to the 
pipeline 238. 
As is well known in PSA technology, all of the 

switching valves may be controlled automatically on a 
predetermined schedule. Each of the pairs of vessels 202 
and 212, 204 and 214, 206 and 216, and 208 and 218 is 
used to separate the incoming reformer gas mixture in 
accordance with a cycle of operation which will be 
described with reference to the vessels 202 and 212. An 
incoming gas mixture typically comprising, by volume, 
50-80% of hydrogen, 8-20% of carbon monoxide, 
0-3% of methane, 10-30% of carbon dioxide and satu 
rated in water vapor, is passed into the vessel 202 at a 
pressure preferably from about 125-400 psig. Since 
carbon dioxide and water vapor are more strongly ad 
sorbed on the activated carbon adsorbent in the bed 210 
than carbon monoxide and methane, the gas mixture 
becomes progressively enriched in hydrogen as it ?ows 
through the adsorbent bed. The gas mixture then ?ows 
into the vessel 212 and further adsorption takes place in 
the layer of activated carbon 217 therein. The gas is 
predominantly hydrogen as it enters the upper layer of 
zeolite 221. The zeolite removes all but minute traces of 
the other gases to form product hydrogen gas contain 
ing less than one volume per million of carbon monox 
ide and no measurable trace of any other impurity. The 
hydrogen product is withdrawn from the upper vessel 
212 throughout the period in which the feed gas is intro 
duced therein. This feed/production step continues 
until there is about to occur a “break-out” of impurities 
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from the adsorbent which would contaminate the hy 
drogen product. In a typical cycle, the feed/production 
step lasts for from about two to six minutes. 

In the next step of the process. feed/production is 
halted and the top of the vessel 212 is placed in commu 
nication with the top of the vessel 216 which has previ 
ously been purged with product hydrogen. This re 
duces the pressure in vessels 202 and 212 while vessels 
206 and 216 are pressurized with hydrogen gas of near 
product purity. As the gas flows out of the vessel 212, 
the pressure in vessels 202 and 212 falls and carbon 
monoxide tends to be desorbed from the adsorbent in 
preference to methane, carbon dioxide and water vapor. 
This step of the cycle typically lasts between about 
twenty and forty seconds and is ended by stopping 
communication between the tops of vessels 212 and 216. 

Since, in the previous step carbon monoxide has been 
desorbed from the adsorbent, the gas mixture in the 
void spaces of the beds 210 and 217 in the vessels 202 
and 212 is now enriched in carbon monoxide. There 
fore, in the next step, this gas mixture is withdrawn via 
the connecting conduit 205 through the product pipe 
line 236. Withdrawal of the product causes the pressure 
in the vessels 202 and 212 to fall with further desorption 
of carbon monoxide. The arrangement of the unit 
shown in FIG. 2 which enables carbon monoxide 
enriched gas mixture to be withdrawn from the conduit 
205 is particularly advantageous. If the carbon monox 
ide-enriched gas mixture were to be withdrawn from 
the top of the vessel 212, small amounts of carbon mon 
oxide retained in the layer 221 in the bed 217 would 
contaminate the product in a subsequent hydrogen pro 
duction step. Further, during withdrawal of the carbon 
monoxide-enriched gas mixture, carbon dioxide may 
reach and be adsorbed in the zeolite layer 221. Since 
complete desorption of the carbon dioxide from the 
molecular sieve requires a high flow rate of purge gas, 
carbon dioxide build-up may occur. This can adversely 
affect product purity and the ef?cient operation of the 
process cycle. Typically, the production of the carbon 
monoxide-enriched gas mixture continues for about two 
minutes and is stopped prior to a signi?cant break out of 
carbon dioxide from the adsorbent in the vessels 202 
and 212. The resulting carbon monoxide-enriched mix 
ture, which is produced at a pressure of between about 
10 and 40 psig, generally contains at least about 20% by 
volume of carbon monoxide, the balance being mainly 
hydrogen with up to about 2% of methane and carbon 
dioxide. 
The production of carbon monoxide-enriched gas 

mixture is stopped by ending communication between 
the pipeline 236 and the connecting conduit 205. The 
next step of the cycle is to withdraw carbon dioxide 
enriched gas mixture through port 203 at the bottom of 
the bed 210 in the vessel 202 and send it for further 
processing through the pipeline 238. The ?ow of the 
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carbon dioxide enriched gas mixture is countercurrent 
to the flow of the feed gas mixture in the hydrogen 
production step. The carbon dioxide-enriched gas mix 
ture is typically produced at a pressure of about 5 psig. 
The reduction in pressure during this step and the hy 
drogen product purge during the subsequent step is 
effective to cause desorption of carbon dioxide from the 
adsorbents. Generally, the withdrawal of the carbon 
dioxide-enriched gas mixture is continued for the period 
of for about l-2 minutes (typically about 80 seconds). 
After depressurization, additional withdrawal of the 
carbon dioxide-enriched gas mixture is performed by 
opening the port 207 of the vessel 212 to the hydrogen 
purge pipeline 224. The bed 217 is thus. purged typically 
for about four minutes by a flow of hydrogen counter 
current to the direction in which the hydrogen is pro 
duced. The hydrogen purge gas tends to sweep out 
impurities from the void spaces in the bed 217 through 
the bed 210 in the vessel 202 and into the pipeline 238. 
This gas mixture generally contains at least 50% by 
volume of carbon dioxide and less than 10% by volume 
of carbon monoxide, the balance being mostly hydro 
gen with a small amount of methane and a trace amount 
of water vapor. 
The next steps of the cycle are performed so as to 

prepare the beds 210 and 217 for further hydrogen pro 
duction in the next cycle by building up the pressure 
and concentration of hydrogen in the void spaces of the 
beds 210 and 217. A first build up of pressure is then 
effected by ending communication between the purge 
gas pipeline 224 and the vessel 212 and placing the top 
of the vessel 216, which has just completed hydrogen 
production, in communication with the top of vessel 
212 through the pressure equalization conduit 232, 
while stopping communication between the port 203 of 
the vessel 202 and the pipeline 238. This produces a 
flow of hydrogen from vessel 216 to vessel 212. This 
step may be continued for from about 30 to 60 seconds 
(typically about 40 seconds). Communication between 
the vessels 212 and 216 is then ended and vessels 212 
and 202 are brought up to pressure by placing the top of 
the vessel 212 in communication with the product rc 
pressurization pipeline 230. During this step, there is a 
back flow of hydrogen product into vessels 212 and 202. 
The product repressurization may be carried out for a 
period of from 3-4 minutes (typically 200 seconds) and 
then stopped by ending communication between the 
pipeline 230 and port 207 of vessel 212. The vessels 202 
and 212 are then ready to repeat the cycle. 
Each pair of adsorber vessels 202 and 212, 204 and 

214, 206 and 216, and 208 and 218 performs the above 
described' cycle in predetermined phase relationship 
with the cycles performed by other pairs of vessels. The 
respective phasingof the cycles and the positions of the 
switching valves required to effect switching from step 
to step is shown in Tables 1 and 2 below: 

TABLE 1 
CYCLE PHASING 

Vessels 208 and 218 Step Vessels 202 and 212 

l Feed/H2 production 

Feed/H2 production 

Feed/H2 production 

Bed pressure 

Vessels 204 and 214 Vessels 206 and 216 

Bed pressure 
equalization 

Product 
repressurization 

Product 
repressurization 

Product purge/ 
CO2 enriched gas 
mixture production 
Product purge/ 
CO2 enriched gas 
mixture production 
Product purge/ 
CO2 enriched gas 
mixture production 

Feed/H; production Bed pressure 

Bed pressure 
equalization 

CO enriched gas 
mixture production 

CO2 enriched gas 
mixture production 
by depressurization. 
Product purge/ 



Step Vessels 202 and 212 

equalization 

CO enriched gas 
mixture production 

CO2 enriched gas 
mixture production 
by depressurization 

Product purge/CO2 
enriched gas 
mixture production 
Product purge/CO2 
enriched gas 
mixture production 
Product purge/CO2 
enriched gas 
mixture production 
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TABLE l-continucd 
CYCLE PHASING 

Vessels 204 and 214 

Feed/H2 production 

Feed/H2 production 

Bed pressure 

CO enriched gas 
mixture production 

CO2 enriched gas 
mixture production 
by depressurization 

Vessels 206 and 216 

equalization 

Product 
repressurization 

Product 
repressurization 

Feed/Hg production 

Feed/H2 production 

Feed/H2 production 

Product purge/ 
CO2 enriched 
gas mixture 
production. 
Product purge/ 
CO2 enriched 
gas mixture 
production. 
Product purge/ 
CO2 enriched 
gas mixture 
production. 

Bed pressure 10 Bed pressure 
equalization equalization 

CO enriched gas 
mixture production 

1 1 Product 
repressurization 

CO2 enriched gas 
mixture production 
by depressurization 

12 Product 
repressurization 

TABLE 2 
SWITCHING VALVE OPERATION CHART 

Stop Time/secs Switching Valves open‘ 

1 40 240,248.274,260.288 35 
2 120 240, 248. 266, 260, 282, 288 
3 80 240, 248. 260, 266, 288, 290 
4 40 272. 242, 250, 262, 290 
5 120 276, 242, 250, 268, 262, 290 
6 80 284, 242, 250, 268, 262, 290 
7 40 256, 274, 244, 252, 284 
8 I20 256, 278, 244, 252. 270, 284 
9 80 256, 286, 244. 252, 270, 284 
10 40 272, 258, 246. 254, 286 
ll 120 264, 258, 280, 246, 254, 286 
12 80 264, 253, 288, 246, 254. 286 

‘Those switching valves not listed are closed. 

In FIG. 3 there is illustrated a modi?cation to the 
PSA unit shown in FIG. 2 with like parts having the 
same designations. The PSA unit shown in FIG. 3 is 
intended to perform similar cycles to the ones per- 50 
formed by that of FIG. 2 with the exception of the 
carbon monoxide-enriched gas mixture production step 
which is divided into parts (a) and (b). With reference to 
the vessels 202 and 212, in part (a), the carbon monox» 
ide-enriched gas mixture is only withdrawn from the 
upper vessel 212, whereas in part (b) it is only with? 
drawn from the lower vessel 202. Moreover, in part (a) 
the bed 210 in the vessel 202 is swept from its bottom 
with a portion of the carbon dioxide-enriched gas mix 
ture produced in operation of the plant and compressed 
in the vent gas compressor 172 shown in FIG. 1 to a 
suitable pressure (e.g. 260 psia). The effect of the sweep 
gas is to increase the recovery of carbon monoxide in 
the carbon monoxide enriched gas mixture. The sweep 
gas displaces carbon monoxide from the bottom of the 
bed 210 in the vessel 202 towards the top which en 
hances carbon monoxide production. In order to carry 
out this modi?cation, additional valves and pipelines are 
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Vessels 208 and 218 

C02 enriched 
gas mixture 
production. 
Product purge/ 
CO3 enriched 
gas mixture 
production. 
Product purge/ 
CO2 enriched 
gas mixture 
production. 
Bed pressure 
equalization 

Product 
repressurization 

Product 
repressurization 

Feed/H2 production 

Feed/Hz production 

Feed/H2 production 

‘provided in the PSA unit shown in FIG. 3. Thus, the 
conduit 205 connecting the vessels 202 and 212 has 
switching valves 314 and 322 disposed therein so that 
the pipeline 236 terminates in the conduit 205 at a loca 
tion intermediate the valves 314 and 322. A pipeline 302, 
connected to the discharge of compressor 172 shown in 
FIG. 1, is provided for supplying the sweep gas. A stop 
valve 306, when open, permits the ?ow of gas from the 
pipeline 302 into the bottom of the vessel 202 through 
port 203. 
The pairs of vessels 204 and 214, 206 and 216, and 208 

and 218 have, respectively, switching valves 316 and 
324, 318 and 326, 320 and 328 disposed in their connect 
ing conduits 205 corresponding to the switching valves 
314 and 322. In addition, the vessels 204, 206 and 208 
have associated therewith switching valves 308, 310 and 
312, respectively, corresponding to the stop valve 306 
associated with the port 203 of the vessel 202. 

Typically, parts (a) and (b) of the carbon monoxide 
enriched gas mixture production step have durations on 
the order of 40 seconds and 80 seconds, respectively. 
The respective phasing of the cycles performed using 
each pair of adsorbent vessels and the positions of the 
switching valves required to effect switching from step 
to step are shown in Tables 3 and 4 below. 

Referring again to the apparatus shown in FIG. 2, it 
is possible to substitute for each pair of adsorbent ves 
sels 202 and 212, 204 and 214, 206 and 216, and 208 and 
218, a single adsorber vessel of the kind shown in FIG. 
4. Referring to FIG. 4, vessel 400 is generally columnar 
and has a port 402 at its bottom and a port 404 at its top. 
The vessel contains a bed 406 of adsorbent comprising a 
lower layer 408 of activated carbon and an upper layer 
410 of zeolite molecular sieve. There is a port 412 in the 
side of the vessel which communicates with the interior 
of the layer 408 by means of a generally L-shaped tubu 
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lar member 414 formed of fine mesh. There is a similar 
?ne mesh member 416 disposed in the port 404. In oper 
ation, the feed gas mixture is passed into and carbon 
dioxide-enriched gas mixture withdrawn from the ves 
sel 400 through the port 402, hydrogen product with 
drawn through the port 404 and carbon monoxide 
enriched gas mixture withdrawn through the port 412. 
It can be appreciated that the side port 412 communicat 
ing with the activated carbon layer 408 makes it possi 

14 
ble to withdraw the carbon monoxide~enriched gas 
mixture from a location intermediate the withdrawal 
points of the hydrogen product and the carbon dioxide 
enriched gas mixture without the need to employ two 

5 separate adsorbent vessels. However, it is not possible 
to use such adsorbent vessels 400 in the apparatus 
shown in FIG. 3 since it is not possible to isolate that 
part of the bed 406 below the tubular member 414 from 
the part thereabove. 

TABLE 3 

CYCLE PHASING 

Step 

2(a) 

2(b) 

5(a) 

5(b) 

8(a) 

8(b) 

12(a) 

12(b) 

Vessels 202 and 2l2 

Feed/H2 production 

Feed/H2 production 

Feed/H1 production 

Feed/Hg production 

Bed pressure 
equalization 

CO enriched gas 
mixture production 
from vessel 2l~2/sweep 
vessel 202 with CO3 
enriched gas mixture 
CO enriched gas 
mixture production 
from vessel 202 
CO; enriched gas 
mixture production 

Product purge/CO3 
enriched gas mixture 
production 
Product purge/CO2 
enriched gas mixture 
production 

Product purge/CO; 
enriched gas mixture 
production 
Product purge/CO3 
enriched gas mixture 
production 
Bed pressure 
equalization 
Product 
repressurization 

Product 
repressurization 

Product 
repressurization 

Vessels 204 and 214 

Bed pressure 
equalization 

Product 
repressurization 

Product 
repressurization 

Product 
repressurization 

Feed/H2 production 

Feed/H2 production 

Feed/H2 production 

Feed/H3 production 

Bed pressure 
equalization 

CO enriched gas 
mixture production 
from vessel 2l4/sweep 
vessel 204 with CO3 
enriched gas mixture 
CO enriched gas 
product from vessel 
204 
C02 enriched gas 
mixture production 

Product purge/CO2 
enriched gas mixture 
Product purge/CO2 
enriched gas mixture 
production 

Product purge/CO2 
enriched gas mixture 
production 
Product purge/CO2 
enriched gas mixture 
production 

Vessels 206 and 216 

Product purge/CO1 
enriched gas mixture 
production 
Product purge/CO2 
enriched gas mixture 
production 

Product purge/CO; 
enriched gas mixture 
production 
Product purge/CO2 
enriched gas mixture 
production 
Bed pressure 
equalization 

Product 
repressurization 

Product 
repressurization 

Product 
repressurization 

Feed/H1 production 

Feed/H2 production 

Feed/H3 production 

Feed/H2 production 

Bed pressure 
equalization 
CO enriched gas 
mixture production 
from vessel 2l6/sweep 
vessel 206 from C0; 
enriched gas mixture 
CO enriched gas 
mixture production 
from vessel 206 
C02 enriched gas 
mixture production 

Vessels 208 and 218 

Bed pressure 
equalization 

CO enriched gas 
production from 
vessel 218/sweep 
vessel 208 with 
CO2 enriched gas 
mixture 
CO enriched gas 
mixture production 
from vessel 208 
CO; enriched gas 
production 

Product purge/CO2 
enriched gas mixture 
production 
Product purge/CO2 
enriched gas mixture 
production 

Product purge/CO2 
enriched gas mixture 
production 
Product purge/CO2 
enriched gas mixture 
production 
Bed pressure 
equalization 

Product 
repressurization 

Product 
repressurization 

Product 
repressurization 

Feed/H; production 
production 
Feed/H2 production 

Feed/H2 production 

Feed/H2 production 

TABLE 4 
SWITCHING VALVE OPERATION CHART 

Time/ 
Stop Secs Switching Valves open‘ 

1 40 240,248,274.260,288,3l4,3l6,3l8,320.322,324,326,328 
2(a) 4O 240,248.266.260,282,288,3l2,3l4,3l6,318322324326328 
2(b) 80 240,248,266,260.282,288,3l4,316,318,320,322.324,326 
3 8O 240,248.266.260,288.290,3l4,316,3l8,320,322,324,326,328 

’ 4 40 272,242,250,262,290,314,3163l8,320,322,324.326,328 
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TABLE 4-continued 
SWITCHING VALVE OPERATION CHART 

16 

Time/ 
Stop Secs Switching Valves open‘ 

5(a) 40 276,242,250268262.290.306316.318.320322324325328 
5(b) 8O 276,242}50268262390314.316.318,320,324.326,328 
6 8O 284.242,250.268.262,290.314.316.318,320.3Z2,324,326.328 
7 4O 256,284.274.244,252.3l4.3l6.3l8.320322324326328 
8(a) 4O 256,284,278,244,252,270,308.314.318.320322324326328 
8(b) 8O 256,284,278,244,252.270.314,316,3l8,320,322,326,328 
9 8O 256,284,286,244.252,270,314.316,3l8,320,322,324,326,328 
10 4O 272,258,286,246,254,314,316,3l8,320,322,324,326,328 
ll(a) 4O 264,258,286,280,246,254,310,314,316.320.322,324.326,328 
ll(b) 80 264,258,286,280,246,254,3 14316.3 1 8.320,322,324.328 
12 80 264.258,286,288,246,254,3l4.316.3l8.320,322,324.326.328 
‘Those switching valves not listed are closed. 

In a preferred embodiment of the subject invention, 
three beds of adsorbent are utilized in the ?rst stage of 
the two stage separation of carbon monoxide product 
from the gas mixture enriched in carbon monoxide. 
Between production of the gas mixture feed to the sec 
ond stage and purging of the adsorbent, the adsorbent 
vessel is subjected to a three stage depressurization 
process in which it is ?rst reduced in pressure by plac 
ing it in communication with an equalization vessel, 
then further reduced in pressure by passing gas from it 
to a tank in which waste gas for recycle to the reformer 
is collected and ?nally reduced in pressure by placing it 
in communication with a tank in which the gas mixture 
enriched in carbon monoxide is collected. The equaliza 
tion tank is used after a purge step to repressurize the 
adsorbent. 
The times for the above-mentioned second and third 

stage depressurization steps are selected to allow a de 
sired flow split of the multicomponent gas mixture re 
leased from the adsorbent bed. The concentration of the 
multicomponent gas mixture continuously changes with 
time. Initially, it has a very high ratio of an impurity 
(carbon dioxide) to desired product (carbon monoxide 
and hydrogen) which decreases over time. The time 
based split of the‘ depressurization into two steps allows 
the collection of a ?rst high impurity gas stream which 
is removed as a waste gas and a second low impurity gas 
which is recycled to the feed gas storage vessel for 
further processing. This method represents a substantial 
improvement in the art of separating multicomponent 
gas mixtures by PSA and can be readily applied to the 
separation of gas mixtures other than hydrogen, carbon 
monoxide, carbon dioxide and methane. The operation 
of such a three-stage depressurization process is illus 
trated with reference to FIG. 5. 

Referring now to FIG. 5, there is shown a two-stage 
PSA unit suitable for use as the PSA unit 148 in FIG. 1. 
The ?rst stage 500 includes three generally identical 
adsorber vessels 502, 503 and 504, arranged in parallel, 
each containing a bed 505 of suitable adsorbent, typi 
cally activated carbon, effective to adsorb carbon diox 
ide and methane impurities from the carbon monoxide 
enriched gas mixture. Each adsorber vessel has a gas 
?ow port 506 at the bottom and a gas flow port 507 at 
the top. The gas flow ports 506 communicate with a 
feed gas pipeline 508 which extends from the storage 
tankl40, shown in FIG. 1, a gas recovery pipeline 509 
and a 'vent pipeline 510. The gas recovery pipeline 509 
communicates with a waste gas pipeline 516 which 
terminates in waste gas tank 160 (not shown in FIG. 5) 
and a recycle pipeline 517 which terminates in an inlet 
to the carbon monoxide-enriched gas mixture tank 140 
(not shown in FIG. 5). The vessels 502, 503 and 504 
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communicate through their ports 507 with a pipeline 
511 for conducting a mixture consisting essentially of 
carbon monoxide and hydrogen to the second stage 501 
of the PSA unit, a ?rst purge gas pipeline 512 for alter 
nately purging and repressurizing each bed 505 with the 
mixture of carbon monoxide and hydrogen produced by 
the ?rst stage 500, and a second purge gas pipeline 513 
for purging the beds 505 with gas from the second stage 
501. The ?rst stage 500 also has a pressure equalization 
pipeline 514 extending from an intermediate location in 
the ?rst purge gas pipeline 512 to a tank 534. The tank 
534 also communicates with a pipeline 515 which re 
turns gas to the feed gas tank 140 (not shown in FIG. 5). 
The ?rst stage of the apparatus shown in FIG. 5 is 

also provided with switching valves operable to select 
during each cycle of operation which vessel communi 
cates with each of the respective pipelines. Accord 
ingly, switching valves 518, 519 and 520 determine 
which of vessels 502, 503, 504 communicates with the 
feed gas pipeline 508. Switching valves 521, 522 and 523 
operate to supply a puri?ed gas mixture essentially free 
of carbon dioxide and methane from the vessels 502, 503 
and 504 through their respective ports 507 to the pipe 
line 511 which serves as the inlet to the second stage of 
the apparatus 501. The ?rst purge gas pipeline 512 has a 
stop valve 524 disposed in it which, when open, enables 
a part of the gas from the pipeline 511 to be used alter 
nately as purge gas and repressurization gas for the 
vessels 502, 503 and 504. The vessels 502, 503 and 504 
have, respectively, switching valves 525, 526 and 527 
which operate to place the vessels in communication 
with a puri?ed gas mixture of carbon monoxide and 
hydrogen through their respective ports 507. Similarly, 
switching valves 528, 529 and 530, associated respec 
tively with vessels 502, 503 and 504, when open, allow 
gas purged from the second stage 501 of the unit to ?ow 
from the pipeline 513 into the respective vessel through 
its port 507. The pressure equalization pipeline 514 also 
has a stop valve 531 disposed therein, and the outlet 
from the equalization tank 534 has a stop valve 532 
disposed therein. There are two main paths for the 
discharge of gas from the bottom of the vessels 502, 503 
and 504. The ?rst path is via the recovery gas pipeline 
509, as determined by respective switching valves 535, 
536 and 537. In addition, switching valves 538 and 539 
in the pipelines 516 and 517, respectively, determine 
whether the gas ?owing through the pipeline 509 is 
returned to tank 140 or tank 160 (shown in FIG. 1). The 
second path for the discharge of gas from the bottom of 
the vessels 502, 503, 504 is via the pipeline 510 as con 
trolled by switching valves 540, 541 and 542. Gas ?ow 
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ing into the pipeline 510 may be returned to tank 160 or 
discharged from the plant through its stack (not 
shown). 

All the switching valves described above with refer 
ence to the ?rst stage 500 of the PSA unit shown in 
FIG. 5 may be operated automatically in conformity 
with a predetermined cycle which will now be de 
scribed with respect to the adsorbent bed in the vessel 
502. 
Compressed carbon monoxide enriched gas mixture, 

typically comprising, by volume, from about 55 to 80% 
of hydrogen, from about 15 to 40% of carbon monoxide 
with lesser quantities of carbon dioxide, methane and 
water vapor is fed into the vessel 502 through its port 
506. The activated carbon adsorbent contained therein 
adsorbs water vapor, carbon dioxide and methane in 
preference to carbon monoxide and hydrogen. The 
effluent mixture of hydrogen and carbon monoxide 
passes out of the vessel 502 through its port 507 into the 
pipeline 511 and is fed to the second stage 501 of the unit 
for separation of carbon monoxide from hydrogen. 
Admission of feed gas to the vessel 502 is carried out for 
a predetermined period, typically about 3-4 minutes, 
and stopped before the adsorbent bed 505 becomes 
saturated with impurities to the extent that break out 
would occur. The next steps of the cycle involves re 
covering unadsorbed gas from the vessel 502. First, 
upon completion of the feed step, the top of the vessel 
502 is placed in communication with the equalization 
tank 534 so that a gas mixture comprising carbon mon 
oxide and hydrogen and only traces of impurity is 
passed to the equalization tank 534 from the top of the 
vessel 502. Typically, this step lasts only a few seconds, 
e.g. from 10 to 20 seconds. Next, unadsorbed gas from 
the bottom of the vessel 502 is passed via the pipelines 
509 and 516 to the waste gas tank 160 (see FIG. 1). The 
gas mixture so discharged from the vessel 502 is gener 
ally richer in carbon dioxide and methane than the feed 
gas mixture as these gases, particularly carbon dioxide, 
tend to concentrate at the bottom of the bed 505. How 
ever, once the gas from the very bottom of the bed has 
been vented, usually in less than 10 seconds, a gas mix 
ture from the vessel can be recycled to the feed tank 140 
(see FIG. 1). Accordingly, communication between the 
bottom of the vessel 502 and the pipeline 516 is stopped 
after a period of less than 10 seconds and the port 506 of 
the vessel 502 is then placed in communication with the 
pipeline 517 to enable the gas mixture to be recycled to 
the tank 140. During the recycle step, the pressure of 
the bed 505 in vessel 502 gradually falls until it reaches 
a minimum typically from about 5 to 10 psig. 
The next steps of the process involve employing 

purge gas to flush out impurities from the bed. In a ?rst 
purge gas step, a part of the puri?ed gas mixture of 
carbon monoxide and hydrogen is taken from the vessel 
503 and introduced into the top of the vessel 502 
counter currently to the direction of the feed gas ?ow. 
The gas ?ows from the bottom of the vessel 502 into the 
vent gas pipeline 510 from which it may preferably be 
passed to the tank 160 (see FIG. 1) for use as fuel, or 
vented from the plant. ‘This ?rst purge step generally 
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lasts about one minute. Communication is then ended 
between port 507 of vessel 502 and pipeline 512 and 
between port 506 of vessel 502 and pipeline 510. During 
the ?rst purge step, the amount of impurities present in 
vessel 502 is considerably reduced and in subsequent 
steps it becomes possible to recover the gas passing out 
of the port 506 of vessel 502. In the next purge step, 
purge gas comprising a mixture of hydrogen and carbon 
monoxide from the second stage 501 of the unit shown 
in FIG. 5 is passed from pipeline 512 into the top of the 
vessel 502 through its port 507 and flows downwardly 
therethrough exiting through port 506 and passing to 
the tank 160 (see FIG. 1). During this purge step, fura 
ther impurities are swept from vessel 502 and thus, the 
impurity level of the exiting gas mixture tends to fall. 
This purge step typically lasts about 10 to 20 seconds 
and ends by stopping communication between the pipe 
lines 509 and 516. Thereupon, pipeline 509 is placed in 
communication with pipeline 517 leading to the carbon 
monoxide-enriched gas mixture tank 140 (see FIG. 1) so 
that the gas leaving the bottom of the vessel 502 now 
flows thereto. Preferably, this ?ow of gas continues for 
from 1 to 2 minutes. At the end of this step, communica 
tion between the bottom of the vessel 502 and the pipe 
lines 509 and 517 is discontinued. 
The next steps concern charging the vessel 502 with 

the hydrogen and carbon monoxide mixture ready for 
the next cycle. Accordingly, port 506 in the bottom of 
vessel 502 is closed to all the connected pipelines and 
purge gas from pipeline 513 is- allowed to ?ow into the 
vessel through port 507, generally for one to two min 
utes. The vessel 502 is thereby pressurized to the avail 
able pressure of the second stage purge gas. Vessel 502 
is then repressurized with gas from the equalization tank 
534. This generally requires only a few seconds, e.g. 
from 10 to 20 seconds. The ?nal step is pressurization 
involves placing the ?rst purge gas pipeline 512 in com 
munication with the vessel 502 through its port 507 and 
introducing into vessel 502 part of the impurity-free gas 
mixture comprising carbon monoxide and hydrogen 
being produced simultaneously in the vessel 504. Vessel 
502 is now fully pressurized and ready to produce im 
purity-free mixture of carbon monoxide and hydrogen 
at the required pressure at the start of the next cycle. 
Simultaneously with performing this step, equalization 
tank 534 is placed in communication with the tank 140, 
containing carbon monoxide-enriched gas mixture so as 
to recover further gas from the equalization tank 534'. 
This step requires from 60 to 90 seconds after which the 
vessel 502 is then ready to be used in the next cycle. 

It is to be appreciated that while the above described 
cycle of operations is being performed using the vessel 
502, identical cycles are being performed using the 
vessels 503 and 504 in appropriate phase relation to one 
another. The relationship between these cycles is illus 
trated in Table 5 which sets out all the steps of each 
cycle in the order in which they are performed and the 
duration of each step. In Table 6, below, there is set out 
a list of which valves are open during‘ the respective 
steps of the cycle. 

TABLE 5 

Step Duration 
No. (secs) Vessel 502 Vessel 503 Vessel 504 

l 12 Feed/Production of puri?ed Repressurize via second purge Depressurize to equalization 
CO-Hg mixture pipeline 513 tank 534 

2 6 Feed/ Production of puri?ed Repressurize via second purge Depressurize to waste 
C0-H2 mixture pipeline 513 tank 160 
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TABLE S-continued 
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No: (secs) Vessel 502 Vessel 503 V6556] 504 

3 34 Feed/Production of puri?ed Repressurize via second purge Depressurize to feed 
CO——H2 mixture pipeline 513 tank 140 

4 60 Feed/Production of puri?ed Repressurize via second purge Purge from ?rst purge 
CO-Hg mixture pipeline 513 pipeline 512 to atmosphere 

5 Feed/Production of puri?ed Repressurize from Purge from second purge 
CO—~H2 mixture equalization tank 534 pipeline 513 to waste tank 160 

6 Feed/Production of puri?ed Repressurize from equalization Purge from second purge 
CO—H2 mixture tank 534‘ pipeline 513 to feed tank 140 

7 72 Feed/Production of puri?ed Repressurize with ?rst stage Purge from second purge 
CO-HZ mixture product via pipeline 512 and pipeline 513 to feed tank 140 

pass gas from equalization 
tank 534 to feed tank 140 

8 12 Depressurize to equalization Feed/Production of puri?ed Repressurize via second purge 
tank 534 CO-HZ mixture . pipeline 513 

9 6 Depressurize to waste tank Feed/Production of puri?ed Repressurize via second purge 
160 CO-H; mixture pipeline 513 ‘ 

10 34 Depressurize to feed tank 140 Feed/production of puri?ed Repressurize via second purge 
CO-Hg mixture pipeline 513 

11 6O Purge from ?rst purge Feed/Production of puri?ed Repressurize via second purge 
pipeline 512 to atmosphere CO-H; mixture pipeline 513 

l2 l4 Purge from second purge Feed/Production of puri?ed Repressurize from 
pipeline 513 to waste CO-H2 mixture equalization tank 534 
tank 160 

13 12 Purge from second purge Feed/Production of puri?ed Repressurized from 
pipeline 513 to feed CO—H2 mixture equalization tank 534 
tank 140 

14 72 Purge from second purge Feed/Production o1‘ puri?ed Repressurize with ?rst stage 
pipeline 513 to feed CO-H; mixture; product via pipeline 512 and 
tank 140 pass gas from equalization 

tank 534 to feed tank 140 
15 12 Repressurize via second Depressurize to equalization Feed/Production of puri?ed 

purge pipeline 513 tank 534 CO-Hg mixture 
16 6 Repressurize via second Depressurize to waste tank 160 Feed/Production of puri?ed 

purge pipeline 513 CO-Hz mixture 
17 34 Repressurize via second Depressurize to feed tank 140 Feed/Production of puri?ed 

purge pipeline 513 CO-—H2 mixture 
18 60 Repressurize via second Purge from ?rst purge Feed/Production of puri?ed 

purge pipeline 513 pipeline 512 to atmosphere CO-HZ mixture 
19 14 Repressurize from Purge from second purge Feed/Production of puri?ed 

equalization tank 534 pipeline 513 to waste CO-HZ mixture 
tank 160 

20 12 Repressurize from Purge from second purge Feed/Production of puri?ed 
equalization tank 534 pipeline 513 to feed CO-H; mixture 

tank 140 
21 72 Repressurize with ?rst Purge from second purge Feed/Production of puri?ed 

stage product via pipeline 'pipeline 513 to feed CO-HZ mixture 
512 and pass gas from tank 140 
equalization tank 534 to 
feed tank 140 

TABLE 6 

STEP 1 VALVES OPEN: 518,521,527,529,531, 
VALVES SHUT: 5l9,520,522,523,524,525.526.528,530,532,535536,537,538,S39,540,541.542 

STEP 2 VALVES OPEN: 5l8,521,529,537,538 
VALVES SHUT: 519,520,522,523,524,525,526,527.528,530,531,532,535,,536,539,540,541,542 

STEP 3 VALVES OPEN: 518,521,529,537,539 
VALVES SHUT: 519,520,522,523,524,525,S26,S27,528,530,531,532,535,536,538,540,541,542 

STEP 4 VALVES OPEN: 5l8,521,524,527,529,542 
VALVES SHUT: 519,520,522.523,525,526,528,530,531,532,535,536,537,538,539,540,541 

STEP 5 VALVES OPEN: 518,521,526,530,531,537,538 
VALVES SHUT: 519,520,522,523,524,525,527,528,529,532,535,536,539,540,54l,542 

STEP 6 VALVES OPEN: 518,521,526,S30,531,537,539 
VALVES SHUT: 519,520,522,523,524,525,527,528,529.532,535,536,538,540,541,542 

STEP 7 VALVES OPEN: 518,52l,524,526,530,532,537,S39 
VALVES SHUT: 519,520,522,523,525,527,528,529,531,535,536,538,540,541,542 

STEP 8 VALVES OPEN: 5l9,522,525,530,53l 
VALVES SHUT: 5l8,520,521,523,524,526,527,528,529,532,535,536,537,538,539,540,541,542 

STEP 9 VALVES OPEN: 5l9,522,530,535,538 
VALVES SHUT: 5I8,520,52l,523,524,525,526,527,528,529,53l,532,536,537,539,540,541,542 

STEP l0 VALVES OPEN: 519,522,530,535,539 
VALVES SHUT: 518,520,52l,523,524,525,526,527,528,529,531,532,536,537,538,540.541,542 

STEP ll VALVES OPEN: 5l9,522,524,525,530,540 
VALVES SHUT: 518,520,521,523,526,527,528,529,53l,532,535,536,537,538,539,541,542 

STEP 12 VALVES OPEN: 5l9,522.527,528,531,535,538 
VALVES SHUT: 518,520,521523,524.525,526,529,530,532,S36,537,539,540,541.542 

STEP 13 VALVES OPEN: 5l9,522,527.528,535,539,531 

STEP l4 
VALVES SHUT: 
VALVES OPEN: 

518,520,52l,523,524,525,526,529,530,532.536,537,538,540,541,542 
519,522.524,527,528,532.535.539 



5,112,590 
21 

TABLE 6-continued 

VALVES SHUT: 

VALVES OPEN: 
VALVES SHUT: 

VALVES OPEN: 
VALVES SHUT: 

VALVES OPEN: 
VALVES SHUT: 
VALVES OPEN: 

VALVES SHUT: 

VALVES OPEN: 
VALVES SHUT: 
VALVES OPEN: 
VALVES SHUT: 
VALVES OPEN: 
VALVES SHUT: 

STEP l5 520.523.526.528531. 

STEP l6 520.523.528.536.538 

STEP l7 520,523,528.536.539 

STEP l8 520,523,524,526.528.54l 

STEP 19 520,523,525,529,53l536.538 

STEP 20 520,523,525,529,531,536,539 

STEP 2! 520,523,524,525,529,532,536,539 

The separation of the puri?ed gas mixture of carbon 
monoxide and hydrogen produced in the ?rst stage 500 
of the PSA unit sown in FIG. 5 is effected in the second 
stage 501. The second stage uses three adsorbent vessels 
550, 551 and 552 each containing a bed 553 of zeolite 
molecular sieve which will separate the mixture by 
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preferentially adsorbing the carbon monoxide. Each of 25 
the vessels 550, 551 and 552 has at its bottom a gas port 
554 and at its top a gas port 555. The gas ports 554 can 
be selectively placed in communication with the pipe 
line 511, a carbon monoxide withdrawal pipeline 556 
having a vacuum pump 557 disposed therein and termi 
nating in a carbon monoxide collection vessel 558, and 
a carbon monoxide purge pipeline 559 having a flow 
control valve 560 disposed therein. Withdrawal of car 
bon monoxide product from the collection vessel 558 
may be made by opening valve 562 in an outlet 563. 
The gas ports 555 of the vessels 550, 551 and 552 are 

able to be selectively placed in communication with the 
mixer 118 (shown in FIG. 1) whereby hydrogen 
enriched gas can be returned to the PSA unit 122 for 

30 

35 

separation into a hydrogen product. The ports 555 of 40 
the vessels 550, 551 and 552 are also able to be selec 
tively placed in communication with the second purge 
gas pipeline 513 whereby a purge gas comprising car 
bon monoxide and hydrogen may be supplied to the 
?rst stage 500 of the plant shown in FIG. 5. 

Various switching valves associated with the ports 
554 and 555 determine which pipelines communicate 
with each of the vessels any time in an operating cycle. 
Thus, gas ports 554 have switching valves 564, 565 and 
566 which, when open, place the respective vessel in 
communication with pressurized puri?ed gas mixture 
comprising carbon monoxide and hydrogen form the 
pipeline 511. The ports 555 are associated with switch 
ing valves 567, 568 and 569 which, when open, place 
the respective vessel in communication with the pipe 
line 561 whereby unadsorbed gas may be returned to 
mixer 118 in the apparatus shown in FIG. 1. 
The vessels 550, 551 and 552 have, respectively, 

switching valves 570, 571 and 572 which enable them to 
be purged at the end of the adsorption step. These 
valves, when opened, permit gas to flow from the car 
bon monoxide purge pipeline 559 into the respective 
vessel through gas port 554. In addition, the vessels, 
respectively, have switching valves 573, 574 and 575 
which, when open, permit gas released or purged from 
the respective vessel to be supplied through the gas port 
555 to the pipeline 513 for use in the ?rst stage of the 
process. In addition, each of the switching valves 576, 
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5l8.520,521,523.525,526,529.530,53l,536,537,538.540.54l,542 

5l8.5l9.52l.522.524.525,527,529,530.532.535.536.537,538.539,540.541,542 

518.519.52l,522.524.525,526.527,529.530,53l.532,535.537,539,540,54l,542 

518,519,52l522,524,525,526,527.529,530,53 l,532,535,537,538,540.54l,542 

SI8,519,52l,522,525,527,529.530,53l,532,535,536.537,538,539,540,542 

5l8,519,521,522,524,526,527,528.530,532,535,537,539,540,54l,542 

5l8,519,52l,522,524,526,527,528,530,532,535,537.538,S40,54l,542 

5l8,519,52l,522,526,527,528,530,53l.535,537,538,540,54l,542 

577 and 578 permits desorption of carbon monoxide 
product from the beds 553 by the vacuum pump 557. 
The desorbed carbon monoxide is withdrawn through 
ports 554 and passed to the tank 558. 
The switching valves are operated by means well 

known in the art for the production of carbon monoxide 
product in synchronization with the' cycle performed in 
the ?rst stage 500 of the PSA unit shown in FIG. 5. The 
vessel 550 is placed in communication through its port 
554 with a puri?ed and pressurized hydrogen/carbon 
monoxide mixture fed by the ?rst stage 500 to the pipe 
line 511. The bed 553 of adsorbent selectively adsorbs 
carbon monoxide , to form 'a hydrogen-enriched gas 
mixture which passes out of the vessel 550 through the 
port 555 into the hydrogen-enriched gas mixture return 
pipeline 561. Typically, this adsorption step is continued 
for a period of about three to four minutes until the 
adsorbent is fully charged with adsorbed carbon mon 
oxide. The next step is to vent unadsorbed gas consist 
ing mainly of hydrogen to the pipeline 513 through port 
555. Venting will generally last from 2 to 30 seconds. 
Although the pressure in the bed 553 falls signi?cantly 
during this step, the pressure drop is not suf?cient to 
remove hydrogen completely. The remaining unad 
sorbed hydrogen is then purged from bed 553 in vessel 
550. Accordingly, bed 553 is placed in communication 
with pipeline 559 to permit carbon monoxide product to 
flow into vessel 550 through port 554. The resulting 
mixture of carbon monoxide and hydrogen passes from 
the vessel 550 into the pipeline 513. Typically, this step 
takes about three minutes and is continued until only 
minute traces of hydrogen remain in the vessel 550. 
Communication between the vessel 550 and the pipe 
lines 513 and 559 is discontinued, vessel 550 is placed in 
communication with pipeline 556 and carbon monoxide 
is desorbed from the adsorbent bed by vacuum pump 

' 557 and withdrawn as product. The evacuation of the 
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vessel 550, typically to about 100 Torr, will continue for 
about -three to four minutes until most of the carbon 
monoxide has been withdrawn therefrom. 
While the above described cycle of operations is 

repeatedly performed using the vessel 550, complemen 
tary cycles are performed using the vessels 551 and 552 
in appropriate phase relation therewith. The respective 
phasing of the cycles and the positions of the switching 
valves required to effect switching from step to step are 
shown in Tables 7 and 8 below. It is to be appreciated 
that the steps of the process set out in Tables 7 and 8 
correspond to the steps shown in Tables 5 and 6. 
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TABLE 7 
Step Duration 
No. (secs) Vessel S50 Vessel 551 Vessel 552 

1 l2 Evacuate/Produce CO product Purge of pipeline 513 Adsorb CO 
2 6 Evacuate/Produce CO product Purge of pipeline 513 Adsorb CO 
3 34 Evacuate/Produce CO product Purge of pipeline 513 Adsorb CO 
4 6O Evacuate/Produce CO product Purge of pipeline 513 Adsorb CO 
5 l4 Adsorb CO Evacuate/Produce CO product Vent to pipeline 513 
6 l2 Adsorb CO Evacuate/Produce CO product Vent topipeline 513 
7 72 Adsorb CO Evacuate/Produce CO product Purge to pipeline 513 
8 l2 Adsorb CO Evacuate/Produce CO product Purge 1O pipeline 513 
9 6 Adsorb CO Evacuate/Produce CO product Purge to pipeline 513 
10 34 Adsorb CO Evacuate/Produce CO product Purge to pipeline 513 
ll 60 Adsorb CO Evacuate/Produce CO product Purge to pipeline 513 
l2 l4 Vent to pipeline 513 Adsorb CO Evacuate/Produce CO product 
13 12 Vent to pipeline 513 Adsorb CO Evacuate/Produce CO product 
14 72 Purge to pipeline 513 Adsorb CO Evacuate/Produce CO product 
15 12 Purge to pipeline 5l3 Adsorb CO Evacuate/Produce CO product 
16 6 Purge to pipeline 513 Adsorb CO Evacuate/Produce COproduct 
17 34 Purge to pipeline 513 Adsorb CO Evacuate/Produce CO product 
18 6O Purge to pipeline 513 Adsorb CO Evacuate/Produce CO product 
l9 l4 Evacuate/Produce CO product Vent to pipeline 531 Adsorb CO 
2O 12 Evacuate/Produce CO product Vent to pipeline 531 Adsorb CO 
21 72 Evacuate/Produce CO product Purge to pipeline 531 Adsorb CO 

TABLE 8 

STEP 1 VALVES OPEN: 566,569,57l,574,576 
VALVES SHUT: 564665567,568,570,572,573,575,577,578 

STEP 2 VALVES OPEN: 566,569.57l,574,576 
VALVES SHUT: 564.565567568670,572,573,575,S77.578 

STEP 3 VALVES OPEN: 566.569.57l,574,576 
VALVES SHUT: 564,565,567,568,570,572,573,575.577,578 

STEP 4 VALVES OPEN: 566.569.571,S74,576 
VALVES SHUT: 564,565.567.568570,572,573,575,577,578 

STEP 5 VALVES OPEN: 564,567,575577 
VALVES SHUT: S65,566,568,569,570,571,572,573,574,576,578 

STEP 6 VALVES OPEN: 564.567,575,577 
VALVES SHUT: 56S.566,568,569.570,57l,572,573.574,576.578 

STEP 7 VALVES OPEN: 564.567,572,575.577 
VALVES SHUT: 565.566.568,569.570,57l,573.574.576,578 

STEP 8 VALVES OPEN: 564,567,572.575.577 
VALVES SHUT: 565,566.568,569,570,57l,573,574.576,578 

STEP 9 VALVES OPEN: 564,567,572,575.577 
VALVES SHUT: 565,566,568.569.570,571,573,574,576,578 

STEP l0 VALVES OPEN: 564,567,572,575,577 
VALVES SHUT: 565.566,568.569.570,57l,573,574,576,578 

STEP ll VALVES OPEN: 564,567,572,575,577 
VALVES SHUT: 565.566,568,569.570,571,573,574,576,578 

STEP l2 VALVES OPEN: 565,568,573.578 
VALVES SHUT: 564.566,567,569.570,571,572,574,575,576,577 

STEP 13 VALVES OPEN: 565.568.573.578 
VALVES SHUT: 564,566,567.569,570,57l,572.574,575,S76,577 

STEP l4 VALVES OPEN: 565,568.570,573.578 
VALVES SHUT: 564,566,567.569.57l,572,574,575,576.577 

STEP l5 VALVES OPEN: 565,568.570,573,578 
VALVES SHUT: 564,566,567.569,57l,572,574,575,576,577 

STEP 16 VALVES OPEN; 565,568,570,573,578 
VALVES SHUT: 56456656756957l.572,574,575,576,577 

STEP l7 VALVES OPEN: 56S,568.S70,573,578 
VALVES SHUT: 564,566,567,569,57t,572,574,575,576,S77 

STEP l8 VALVES OPEN: 565,568,570,573,578 
VALVES SHUT: 564,566,567,569.571,572,574,575,576,577 

STEP 19 VALVES OPEN: 566,569,574,576 
‘ VALVES SHUT: 564,565,567,568,570,571,572,573,575,577,578 

STEP 20 VALVES OPEN: 566,569,574,576 
VALVES SHUT: 564,565,567,568,570.571,572,573,575,577,578 

STEP 2] VALVES OPEN: 566.569,57l,574,576 ‘ 
VALVES SHUT: 564,565,567,568,570,572,573,575,577,578 

It is not essential for all the sorptive separation steps 
60 of the subject invention to be performed by PSA. In an 

alternative process, the gas mixture comprising hydro 
gen, carbon monoxide and carbon dioxide is ?rst sub 
jected to absorptive separation e.g. in ethanolamine 
solution, to separate a pure carbon dioxide product. A 
part of the carbon dioxide product is used to reform the 
hydrocarbon. Such preliminary removal of carbon di 
oxide from the gas mixture facilitates the subsequent 
separation of the hydrogen product and facilitates the 
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use of a conventional PSA process for separating hy 
drogen product and a gas mixture enriched in carbon 
monoxide as described in US. patent speci?cation 
3,430,418. Such a process is illustrated in FIG. 6. 
The apparatus illustrated in FIG. 6 includes a re 

former 602 in which hydrocarbon introduced through 
inlet 604 is reacted with steam introduced through inlet 
606 and a recycled carbon dioxide stream introduced 



5,112,590 
25 

through inlet 608. The reformer 602 operates under the 
same general conditions as that described with refer 
ence to FIG. 1. 
The effluent from the reformer 602 enters cooler 606 

in which it is cooled to about ambient temperature, 
thereby being condensed to separate water producing a 
gas mixture comprising hydrogen, carbon monoxide, 
carbon dioxide and methane. This mixture is passed into 
a carbon dioxide adsorption system 617 which employs 
an organic absorbent liquid, such as ethanolamine, thus 
providing a pure carbon dioxide product which is with 
drawn through outlet 619 and pipeline 620. A portion of 
the carbon dioxide product is recycled to the inlet 608 
of reformer 602. A hydrogen-rich gas mixture also con 
taining carbon monoxide and methane passes out of the 
absorption system 617 through its outlet 621 and is 
united in mixer 618, which may merely be a union of 
two pipes, with another hydrogen-rich gas stream from 
a downstream part of the apparatus. The resulting gas 
mixture, typically comprising from about 60 to 85 mole 
percent of hydrogen; from about 8 to 40 mole percent of 
carbon monoxide and up to about 5 mole percent of 
methane, enters a PSA separation unit 622 in which it is 
separated into a pure hydrogen product withdrawn 
through outlet 628 and carbon monoxide-enriched gas 
mixture withdrawn through outlet 630 and collected in 
storage tank 640. The purity of the products of the PSA 
unit is enhanced by the preliminary removal of carbon 
dioxide. . 

The storage tank 640 provides feed gas for the next 
stage of the process which involves the PSA separation 
of a substantially pure carbon monoxide product. Thus, 
a compressor 642 continuously draws a gas mixture 
enriched in carbon monoxide from the storage tank 640 
and raises it to a pressure preferably about 1 atmosphere 
above of the inlet pressure of the gas entering the PSA 
unit 622 and then passes it to a PSA unit 648 comprising 
a ?rst stage 650 and a second stage 652. In the ?rst stage 
650, constituents of the gas mixture more readily ad 
sorbable than carbon monoxide are adsorbed to pro 
duce a gas mixture consisting essentially of hydrogen 
and carbon monoxide which passes out of the ?rst stage 
650 through conduit 654 into the second stage 652 for 
further separation. The adsorbed gas is then desorbed 
and some of it is vented through an outlet 656, being 
received in a tank 660 which is employed as a source of 
fuel for the reformer 602. 

In the second stage 652 of the PSA unit 648, carbon 
monoxide is adsorbed from the gas mixture to produce 
a gas mixture rich in hydrogen. A part of this gas is 
passed out of the plant 648 through an outlet 668 and is 
mixed with a similar mixture leaving absorber system 
617. Another portion of the hydrogen-rich gas is re 
turned through conduit 666 to the ?rst stage 650 where 
it helps to purge desorbed gases from the adsorbent. In 
order to produce a relatively pure carbon monoxide 
product from the PSA unit 648, carbon monoxide ad 
sorbed by the second stage adsorbent is desorbed by a 
vacuum pump (not shown) and is withdrawn through 
the outlet 664. Typically, the carbon monoxide product 
contains less than 200 volumes per million of methane, 
less than 10 volumes per million of carbon dioxide and 
less than 1500 volumes per million of hydrogen. Appa 
ratus as shown in FIG. 6 is capable of producing carbon 
monoxide in relatively high yield in comparison with 
known noncryogenic processes. This is mainly as a 
result of employing the combination of the absorber 
system 617 to remove carbon dioxide from the gas mix 
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26 
ture produced in the reformer 602, thus facilitating 
subsequent separation of hydrogen and carbon monox 
ide. Preferably, a PSA unit as described above with 
reference to FIG. 5 is used as unit 648 in the apparatus 
shown in FIG. 6. 

In addition to mixtures comprising hydrogen, carbon 
monoxide and carbon dioxide, the process of this inven 
tion is effective to separate other mixtures, such as, for 
example, an ammonia plant purge gas from which am 
monia has been removed. Such a gas mixture typically 
comprises hydrogen (the ?rst component), argon (the 
second component), methane (the third component) 
and nitrogen. Nitrogen is more strongly adsorbed than 
argon and less strongly adsorbed than methane and, 
hence, distributes between the gas mixture enriched in 
argon and the gas mixture enriched in methane. Such a 
mixture comprises, for example, 61.6% by volume of 
hydrogen, 20.5% by volume nitrogen, 4.6% by volume 
argon, and 13.3% by volume methane. The invention is 
particularly useful in the separation of such a mixture in 
view of the relatively high commercial value of the 
second component, argon. 
The method and apparatus according to the invention 

are further illustrated by the following examples. 

EXAMPLE 1 

Referring to FIG. 1, butane at a temperature of 600° 
F. and a pressure of 260 psig is fed to the reformer 102 
at a dry gas ?ow rate of 2590 scfh. The unit “scfh” used 
herein is the flow rate of gas expressed in cubic feet per 
hour at a temperature of 70° C. and a pressure of 1 
atmosphere absolute. The butane is reacted in reformer 
102 with steam at a flow rate of 49028 scfh, a tempera 
ture of 700° F. and a pressure of 260 psig and with 
compressed carbon dioxide-enriched gas mixture at a 
flow rate 10010 scfh, a temperature of 300" F. and a 
pressure of 260 psig. Butane fuel fed into the reformer 
102 at 20 psig, 75° F. and a ?ow rate of 1337 scfh is 
combusted to provide heat for the reforming reactions. 
Also combusted therein is waste gas supplied from tank 
160 at 75° F., 3 psig and a flow rate of 9047 scfh. The 
reformer ef?uent flows to the cooler 116 at 1500" F. and 
220 psig. Its ?ow rate is 78045 scfh on a wet gas basis 
and 43713 scfh on a dry gas basis. The composition of 
the gas mixture, excluding water, is 61.5 mole percent of 
hydrogen, 16.4 mole percent of carbon monoxide, 1.6 
mole percent of methane and 20.5 mole percent of car 
bon dioxide. After removal of substantially all of the 
water in the cooler 116, the gas mixture is mixed in the 
mixer 118 with a gas stream from PSA unit 148 to pro 
duce a feed for PSA unit 122 comprising, excluding 
water vapor: 68.9 mole percent of hydrogen; 13.3 mole 
percent of carbon monoxide; 1.3 mole percent of meth 
ane; and 16.5 mole percent of carbon dioxide. This 
mixture is fed to PSA unit 122 at 75° F., 205 psig and a 
dry gas flow rate of 54262 scfh wherein it is separated 
into a product hydrogen stream containing less than 1 
volume per million of carbon monoxide and no measur 
able traces of methane or carbon dioxide, at a flow rate 
of 21000 scfh, a temperature of 75° F. and pressure of 
200 psig which is introduced into tank 140. There is 
combined therein a carbon monoxide enriched gas mix 
ture comprising, excluding water vapor: hy 
drogen--66.0 mole percent; carbon monoxide-32.5 
mole percent; methane-1.2 mole percent; and carbon 
dioxide-0.3 mole percent. This gas mixture is with 
drawn from PSA unit 122 at 75° F., 10 psig and a dry 
gas flow rate of 18755 scfh. 








