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determined pulse minimum magnitude, a second range 
of the pressing force within which the pulse minimum 
magnitudes are generally constant, the second range 
including a point at which a rate of change of the pulse 
minimum magnitudes with respect to the pressing force 
is minimum; a ?fth device for determining an optimum 
range of the pressing force based on the ?rst and second 
ranges, and determining an optimum value of the press 
ing force such that the optimum value falls within the 
optimum range; and a sixth device for adjusting the 
pressing device to the optimum pressing force, and 
obtaining a pulse wave of the subject through the sensor 
pressed with the optimum pressing force. 

12 Claims, 3 Drawing Sheets 

3,4 
32 DlSPLAY/PECORD DEVICE 

l 
' 1 

SM CONTROL 5 
DEVICE 

so 

26 
M ----- - t 

PRESSURE REGULATING VALVE 

16 
( Jig/Z} PRESSURlZlED FLUID SUPPLY 21. 



US. Patent June 9, 1992 Sheet 1 of 3 5,119,822 

5&3 05d owwEnmmwE 

op 

8 on m 9 p 

§ N_ 

A/ 

Ow 

/ J. m 
‘NP 0 P I I | I I l 'l-llll'lnl o 

Hm 
_ 

um 

, 

9 BE 



US. Patent June 9, 1992 Sheet 2 of 3 5,119,822 

FIGZ 

PULSE AMPLITUDE A AND 
PULSEA MINIMUM MAGNITUDE B FIG. 4 

Pd 

.Pc 

P9 

PpnqI \Pcmin 
PRESSURE P (PRESSING FORCE ) 





5,119,822 
1 

PULSE WAVE DETECTING APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Art 
The present invention relates to an apparatus for 

detecting a pulse wave produced from an arterial vessel 
of a subject. 

2. Related Art Statement 
There is known a pulse wave detecting apparatus 

including (1) a pulse wave sensor having a press surface 
on which one or more pressure sensing elements are 
provided, the pulse wave sensor being pressed against 
an arterial vessel of a subject via a body surface above 
the arterial vessel so that the one or more pressure sens 
ing elements detect a pulse wave produced from the 
arterial vessel of the subject, (2) pressing means for 
pressing the pulse wave sensor against the arterial vessel 
via the body surface, while varying the pressing force 
over a predetermined force range, and (3) means for 
determining an optimum, pulse wave sensor pressing 
force based on the pulse wave (pulses of the pulse wave) 
which is detected by the one or more pressure sensing 
elements while the pressing force is varied, and (4) 
means for obtaining a pulse wave of the subject through 
the pulse wave sensor pressed with the thus determined 
optimum pressing force. The conventional apparatus 
determines as the optimum pulse wave sensor pressing 
force a pressing force at which the pulse wave sensor 
(one or more pressure sensing elements) detects a pulse 
of the pulse wave whose amplitude is maximum, 
namely, the greatest of the amplitudes of the pulses 
detected by the pulse wave sensor in the process of 
varying the pressing force. 
However, generally the thus determined optimum 

pressing force does not fall to around the middle value 
of a pressing force range which covers pressing force 
values at which a pulse wave having a suf?ciently great 
amplitude is detected.‘ Accordingly, in the event that 
the pulse wave sensor pressing force is changed from 
the optimum pressing force to a greater or smaller value 
due to physical motion of the subject or other causes, 
the conventional apparatus may fail to detect a pulse 
wave having a suf?ciently great amplitude. 

SUMMARY OF THE INVENTION 

It is therefore an object of the present invention to 
provide a pulse wave detecting apparatus capable of 
detecting a pulse wave having a suf?ciently great ampli 
tude irrespective of change in the pulse wave sensor 
pressing force. 
The above object has been achieved by the present 

invention, which provides a pulse wave detecting appa 
ratus for detecting a pulse wave produced from an arte 
rial vessel of a subject, comprising (a) a pulse wave 
sensor having a press surface on which at least one 
pressure sensing element is provided, the pulse wave 
sensor being pressed against an arterial vessel of a sub 
ject via a body surface above the arterial vessel so that 
the at least one pressure sensing element detects a pulse 
wave produced from the arterial vessel of the subject, 
(b) pressing means for pressing the pulse wave sensor 
against the arterial vessel via the body surface, while 
varying the pressing force over a predetermined force 
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range, (c) ?rst means for determining an amplitude of 65 
each of pulses of the pulse wave which are detected by 
the at least one pressure sensing element while the 
pressing force of the pressing means is varied, (d) sec 

2 
ond means for determining, based on the pulse ampli 
tudes determined by the ?rst means, a ?rst force range 
of the pressing force within which the pulse amplitudes‘ 
are generally constant, the ?rst force range including a 
point at which a rate of change of the pulse amplitudes 
with respect to the pressing force is zero, (e) third 
means for determining a minimum magnitude of the 
each pulse of the pulse wave detected by the at least one 
pressure sensing element, (0 fourth means for determin 
ing, based on the pulse minimum magnitudes deter 
mined by the third means, a second force range of the 
pressing force within which the pulse minimum magni 
tudes are generally constant, the second force range 
including a point at which a rate of change of the pulse 
minimum magnitudes with respect to the pressing force 
is minimum, (g) ?fth means for determining an optimum 
force range of the pressing force based on the ?rst and 
second force ranges, and determining an optimum value 
of the pressing force such that the optimum value falls 
within the optimum force range, and (h) sixth means for 
adjusting the pressing means to the optimum value of 
the pressing force, and obtaining a pulse wave of the 
subject through the pulse wave sensor pressed against 
the arterial vessel with the optimum pressing force. 

In the pulse wave detecting apparatus constructed as 
described above, the optimum force range of the pulse 
wave sensor pressing force is determined based on the 
?rst force range within which the pulse amplitudes are 
generally constant and which covers a pressing force at 
which the pulse wave sensor has detected a pulse hav 
ing a maximum amplitude, and the second force range 
within which the pulse minimum magnitudes is gener 
ally constant. So long as the pulse wave sensor is 
pressed with a pressing force falling within the optimum 
force range, the pulse wave sensor detects a pulse wave 
whose amplitude is sufficiently great and generally 
constant. Accordingly, even in the event that the pulse 
wave sensor pressing force is changed due to physical 
motion of the subject or the like during the pulse wave 
detection, the present apparatus continues to detect a 
pulse wave having a suf?ciently great amplitude. 
According to a feature of the present invention, in the 

event that neither the ?rst force range nor the second 
force range is zero, the ?fth means determines as the 
optimum force range an overlap portion of the ?rst and 
second force ranges. In the event that a value APc ob 
tained by subtracting a lower limit Pcmin of the overlap 
potion from an upper limit thereof is smaller than a ?rst 
predetermined value S, the ?fth means may determine 
the optimum pressing force Pa according to the follow 
ing expression: Pa=Pcmin+APc/2, and, in the event 
that the value APc is not smaller than the ?rst predeter 
mined value S, the ?fth means may determine the opti 
mum pressing force Pa according to the following ex 
pression: Pa=Pcmin+S/2. 
According to another feature of the present inven 

tion, in the event that the ?rst force range is not zero 
and the second force range is zero, the ?fth means de 
termines the ?rst force range as the optimum force 
range. In the event that a value APp obtained by sub 
tracting a lower limit Ppmin of the ?rst force range 
from an upper limit thereof is smaller than a second 
predetermined value T, the ?fth means may determine 
the optimum pressing force Pa according to the follow 
ing expression: Pa=Ppmin+APp/2, and, in the event 
that the value APp is not smaller than the second prede 
termined value T, the ?fth means determines the opti 
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mum pressing force according to the following expres 
sion: Pa= Ppmin +T/2. 
According to yet another feature of the present in 

vention, the pulse wave detecting apparatus further 
comprises means for, in the event that the ?rst force 
range is zero, informing an operator that a position of 
the pulse wave sensor on the body surface with respect 
to the arterial vessel is inappropriate, and causing the 
apparatus to be deactivated. 
According to a further feature of the present inven 

tion, the pressing means comprises (1) a housing, (2) a 
diaphragm fluid-tightly secured to inner surfaces of the 
housing, the diaphragm cooperating with the housing to 
de?ne a ?uid-tight pressure chamber, the pulse wave 
sensor being secured to an outer surface of the dia 
phragm so that the pulse wave sensor is movable to 
gether with the diaphragm relative to the housing, (3) 
supply means for supplying the pressure chamber with 
a pressurized fluid so as to press the pulse wave sensor 
against the arterial vessel via the body surface, and (4) 
pressure regulating means for regulating the pressurized 
fluid supplied to the pressure chamber and thereby 
adjusting a ?uid pressure in the pressure chamber, the 
pressing force of the pressing means with which the 
pulse wave sensor is pressed against the arterial vessel 
being varied as the fluid pressure is varied by the pres 
sure regulating means. 

In a preferred embodiment of the present invention, 
the pulse wave sensor comprises a semiconductor chip 
of monocrystalline silicon, and a plurality of pressure 
sensing diodes provided in a row on one surface of the 
semiconductor chip, the one surface of the semiconduc 
tor chip serving as the press surface of the pulse wave 
sensor, each of the plurality of pressure sensing diodes 
detecting a pulse wave produced from the arterial ves» 
sel. 

In another embodiment of the present invention in 
which the at least one pressure sensing element com 
prise a plurality of pressure sensing elements, (a) the 
?rst means determines an amplitude of each of pulses of 
the pulse wave which are detected by each of the plu 
rality of pressure sensing elements while the pressing 
force of the pressing means is varied, (b) the second 
means selects as an optimum pressure sensing element 
one of the plurality of pressure sensing elements which 
element has detected a pulse whose amplitude is the 
greatest of the amplitudes of the pulses detected by the 
plurality of pressure sensing elements, and determines 
the ?rst force range based on the amplitudes of the 
pulses detected by the optimum pressure sensing ele 
ment, (c) the third means determines an minimum mag 
nitude of each of the pulses detected by the optimum 
pressure sensing element, and (d) the fourth means de 
termines the second force range based on the pulse 
minimum magnitudes determined by the third means. In 
the case where the plurality of pressure sensing ele 
ments comprise at least three pressure sensing elements 
provided in a row on the press surface of the pulse wave 
sensor, the apparatus may further comprises means for, 
in the event that the second means selects as the opti 
mum pressure sensing element one of two pressure sens 
ing elements respectively positioned at opposite ends of 
the row, discarding the pressure sensing element se 
lected by the second means, and re-selecting as the 
optimum pressure sensing element another pressure 
sensing element which has detected a pulse whose am 
plitude is the greatest of the amplitudes of the pulses 
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detected by the at least three pressure sensing elements 
except the discarded pressure sensing element. 

In yet another embodiment of the present invention, 
the apparatus further comprises means for displaying 
and recording the pulse wave detected through the 
pulse wave sensor pressed with the optimum pressing 
force. 

In a further embodiment of the present invention, the 
apparatus further comprises means for determining a 
blood pressure of the subject based on the pulse wave 
detected through the pulse wave sensor pressed with 
the optimum pressing force. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and optional objects, features and advan 
tages of the present invention will be better understood 
by reading the following detailed description of the 
presently preferred embodiment of the invention when 
considered in connection with the accompanying draw 
ings in which: 

FIG. 1 is a view illustrating the circuit of the pulse 
wave detecting apparatus of the present invention; 

FIG. 2 is a view of a pulse wave sensor of the appara 
tus of FIG. 1, as viewed from the side of a body surface 
of a subject; 
FIG. 3 is a ?ow chart according to which the appara 

tus of FIG. 1 is operated; and 
FIG. 4 is a graph showing a curve representative of 

change of the pulse amplitudes with respect to the pulse 
wave sensor pressing forces, and a curve representative 
of change of the pulse minimum magnitudes with re 
spect to the pulse wave sensor pressing forces. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring ?rst to FIG. 1 there is illustrated a pulse 
wave detecting apparatus embodying the present inven 
tion. In the ?gure reference numeral 10 designates a 
cylindrical housing having a bottom end and an open 
end. The housing 10 is detachably set on a body surface 
12 of a wrist 16 of a subject with the help of a band 14, 
with the open end of the housing 10 being opposed to 
the body surface 12. A diaphragm 18 is ?uid-tightly 
secured to inner surfaces of the housing 10, and cooper 
ates with the housing 10 to de?ne a ?uid-tight pressure 
chamber 22. A pulse wave sensor 20 for detecting pulse 
wave is secured to an outer surface of the diaphragm 18. 
A pressurized ?uid supply 24 supplies the pressure 
chamber 22 with a pressurized fluid such as pressurized 
air. A pressure regulating valve 26 regulates the pres 
surized air supplied to the pressure chamber 22 and 
thereby adjusts an air pressure P in the pressure cham 
ber 22. As the air pressure P in the pressure chamber 22 
is increased or decreased, the diaphragm 18 is in?ated 
or deflated and the pulse wave sensor 20 is displaced 
together with the diaphragm 18 relative to the housing 
10, so that the pulse wave sensor 20 is advanced out of 
'the open end of the housing 10 and is pressed against the 
body surface 12 with a pressing force corresponding to 
an air pressure P in the pressure chamber 22. 
As shown in FIG. 2 the pulse wave sensor 20 is con 

stituted by a semiconductor chip formed of, for exam 
ple, monocrystalline silicon, and a multiplicity of pres 
sure sensing elements 29, for example ?fteen pressure 
sensing diodes, provided in a row on one surface 28 of 
the semiconductor chip. Thus, the chip surface 28 
serves as a press surface at which the pulse wave sensor 
20 is pressed against the body surface 12. With the hous 
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ing 10 being attached to the wrist 16, the row of the 
pressure sensing elements 29 extends in a direction gen 
erally perpendicular to a radial artery 30 extending 
adjacent to a radius bone of the wrist 16. In other 
words, the pulse wave sensor 20 is pressed against the 
radial artery 30 via the body surface 12 such that the 
row of the pressure sensing elements 29 generally per 
pendicularly intersects the radial artery 30. In this situa 
tion, each pressure sensing element 29 detects an oscilla 
tory pressure wave, namely, pressure pulse wave (here 
inafter, abbreviated to “pulse wave”) transmitted 
thereto from the radial artery 30 via the body surface 
12. The pulse wave consists of successive pulses, and 
the pulses are produced from the radial artery 30 in 
synchronization with heartbeat of the subject. Each of 
the pressure sensing elements 29 converts the detected 
pulse wave to an electric signal (hereinafter, referred to 
as “pulse wave signal”) SM, and supplies the pulse wave 
signal SM to a control device 32. 
The control device 32 includes a microcomputer, and 

supplies a drive signal SD to the pressure regulating 
valve 26 according to pre-stored programs so as to 
adjust the air pressure P in the pressure chamber 22 in 
the housing 10. The control device 32 stores pulse wave 
signals SM supplied from the pressure sensing elements 
29, while commanding the pressure regulating valve 26 
to increase the air pressure P at a constant, low rate. 
Based on the stored pulse wave signals SM the control 
device 32 selects an optimum pressure sensing element 
29A out of the multiplicity of pressure sensing elements 
29 and determines an optimum pressing force Pa with 
which the pulse wave sensor 20 (optimum pressure 
sensing element 29A) is to be pressed against the radial 
artery 30. With the pulse wave sensor 20 being pressed 
with the optimum pressing force Pa, the control device 
32 is supplied with a pulse wave signal SM from the 
optimum pressure sensing element 29A, and supplies a 
display/record signal SI representative of the pulse 
wave, to a display/ record device 34. Thus, the display/ 
record device 34 displays and records the pulse wave 
detected by the optimum pressure sensing element 29A 
pressed with the optimum pressing force Pa. 
There will be described the operation of the pulse 

wave detecting apparatus constructed as described 
above, by reference to the ?ow chart of FIG. 3. 
Upon application of electric power to the present 

apparatus, the control of the microcomputer of the 
control device 32 begins with Step S1 in which it is 
judged whether or not an ON/OFF switch (not shown) 
has been operated by an operator, namely, placed in an 
ON position thereof. 1f the judgement in Step S1 is 
negative (NO), Step S1 is repeated awaiting an opera 
tion of the ON/OFF switch. On the other hand, if it is 
judged in Step S1 that the ON/OFF switch is placed in 
the ON position thereof, namely, if the judgement in 
Step S1 is affirmative (YES), the control proceeds to 
Step S2 in which the air pressure P in the pressure 
chamber 22 is increased at a constant low rate, namely, 
slowly increased. Step S2 is followed by Step S3 in 
which it is judged based on the pulse wave signals SM 
whether or not in this slow pressure increase process 
the pressure sensing elements 29 have detected a length 
of pulse wave corresponding to one time heartbeat of 
the subject, namely, one pulse. If the judgement in Step 
S3 is negative, Step S3 is repeated. Meanwhile, if the 
judgement in Step S3 is affirmative, namely, if the pres 
sure sensing elements 29 have detected one pulse of the 
pulse wave, the control device 32 stores pulse wave 

55 

60 

6 
signals SM corresponding to the pulse, together with 
the corresponding values of the air pressure P in the 
pressure chamber 22. Subsequently, the control pro 
ceeds to Step S4 in which it is judged whether or not 
the air pressure P has exceeded a predetermined pres 
sure level P1,v for example about 200 mmHg. If the 
judgement in Step S4 is negative, namely, if the air 
pressure P has not reached the level P1, Steps S3 and S4 
are repeated so that the control device 32 stores the 
pulse wave signals SM corresponding to a multiplicity 
of pulses of the pulse wave. On the other hand, if the 
judgement in Step S4 is affirmative, the control pro 
ceeds to Step S5 in which the pressurized air in the 
pressure‘ chamber 22 is removed to decrease the air 
pressure P to atmospheric pressure. 

Step S5 is followed by Step S6 in which the control 
device 32 applies a well-known median ?lter, a statisti 
cal treatment, to the stored pulse wave signals SM with 
respect to, for example, every ?ve successive pulses of 
the signals SM, so as to remove artifact noise therefrom, 
namely, smooth the signals SM. Step S6 is followed by 
Step S7 in which the control device 32 determines a 
maximum and a minimum magnitude of each of the 
pulses with respect to each of the filtered signals SM. 
Step S7 is followed by Step S8 in which the control 
device 32 determines an amplitude of each of the pulses 
based on the maximum and minimum magnitudes 
thereof determined in Step S7. Thus, in the present 
embodiment Step S7 and a portion of the control device 
32 for carrying out Step S7 cooperate with each other 
to serve as means for determining a minimum magni 
tude of each of pulses of the pulse wave detected by the 
pulse wave sensor, while Step S8 and a portion of the 
control device 32 for carrying out Step S8 cooperate 
with each other toserve as means for determining an 
amplitude of each of pulses of the pulse wave detected 
by the pulse wave sensor. 

Subsequently, the control proceeds to Step S9 in \ 
which the control device 32 determines a maximum 
amplitude with respect to each of the pulse wave signals 
SM, namely, each of the pressure sensing elements 29. 
The maximum amplitude is the greatest amplitude of all 
the amplitudes of the pulses detected by the each pres 
sure sensing element 29. Step S9 is followed by Step S10 
in which the control device 32 selects as an optimum 
pressure sensing element 29A one of the pressure sens 
ing elements 29 whose maximum amplitude is the great 
est of all the maximum amplitudes of the pressure sens 
ing elements 29. Step S10 is followed by Step S11 in 
which it is judged whether or not either one of the two 
pressure sensing elements positioned at opposite ends of 
the row of the pressure sensing elements 29 has been 
selected as the optimum pressure sensing element 29A. 
If the judgement in Step S10 is negative, the control 
proceeds to Step $13. On the other hand, if the judge 
ment is affirmative, the control proceeds to Step S12 in 
which the control device 32 discards the pressure sens 
ing element selected as the optimum pressure sensing 
element 29A in Step S11 and re-select as the optimum 
pressure sensing element 29A another pressure sensing 
element whose maximum amplitude is the greatest sec 
ond to the maximum amplitude of the discarded pres 
sure sensing element. Step S12 is followed by Step S13. 

In Step S13 the control device 32 utilizes the ampli 
tudes of the pulses detected by the optimum pressure 
sensing element 29A in the previously described slow 
pressure increase process, and the corresponding values 
of the air pressure P in the pressure chamber 22 (corre 
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sponding to pressing forces with which the pulse wave 
sensor 20 is pressed against the radial artery 30), for 
determining a ?rst force range in which the pulse ampli 
tudes are generally constant. The ?rst force range in 
cludes a point at which the rate of change of the pulse 
amplitudes with respect to the air pressure values P 
(corresponding to the pulse wave sensor pressing 
forces) is zero. This point corresponds to a pressing 
force at which the optimum pulse wave sensor 29A has 
detected the pulse having the maximum amplitude. The 
?rst force range is determined such that the difference 
between the maximum pulse amplitude and each of the 
other pulse amplitudes is smaller than a considerably 
small value corresponding to, for example 7 mmHg in 
terms of pressure. The ?rst force range is shown at Pp 
in the graph of FIG. 4, in which the pulse amplitudes 
are represented by a curved line A for easy understand 
ing. In the present embodiment Step S13 and a portion 
of the control device 32 for carrying out Step S13 coop 
erate with each other to serve as means for determining 
the ?rst force range of the pulse wave sensor pressing 
force. 

Step S13 is followed by Step S14 in which it is judged 
whether a value APp obtained by subtracting a lower 
limit Ppmin of the ?rst force range Pp from an upper 
limit of the same, is not zero, that is, whether or not the 
?rst force range Pp has any length, or exist, along the 
axis of abscissa of the graph of FIG. 4. If the judgement 
in Step S14 is negative (NO), namely, if the ?rst force 
range Pp is zero, that means that a position of the pulse 
wave sensor 20 on the body surface 12 with respect to 
the radial artery 30 is inappropriate, and the control 
goes to Step S15 in which the control device 32 com 
mands the display/record device 34 to display a prede 
termined indication informing the operator of this situa 
tion. Step S15 is followed by Step S16 in which the 
control device 32 causes the ON/OFF switch to be 
placed in the OFF position, thereby deactivating the 
present apparatus, and then the control returns to Step 
S1. However, since the ON/OFF switch has just been 
placed in the OFF position, the judgement in Step S1 is 
negative and Step S1 is repeated awaiting for another 
operation of the ON/OFF switch. 
On the other hand, if the judgement in Step S14 is 

af?rmative (YES), that is, if the ?rst force range Pp is 
not zero, the control goes to Step S17 in which the 
control device 32 utilizes the minimum magnitudes of 
the pulses detected by the optimum pressure sensing 
element 29A, and the corresponding air pressure values 
P, for determining a second force range in which the 
pulse minimum magnitudes are generally constant. The 
second force range includes a point at which the rate of 
change of the pulse minimum magnitudes with respect 
to the air pressure values P is minimum. The second 
force range is determined such that the difference be 
tween a selected one of the pulse minimum values and 
each of the other pulse minimum values is smaller than 
a considerably small value corresponding to, for exam 
ple 7 mmHg in terms of pressure. The second force 
range is shown at Pd in the graph of FIG. 4, in which 
the pulse minimum magnitudes are represented by a 
curved line B for easy understanding. In the present 
embodiment Step S17 and a portion of the control de 
vice 32 for carrying out Step S17 cooperate with each 
other to serve as means for determining the second 
force range of the pulse wave sensor pressing force. 
Curves A and B of FIG. 4 correspond to upper and 

lower curves shown in FIG. 6 of US. Pat. No. 
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8 
4,836,213 to Wenzel et al. The reason why each curve 
A, B changes with respect to increase in pressing force, 
and the manner how the curves can have corresponding 
pressing force values for what are considered one point 
in one curve (A) as a maximum pulse amplitude and 
another point in another curve (B) as a minimum rate of 
change (i.e., slope), is described at Column 6, Line 65 
through Column 7, Line 27 and Column 7, Lines 55-60 
of the above US. Patent. In this connection, it is noted 
that, in the upper graph of FIG. 6 of the above-noted 
patent, ‘pulse amplitudes can be said to be accurately 
equal to respective blood pressure differences between 
systolic and diastolic blood pressures, with respect to 
only data points plotted within a hold-down pressure 
(or pressing force) range in which the pulse amplitudes 
are generally constant, and that, in the lower graph of 
FIG. 6 of the above-noted patent, diastolic pressures 
can be said to be accurate with respect to only data 
points plotted within a hold-down pressure range in 
which the diastolic pressures are generally constant. 

Step S17 is followed by Step $18 in which it is judged 
whether a value APd obtained by subtracting a lower 
limit Pdmin of the second force range Pd from an upper 
limit of the same, is not zero, that is, whether or not the 
second force range Pd has any length, or exists, along 
the axis of abscissa of the graph of FIG. 4. If the judge 
ment in Step S17 is af?rmative (YES), that is, if the 
second force range Pd is not zero, the control advances 
to Step S19 in which the control device 32 determines 
as an optimum force range an overlap portion Pc of the 
?rst and second force ranges pp and Pd. Step S19 is 
followed by Step S20 in which it is judged whether or 
not a value APc obtained by subtracting a lower limit 
Pcmin of the optimum force range Pc from an upper 
limit of the same is greater than, for example, 100 
mmHg. If the judgement in Step S20 is negative, that is, 
if the value APc is not greater than 100 mmHg, the 
control goes to Step S21 in which the control device 32 
determines an optimum air force Pa corresponding to 
an optimum, pulse wave sensor pressing force accord 
ing to the following expression: Pa=Pcmin+APc/2. 
On the other hand, if the judgement in Step S20 is af?r 
mative, that is, if the value APc is greater than 100 
mmHg, the control goes to Step S22 in which the con 
trol device 32 determines the optimum air force Pa 
according to the following expression: Pa=Pcmin+50 
mmHg. 

Meanwhile, if the judgement in Step S18 is negative, 
that is, if the second force range Pd is zero, the control 
device 32 determines the ?rst force range Pp as the 
optimum force range, and the control goes to Step 523 
in which it is judged whether or not a value APp ob 
tained by subtracting a lower limit Ppmin of the ?rst 
force range Pp (optimum force range) from an upper 
limit of the same, is greater than, for example, 100 
mmHg. If the judgement in Step S23 is negative, that is, 
if the value APc is not greater than 100 mmHg, the 
control goes to Step S24 in which the control device 32 
determines the optimum air force Pa according to the 
following expression: Pa=Ppmin+APp/2. On the 
other hand, if the judgement in Step S23 is af?rmative, 
that is, if the value APp is greater than 100 mmHg, the 
control goes to Step $25 in which the control device 32 
determines the optimum air force Pa according to the 
following expression: Pa=Ppmin+50 mmHg. 

In the present embodiment Steps S18 through S25 
and a portion of the control device 32 for carrying out 
Steps S18-S25 cooperate with each other to serve as 
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means for determining an optimum force range of the 
pulse wave sensor pressing force based on the ?rst and 
second force ranges, and determining an optimum value 
of the pressing force such that the optimum value falls 
within the optimum force range. 

After the determination of the optimum air pressure 
Pa (optimum value of the pulse wave sensor pressing 
force) in Step S21, S22, S24 or S25, the control goes to 
Step S26 in which the control device 32 controls the 
pressure regulating valve 26 to increase the air pressure 
P in the pressure chamber 22 to the optimum air pres 
sure Pa and hold the air pressure Pa. As a result, the 
pulse wave sensor 20 is pressed against the radial artery 
30 with an optimum pressing force corresponding to the 
optimum air pressure Pa. With the pulse wave sensor 20 
being pressed with the optimum pressing force (Pa), the 
present apparatus obtains a pulse wave of the subject 
through the optimum pressure sensing element 29A, 
and commands the display/record device 34 to display 
and record the thus obtained pulse wave. The control 
device 32 may be adapted to determine a blood pressure 
of the subject based on the thus obtained pulse wave 
and command the display/record device 34 to display 
and record the thus determined blood pressure. 
As emerges from the foregoing description, the pres 

ent pulse wave detecting apparatus utilizes a pulse wave 
(pulses thereof) which is detected by the optimum pres 
sure sensing element 29A as the pulse wave sensor 
pressing force is increased at a constant low rate, for 
determining the ?rst force range Pp within which the 
pulse amplitudes are generally constant and which in 
cludes a pressing force at which the optimum pressure 
sensing element 29A has detected the pulse having the 
maximum amplitude. In addition, the present apparatus 
determines the second force range Pd within which the 
pulse minimum magnitudes are generally constant. In 
Step S19 of the flow chart of FIG. 3 the overlap portion 
Pc of the ?rst and second force ranges Pp and Pd is 
determined as the optimum force range. So long as the 
pulse wave sensor 20 is pressed with a pressing force 
falling within the optimum force range, the pulse wave 
sensor 20 detects a pulse wave having a suf?ciently 
great amplitude. In Step S21 the middle value of the 
overlap portion Pc is determined as the optimum pulse 
wave sensor pressing force Pa. Therefore, the optimum 
pressing force Pa falls between the middle value of the 
?rst force range Pp and the middle value of the second 
force range Pd. Thus, even if the pulse wave sensor 
pressing force is changed due to physical motion of the 
subject or the like during the pulse wave detection, the 
present apparatus continues to detect a pulse wave hav 
ing a suf?ciently great amplitude. 

In the present embodiment, in Step S20 it is judged 
whether or not a difference APc between an upper and 
a lower limit of the overlap portion Fe is greater than 
100 mmHg, and if the judgement in Step S20 is affirma 
tive a value obtained by adding 50 mmHg to the lower 
limit Pcmin is used as the optimum pressing force Pa. 
This optimum pressing force Pa is smaller than the 
middle value of the overlap portion Pc. Thus, in the 
event that the overlap portion Pc is considerably wide, 
the present apparatus determines the optimum pressing 
force Pa at a relatively low value and thereby reduces 
discomfort of the subject due to the pressed pulse wave 
sensor 20. 
Although in the graph of FIG. 4 the second force 

range Pd overlaps an upper portion of the ?rst force 
range Pp, the second force range Pd may overlap a 
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lower portion of the ?rst force range Pd. In the latter 
case, the optimum pressing force Pa is determined at a 
value smaller than a pressing force at which the opti 
mum pressure sensing element 29A has detected the 
maximum pulse amplitude. Thus, the present apparatus 
uses the optimum pressing force Pa smaller than an 
optimum pressing force that has conventionally been 
used by the known apparatus in which a pressing force 
at the time of detection of the maximum pulse amplitude 
is used as the optimum pressing force. 

In the present embodiment, in Step S18 it is judged 
whether the second force range Pd is not zero. This is 
why there are some cases where the second force range 
Pd is zero, namely, the minimum values of the pulses 
detected by the optimum pressure sensing element 29A 
have no range within which differences between the 
pulse minimum magnitudes are smaller than a predeter 
mined considerably small value. In those cases the ?rst 
force range Pp is determined as the optimum force 
range, and the optimum pressing force Pa is determined 
based on the ?rst force range Pp only. Thus, in the 
event that the ?rst force range Pp is not zero, the appa 
ratus does not fail to detect a pulse wave, even if the 
second force range Pd is zero. 

In addition, in the present embodiment, in Step S14 it 
is judged whether the ?rst force range Pp is not zero, 
and if the judgement is negative (NO), namely, if the 
?rst force range Pp is zero, in Step S15 the indication 
informing that the position of pressing of the pulse wave 
sensor 20 with respect to the radial artery 30 is inappro 
priate, is displayed on the display/record device 34, and 
in Step S16 the ON/OFF switch (not shown) is placed 
in the OFF position to deactivate the apparatus. Thus, 
the apparatus easily judges whether or not the pulse 
wave sensor 20 is appropriately positioned on the body 
surface 12 with respect to the radial artery 30. In other 
words, the present apparatus prevents the pulse wave 
sensor 20 from being located on the body surface 12 at 
an inappropriate position where the amplitude of pulse 
wave detected by the pulse wave sensor 20 is relatively 
largely changed due to a relatively small change in the 
pulse wave sensor pressing force. 

Since in the present embodiment the pulses detected 
by the pulse wave sensor 20 (pressure sensing elements 
29) are subjected to the median ?lter treatment, the ?rst 
and second force ranges Pp and Pd are determined with 
high precision, and accordingly the optimum pressing 
force Pa is determined in a reliable manner. 
While the present invention has been described in its 

presently preferred embodiment, it is to be understood 
that the present invention is by no means limited to the 
particular details of the embodiment but may be other 
wise embodied. 
For example, in the event that it is judged in Step S20 

of the ?ow chart of FIG. 3 that the value APc is greater 
than 100 mmHg, it is possible to judge in an additional 
step whether or not the value APc is greater than an 
other predetermined value greater than 100 mmHg and 
determine the optimum pressing force Pa in each of the 
respective ways corresponding to the affirmative and 
negative judgements in the additional step. Alterna 
tively, Steps S20 and S22 may be omitted, namely, the 
middle value of the overlap portion Pc may be deter 
mined as the optimum pressing force Pa irrespective of 
the value APc. 

Although, in the illustrated embodiment, in Step S22 
or S25 the optimum pressing force Pa is determined by 
adding 50 mmHg, one second of 100 mmHg, to the 
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minimum value Pcmin or Ppmin of the overlap portion 
Pc or ?rst force range Pp, respectively, it is possible to 
add a value greater or smaller than 50 mmHg to the 
minimum value Pcmin or Ppmin. 

Furthermore, in the event that the second force range 
Pd is zero, it is possible to effect additional steps similar 
to Steps S15 and 516 provided for the event that the 
?rst force range Pp is zero. 
Although in the illustrated embodiment the optimum 

pressing force Pa is determined based on the pulse wave 
signals SM which are produced as the air pressure P in 
the pressure chamber 22 is increased, it is possible to use 
pulse wave signals SM which are produced as the air 
pressure P is decreased, for the determination of the 
optimum pressing force Pa. 
The multiplicity of pressure sensing elements 29 may 

be replaced by a single pressure sensing element. In 
addition, the individual pressure sensing elements 29 
may be constituted by various elements different from 
the diodes or other pressure sensing semiconductor 
elements. 
While in the illustrated embodiment the pulse wave 

sensor 20 is adapted to be pressed against the radial 
artery 30, it is possible to use a pulse wave sensor 
adapted to be pressed against an arterial vessel different 
from the radial artery 30, such as dorsal pedal artery. 

It is to be understood that the present invention may 
be modi?ed with other changes, improvements and 
modi?cations that may occur to those skilled in the art 
without departing from the spirit and scope of the pres 
ent invention de?ned in the appended claims. 
What is claimed is: 
1. A pulse wave detecting apparatus for detecting a 

pressure pulse wave produced from an arterial vessel of 
a subject, comprising: 

a pulse wave sensor having a press surface on which 
at least one pressure sensing element is provided, 
said pulse wave sensor being pressed against an 
arterial vessel of a subject via a body surface above 
said arterial vessel so that said at least one pressure 
sensing element detects a pressure pulse wave pro 
duced from said arterial vessel of said subject, said 
at least one pressure sensing element providing an 
electric signal representing the detected pressure 
pulse wave; 

pressing means for pressing said pulse wave sensor 
against said arterial vessel via said body surface, 
while varying the pressing force thereof over a 
predetermined force range; 

?rst means for determining an amplitude of each of 
pulses of the pressure pulse wave represented by 
said electric signal which is provided by said at 
least one pressure sensing element while the press 
ing force of said pressing means is varied; 

second means for determining, based on the pulse 
amplitudes determined by said ?rst means, a ?rst 
force range of said pressing force within which said 
pulse amplitudes are generally constant, said ?rst 
force range including a point at which a rate of 
change of said pulse amplitudes with respect to said 
pressing force is zero; 

third means for determining a minimum magnitude of 
said each pulse of the pressure pulse wave repre 
sented by said electric signal provided by said at 
least one pressure sensing element; 

fourth means for determining, based on the pulse 
minimum magnitudes determined by said third 
means, a second force range of said pressing force 

10 

35 

40 

65 

12 
within which said pulse minimum magnitudes are 
generally constant, said second force range includ 
ing a point at which a rate of change of said pulse 
minimum magnitudes with respect to said pressing 
force is minimum; 

?fth means for determining, as an optimum force 
range of said pressing force, at least a portion of 
said ?rst and second force ranges, and determining 
an optimum value of said pressing force such that 
said optimum value falls within said optimum force 
range; and 

sixth means for adjusting said pressing means to said 
optimum value of said pressing force, and obtaining 
a pressure pulse wave of said subject through said 
pulse wave sensor pressing against said arterial 
vessel with the optimum pressing force. 

2. The apparatus as set forth in claim 1, wherein, in 
the event that neither said ?rst force range nor said 
second force range is zero, said ?fth means determines 
as said optimum force range an overlap portion of said 
?rst and second force ranges. 

3. The apparatus as set forth in claim 2, wherein, in 
the event that a value APc obtained by subtracting a 
lower limit Pcmin of said overlap portion from an upper 
limit thereof is smaller than a ?rst predetermined value 
S, said ?fth means determines said optimum pressing 
force Pa by the following expression: Pa=P 
cmin-l-APc/Z, and, in the event that said value APc is 
not smaller than said ?rst predetermined value 5, said 
?fth means determines said optimum pressing force Pa 
by the following expression: Pa=Pcmin+S/2. 

4. The apparatus as set forth in claim 1, wherein, in 
the event that said ?rst force range is not zero and said 
second force range is zero, said ?fth means determines 
said ?rst force range as said optimum force range. 

5. The apparatus as set forth in claim 4, wherein, in 
the event that a value APp obtained by subtracting a 
lower limit Ppmin of said ?rst force range from an 
upper limit thereof is smaller than a second predeter 
mined value T, said ?fth means determines said opti 
mum pressing force Pa according to the following ex 
pression: Pa=Ppmin+APp/2, and, in the event that 
said value APp is not smaller than said second predeter 
mined value T, said ?fth means determines said opti 
mum pressing force Pa according to the following ex 
pression: Pa = Ppmin -+-T/ 2. 

6. The apparatus as set forth in claim 1, further com 
prising 
means for, in the event that said ?rst force range is 

zero, informing an operator that a position of said 
pulse wave sensor on said body surface with re 
spect to said arterial vessel is inappropriate, and 
causing the pulse wave detecting apparatus to be 
deactivated. 

7. The apparatus as set forth in claim 1, wherein said 
pressing means comprises: 

a housing; 
a diaphragm ?uid-tightly secured to inner surfaces of 

said housing, said diaphragm cooperating with said 
housing to de?ne a ?uid-tight pressure chamber, 
said pulse wave sensor being secured to an outer 
surface of said diaphragm so that said pulse wave 
sensor is movable together with said diaphragm 
relative to said housing; 

supply means for supplying said pressure chamber 
with a pressurized fluid so as to press said pulse 
wave sensor against said arterial vessel via said 
body surface; and 
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pressure regulating means for regulating said pressur 
ized ?uid supplied to s id pressure chamber and 
thereby adjusting a ?uid pressure in said pressure 
chamber, 

said pressing force of said pressing means with which 
said pulse wave sensor is pressed against said arte 
rial vessel being varied as said ?uid pressure is 
varied by said pressure regulating means. 

8. The apparatus as set forth in claim 1, wherein said 
pulse wave sensor comprises: 

a semiconductor chip of monocrystalline silicon; and 
a plurality of pressure sensing diodes provided in a 
row on one surface of said semiconductor chip, 
said one surface of said semiconductor chip serving 
as said press surface of said pulse wave sensor, each 
of said plurality of pressure sensing diodes detect 
ing a pulse wave produced from said arterial vessel. 

9. The apparatus as set forth in claim 1, wherein said 
at least one pressure sensing element comprise a plural 
ity of pressure sensing elements, and wherein (a) said 
?rst means determines an amplitude of each of pulses of 
the pulse wave which are detected by each of said plu 
rality of pressure sensing elements while said pressing 
force of said pressing means is varied, (b) said second 
means selects as an optimum pressure sensing element 
one of said plurality of pressure sensing elements which 
element has detected a pulse whose amplitude is the 
greatest of the amplitudes of the pulses detected by said 
plurality of pressure sensing elements, and determines 
said ?rst force range based on the amplitudes of the 
pulses detected by said optimum pressure sensing ele 
ment, (0) said third means determines an minimum mag 
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nitude of each of the pulses detected by said optimum 
pressure sensing element, and (d) said fourth means 
determines said second force range based on the pulse 
minimum magnitudes determined by said third means. 

10. The apparatus as set forth in claim 9, wherein said 
plurality of pressure sensing elements comprise at least 
three pressure sensing elements provided in a row on 
said press surface of said pulse wave sensor, 

the apparatus further comprising 
means for, in the event that said second means selects 

as said optimum pressure sensing element one of 
two pressure sensing elements respectively posi 
tioned at opposite ends of said row, discarding the 
pressure sensing element selected by said second 
means, and re-selecting as said optimum pressure 
sensing element another pressure sensing element 
which has detected a pulse whose amplitude is the 
greatest of the amplitudes of the pulses detected by 
said at least three pressure sensing elements except 
the discarded pressure sensing element. 

11. The apparatus as set forth in claim 1, further com 
prising 
means for displaying and recording said pulse wave 

detected through said pulse wave sensor pressed 
with said optimum pressing force. 

12. The apparatus as set forth in claim 1, further com 
prising 
means for determining a blood pressure of said sub 

ject based on said pulse wave detected through said 
pulse wave sensor pressed with said optimum 
pressing force. 
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