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[57] ABSTRACT 
A cationic silicone surfactant with excellent surface 
tension lowering properties and manufacturing method 
thereof were disclosed. Since a siloxane with a reactive 
group at one end is used as starting material for produc 
tion process, the surfactant of the present invention is an 
AB type block copolymer which has an ideal structure 
as a surfactant and can exhibit excellent surface tension 
lowering properties in aqueous systems or solvent sys 
tems. 
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CATIONIC SILICONE SURFACT ANT AND 
METHOD OF ITS MANUFACTURE 

FIELD OF THE INVENTION 

This invention relates to an cationic silicone surfac 
tant and a manufacturing method thereof. 

BACKGROUND OF THE INVENTION 

Silicone surfactants have already been reported in the 
literature, for example the non-ionic organopolysilox 
ane surfactants described by Maki and Komori in the 
journal “Kagaku Kogyo”, Vol. 73, No. 6, or in the 
journal “Hyomen”, Vol. 7, No. 11, and they are known 
to be much more effective in lowering surface tension 
than hydrocarbon surfactants. ' 
As these substances are non-ionic, however, they are 

of the polyether type. Their dimethylpolysiloxane chain 
is therefore comparatively short, and their range of 
application is consequently limited. 

Cationic and anionic organopolysiloxane surfactants 
are also known (Japanese Patent Kokoku No. 49-11760; 
the term “Japanese Patent Kokoku” as used herein 
means an “Examined Japanese Patent Publication”). 
These substances, however, were mixtures of polymers 
with functional groups at both ends and polymers with 
functional groups on side chains, or mixtures wherein 
polymers with functional groups at only one end had 
been added to the former mixtures, and as a result, these 
substances did not exhibit good surfactant properties. 

In order to widen the range of application of silicone 
surfactants, therefore, it is necessary to further develop 
ionic silicone surfactants. 
The inventors of this invention carried out intensive 

research with a view to providing a solution to this 
problem. Then, using a siloxane which was reactive at 
one end as starting material to synthesize a surfactant, it 
was found that a cationic silicone surfactant with ex 
tremely good surface tension lowering properties could 
be obtained, and this led to the present invention. 

SUMMARY OF THE INVENTION 

The ?rst object of this invention, therefore, is to pro 
vide a cationic silicone surfactant with excellent surface 
tension lowering properties. 
A second object of this invention is to provide a 

method of manufacturing a cationic silicone surfactant 
with excellent surface tension lowering properties. 
The above objects of the present invention are at 

tained by a cationic silicone surfactant represented by 
the general formula (I), and by the method of manufac' 
turing it herein described. 

The cationic surfactant of this invention has an effect 
which is due to the low surface tension of siloxane itself. 
In addition, it is an AB type block copolymer which has 
an ideal stmcture as a surfactant, therefore, it exhibits 
excellent capacity as a surfactant. Moreover, it is not 
only easy but also quite quantitative to manufacture it. 

Moreover, as the silicone surfactant of this invention 
is cationic, it can ful?l novel purposes for which con 
ventional silicone surfactants are of no use. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

In the foregoing formula (I), each R1 represents an 
unsubstituted or halogen-substituted monovalent hy 
drocarbon residue of l to 20 carbon atoms, where R1 
can be indentical to or different from one another. Suit 
able examples of a monovalent hydrocarbon residue 
represented by R1 include alkyl groups such as methyl, 
ethyl, propyl, butyl, pentyl, hexyl, octyl dodecyl, etc., 
aryl groups such as phenyl, tolyl, benzyl, and naphthyl, 
etc., and substituted hydrocarbon residues formed by 
replacing the hydrogen (s) of the above-cited monova~ 
lent hydrocarbon residues by hydroxyl group(s) or 
halogen(s) such as ?uorine, chlorine, bromine, etc. In 
particular, it is desirable that at least 80% of the group 
R1 is methyl. 
R2 presents a hydrogen atom, or an unsubstituted or 

hydroxyl-substituted monovalent hydrocarbon residue 
of l to 10 carbon atoms. Suitable examples include alkyl 
groups such as methyl, ethyl, propyl, butyl, pentyl, 
hexyl, octyl, etc., aryl groups such as phenyl, benzyl, 
tolyl, etc., and substituted hydrocarbon residues formed 
by replacing the hydrogen(s) of the above-cited hydro 
carbon residues by hydroxyl group(s). In particular, 
methyl is preferred as R2. 
R3 represents a hydrogen atom, or an unsubstituted or 

hydroxyl-substituted monovalent hydrocarbon residue 
of l to 20 carbon atoms. Speci?c examples include alkyl 
groups such as methyl, ethyl, propyl, butyl, pentyl, 
hexyl, octyl, dodecyl, etc., aryl groups such as phenyl, 
tolylbenzyl, naphthyl, etc., and the substituted hydro 
carbon residues formed by replacing the hydrogen(s) of 
the above-cited hydrocarbon residues by hydroxyl 
group(s). In particular, methyl is preferred as R31 
R4 represents an unsubstituted or halogen- or hydrox 

yl-substituted divalent hydrocarbon residue of l to 10 
carbon atoms, or a group formed by replacing less then 
one-half of the carbon atoms contained in said hydro 
carbon residue by oxygen. In particular, the grou 
p—-CH;O— is preferred as R4. 
X represents a halogen selected from fluorine, chlo 

rine, bromine and iodine; however, chlorine is the best. 
“a” is a number satisfying the inequality 0éaé20. 
The surfactant of this invention represented by gen 

eral formula (I) is obtained by reacting an organopolysi 
loxane with an Si—H bond at one end represented by 
the formula: 

with a compound of general formula: 

CH1 

in the presence of a platinum catalyst so as to obtain an 
organopolysiloxane represented by the formula: 
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and then reacting this organopolysiloxane with an 
amine which is for example represented by general 
formula: 

RZZNH (IV) 

under heating and further reacting with alkylhalide 
represented by general formula: 

W .(V) 

In this case, said compound of general formula (II) 
may be obtained by reacting a hexaorganocyclotrisilox 
ane with a triorganosilanol in the presence of, for exam 
ple, a penta-coordinated silicon compound catalyst rep 
resented by the formula: 

to give an organopolysiloxane terminated by a silanol 
group at one end represented by the formula: 

R|—5iO-(-5iO-7-n-SliOl-l 
R‘ R1 R1 

and then removing hydrochloric acid from a reaction 
mixture of the resulting polymer and a diorgano 
chlorosilane of the type [H(Rl)2SiCl] by means of a 
dehydrochlorinating agent such as trimethylamine. 
The organopolysiloxane thus obtained not only re 

tains the effect of the low surface tension of siloxane 
itself, but also, as a reactive siloxane at one end is used 
as the starting material, the product is an AB type block 
copolymer which has an ideal structure as a sufactant. 
As a result, the organopolysiloxane of this invention 
exhibits excellent surface tension lowering properties in 
both aqueous systems and solvent systems. It may there 
fore be used as a foaming agent, penetrating agent or 
cleaner, and as the siloxane fragment has an affinity for 
silicone oil, it also performs very well in the form of a 
silicone oil emulsion. 

EXAMPLES 
We shall now describe the invention in more detail 

with reference to speci?c examples. It should however 
be understood that the invention is in no way limited to 
these examples. 

EXAMPLE 1 

90 g of trimethylsilanol, 300 g of toluene and 120 g of 
triethylamine were introduced successively into a three 
necked ?ask of capacity 1 l equipped with a thermome 

l0 

15 

20 

V25 

30 

35 

45 

60 

65 

4 
ter, stirrer and re?ux condenser. 94.5 g of dimethyl 
mono-chlorosilane were then dripped in at room tem 
perature with stirring, and stirring was continued for 3 
hours. After washing the reaction mixture obtained 
with water, a siloxane represented by the formula: 

(bp: 85" c.) 

was obtained by distillation. 
200 g of the siloxane thus obtained, 300 g of toluene, 

169 g of an epoxy compound represented by the for 
mula: 

CH2=CHCH2OCH2CH CH3 

0 

and 0.1 g of a 2% isopropanol solution of platinic acid 
chloride (H2PtCl6.6H2O) were introduced into a three 
necked ?ask of capacity 1 1 similar to the above, and the 
mixture was heated at 70° C.-90“ C. for 5 hours. After 
con?rming that the absorption of the Si——I-I bond (2150 
cm~ 1) had disappeared on the IR spectrum of the reac 
tion mixture, the solvent was distilled off from the reac 
tion mixture under reduced pressure so as to obtain a 
liquid. This liquid was analyzed by gas chromatogra 
phy, and found to be 97% pure with 280 epoxy equiva 
lents (calculated value 262). It was thus veri?ed that the 
liqid was an epoxysiloxane represented by the following 
structural formula: 

CH3 
CH3 

CH2 
/ 

In the same ?ask as used above, 262 g of the epox 
ysiloxane obtained above and 300 g of isopropyl alcohol 
were placed, and stirred at room temperature. To the 
stirred mixture, 135 g of a 50% water solution of di 
methylamine was added dropwise, and the stirring was 
continued for additional one hour at room temperature. 
Subsequently, the reaction mixture was stirred at 
50°-60° C. for 2 hours, and then the solvent and water 
were removed therefrom under reduced pressure. Thus, 
a liquid comprising a compound represented by the 
following structural formula and having the amine 
equivalent of 320 (theoretical value: 307) was obtained. 

Then, 307 g of the above siloxane and 200 g of buta 
nol were placed in an autoclave equipped with a ther 
mometer and a stirrer, and thereinto was bubbled 100 g 
of methyl chloride at about 70° C. with stirring under 
internal pressure of 5-6 Kg/cmz. After the conclusion 
of the bubbling, the stirring was further continued for 5 
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hours. The solvent was distilled away under reduced 
pressure after the change in pH value of the reaction 
system to neutrality was ascertained with pH test paper. 
Thus, a solid comprising a compound represented by 
the following structural formular was obtained. 

This solid was soluble in water, and 98% thereof was 
ascertained to be the quaternary ammonium salt by the 
titration of free chlorine ion (The thus obtained com 
pound will be called Surfactant A, hereinafter.) 
An elemental analysis was carried out. The calculated 

value were: C: 47.0%, H: 10.2%, C1: 9.9%, N: 3.9%, Si: 
15.7%. The experimental values were: C: 46.1%, H: 
10.1%, C1: 9.7%, N: 4.1%, Si: 16.1%. It is seen that the 
experimental values agree well with the calculated val 

_ ues (% indicates weight percent). 

EXAMPLE 2 

666 g of hexamethylcyclo-trisiloxane, 90 g of trime~ 
thylsilanol and 0.1 g of the penta-coordinated silicon 
compound catalyst with the structural formula given in 
this speci?cation were introduced into a three-necked 
?ask of capacity 1 l equipped with a thermometer, stir 
rer and re?ux condenser, and reacted together at 80° C. 
with stirring for 16 hours to synthesize a siloxane termi 
nated by a silanol group at one end which is represented 
by the formula: 

CH3 CH3 CH3 

60 g of trimethylamine and 94.5 g of dimethylmono 
chlorosilane were then dripped into the above obtained 
reaction mixture at room temperature with stirring, and 
stirring was continued for 5 hours. After washing the 
reaction mixture obtained with water, a liquid polysi 
loxane represented by the formula: 

was obtained. 
A liquid product represented by the following aver 

age formula was obtained in the same manner as in 
Example 1: 
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CH3 CH3 CH3 OH 

Since a content of the quaternary ammonium salt in 
this product turned out to be below 80 wt. % by the 
determination of free chlorine ion, a 200 g portion of the 
product was shaken with a mixture of 500 g of hexane 
and 500 g of methanol in a separatory funnel. The meth 
anol layer taken out was subjected to a stripping treat 
ment under reduced pressure to yield 160 g of a solid. 
The thus puri?ed solid was insoluble in water, but 

soluble in ethylene glycol and methanol. The content of 
the quaternary ammonium salt in the puri?ed solid was 
evaluated to be 96 wt. % from the determination of free 
chlorine ion (The puri?ed solid described above will be 
called Surfactant B, hereinafter.). 
An elemental analysis was carried out. The calulated 

values were: C: 37.5% H: 8.8%, C]: 3.5, N: 1.4%, Si: 
30.1%. The experimental values were: C: 37.9%, H: 
8.1%, Cl: 3.2%, N: 1.3%, and Si: 31.2%. It is seen that 
the experimental values agree well with the calculated 
values (% indicates weight per cent). 

EXAMPLE 3 

291.9 g of an amination product of the liquid polysi 
loxane 

obtained in Example 2, which was represented by the 
following formula; 

CH3 (‘CH3 CH3 OH 

200 g of butanol and 61.6 g of butyl bromide were 
placed in the same three necked ?ask as used in Exam 
ple 1, and stirred for 4 hours at lO0°-120° C. Thereafter, 
the solvent was distilled away by the stripping under 
reduced pressure, and the residue was puri?ed in the 
same manner as in Example 2 to yield a solid containing 
98 wt. % of the quaternary ammonium salt represented 
by the following average formula: 

CH3 CH3 CH3 CH3 

CH3 CH3 CH3 OH CH3 

(The puri?ed solid described above will be called 
Surfactant C, hereinafter.) 
The Surfactant C was insoluble in water, but soluble 

in ethylene glycol and methanol. 
An elemental analysis was carried out. The calculated 

values were: C: 37.8%, H: 8.6%, Br: 7.2%, N: 1.3%, Si: 
27.8%. The experimental values were: C: 38.3%, H: 
8.5%, Br: 7.1%, N: 1.0% and Si: 29.0%. It is seen that 
the experimental values agree well with the calculated 
values (% indicates weight percent). 
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EXAMPLE 4 
R1 R1 R1 R2 (I) 

The surface tension lowering capacities of Surfactant | | | l 
. . RL-s'0—<s'0—->—Si—CI-LCH R‘Cl-LCHCH N*R3X_ A, B and C obtained in Examples 1, 2 and 3, were mea- |1 |I ” | 1 2 ,| 2| 

5 R1 R1 R1 OH R2 sured with a Counter Balance Vertical Plate (CBVP) 
surface tension meter. As B and C were not water-solu 

ble, however, ethylene glycol solvent was used. In this 
measurement, C12H25N+(CH3)1CH3Cl- (surfactant D) 
was used as a comparison sample. 

The results are shown in Table 1. 

TABLE 1 

Surface Tension Change by various surfactants (dyn/cm) 

concentration 
(mol/l) 10—5 10-4 1o-3 10—2 10-r 

gagueous system} 
Surfactant A 41.0 21.1 20.9 20.5 20.8 
Surfactant D 71.5 69.] 58.2 39.5 38.9 

fEthylene glycol system! 
Surfactant B 43,] 19.9 20.5 21.0 20.3 
Surfactant C 429 20,1 19.7 20.8 19.8 
Surfactant D 45.5 44.7 44,8 43.9 42.1 

From the results in Table 1, it is proved that the 
surfactants of this invention have far greater surface 
tension lowering capacity than conventional hydrocar 
bon cationic surfactant. 
What is claimed is: 
l. A cationic silicone surfactant represented by the 

following general formula (I) 
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wherein each R1 may be the same as or different from 
every other R1, and each represents an unsubstituted or 
halogen-substituted monovalent hydrocarbon residue 
of 1 to 20 carbon atoms; R2 represents a hydrogen atom, 
or an unsubstituted or hydroxyl-substituted monovalent 
hydrocarbon residue of 1 to 10 carbon atoms; R3 repre 
sents a hydrogen atom, or an unsubstituted or hydroxyl 
substituted monovalent hydrocarbon residue of l to 20 
carbon atoms; R4 represents an unsubstituted or halo 
gen- or hydroxyl-substituted divalent hydrocarbon resi 
due of l to 10 carbon atoms, or a group formed by 
replacing less than one-half of the carbon atoms con 
tained in said hydrocarbon residue by oxa atom(s); X 
represents a halogen which is ?uorine, chlorine, bro 
mine or iodine; and “a" represents a number satisfying 
the inequality 3 .5212 20. 

2. The cationic siloxane surfactant of claim 1, wherein 
no less than 80% of R1 is methyl. 

3. The cationic silicone surfactant of claim 1, wherein 
R4 is —CH2O—. 

4. The cationic silicone surfactant of claim 1, wherein 
R2 is methyl. 

5. The cationic silicone surfactant of claim 1, wherein 
R3 is methyl. 

6. The cationic silicone surfactant of claim 1, wherein 
X is chlorine. 

t it i t it 


