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[57] ABSTRACT 
A system for transferring a plurality of data items 
(bytes) between a source device and a destination de 
vice. The system loads data items from the source de 
vice into a register so as to align the data items with the 
storage locations of the destination device, transfers the 
aligned data items to the destination device, rolls-down, 
in sequence, any remaining data items in the register to 
least signi?cant storage locations thereof; loads a full 
data word, which includes a predetermined number N 
of data items, from the source device into the register 
starting with the most signi?cant storage location of the 
register containing a data item; and transfers N or fewer 
data items stored in the register, starting from the least 
significant storage location of the register to the destina 
tion device, 

20 Claims, 6 Drawing Sheets 
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ODD BOUNDARY ADDRESS ALIGNED DIRECT 
MEMORY ACESS DEVICE AND METHOD 

FIELD OF THE INVENTION 

The present invention relates to a data transfer 
method and device for a data processing system. In 
particular, the invention relates to a method and device 
for a Direct Memory Access (DMA) controller which 
allow data items (bytes) to be transferred between a 
source and a destination device. 

BACKGROUND OF THE INVENTION 

A conventional data processing system includes a 
main memory, a Central Processing Unit (CPU) and a 
peripheral device (e.g., an input/output device or a 
peripheral memory). In such a data processing system. 
information (data) is transferred under the control of 
the CPU which executes a transfer operation according 
to a program stored therein. 

In order to improve system performance of the con 
ventional data processing system. it is known to employ 
a Direct Memory Access (DMA) controller, thereby 
forming a so-called DMA data-processing system 
which improves system performance by executing data 
transfers between the main memory and the peripheral 
unit without the use of the CPU. In a DMA data pro 
cessing system. data is transferred in data blocks from a 
source device to an area of a destination device so that 
the data transfer can be effected at a high speed. A data 
block refers to data items (e.g., bytes) stored in a plural 
ity of consecutive address or storage locations. The 
general process of a DMA data processing system will 
now be described. 
When a block data transfer is to be performed, the 

peripheral unit of the DMA processing system sends to 
the DMA controller a “request” signal requesting the 
execution of a block data transfer from or to the main 
memory. After receiving the request signal, the DMA 
controller sends a "hold" request signal to the CPU. 
The CPU determines, after each instruction cycle, 
whether the hold request signal has been sent by the 
DMA controller. Upon determining that the hold re 
quest signal has been sent, the CPU relinquishes control 
of the system buses to the DMA controller which can 
then directly transfer a data block between the main 
memory and the peripheral device. Once the block data 
transfer is completed, the DMA controller relinquishes 
control of the system buses back to the CPU. 
US. Pat. Nos. 4,271,466, 4,346,439, 4,471,427, 

4,542,457 and 4,545,014 are examples of known direct 
memory access data processing systems. These cited 
patents, which are expressly incorporated herein by 
reference, provide a background understanding of di 
rect memory access data processing systems. 

In direct memory access control systems, before a 
DMA controller can directly transfer a data block from 
the source device to a destination device (e.g., a mem 
ory), the DMA controller must align the source device 
addresses or storage locations which contain the data 
block with the addresses or storage locations of the 
destination device. More speci?cally, before the data 
block can be transferred to the destination device, the 
starting address of the source device (i.e., the starting 
address of the data block) must be aligned with the 
specified starting address of the destination device. This 
technique is known as boundary alignment. Odd bound 
ary alignment refers to the situation in which, for exam 
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2 
ple, the position of the starting address of the source 
device relative to a data word location which contains 
the starting address does not correspond to the same 
position of the starting address of the destination device 
relative to the destination device data word which con 
tains the starting address. For example, consider two 
memories, each consisting of a plurality of double data 
words (i.e., four consecutive (8-bit) bytes). The address 
61 (HEX) corresponds to the "second" byte of the 
double word consisting of data addresses 60-63 (HEX). 
The address 83 (HEX) corresponds to the “fourth" or 
"last" byte of the double word consisting of data ad 
dresses 80-83. If the starting address of the source de 
vice is 61 and the starting address of the destination 
device is 83, then there would be odd boundary align 
ment because data address 61 (which corresponds to the 
second position of the double word 60—63) is being 
transferred to address 83 of the destination device 
(which corresponds to the fourth or last position of the 
double word 80-83). 
IBM Technical Disclosure Bulletin, December, 1984, 

pp. 4247-4248 discloses a shifter network that is used in 
a DMA mode of operation to perform memory-to 
memory transfers on odd boundary addresses from a 
master device to a slave device. The shifter network 
consists of three registers of four bytes each. The ?rst 
register communicates with the master, and the third 
register communicates with the slave. Data from the 
master is loaded into the shifter network and is shifted 
up or down by the amount of address misalignment or 
mismatch with the slave. The resulting aligned data is 
then transferred to the slave via the third register. Any 
data left in the shifter network is sent to the third regis 
ter in inverted format, and then more data is loaded 
from the master. The data is then shifted by the number 
of bytes now stored in the third register such that the 
third register subsequently transfers a full word of data. 
Although this reference discloses a system for align 

ing data on odd address boundaries, it does not consider 
data transfers by a DMA controller between source and 
destination devices which are smaller than the DMA 
controller (i.e., a DMA controller which has a 32-bit 
bus width and which performs a data transfer between 
16-bit or 8-bit size source/destination devices). Further, 
the system is somewhat complicated since it requires 
that data remaining in the shifter network, after a trans 
fer step, be inverted, and sent to another register. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide an 
improved method and device for performing data trans 
fers on odd boundary addresses. 

It is another object of the invention to provide a 
method and device for performing data transfers on odd 
boundary addresses which can be easily implemented 
and which is not complicated. 

It is still another object of the invention is to provide 
a method and device for performing data transfers on 
odd boundary addresses between different size sour 
ce/destination devices in a DMA data-processing sys 
tem. 
The present invention accomplishes these and other 

objects by providing a direct memory access method 
and device for transferring a plurality of data items 
(e. g., bytes) between a source and a destination device 
on odd boundaries with a minimum of processing time. 
The invention includes a temporary storage register for 
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storing 2N-l bytes, N being the maximum number of 
bytes on the data bus. Up to one full data word (i.e., N 
or fewer bytes) from the source device is loaded into the 
temporary storage register, and is aligned. to the extent 
possible, with the starting address of the destination 
device. The aligned data item(s) (byte(s)) in the register 
is/are then transferred to the destination device, and 
any remaining data item(s) in the register is/are rolled 
down to the least signi?cant storage location of the 
register, and the next full data word is loaded into stor 
age locations of the register, starting with the most 
signi?cant storage location which does not contain a 
data item. The data item stored in the lowest signi?cant 
storage locations, up to a full data word (i.e., N or fewer 
bytes or data items). are transferred to the destination 
device. and the remaining data item(s) in the register 
is/are rolled-down. The data transfer operation contin 
ues until all the data items are transferred. 
One of the particularly important features of the in 

vention is that. after the ?rst several transfers of data 
items from the source device, data is transferred to the 
destination device in full data word increments (i.e., N 
data items or bytes). thereby improving the processing 
speed of the data transfer system. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows a general outline ofthe DMA control 
ler according to the invention. 
FIG. 2 is a flowchart of the operation of the DMA 

controller according to the invention. 
FIGS. 3(A)—3(I*I) show a first example of the opera 

tion shown in FIG, 2. 
FIG S. 4(A)—4(C) show a second example of the oper 

ation shown in FIG. 2. 
FIG. 5 shows the I/O bus connection between a 

DMA controller and 32-, 16- and 8-bit devices. 
FIGS. 6(A)-6(F) shows examples of situations which 

require the data duplication method according to the 
invention. 
FIGS. 7(A)-7(D) show a third example of the opera 

tion shown in FIG. 2. 
FIG. 8 is a schematic diagram of the temporary stor 

age register and gating circuitry of the DMA controller 
of FIG. 1. 

FIG. 9 is a table showing the relationship between a 
byte enable signal BE and the roll-down amount signal 
RD and device size according to the invention. 
FIG. 10 is a schematic diagram of the gating circuitry 

of FIG. 1 for performing data duplication. 

PREFERRED EMBODIMENT OF THE 
INVENTION 

FIG. 1 shows a general outline of the DMA control 
ler 1 according to the present invention. Many commer 
cially available DMA controllers may be used to imple 
ment the present invention. For example, the Intel 
8237A-5 programmable DMA controller includes many 
of the components and programming functions neces 
sary for implementing the present invention. Further, 
the DMA controllers described in the abovecited prior 
art references contain many of the components and 
programming functions for implementing the DMA 
controller according to the invention. However, refer 
ring to FIG. 1, the DMA controller 10 according to the 
invention includes a buffer memory, in the form of a 
temporary storage register (TSR) 20, for temporarily 
storing data item(s) to be transferred to a destination 
device, gating circuitry 30 for the temporary storage 
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4 
register 20, and a counter 40 for keeping count of the 
data item(s) temporarily stored in the DMA controller 
10. As shown in FIG. 1, the temporary storage register 
20 has seven separate storage locations 0-6, each of 
which can store l-byte (i.e., I data item). Only storage 
locations 0-3 are coupled to the data-out bus D0 of the 
DMA controller 10, while a data item may be read into 
any one of the storage locations 0-6 via the data-in bus 
DI. As is known, the data-in and data-out buses may be 
two separate 32-bit-wide buses, or a single bidirectional 
32-bit-wide data-in/data-out bus. The DMA controller 
10 further includes a 32-bit address bus, two bits (BS) 
indicating whether the source/destination device is a 
32-bit, l6-bit or an 8-bit size device, a write/read line 
W/R and a ready line indicating whether the sour 
ce/destination device is ready to perform a data trans 
fer. Certain bits of the address lines are designated for a 
byte enable (BE) signals which indicates to the destina 
tion device where on the data-out bus (DO) the destina 
tion device can ?nd valid data. As shown in FIG. 1, the 
32-bit wide data bus includes four parallel 8-bit lines. 
The byte enable signals (BE) indicates to the destination 
device which one of the four lines contains valid data. 
Since data may be supplied on one or more of the four 
8-bit lines, four bits of the address signal are designated 
for the byte-enable signal (i.e., four bits or BE bits 0-3 
are necessary to cover all "valid" combinations of the 
byte enable signals). These valid combinations are those 
having byte enables that are contiguous when more 
than one BE bit is enabled. 
FIG. 2 is a flowchart of the data transfer operation of 

the DMA controller according to the invention. In 
particular, FIG. 2 depicts the transfer operation of data 
from a source device to a destination device. The source 
and destination devices may both be, for example, mem 
ories. 
As discussed above, the data to be transferred from 

the source device to the destination device in a DMA 
mode of operation actually consist of a plurality of data 
items (bytes) known as data blocks. The data block to be 
transferred may be viewed as a sequence of (8-bit) bytes 
or data items, with each byte being stored in a different 
address or storage location. Two consecutive bytes (i.e., 
two consecutive address locations, each containing a 
byte of data) correspond to a (16-bit) word, and four 
consecutive bytes correspond to a (32-bit) double word. 
In order to transfer a data block from the source device 
(e.g., a first memory) to the destination device (e.g., a 
second memory), the DMA controller must receive a 
starting or initial address or storage location of the 
source device, which starting address corresponds to 
the address in which the ?rst byte of data to be trans 
ferred is located, along with the total amount of data 
(e.g., the total number of bytes) to be transferred. In the 
case where the destination device is a memory, the 
DMA controller also needs to receive that address loca 
tion of the destination device where the first byte of 
data transferred from the source device is to be stored. 

Referring to FIG. 2, the block data transfer operation 
according to the invention includes twelve steps la 
belled steps l-l2. These twelve steps will ?rst be gener 
ally described, followed by speci?c examples of block 
data transfers. 

In step 1, the DMA controller 10 fetches a double 
word of data from the source device. As indicated 
above, a double word of data corresponds to four con 
secutive data bytes. The required bytes of data is then 
loaded into the temporary storage register 20 such that 
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the data byte corresponding to the source device start 
ing address (hereinafter "the ?rst data-in address“) is 
aligned in step 2 with the destination device starting 
address (hereinafter “the ?rst data-out address"). As 
indicated above, the starting addresses for both the 
source and destination devices are supplied to the DMA 
controller. This "alignment" process will be described 
in detail in connection with the speci?c examples shown 
in FIGS. 3, 4 and 6. 
The counter 40 is then set equal to the number of 

aligned data bytes in the temporary storage register in 
step 3, and these aligned data byte(s) are transferred to 
the destination device via the data-out bus D0 in step 4. 
The counter 40 is then decremented, in step 5, by the 
number of aligned bytes transferred in step 4. In step 6, 
the DMA controller 10 then determines whether the 
decremented counter 40 is equal to zero. If the counter 
is equal to zero in step 6, then the process goes to step 
7 where the DMA controller 10 determines whether or 
not any data items (bytes) are left in the temporary 
storage register. If the counter in step 6 is not equal to 
zero, then all of the data bytes left in the temporary 
storage register are “rolled-down" in step 9, and there 
after the process goes to step 4. 
The roll-down of data byte(s) or item(s) in the tempo 

rary storage register 20 will also be described in detail in 
connection with FIGS. 3, 4 and 6. Briefly, the roll down 
operation refers to the transfer of data bytes from the 
least signi?cant data ?lled storage locations of the tem 
porary storage register to the least significant storage 
locations ofthe temporary storage register. The amount 
of roll-down in step 9 is equal to one more than the most 
signi?cant storage location of the data bytes last trans 
ferred in step 4. 

If in step 7 the DMA controller determines that no 
data item(s) is/are left in the temporary storage register 
20, then the next double data word of the source device 
is fetched in step 8, and thereafter the operation pro 
ceeds to step 2. If the DMA controller 10 determines in 
step 7 that a data item(s) is left in the temporary storage 
register, then the roll-down operation of data items is 
performed in step 10 (i.e., each data item (byte) stored in 
the temporary storage register is rolled-down one more 
than the most signi?cant storage location of the data 
items (bytes) last transferred in step 3). 
The operation then proceeds to step 11 where the 

DMA controller 10 fetches the next double word from 
the source device, and the fetched double word is 
loaded into the temporary storage register 20 starting 
with the next most signi?cant storage location after the 
rolled-down data in step 12. Thereafter, the operation 
proceeds to step 3. 
The process shown in FIG. 2 will continue until the 

data block is transferred from the source device to the 
destination device. 

Referring to FIGS. 3(A)-3(H), an example will now 
be described with reference to the steps of FIG. 2 for a 
data block stored in memory locations transfer from a 
32-bit source device to a 32-bit destination device. In 
this example, a data block, stored in memory locations 
starting at address 61 (HEX) of the source device is to 
be transferred to the destination device, to memory 
locations having a starting address of 83 (HEX). Ac 
cordingly, for this example, the DMA controller 10 
would be supplied with the starting addresses of the 
source and destination devices (i.e., 61 and 83), along 
with the total amount of data to be transferred. 
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6 
In the description to follow the phrases “data address 

X" (or more generically “data addresses”) refers to data 
stored in memory locations starting at address X as 
described above, since data address 61 is within the 
double word consisting of addresses 60-63 (HEX), 
these data addresses are fetched by the DMA controller 
and placed on the data-in bus DI, as shown in FIG. 3(A) 
(step 1). Since the ?rst data-in address 61 is to be aligned 
with the ?rst data-out address 83, and since data-out 
address 83 corresponds to the "last" or “fourth" byte of 
the double word consisting of data addresses 80-83, 
data addresses 61-63 are loaded into storage locations 
3-5, respectively, of the temporary storage register as 
shown in FIG. 3(B). As shown in FIG. 1 and discussed 
above, the data-out bus (D0) is coupled to storage 
locations 0-3 of the temporary storage register 20. The 
loading of data address 61 in storage location 3 (i.e., the 
last or fourth storage location of the data bytes to be 
transferred to data-out bus DO) insures that data ad 
dress 61 is aligned with or “pointed to” data address 83 
of the destination device since data address 83 corre 
sponds to the last or fourth byte of the double word 
consisting of data addresses 80-83. 

Since only data bytes stored in locations 0-3 of the 
temporary storage register 20 are transferred to the 
output bus DO, only data bytes stored in these locations 
0-3 can be “aligned" with addresses of the destination 
device. 
The counter 40 is then set equal to one, since only 

‘data address’ 61 is aligned in the temporary storage 
register 20 (step 3). 
The aligned data byte 61 is then transferred to address 

83 of the destination device via the data-out bus DO, as 
shown in FIG. 3(C) (step 4). The counter 40 which 
presently is set equal to one is then decremented by one 
since only one aligned data byte, 6] was transferred 
(step 5). Since the decremented counter 40 is equal to 
zero (step 6), and since data bytes at addresses 62 and 63 
are still left in the temporary storage register 20 (step 7), 
the data roll-down operation (step I0) is performed. 
FIG. 3(D) shows the result of the roll-down opera 

tion of ‘data addresses’ 62 and 63. As discussed above, 
the amount of roll-down is equal to one more than the 
most signi?cant storage location of the data bytes last 
transferred. In FIG. 3(B), ‘data address’ 61 (the only 
data byte transferred) was stored in storage location 3 of 
the temporary storage register 20. Accordingly, ‘data 
addresses’ 62 and 63 are each rolled-down four storage 
locations (4: 3 + l), to storage locations 0 and 1, respec 
tively, as shown in FIG. 3(D) (step ID). 
The next double word (i.e., ‘data addresses’ 64-67) is 

then fetched from the source device and placed on the 
data-in bus DI, as shown in FIG. 3(E) (step 11). This 
fetched double word is then loaded in the temporary 
storage register 20 after the rolled-down data 62 and 63 
(step 12). As shown in FIG. 3(F), ‘data addresses’ 64-67 
are loaded into storage locations 2-5, respectively, of 
the temporary storage register 20. The counter 40 is 
then set equal to four since storage locations 0-3 of the 
temporary storage register each contains a ‘data ad 
dress‘ (step 3). As shown in FIG. 3(G), the four aligned 
data addresses 62-65 are then transferred to the destina 
tion device via the data-out bus D0 (step 4). The 
counter 40 is then decremented by four (i.e., the number 
of aligned data bytes transferred; step 5). Since the 
decremented counter 40 is equal to zero (step 6), and 
since ‘data addresses’ 66 and 67 are still left in the tem 
porary storage register 20 (step 7), ‘data addresses’ 66 
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and 67 are rolleddown to storage locations 0 and 1, 
respectively. of the temporary storage register 20. as 
shown in FIG. 3(I-I) (step 10). More particularly, since 
the most signi?cant storage location of the data bytes 
last transferred was location 3, data addresses 66 and 67 
are each rolled-down four (4=3+ 1) storage locations. 
The process would continue until all data items of the 

data block are transferred. Accordingly, the DMA 
controller needs to keep track of the number of data 
bytes transferred so it will know when the data block 
has been completely transferred. This can be accom 
plished by a counter which is initially set equal to the 
number of data bytes contained in the data block, and 
which is decremented each time a data byte is trans 
ferred from the temporary storage register. When this 
counter is equal to zero, all of the data bytes in the data 
block would be transferred. 

Referring to FIGS. 4(A)-4(C), another example will 
be described for a block data transfer between a 32-bit 
source device and a 32-bit destination device. In this 
example, a data block starting at address 62 (I-IEX) of 
the storage device is to be transferred to the destination 
device beginning at address 81 (HEX). 

Referring to FIG. 4(A). since the data address 61 is 
within the double word consisting of addresses 60-63, 
the DMA controller 10 fetches this double word from 
the source device and places it on the the data-in bus DI 
(step I). Since the first data-in address 62 is to be aligned 
with the ?rst data-out address 81 (which is the “second“ 
byte of the double word 80-83), ‘data address’ 62 is 
loaded into storage location 1 (i.e., the "second" storage 
location) of the temporary storage register 20, and ‘data 
address_ 63 is loaded into storage location 2 (step 2). 
Since there are two data bytes (62 and 63) aligned in the 
temporary storage register 20, counter 40 is set equal to 
two (step 3). ‘Data addresses‘ 62 and 63 are then trans 
ferred to the destination device via the data-out bus DO 
(step 4). and the counter 40 is decremented by two (step 
5). Since the decremented counter 40 is equal to zero 
(step 6), and since no data items are left in the temporary 
storage register 20 (step 7), the next double word is 
fetched from the source device (step 8) and placed on 
the data-in bus Do. as shown in FIG. 4(8). The next 
fetched double word is then loaded into the temporary 
storage register 20 such that the first data-in address 64 
is aligned with the first data-out address 83. Since ad 
dress 83 of the destination device is the "fourth or last" 
byte of the double word consisting of addresses 80-83, 
data addresses 64-67 are loaded into storage locations 
3-6 of the temporary storage register 20, respectively, 
as shown in FIG. 4(B) (step 2). 

Thus, although ‘data address‘ 64 is the ?rst byte of the 
double word consisting of addresses 64-67 in the source 
device, data address 64 is not stored in location 0 of the 
temporary storage location 20 but, rather, in storage 
location 3, since data address 64 will be transferred to 
the fourth or last address 83 of the double word consist 
ing of addresses 80-83 in the destination device. 
The counter 40 is then set equal to one (step 3), and 

aligned data address 64 is transferred to the destination 
device via the data-out bus DO (step 4), as shown in 
FIG. 4(8). 
The counter 40 is then decremented by one (step 5). 

Since the decremented counter 40 is equal to zero (step 
6), and since ‘data addresses’ 65-67 are left in the tempo 
rary storage register 20 (step 7), these ‘data addresses‘ 
65-67 are rolled-down in the temporary storage register 
(step 10), and the next double word (i.e., 68, 69, 6A and 

5 

25 

8 
6B) is fetched from the source device (step ll). As 
shown in FIG. 4(C). the next fetched double word is 
loaded in the temporary storage register 20 after the 
rolled-down data 65-67 (step 12). 
The process would continue until all data items 

(bytes) in the data block are transferred. 
In the examples described above in connection with 

FIGS. 3 and 4, the source and destination devices were 
both 32-bit devices. However, in practice, it is desirable 
for the DMA controller 10 to perform data block trans 
fers between l6- and 8-bit devices, as well as 32-bit 
devices. However, l6-bit and E-bit devices do not re 
ceive all data bytes transferred by a DMA controller 
having a 32-bit wide I/O bus. More speci?cally, FIG. 5 
shows the bus connection between the DMA controller 
10 and a 32-, l6- and 8-bit device. As shown in FIG. 5, 
storage locations 0-3 of the temporary storage register 
20 are coupled to the four 8-bit lines (BYTES), respec 
tively, of the 32-bit data-out bus DO. Since a 32-bit 
device is coupled to receive data on all four BYTES of 
the DMA controller's 32-bit data-out bus DO, all data 
bytes transferred from storage locations 0-3 of the tem 
porary storage register 20 will be received by a 32-bit 
device. However, a l6-bit device (which has a 16-bit 
wide input bus) can receive data bytes transferred only 
from storage locations 0 and 1 of the temporary storage 
register 20. Further, an 8-bit device (which has an 8-bit 
wide input bus) can receive a single data byte trans 
ferred only from storage location 0 of the temporary 
storage register 20. Thus, it is seen that a data byte 
stored in storage locations 2 or 3 of the temporary stor 
age register 20 cannot be transferred to a l6- or 8-bit 
device. 

In order for the DMA controller 10 to perform data 
transfers to 16-bit and 8-bit devices, as well as 32-bit 
devices, the present invention utilizes what may be 
termed a “data duplication" method. Sixteen bit devices 
cannot receive data bytes transferred from storage loca 
tions 2 and 3 of the temporary storage, register 20, 8 bit 
devices cannot receive data bytes transfer from storage 
locations 1, 2 and 3 of the TSR 20. In general, the data 
duplication method “duplicates" data during transfers 
to 55-bit and 16-bit devices, so that data which otherwise 
would not have been transferred can now be properly 
transferred. 
FIGS. 6(A)-(F) show those data transfer situations in 

which data duplication is necessary. FIGS. 6(A)-6(F) 
also indicate the byte-enable signals (BED-BB3) associ 
ated with each of these transfers. For example, in FIG. 
6(A), the data byte from storage location 1 of the tem 
porary storage register 20 is to be transferred. Since an 
8-bit device can receive a data byte loaded only in stor 
age location 0 of the temporary storage register 20, this 
transfer would be unsuccessful without data duplication 
if made to an 8-bit device. However, according to the 
data duplication method utilized in the invention, the 
data byte loaded in storage location 1 would also be 
supplied to that byte of the data bus DO corresponding 
to a transfer from storage location 0 of the temporary 
storage register 20, as shown by the arrows in FIG. 
6(A). The byte-enable signals BE(0-3) corresponds to 
data byte(s) stored in locations 0-3 of the temporary 
storage register 20. More particularly, a data byte 
stored in location 0 corresponds to BE = 1(HEX), a data 
byte stored in location 1 corresponds to BE=2(I-IEX), 
a data byte stored in location 2 corresponds to BE=4 
(HEX) and a data byte stored in location 3 corresponds 
to BE: 8(HEX) as indicated in FIG. 5. Thus, using this 
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weighting system. ten different combinations, corre 
sponding to the sixteen different possible combinations 
of data bytes stored in the temporary storage register 
20, can be designated. HEX values 0, 5, 9, A, B, and D 
are not valid BE enable combinations because the TSR 
data must be contiguous. Since in FIG. 6(A) only one 
data byte is stored in location 1 of the temporary storage 
register, the byte-enable signal BE(0-3) is equal to 
(BE=2I-IEX). 
As another example, in FIG. 6(E), data bytes are 

stored in locations 2 and 3 of the temporary storage 
register 20. Accordingly, only a 32-bit device could 
receive these data bytes since a 16-bit device can re 
ceive data bytes transferred only from TSR locations (I 
and 1, and an 8-bit device can receive a data byte trans 
ferred only from TSR location I]. As shown by the 
arrows of FIG. 6(E), the data bytes stored in locations 
2 and 3 are supplied on the data-out bus DO such that a 
16-bit or an 8-bit device could receive the transferred 
data. 

In FIG. 6(E), the byte-enable signal is equal to 
C(I-IEX) which corresponds to the data transfer situa 
tion shown in this ?gure in which data bytes from loca 
tions 2 and 3 of the temporary storage register 20 are to 
be transferred. The circuitry for implementing the data 
duplication method discussed above will be described in 
connection with FIG. 8. 
FIGS. 7(A)-7(D) show another example of a block 

data transfer between a source device and a destination 
device. In this example, both the source and the destina 
tion devices are 16-bit devices (i.e., devices having 16 
bit-wide data I/O buses). Accordingly, the DMA con 
troller 10 would receive a signal on bit-size line BS 
(FIG. 1) indicating that both the source and destination 
devices are l6-bitsize devices. 

In this example, a data block starting at address 61 
(HEX) of the source device is to be transferred to a 
destination device starting at address 82 (HEX). The 
‘data address’ 61 is within the double word consisting of 
addresses 60-63. Accordingly, data addresses 60-63 are 
fetched from the source device and placed on the data 
in bus D1. Although the DMA controller is a 32-bit 
device and therefore can fetch a (32-bit) double word, 
since the source device is a l6-bit device, only one 
(16-bit) word can be fetched at a time from the source 
device. Accordingly, data bytes 60 and 61 would ?rst 
be fetched and placed on the data-in bus DI, and then 
‘data addresses’ 62-63 would be fetched and placed on 
the data-in bus DI (step 1). Thus, it is seen that in the 
case where the source device is less than 32-bits (e.g., 
l6- or 8-bit devices) the DMA controller 10 must stay in 
the fetch loop until the double word boundary is 
reached in the case of 4 byte wide bus. 
Once the double word (i.e., ‘data addresses‘ 60-63) is 

fetched, these data addresses are loaded into the tempo 
rary storage register 20 such that the first data-in ad 
dress 61 is aligned with the ?rst data-out address 82. 
Since ‘data address’ 82 is the “third" address of the 
double word consisting of addresses 80-83, data ad 
dresses 61-63 are loaded into storage locations 2-4 of 
the temporary storage register 20. In particular, data 
address 61 is loaded into the “third” storage location 2 
of the temporary storage register 20 and therefore is 
aligned with the ?rst data-out address 82 of the destina 
tion device (step 2). The counter 40 is then set equal to 
two since locations 2 and 3 contain data bytes (step 3). 
The aligned data addresses 61-62 would then be trans 
ferred to addresses 82 and 83, respectively, of the desti 
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10 
nation device via the data-out bus DO. However, since 
the destination device is a 16-bit device, it can receive 
data bytes transferred only from storage locations 0 and 
1 of the temporary storage register 20. Accordingly, 
‘data addresses‘ 61 and 62 are data duplicated on the 
data-out bus DO at locations 0 and l to align with ad 
dresses 82 and 83 for to the smaller size device (l6-bits), 
as shown in FIG. 7(A). This allows the 16-bit device to 
receive data addresses 61 and 62. 

Thereafter, counter 40 is decremented by two (i.e., 
the number of aligned bytes transferred; step 5). Since 
the decremented counter 40 is equal to zero (step 6), and 
since ‘data address‘ 63 remains in the temporary storage 
register 20 (step 7), this ‘data address‘ 63 is rolled-down 
in the temporary storage register 20. More particularly, 
since the most signi?cant storage location of the last 
transferred data bytes from temporary register 20 is 
storage location 3, data address 63 is rolled-down four 
storage locations (4=3+ 1) from storage location 4 to 
storage location 0 (step 10), as shown in FIG. 7(B). 

Thereafter, the next double word (i.e., 64-67) is 
fetched (step 11), and the fetched double word is loaded 
into the temporary storage register 20 after the rolled 
down data address 63 (step 12), as shown in FIG. 7(B). 
The counter 40 is then set equal to four (i.e., the number 
aligned bytes in temporary storage register 20; step 3). 
The aligned data bytes are then transferred from the 
temporary storage register to the destination device via 
data-out bus DO. Although there are four aligned data 
addresses 63-66 in the temporary storage register 20, 
the destination device is a 16-bit device. Accordingly, 
the 16-bit destination device can only receive data bytes 
from storage locations 0 and 1. Thus, only data address 
63 and 64 which are stored in storage location 0 and 1, 
respectively, are transferred to the 16-bit destination 
device, as shown in FIG. 7(B). 
The counter 40 is then decremented by two since data 

bytes 63 and 64 were transferred (step 5). Since the 
decremented counter 40 is equal to two (i.e., 4—2=2; 
step 6). the remaining data addresses 65-67 in the tem 
porary storage register 20 are rolled-down (step 9), as 
shown in FIG. 7(C). In particular, each of the data 
addresses 65-67 is rolled-down two storage locations 
since the most significant storage location of the data 
bytes last transferred (i.e., 63-64) is location 1. Referring 
to FIG. 7(C), ‘data addresses‘ 65 and 66 are then trans 
ferred to the destination device (step 4), and the counter 
4-0 is decremented by two (step 5). Since the decre 
mented counter is now equal to zero (step 6), and since 
‘data address‘ 67 remains in the temporary storage regis 
ter 20, this ‘data address’ 67 is rolled-down two storage 
locations, as shown in FIG. 7(D) (step 10). 

Thereafter, the next double word (i.e., 68, 69, 6A and 
6B) is fetched (step 11) and loaded into the temporary 
storage register 20 after the rolled-down data address 67 
(step 12), as also shown in FIG. 7(D). The procedure 
would continue in a similar manner until all data bytes 
in the data block are transferred to the destination de 
vice. 

The circuitry for implementing the temporary stor 
age register 20 and the gating circuitry 30 of FIG. 1 will 
now be described. Referring to FIG. 8, the temporary 
storage register 20 includes seven D-type register (8 bits 
wide) D0-D6. The gating circuitry 40 includes thirteen 
multiplexers Mil-M6 and RDl-RD6. Registers DO-DS 
are connected to receive the outputs of multiplexers 
Mil-M5, respectively. The registers DID-D6 are also 
connected to receive data bytes via multiplexers ODI 



5,170,477 
11 

-6DI. respectively The data bytes ODI-6Dl corre 
spond to data bytes stored in locations 0-6, respectively. 
of the temporary storage register 20. Each of the multi 
plexers Mil-M6 also receives a data set signal Dset 
which, when active, causes data inputs 0DI-6DI to be 
outputted from multiplexers MO-M6. respectively. Ac 
cordingly. during step 2 of FIG. 2, the data set signal 
Dset is active so that fetched data bytes from the source 
device can be loaded into the temporary storage regis 
ter 20. 
The multiplexers Rdl-RD6 function to perform the 

roll-down operation discussed above. Multiplexers re 
ceive inputs as shown in FIG. 8, and a 2-bit roll-down 
signal RD which serves as a select signal. In particular, 
one of the four inputs is outputted from multiplexers 
RDl-RDG according to the roll-down control signal 
RD. One of four different roll-down signals RD is sup 
plied to multiplexers RD1—RD6. The Table shown in 
FIG. 9 shows the relationship between a given byte 
enable signal BE, the location of the last data bytes 
transferred from the temporary storage register 20, for 
respective bus sizes of 32 bits (“BS32") 16 bits ("BS16“), 
and 8 bits (“BS8“), and the resulting roll down values 
for these respective bus sizes. 

In particular. as discussed above, and as shown in 
FIGv 9, the roll-down value is selected such that it cor 
responds to a roll-down amount of one more than the 
most signi?cant storage location of the last data bytes 
transferred. The roll-down values can be obtained from 
the decoder shown in FIG. 8 having a decoding func 
tion as shown in the table of FIG. 9. For example, as 
sume that the destination device is a 32-bit device and 
that four data bytes are loaded into registers D2—D5, 
respectively. The data bytes stored in registers D2 and 
D3 would then be transferred to the destination device. 
This transfer corresponds to a byte enable signal BE 
which is equal to C (HEX). In this case, the most signifi 
cant storage location of the last data bytes transferred is 
location 3 which corresponds to register D3 of the 
temporary storage register 20. Accordingly, roll-down 
signal RD=4 would be selected and supplied to multi 
plexers RDl-RD6. The roll-down select signal RD=4 
causes the multiplexer RDl-RD6 to output the fourth 
input. Thus, multiplexers RDl would output the data 
byte stored in register D4 and multiplexer RDZ would 
output the data byte stored in register 5. During this 
time, the data set signal Dset is inactive, thereby causing 
multiplexers M0 through M5 to select the outputs of 
multiplexers RD] through RD6, respectively. Thus, 
after the roll-down operation, the data bytes previously 
stored in registers D4 and D5 would be stored in regis 
ters D0 and D1, respectively. 
The gating circuitry for performing the data duplica 

tion method of the invention will now be described. 
As discussed above, those data transfer situations 

shown in FIGS. 6(A)-6(F) cannot be properly trans 
ferred to 16-bit or B-bit devices, because the output bus 
of the DMA controller 10 is 32-bits wide, whereas the 
input buses of 16-bit and 8-bit destination devices are 
l6-bits and 8-bits wide, respectively. More speci?cally, 
data bytes stored in registers D2 and D3 of the tempo 
rary storage register 20 cannot be received by a 16-bit 
or an 8-bit device. Accordingly, in order for data bytes 
stored in registers D2 and D3 to be received by a 16-bit 
or an 8-bit device, it is necessary for these data bytes to 
be placed on the data-out bus DO so that they corre 
spond to outputs from registers D0 and D1 (in the case 
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12 
ofa 16-bit destination device) or register D0 (in the case 
of an 8-bit destination device). 

FIG. 10 is a schematic diagram showing gating cir 
cuitry for performing the "data duplication” method of 
the invention. The data duplication gating circuitry can 
be implemented using two multiplexers 60 and 70, and 
two decoders 80 and 90, as shown in FIG. 10. Multi 
plexer 60 is connected to receive the outputs of registers 
D1 and D3. Multiplexer 70 is connected to receive the 
outputs of registers D0 through D3. Multiplexer 60 is 
also connected to receive a select signal which is the 
output of decoder 80, and multiplexer 70 is connected to 
receive a select signal which is the output of decoder 90. 
The decoders 80 and 90 are each connected to re 

ceive the byte-enable signals BE(0—3). As discussed in 
connection with FIG. 1, the byte enable signals BE(0-3) 
indicates to the destination device where on the 32-bit 
data-out bus DO valid data may be found. In other 
words, the byte enable signals BE(0-3) tells the destina 
tion device where on the 32-bit data-out bus to look for 
incoming data. 

Both decoders 80 and 90 receive the byte-enable 
signals BE(0—3) and, in accordance therewith, output a 
select signal to multiplexers 60 and 70, respectively. For 
example, if byte-enable signals BE(0~3) are equal E (i.e., 
BE=E HEX), then the decoder circuits 80 and 90 
would each output a select signal to the multiplexers 60 
and 70, respectively, such that the second input of the 
multiplexers 60 and 70 would be selected. Accordingly, 
multiplexers 70 and 80 would both select the output 
from register D] as their S-bit output. This example 
corresponds to the situation shown in FIG. 6(C). 
0n the other hand, if, for example, the byte-enable 

signal BE is equal to C (i.e., BE=C), which corre 
sponds to the data transfer situation in FIG. 6(E), then 
decoder 80 would output a select signal to multiplexer 
60 so that this multiplexer selects the output oflatch D3, 
and decoder 90 outputs a select signal to multiplexer 70 
so that multiplexer 70 would select the output of regis 
ter D2. 

In this way, it is seen that data bytes stored in more 
signi?cant storage locations of the temporary storage 
register 20 can also be transferred to 16-bit and 23-bit 
devices. As discussed above in connection with FIGS. 
6(A)-6(F), the DMA controller 10 outputs a byte-ena 
ble signal BE which corresponds to the data bytes 
stored in locations 0-3 of the temporary storage register 
20. However, byte enable signals BE(0—3) assumes a 
32-bit source/destination device. Thus, when the data 
duplication method used in the invention is employed, 
the byte enable signals BE(0—3) will not always repre 
sent the same S-bit line(s) of the data-out bus DO uti 
lized when making a data transfer to or from a 32-bit 
source/destination device. In order for the byte enable 
signals BE(0-3) to correspond to the actual 8-bit line(s) 
of the data-out bus DO utilized for data transfer, it is 
necessary for l6-bit and 8-bit devices to include a de 
coder similar to either the decoder 80 or 90 of FIG. 10 
which decodes the byte enable signals BE(0—3) supplied 
from the DMA controller 10. 
Although speci?c gating circuitry has been described 

in connection with FIGS. 9 and 10, those skilled in the 
art will understand that other circuitry may be used to 
implement the roll-down and data duplication methods 
of the invention. 

Further, although the present invention has been 
described in connection with a DMA mode of data 
transfer, those skilled in the art will understand that the 
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data transfer circuitry and method of the present inven 
tion may be employed in a CPU. 
What is claimed is: 
1. A method of transferring a plurality of data items. 

stored in sequential storage locations starting at a ?rst 
predetermined storage location of a source device. to 
sequential storage locations starting at a ?rst predeter 
mined storage location ofa destination device, a each of 
said plurality of data items being de?ned as a plurality 
of data bits, the source and destination devices each 
having a plurality of full data word locations, each of 
said plurality of full data word locations. each of said 
plurality of full data word locations being de?ned as a 
predetermined number N of sequential storage loca 
tions, each of said sequential storage locations corre 
sponding to one of N different positions of a full data 
word location, data items stored in N storage locations 
of a full data word location forming a full data word, 
the data item stored in a ?rst one of the N sequential 
storage locations of a full data word location being 
termed an even data item, and data items which are not 
stored in the ?rst one of the N sequential storage loca 
tions of a full data word being termed odd data items. 
and the source device‘s full data word location which 
contains the data item stored at the ?rst predetermined 
storage location of the source device being designated 
an Si full data word location, the method comprising 
the steps of: 

(A) transferring at least one data item from the source 
device to a temporary storage register having a 
plurality of sequential storage locations arranged 
from a least signi?cant storage location to a most 
signi?cant storage location, N designated sequen 
tial register storage locations being de?ned as a 
temporary full data word location, each of the N 
designated sequential register storage locations 
corresponding to one ofN different positions ofthe 
temporary full data word location, the at least one 
data item transferred to the register corresponding 
to a series of data items starting with the data item 
stored in the ?rst predetermined storage location of 
the source device up to but not including the even 
data item of the next full data word SH» 1, the at 
least one data item being transferred to the register 
such that at least the data item corresponding to the 
?rst predetermined storage location of the source 
device is aligned with the ?rst predetermined stor 
age location of the destination device, a given data 
item stored in the register being aligned with a 
given storage location of the destination device 
only if the given data item is stored in that one of 
the N designated register storage locations which 
has the same position of the temporary full data 
word location as the position of the given destina 
tion device storage location of the destination de 
vice full data word location which contains the 
given destination device storage location; 

(B) transferring all aligned data items in the register 
to the destination device; 

(C) rolling-down, in sequence, any remaining data 
items in the register to the least signi?cant storage 
locations thereof; 

(D) loading a full data word, from source device 
locations starting with the storage location corre 
sponding to the even data item of said next full data 
word Si+l up to but not including the storage 
location corresponding to the even data item of a 
following data word Si+2, into the register at 
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sequential storage locations thereof which are 
more signi?cant storage locations than the regis~ 
ter’s moslt signi?cant storage location containing a 
data item; 

(E) transferring at least one data item stored in the 
register, starting with the least signi?cant storage 
location containing a data item therein, to the desti 
nation device; and 

repeating steps (C)—(E) until the transfer of said plu 
rality of data items is completed. 

2. The method as claimed in claim 1, wherein the 
register contains storage locations for storing 2N-l 
bytes of data. 

3. The method as claimed in claim 2, wherein N is 
equal to 4. 

4. A method of transferring a plurality of data items, 
stored in sequential storage locations starting at a ?rst 
predetermined storage location of a source device, to 
sequential storage locations starting at a ?rst predeter 
mined storage location of a destination device, each of 
said plurality of data items being de?ned as a plurality 
of data bits, the source and destination devices each 
having a plurality of full data word locations, each of 
said plurality of full data word locations being de?ned 
as a predetermined number N of sequential storage 
locations. each of said sequential storage locations cor 
responding to one of N different positions of a full data 
word location, data items stored in N storage locations 
of a full data word location forming a full data word, 
the data item stored in a first one of the N sequential 
storage locations of full data word location being 
termed an even data item, and data items which are not 
stored in the ?rst one of the N sequential storage loca 
tions ofa full data word being termed off data items, and 
the source device‘s full data word location which con 
tains the data item stored at the ?rst predetermined 
storage location of the source device being designated 
an Si full data word location, the method comprising 
the steps of: 

(A) transferring at least one data item from the source 
device to a temporary storage register having a 
plurality of sequential storage locations arranged 
from a least signi?cant storage location to a most 
signi?cant storage location, N designated sequen 
tial register storage locations being de?ned as a 
temporary full data word location, each of the N 
designated sequential register storage locations 
corresponding to one of N different positions of the 
temporary full data word location, the at least one 
data item transferred to the register corresponding 
to a series of data items starting with the data item 
stored in the ?rst predetermined storage location of 
the source device up to but not including the even 
data item of the next full data word Si- 1, the at 
least one data item being transferred to the register 
such that at least the data item corresponding to the 
?rst predetermined storage location of the source 
device is aligned with the ?rst predetermined stor 
age location of the destination device, a given data 
item stored in the register being aligned with a 
given storage location of the destination device 
only if the given data item is stored in that one of 
the N designated register storage locations which 
has the same position of the temporary full data 
word location as the position of the given destina 
tion device storage location of the destination de 
vice full data word location which contains the 
given destination device storage location; 
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(B) transferring all aligned data items in the register 
to the destination device via a data bus. the trans 
ferred data items being placed at locations on the 
data bus such that the destination device can re 
ceive the transferred data items; 

(C) rolling-down, in sequence, any remaining data 
items in the register to the least signi?cant storage 
locations thereof; 

(D) loading in full data word, from source device 
locations starting with the storage location corre 
sponding to the even data item ofsaid next full data 
word Si-l up to but not including the storage 
location corresponding to the even data item of a 
following data word Si=2, into the register at 
sequential storage locations thereof which are 
more signi?cant storage location than the register‘s 
most signi?cant storage location containing a data 
item; 

(E) transferring at least one data item stored in the 
register, starting with the least signi?cant storage 
location containing a data item therein. to the desti 
nation device, and 

repeating steps (C)-(E) until the transfer of said plu 
rality of data items is completed. 

5. The method as de?ned in claim 4. further compris 
ing the steps of setting a counter equal to the number of 
aligned data addresses in the register, and performing 
said full data word loading step only after the counter is 
set equal to zero. 

6. The method as de?ned in claim 5. wherein said 
counter setting step includes decrementing the counter 
by the number of data items transferred from the regis 
ter to the destination device. 

7. The method as de?ned in claim 5. further compris 
ing the steps of: 

determining whether any data items are left in the 
register. said determining step being performed 
only after the counter is set equal to zero; 

said step of rolling-down, in sequence, any data items 
in the register to least signi?cant storage locations 
thereof being performed only if the counter is set 
equal to zero and said determining step determines 
that there is at least one data item still left in the 
register. 

8. A device for transferring a plurality of data items, 
stored in sequential storage locations starting at a ?rst 
predetermined storage location of a source device to 
sequential storage locations starting at a ?rst predeter 
mined storage location of a destination device, each of 
said plurality of items data being de?ned as a plurality 
of data bits, the source and destination devices each 
having a plurality of full data word locations, each of 
said plurality of full data word locations being de?ned 
as a predetermined number N of sequential storage 
locations, each of said sequential storage locations cor 
responding to one of N different positions of a full data 
word location, data items stored in N storage locations 
of a full data word location forming a full data word, 
the data item stored in a ?rst one of the N sequential 
storage locations of a full data word location being 
termed an even data item, and data items which are not 
stored in the ?rst one of the N sequential storage loca 
tions of a full data word being termed odd data items, 
and the source device's full data word location which 
contains the data item stored at the ?rst predetermined 
storage location of the source device being designated 
an Si full data word location, the device comprising: 
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means for transferring at least one data item, from the 

source device to a temporary storage register hav 
ing a plurality of sequential storage locations ar 
ranged from a least signi?cant storage location to a 
most signi?cant storage location, N designated 
sequential register storage locations being de?ned 
as a temporary full data word location, each of the 
N designated sequential register storage locations 
corresponding to one of N different positions of the 
temporary full data word location, the at least one 
data item transferred to the register corresponding 
to a series of data items starting with the data item 
stored in the ?rst predetermined storage location of 
the source device up to but not including the even 
data item of the next full data word Si=l, the at 
least one data item being transferred to the register 
such that at least the data item corresponding to the 
?rst predetermined storage location of the source 
device is aligned with the ?rst predetermined stor 
age location of the destination device, a given data 
item stored in the register being aligned with a 
given storage location of the destination device 
only if the given data item is stored in that one of 
the N designated register storage locations which 
has the same position of the temporary full data 
word location as the position of the given destina 
tion device storage location of the destination de 
vice full data word location which contains the 
given destination device storage location; 

means for transferring all aligned data items in the 
register to the destination device; 

means for rolling-down, in sequence, any remaining 
data items in the register to the least signi?cant 
storage locations thereof; and 

loading means for loading a full data word, from 
source device locations starting with the storage 
location corresponding to the even data item of 
said next full data word Si=l up to but not includ 
ing the storage location corresponding to the even 
data item of a following data word Si=2, into the 
register at sequential storage locations thereof 
which are more signi?cant storage locations than 
the register’s most signi?cant storage location con 
taining a data item; and 

wherein said transferring means is also operable for 
transferring at least one data item stored in the 
register, starting with the least signi?cant storage 
location containing a data item therein, to the desti 
nation device. 

9. The device as de?ned in claim 8, further compris 
ing a counter, means for setting said counter equal to 
the number of aligned data items in said register, and 
means for decrementin g said counter by the number of 
data items transferred from said register to the destina 
tion device. 

10. The device as de?ned in claim 9, wherein said 
loading means is operable for loading a full data word 
into said register only after the counter is equal to zero. 

11. The device as de?ned in claim 10, wherein said 
register has storage locations for ZN-l bytes of data, 

12. The device as de?ned in claim 11, wherein N is 
equal to 4. 

13. The device as de?ned in claim 8, wherein said 
device is a DMA controller. 

14. The device as de?ned in claim 8, wherein said 
temporary storage register comprises ZN-l latches. 

15. The device as de?ned in claim 14, wherein the 
outputs of N of said latches are coupled to the destina 
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tion device. and wherein said transferring means in 
cludes an output bus coupled between the outputs of 
said latches and the destination device. and gating 
means, disposed between the outputs of said latches and 
said output bus. said gating means receiving the outputs 
of each of said latches and being operable for placing an 
output of at least one of said latches at a location on the 

output bus which corresponds to the output of at least 
another one of said latches, each of said latches corre 
sponding to a different one of the plurality of sequential 
storage locations of said temporary storage register. 

16. The device as de?ned in claim 15, wherein said 
device includes means for outputting a byte-enable sig 
nal which identi?es locations on the output bus where 
valid data can be found, 

17. The device as de?ned in claim 16, wherein said 
gating means in controlled by the byte-enable signal. 
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18. The device as de?ned in claim 15, wherein said at 
least another one of said latches corresponds to a less 
signi?cant storage location of the temporary storage 
register than the storage location ofthe temporary stor 
age register corresponding to said at least one of said 
latches. 

19, The device as de?ned in claim 8, wherein said 
rolling-down means comprises a plurality of multiplex 
ers, and wherein an amount of roll-down of data items 
in said register by said roll-down means is determined in 
accordance with the byte enable signal. 

20. The device as de?ned in claim 19, wherein said 
loading means includes a plurality of multiplexers cou 
pled between the inputs of said temporary storage regis 
ter and the outputs of said rolling-down means, each of 
said plurality of multiplexers of said loading means 
having an input for receiving a data item from the 
source device. 
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