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/ Application ?led June 20, 1898. 

To all whom it may concern: 
Be it known that I, WALTER G. DUCKETT, 

a citizen of the United States. residing at 
Washington, in the District of Columbia, have 
invented. certain new. and useful Improve 
ments in Card, Sign, or Label Racks; and I 
do hereby declare the following to be a full, 
clear, and exact description of the invention, 
such as will enable others skilled in the art 
to which it appertains to make and use the 
same. 

This invention relates to certain new. and 
useful improvements in that class of devices 
known as “ card, sign or label racks.” 
The object of this invention is to provide a 

rack that shall be capable of ready attach 
ment at conspicuous points about a sales 
room, or office, also to small articles of stock, 
such as boxes, bottles or the like. 
_ A further object is to employ a novel and 
improved construction that shall possess ad 
Vantagesin point of simplicity, durability, in 
expensiveness and general efficiency. 
An important feature of the invention re 

sides in the provision of a rear support or 
backing in combination with the ordinary 
form of card clamping coil, by which the card 
shall be effectually protected against bend 
ing, breaking and detachment from the rack. 
With these and other objects in view, the 

invention comprises Various novel details, 
combinations and arrangements of elements 
which will be hereinafter more fully set forth 
and speci?cally pointed out in the claims. 
In describing the invention in detail, refer 

ence is had to they accompanying drawings 
forming part of this speci?cation wherein 
like letters indicate corresponding parts in 
the several views, in which—— ' 
Figure 1:— is a view in elevation of one 

form of rack constructed and arranged to 
embody my improvements. Figs. 2 and 3 are 
similar views showing racks provided with 
duplicate card clamping coils and shanks and 
a bridge-piece connecting the coils. ,Fig. 4.:— 
is a view in elevation showing a rack provided 
with triple coils and double shanks. Fig. 
5:—=- is a view in elevation of a slightly 
modi?ed form of coil. Figs. 6 and 6a:—- are 
viewsin-elevation and section of a slightly 
modi?ed form of clamping coil. Figs. 7 and 
8:—— are views showing the improved form of 
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‘clamping coil applied in duplicate to racks 
‘such as are shown in Figs. 2 and 3. ‘Figs. 9, 
10 and 11, are views in perspective illustrat~ 
ing a Well known form of clampingcoil in 
connection with a card. 
In the drawings —.—A—— Fig. 1, denotes the 

card rack,whichis preferably formed from 
a single length of spring wire and-consists 
essentially of the card clamping coil —B—— 
the rear supportor backing ——O— and the 
tapered or pointed shank ~—-D—. This back 
ing projects‘ above the coil, and is so rela 
tively arranged therewith as'to form a slightly 
yielding yet practically rigid support for the 
card, sign or label and thus serves to brace , 
the same against bending, breaking, (to. 
With racks of this class, as heretofore con 
structed, it has been customary in forming 
the clamping coil to employ double‘ circular 
turns of wire (see Figs. 9, 10 and 11) having 
the same diameter and lying normally in 
close engagement, the clamping action result 
ing from the disengagement of or forcing 
apart these coils by the interposition of a 
card, sign or label. This form of coil grips 
but a comparatively small marginal portion 
of the card and with no other support, readily 
admits of the card being bent over and broken 
or detached by accidental blows or the crowd 
ing together of articles of stock to which the 
racks are attached. 
With myimproved support or backing this 

objection is entirely obviated as will be at 
once apparent. 
Referring to Figs. 2 and 3, a rack is shown, 

in which duplicate coils -—B—-B—— are em 
ployed and connected by the arched support 
or backing ——O'—-* with the extremities of the 
coils bent downward and pointed to form a 
double shank —‘D2—. The capacity of these 
racks‘ last mentioned may, if desired, be 
readily increased by adding a third coil --~B2— 
which is formed centrally of the arched sup 
port or backing, as shown in Fig. 4.. I 
.In Figs. 5, 5“, 6, and 6”‘, I have illustrated 

an improved card clamping coil, which con 
sistsin bending a single length of spring 
wire into a ?at spiral coil —-B3—~ ‘with the 
outer or largest turn +6- thereof extended 
to an approximate elliptical form (see Fig. 5) 
and serving as a backing or support for the 
card, sign or label. The inner extremity of 
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this wire which forms the beginning of the 
coil, may be lengthened and bent upwardly 
against the coil to form a spring clamping ?n 
ger -—Z12-— with portions thereof indented and 
forced between the circular turns of the coil 
as is clearly shown in Fig. 6“. 
In Figs. '7 and S, racks are shown provided 

with these ?at spiral coils and having the 
spring ?ngers connected by an arch-shaped 
bridge piece 02 which is integral therewith. 
The extremities of the rack wire being bent 
downwardly, as in Fig. 2. 
Having thus fully described my invention, 

what I claim as new, and desire to secure by 
Letters Patent, is— 

1. A card rack, comprising multiple coils of 
wire, one of which is of larger diameter and 
forms a backing or rear support for the in 
terposed card, and a supporting extension, as 
speci?ed. 

2. A card rack, comprising one or more 
concentric coils of wire, an eccentric coil of 
larger diameter and formed by acontinuation 
of said concentric coils, and asupporting ex 
tension, as speci?ed. 

3. A card, sign or label rack, comprising 
one or more wire clamping coils, an integral 
rear support or backing projecting above and 
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connecting the coils, and supporting exten 
sions formed by the terminations of the coils, 
as speci?ed. 

4. In a card, sign or label rack, multiple 
coils of wire, an approximately arclrshaped 
backing projecting above the coil and formed 
by bending up the outer extremity thereof, 
and the terminal shank of the arched back 
ing, as specified. 

5. In a card, sign or label rack, a ?at spiral 
clamping coil formed from a single length of 
wire, the backing or support formed by the 
approximately arch-shaped termination of the 
coil and the downwardly bent extremity or 
shank of the backing, as speci?ed. 

6. In a card, sign or label rack, a ?at spiral 
wire clamping coil having one extremity 
thereof arched and projecting above the coil 
proper and terminating in a downwardly ex 
tending shank and the opposite extremity 
bent radially and normally resting against 
the coil to form a spring ?nger, as speci?ed. 

In testimony whereof I a?’ix my signature in 
presence of two witnesses. 

WALTER G. DUOKETT. 
Witnesses: 

WM. H. WETZEL, 
CORNELIA L. PUMPHREY. 
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